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Preface to the Second Edition 


This book, Analytical Heat Transfer, was first published in 2012. This book bridges the 
gap between undergraduate-level, basic heat transfer and graduate-level, advanced heat 
transfer, and it serves the need of entry-level graduate students. Since it was published, 
we have received many useful comments and suggestions that the book should include 
additional topics in conduction, convection, and radiation heat transfer. In addition to 
combined conduction, convection, and radiation heat transfer as an intermediate-level 
graduate course, the advanced-level combined conduction and radiation course, and 
the advanced-level graduate convection course are taught as advanced-level graduate 
classes at many universities. To satisfy the multiple objectives, there is a need to expand 
the current book by including more advanced heat transfer topics. 

This text is a revision of the first edition. The primary content and framework 
have been based on the first edition. Keeping the same format, the revised second 
edition adds new material at the end of each chapter. The following relevant advanced 
topics (Contents with an asterisk *) have been added to the second edition: steady 
state and transient heat conduction in cylindrical coordinates, Duhamel’s superposi- 
tion method and Green’s function method for transient heat conduction, mass and 
heat transfer analogy, external laminar flow and heat transfer with a constant pres- 
sure gradient, heat transfer in high speed flows, thermally developing heat transfer 
in a circular tube, flow and heat transfer in a rectangular channel, laminar mixed 
convection, laminar-turbulent transitional heat transfer, unsteady highly turbulent 
flows, film cooling flows, turbulent flow heat transfer enhancement, heat transfer in 
rotating channels, numerical modeling for turbulent flow heat transfer, combined 
radiation with conduction and/or convection, and gas radiation optically thin and 
optically thick limits. 

We hope this revised book will be useful for (a) the intermediate-level graduate heat 
transfer course (Chapters 1—14, only Contents without an asterisk *), as well as for (b) 
the advanced-level graduate combined conduction and radiation heat transfer course 
(Chapters 1-5 and 11-14 including Contents with an asterisk *), and for (c) the advanced- 
level graduate convection heat transfer course (Chapters 6—10 and 15-16 including 
Contents with an asterisk *). The instructors shall have the option to choose the relevant 
topics for their (a), (b), and (с) courses. We would be happy to receive constructive com- 
ments and suggestions on the material presented in the second edition book. 

While preparing this second edition manuscript, we heavily referenced the fol- 
lowing books and therefore are deeply appreciative to their authors: 


V. Arpaci, Conduction Heat Transfer, Addison-Wesley Publishing Company, 
Reading, MA, 1966. 

DW. Hahn and M.N. Ozisik, Heat Conduction, Third Edition, John Wiley & 
Sons, Hoboken, NJ, 2012. 

H. Schlichting, Boundary-Layer Theory, Sixth Edition, McGraw-Hill, 
New York, 1968. 


ху 


Xvi Preface to the Second Edition 


W.M. Kays and M.E. Crawford, Convective Heat and Mass Transfer, Second 
Edition, McGraw-Hill, New York, 1980. 

R. Siegel and J. Howell, Thermal Radiation Heat Transfer, McGraw-Hill, 
New York, 1972. 
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Preface to the First Edition 


Fundamental Heat Transfer is a required course for all mechanical, chemical, nuclear, 
and aerospace engineering undergraduate students. This senior-level undergraduate 
course typically covers conduction, convection, and radiation heat transfer. Advanced 
Heat Transfer courses are also required for most engineering graduate students. These 
graduate-level courses are typically taught as individual courses named Conduction, 
Convection, or Radiation. Many universities also offer an Intermediate Heat Transfer 
or Advanced Heat Transfer course to cover conduction, convection, and radiation for 
engineering graduate students. For these courses, however, there are not many text- 
books available that cover conduction, convection, and radiation at the graduate level. 

I have taught an Intermediate Heat Transfer course in the Department of 
Mechanical Engineering at Texas A&M University since 1980. This book has 
evolved from a series of my lecture notes for teaching a graduate-level intermediate 
heat transfer course over the past 30 years. Many MS degree students majoring in 
Thermal and Fluids have taken this course as their only graduate-level heat transfer 
course. And many PhD degree candidates have taken this course to prepare for their 
heat transfer qualifying examinations as well as to prepare for their advanced-level 
courses in conduction, convection, or radiation. This book bridges the gap between 
undergraduate-level basic heat transfer and graduate-level advanced heat transfer as 
well as serves the need of entry-level graduate students. 

Analytical Heat Transfer focuses on how to analyze and solve the classic heat 
transfer problems in conduction, convection, and radiation in one book. This book 
emphasizes on how to model and how to solve the engineering heat transfer problems 
analytically, rather than simply applying the equations and correlations for engineer- 
ing problem calculations. This book provides many well-known analytical meth- 
ods and their solutions such as Bessel functions, separation of variables, similarity 
method, integral method, and matrix inversion method for entry-level engineering 
graduate students. It is unique in that it provides (1) detailed step-by-step mathemati- 
cal formula derivations, (2) analytical solution procedures, and (3) many demon- 
stration examples. This analytical knowledge will equip graduate students with the 
much-needed capability to read and understand the heat-transfer-related research 
papers in the open literature and give them a strong analytical background with 
which to tackle and solve the complex engineering heat transfer problems they will 
encounter in their professional lives. 

This book is intended to cover intermediate heat transfer between the undergradu- 
ate and the advanced graduate heat transfer levels. It includes 14 chapters and an 
Appendix: 


Chapter 1 Heat Conduction Equations 

Chapter 2 1-D Steady-State Heat Conduction 
Chapter 3 2-D Steady-State Heat Conduction 
Chapter 4 Transient Heat Conduction 

Chapter 5 Numerical Analysis in Heat Conduction 
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While preparing this manuscript, I heavily referenced the following books and 
therefore am deeply appreciative to their authors: 


W. Rohsenow and H. Choi, Heat, Mass, and Momentum Transfer, Prentice- 
Hall, Inc., Englewood Cliffs, NJ, 1961. 

A. Mills, Heat Transfer, Richard D. Irwin, Inc., Boston, MA, 1992. 

K. Vincent Wong, Intermediate Heat Transfer, Marcel Dekker, Inc., New York, 
2003. 

F. Incropera and D. Dewitt, Fundamentals of Heat and Mass Transfer, Fifth 
Edition, John Wiley & Sons, Hoboken, NJ, 2002. 


Finally, I would like to sincerely express special thanks to my former student 
Dr. Zhihong (Janice) Gao (PhD, 2007). Janice spent a lot of time and effort to type 
most of the manuscript from my original Intermediate Heat Transfer Class Notes 
in 2005-2007. Without her diligent and persistent contributions, this book would 
be impossible. In addition, I would like to extend appreciation to my current PhD 
students Mr. Jiang Lei and Ms. Shiou-Jiuan Li for their help in completing the book 
and drawings in 2009—2010. 


Je-Chin Han 


Authors 


Je-Chin Han is a university distinguished professor 
and Marcus Easterling Endowed Chair Professor at 
Texas A&M University. He earned a BS degree from 
National Taiwan University in 1970, an MS degree 
from Lehigh University in 1973, and a ScD from MIT 
in 1976, all in mechanical engineering. He has been 
working on turbine blade cooling, film cooling, and 
rotating coolant-passage heat transfer research for 
the past 40 years. He is the co-author of more than 
250 journal papers, and lead author of the books: 
Gas Turbine Heat Transfer and Cooling Technology, 
Analytical Heat Transfer, and Experimental Methods 
in Heat Transfer and Fluid Mechanics. He has served 
as editor, associate editor, and honorary board mem- 
ber for eight heat transfer-related journals. He received the 2002 ASME Heat 
Transfer Memorial Award, the 2004 International Rotating Machinery Award, the 
2004 AIAA Thermophysics Award, the 2013 ASME Heat Transfer Division 75th 
Anniversary Medal, the 2016 ASME IGTI Aircraft Engine Technology Award, and 
the 2016 ASME and AICHE Max Jakob Memorial Award. He is a fellow of ASME 
and AIAA and an Honorary Member of ASME. 


Lesley M. Wright is an associate professor and Jana 
and Quentin A. Baker 778 faculty fellow at Texas 
A&M University. Prior to joining Texas A&M, she 
was a member of the mechanical engineering fac- 
ulty at Baylor University for 10 years. She earned 
a BS in engineering in 2001 from Arkansas State 
University and an MS and a PhD in mechanical 
engineering from Texas A&M University in 2003 
and 2006, respectively. Currently she is investigating 
enhanced convective cooling technology, including 
heat transfer enhancement for gas turbine cooling 
applications. This experimental research has led to 
the development of innovative cooling technology 
for both turbine blade film cooling and internal heat 
transfer enhancement. In addition, Dr. Wright continues to investigate the effect of 
rotation on the thermal performance of rotor blade cooling passages. Her research 
interests have also led to the development of novel experimental methods for the acqui- 
sition of detailed surface and flow measurements in highly turbulent flows. She has 
co-authored the book Experimental Methods in Heat Transfer and Fluid Mechanics 
and more than 100 refereed journal and conference papers. She is a fellow of ASME. 


xix 


Taylor & Francis 
Taylor & Francis Group 


http://taylorandfrancis.com 


Heat Conduction 
Equations 


11 INTRODUCTION: CONDUCTION, 
CONVECTION, AND RADIATION 


1.1.1 CONDUCTION 


Conduction is caused by the temperature gradient through a solid material. For 
example, Figure 1.1 shows that heat is conducted through a wall of a building or a 
container from the high-temperature side to the low-temperature side. This is a one- 
dimensional (1-D), steady-state, heat conduction problem if Т, and Т, are uniform. 
According to Fourier's conduction law, the temperature profile is linear through the 
plane wall. 


1.1.1.1 Fourier’s Conduction Law 


” 4Т Т-1, 
= К ko 1.1 
q di L (1.1) 
and 
” 4 ” 
4 =— or 4-4 А 
A, 


where q" is the heat flux (W/m?), q is the heat rate (УУ or J/s), k is the thermal con- 
ductivity of solid material (W/m K), A, is the cross-sectional area for conduction, 
perpendicular to heat flow (m7), and L is the conduction length (m). 


T 


T 


== 


FIGURE 1.1 1-Р” heat conduction through a building or container wall. 
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One can predict heat rate or heat loss through the plane wall by knowing Т, 7), k, 
L, and A,. This is the simple 1-D steady-state problem. However, in actual applica- 
tions, there are many two-dimensional (2-D) or three-dimensional (3-D) steady-state 
heat conduction problems; there are cases where heat generation occurs in the solid 
material during heat conduction. Also, transient heat conduction problems take place 
in many engineering applications. In addition, some special applications involve heat 
conduction with a moving boundary. These more complicated heat conduction prob- 
lems will be discussed in the following chapters. 


1.1.2 CONVECTION 


Convection is caused by fluid flow motion over a solid surface. For example, 
Figure 1.2 shows that heat is removed from a heated solid surface to cooling fluid. 
This is a 2-D boundary-layer flow and heat transfer problem. According to Newton, 
the heat removal rate from the heated surface is proportional to the temperature dif- 
ference between the heated wall and the cooling fluid. The proportionality constant 
is known as the heat transfer coefficient; the same heat rate from the heated surface 
can be determined by applying Fourier’s Conduction Law to the cooling fluid. 


1.1.2.1 Newton's Cooling Law 


” dT 
q = =k; — hw А(Т, — Т») 1.2) 
dy 
Also, 
T 
” -y2 ly=0 
h=—t_- 2 (1.3) 
T, - T. Т, - T. 
and 


Velocity or thermal 
Air flow T. boundary layer 


Heated surface, A, 5 


FIGURE 1.2 Velocity and thermal boundary layer. 
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TABLE 1.1 

Typical Values of Heat Transfer Coefficient 
Type of Convection h, W/m? -K 
Natural convection 

Caused by AT: air 5 
Caused by AT: water 25 
Forced convection 

Caused by fan, blower: air 25-250 
Caused by pump: water 50-20,000 
Boiling or condensation 

Caused by phase change 

Water = Steam 10,000—100,000 
Freon = Vapor 2500—50,000 


where T, 15 the surface temperature (°C ог К), T, is the fluid temperature (°C or К), 
h is the heat transfer coefficient (W/m? K), k; is the thermal conductivity of fluid 
(W/mK), A, is the surface area for convection, exposed to the fluid (m?). 

It is noted that the heat transfer coefficient depends on fluid properties (such as 
air or water as the coolant), flow conditions (i.e., laminar or turbulent flows), surface 
configurations (such as flat surface or circular tube), and so on. The heat transfer 
coefficient can be determined experimentally or analytically. This textbook focuses 
on analytical solutions. From Equation (1.3), the heat transfer coefficient can be 
determined by knowing the temperature profile in the cooling fluid during convec- 
tion. With this analytical profile, the temperature gradient near the wall, dT/dy, can 
be used to determine the heat transfer coefficient. However, this requires solving 
the 2-D boundary-layer equations and will be the subject of the following chapters. 
Before solving 2-D boundary-layer equations, one needs the heat transfer coefficient 
as the convection boundary condition (BC) in order to solve the heat conduction 
problem. Therefore, Table 1.1 provides some typical values of heat transfer coef- 
ficient in many convection problems. As can be seen, in general, forced convec- 
tion provides more heat transfer than natural convection; water as a coolant removes 
much more heat than air; and boiling or condensation, involving a phase change, has 
a much higher heat transfer coefficient than single-phase convection. 


1.1.3 RADIATION 


Radiation is caused by electromagnetic waves from solids, liquid surfaces, or gases. 
For example, Figure 1.3 shows that heat is radiated from a solid surface at a tempera- 
ture greater than absolute zero. According to Stefan-Boltzmann, the radiation heat 
rate is proportional to the absolute temperature of the surface raised to the fourth 
power, the Stefan—Boltzmann constant, and the surface emissivity. The surface emis- 
sivity primarily depends on material, wavelength, and temperature. It is between 0 
and 1. In general, the emissivity of metals is much less than nonmetals. Note that radi- 
ation from a surface can travel through air, as well as through a vacuum environment. 
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Any surface at T, £, A, 


FIGURE 1.3 Radiation from a solid surface. 


1.1.3.1 Stefan-Boltzmann Law 
For a real surface, 


q” =eoT, (1.4) 
For an ideal (black) surface, e — 1 
"ll oT; 
and 
= ог а=4 А, 


where e is the emissivity of the real surface, e = 0 — 1 (ej < Enonmetal)> T, is the 
absolute temperature of the surface, К (К = °C + 273.15), с is the Stefan—Boltzmann 
constant, с = 5.67 х 10-*W/m? К“, and A, is the surface area for radiation (m?). 


1.1.4  СомвмЕр Moptrs or HEAT TRANSFER 


In real applications, often radiation occurs concurrently as conduction or convection 
is present. This scenario represents combined modes of heat transfer. For example, 
Figure 1.4 shows heat transfer between two surfaces involving radiation and convec- 
tion simultaneously. 

Assume surface A<surrounding sky or building wall surface, T, T, (or, 
P= Te): 

The total heat flux from the surface A is due to convection and radiation, and can 
be found as 


а” = conv + Trad net (1.5) 
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Surrounding wall, T ur» Esur 


Air flow 


To h ГА ” 
сопу 4, аа,пе 


Machine ог equipment 


Surface A at Ту, £ A, 
FIGURE 1.4 Heat transfer between two surfaces involving radiation and convection. 
where 
@ озу = A(T, = T.) 
" 2 4 4 
rad,net = ЕСТ, ын QE su О Ta 
= 4 4 3 л 2 
-60(Т -Ты) if =O, Eur =1 
= eo (T? + Thi (T, + Tour (Ts — Ты.) 


= h, (T; үн Ту) 


Therefore, from Equation (1.5) 


q” = ВТ, - T.) h, (T; — Ta.) (1.6) 
where 
h, = eo (T? + Tox (T, + Ton) ал) 
Also 
n 4 n 
=—— =g" Å; 
q А, ог 4-4 4, 


where a is the absorptivity, Т is the surrounding wall temperature (°C ог К), £ur 
is the emissivity of the surrounding wall, h, is the radiation heat transfer coefficient 
(W/m? К), and A, is the surface area for radiation (m7). Total heat transfer rate can be 
determined by knowing Т, T... Л, €, gu» 0, and A,. 


sur? sur? 
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1.2 GENERAL HEAT CONDUCTION EQUATIONS 


If the temperature profile inside a solid material T(x, у, z, f) is known, the heat rate 
q through the solid can be determined as shown in Figure 1.5. As far as thermal 
stress is concerned, it is equally important to predict the temperature profile in high- 
temperature applications. In this chapter, the general heat conduction equations will 
be derived. The general heat conduction equation can be used to solve various real 
problems with the appropriate BCs and initial condition. The heat conduction can be 
modelled as 1-D, 2-D, or 3-D depending on the nature of the problem: 


1-D T(x) for steady state or T(x, t) for transient problems 
2-D T(x, y) for steady state or T(x, y, f) for transient problems 
3-D T(x, y, z) for steady state or T(x, y, z, f) for transient problems 


To determine the temperature profile, the following should be given: 
1. Initial condition and BCs 
2. Material thermal conductivity k, density p, specific heat C, 


р» and diffusivity 
а = k/pC, 


1.2.1 DERIVATIONS OF GENERAL HEAT CONDUCTION EQUATIONS 


The general form of the conservation of energy in a small control volume of solid 
material is 


Еһ T Eou + E, SS Es (1.8) 


where E; — Eou is the net heat conduction, E, is the heat generation, and E, is the 
energy stored in the control volume. 

Figure 1.6 shows the conservation of energy in a differential control volume in a 
3-D Cartesian (rectangular) coordinate. If we consider energy conservation in a 1-D 
system (x-direction only), 


q, — (a às Ён ar) +E, = E, (1.9) 


The conduction heat rates can be evaluated from Fourier’s Law, 


T, 


FIGURE 1.5 Heat conduction through a solid medium. 
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With control surface area A, = dy dz, Equation (1.9) can be written as 


д oT 
kdydz dx + E, = E, 
Ox | 4 Ox | И 
The thermal energy generation can be represented by 
E, = qdx dy dz 


where q is the energy generation per unit volume, dx dy dz. 
The energy storage can be expressed as 


A pdxdydz-C, -T) 


Цан 9 t 


Substituting Equations (1.12) and (1.13) into Equation (1.11), we have 


д| pdx dydz-C, -T) 


-2(-52 Jas: + qdxdydz= 
Ox Ox 


дї 


(1.10) 


(1.11) 


(1.12) 


(1.13) 


(1.14) 
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Dividing out the dimensions of the small control volume, dx dy dz, Equation (1.14) 
is simplified as 


ә( дтү . (рст) 
oft n дї Sen) 


If we consider energy conservation, in a 3-D system (x-direction, y-direction, 
z-direction), the heat equation can be written as 


d(,aT) af, ƏT) af ƏT) , 9(pC,T) 
k k k =—— 1.16 
EA 321 o sí x) дї 00) 


The thermal conductivity k, which is a function of temperature, is often difficult to 
determine. If we assume that k, p, and C, are constants, then Equation (1.16) is sim- 
plified as 


2 z 2 : 
инч Бий нэ шаа, (1.17) 
Ox” ду Oz К aot 


where a = k/pC, is the thermal diffusivity. 
In a 3-D, cylindrical coordinate system as shown in Figure 1.7a, the heat conduc- 
tion equation has the form of 


(1.18) 


1 2( z) 18T ƏT å 1ƏT 
r + += = 
ror\ ðr) ro дг k aot 


In а 3-D spherical coordinate system as shown in Figure 1.7b, it has the form of 


(1.19) 


sin@ 


90 


(n5 1 76 2 1 OT 4 oT 
г? дг ðr) г?іп0 20 г251п:0 2ф k ад 


FIGURE 1.7 (а) Cylindrical coordinate system. (b) Spherical coordinate system. 
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1.3 BOUNDARY AND INITIAL CONDITIONS 


The physical conditions existing on the boundary should be known in order to solve 
the heat conduction equation and determine the temperature profile within the 
medium. Moreover, the initial condition T(x, 0) = T, should also be known if the heat 
transfer is time-dependent. 


1.3.1 BOUNDARY CONDITIONS 
There are three types of BCs commonly found in many heat transfer applications [1]. 
1. Specified surface temperature Т(0, 2 = T,, as shown in Figure 1.8 


2. Specified surface heat flux, as shown in Figure 1.9a and b 
a. Finite heat flux 


QT). d (1.20) 
Ox 


b. Adiabatic or insulated surface, which is a special case 


ASTON) = 4"=0 (1.21) 


X 


T(x, t) 


FIGURE 1.8 Boundary conditions— given surface temperature. 


T(x, t) 


FIGURE 1.9 (а) Finite heat flux. (b) Adiabatic surface. 
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FIGURE 1.10 Convective boundary conditions. 


T(x, 0) = T; 


FIGURE 1.11 (Initial condition. 


3. Specified surface convection, as shown in Figure 1.10 


OT(0,T 
x? хар, (o) (1.22) 


1.3.2 INITIAL CONDITIONS 


An initial condition, as shown in Figure 1.11, is required for the transient heat transfer 
problem. 


Т(х,0)-1, (1.23) 


1.4 SIMPLIFIED HEAT CONDUCTION EQUATIONS 


1. Steady state, 07/0t = 0, no heat generation, q = 0, 


1-D 


OT ST 
+ = 
ox! gy? 
OT ST ӘТ 
de 22 ay 
y 2 


2-р 0 


3-р 


2. Steady state, 1-D with a heat source (heater application) 
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OT д 
+—=0 
Ox k 


Steady state, 1-D with heat sink-fin application 


3. Transient, without heat generation g = 0 


ar _1ar 
Ox’ «дї 
OT OT _10T 
dx! dy aot 
т T ӘТ 10T 
27327227 
Ox ду дг aot 


2-D 


3-D 


The above-mentioned three types of BCs can be applied to 1-D, 2-D, or 
3-D heat conduction problems, respectively. For example, as shown in 


Figure 1.12, 
х= 0, pTO) =0 (adiabatic surface) 
Ox 
OT (a, y,t) | 
х=а, LO = h[ T(a,y,t) = Т„] (surface convection) 
y=0, 9T G.0.10) =q" (surface heat flux) 
ду 
у=Ь, T(x,b,t) = Т, (surface temperature) 
T; 
y^ 2 
Insulated M To h 
oF PRA Tan 
d 


5 


FIGURE 1.12 Heat conduction in 2-D system with various boundary conditions. 
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Examples 


1.1 Consider 1-D steady-state heat conduction through a plane wall, without heat 
generation, as shown in Figure 1.13. 


a. If the left side surface is at a constant temperature Т,, and the right side 
surface is at a lower constant temperature Т,, determine the temperature 
and heat flux distributions through the plane wall, T(x), q(x). If the plane 
wall has a heat conduction cross-sectional area A,, determine the total 
heat transfer rate, q(x). 

b. Atx = 0, T= Т, but the right side surface is exposed to a convection fluid 
at a lower temperature, Т.., with a convection heat transfer coefficient h. 
Determine T(x), Tz, q’(x), and q(x). 

c. From case (b), in addition to a convection fluid, the right side surface also 
has radiation heat transfer with the surrounding surface at temperature 
Toy = T... Determine T(x), Т, q"(x), and q(x). 

d. If the left side surface receives a constant heat flux q,”, and the right side 
surface is at a lower constant temperature 7,, determine T(x), Т, q(x), 
and q(x). 

e. The left side surface receives a constant heat flux, q”, but the right side 
surface is exposed to a convection fluid at a lower temperature, T., with 
a convection heat transfer coefficient h, determine T(x), T, 7, q"(x), and 
q(x). 

f. From the case (e), in addition to convection fluid, the right side surface 
also has radiation heat transfer with the surrounding surface at tempera- 
ture Tour = Т., determine T(x), 7, 15, q"(x), and q(x). 


Solution 


a. The 1-D heat conduction equation is 


T 
ЯМ 

ах 
у 
Th 

T2 
x 
0 L 


FIGURE 1.13 1-D heat conduction through a plane wall. 
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Т(х)= Cix +С, 


Apply the BCs: 


x=0, T=, T=T=C,:0+C, 


x=L, T=h, T=lh=C,-L+C, 


Т, = 
Therefore, C; = T; and С, = Lv 
—: T-T 
Temperature distribution: T(x) = Ї x+T, 
Р oT 
Heat flux distribution: q"(x) = -k — 
Ox 
4 у=- = | "( ). 572 
oT 
Heat transfer rate: g(x) = —КА, Em 
T; -T 
q(x) = kA 


b. The temperature T(x), heat flux g”(x), and heat transfer rate g(x) distribu- 
tions are the same as those shown in (a), but 7; is unknown. Therefore, 
we need to determine T, based оп the convection fluid temperature, T.., 
and heat transfer coefficient, h: 


аара ee 
Ox 


oT T-T, 
fi — = 
rom (a) Эх Т 


Therefore, 7 = 


c. Same as part (b), but T, now can be determined as: 


NEU эр (22-22 
дх 
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d. Same as part (a), but T; is unknown. We need to determine T; based on a 
given surface heat flux BCs as: 


T „ . 
at x =0,-—k= =q, ,given 


Ox 


T,-T 


" 
= 4s 


From (a) - k 


Therefore, T, = T; + ЕС 


e. Same as part (d), but 7 is unknown, need to determine T» based on sur- 
face convection BC as: 


atx-L, ЕТ > "= -T.) 
Ox 
Т, =T, + 
һ 
a Ll, 
Т, =Т„+@+= 
1 h (Ж 


f. Same as part (е), but T} now can be determined as: 


axe L- =q =(h+h (T-T) 
x 


1.2 Consider 1-D heat conduction through a hollow cylindrical wall without heat 
generation, as shown in Figure 1.14. Determine the temperature, heat flux, and 
heat transfer rate distributions through the cylindrical wall with the same BCs as 
shown in Example 1.1 (a) to (f). 


Solution 


a. 1-D heat conduction equation is 


1 “( Z) 
—— | r — =0 
rdr\ dr 
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N 


T2 


FIGURE 1.14 1-Р” heat conduction through a hollow cylindrical wall. 


The solution of temperature distribution is 


r—=C, 
dr 
атс 
dr r 


T(r)=Cnr+ C; 
at=n7,T=T,=CInn+ С 


at=n,T=T, = С Inn + C; 


Solve for at C, and C; 


Т,— Т, 
С; = 1 2 
Int 
h 
C;-T,-—— Inn 
In — 
Le) 
тал т ПЕ ing 
n n 
In— In— 
№ Le) 
т=т+ ^^ 
ln) ñ 
№ 
— T-T 
Temperature distribution: T = T, - == In— 
In n 
n 
oT 


Heat flux: q"(r) = Ss 
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where 


Л 


where 1 is the length of hollow cylindrical tube. 
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The temperature distribution is a logarithm with radius r: 


Tn- ^ 
In п 

h 
Heat flux distribution depends on the radius r: 


gii hc 1 


E к 


In— ^ 
n 
T,-T, 1 
q’(n)=k = at r-n 
In h 
n 
T-P 1 
q"(n)=k-——_ at r=n 
In n 
n 


But heat transfer rate is a constant value at any radius r: 


q(r)=k2nl 1-1 


2 =(л)=@(%) 
In— 
n 
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b. Same as part (a), but the outer cylinder surface is exposed to a convec- 
tion fluid at a lower temperature, T., with a convection heat transfer 
coefficient, h. In this case, T, is unknown, it can be determined as: 


at n, p E h(T; - T.) 
(4 
Т T-T, 1 
Whee =e 1? — from part (a) at r2 n 
r 1 h р 
n2 
n 
solve for Р; 
тант, 
Т, = ЦЭН 
1+?” 
k n 


c. Same as part (b), in this case, 7» can be solved as: 


(hth )n P T. 
n 


(h-h.)n |. n 
k А 


Т + 


Т = 
1+ 


d. Same as part (а), but cylinder inner wall receives a constant surface heat 
flux q?; therefore T; is unknown and it can be determined as 


oT 
гэл, q;--k—— 
uw or 
ндл pna 
m ^ 


n 
Solve for T;: 


Т, = Т) ы ш 
1 


е. Same as part (d), but the cylinder outer wall is exposed to a convection 
fluid at a lower temperature, T, with a convection heat transfer coef- 
ficient, А. In this case, 7 is unknown, it can be determined as: 


C h(T; — T.) 
or 


den from part(a) 
r In npn 


л 
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път, 7 
а 
1 Л where T; = T, +4" 110 from part (9) 
ја РЕ 
k n 


solve for Т»: T; = 


f. same as part (е), in this case, T; can be solved as: 


Т, 5)» үр. 

T= Ч 
(В) ү» 

k n 


where T = T, аа from part (d) 
5 ” 


КЕМАКК5 


In general, heat conduction problems, regardless of 1-D, 2-D, 3-D, steady or unsteady, 
can be solved analytically if the thermal conductivity is a given constant and thermal 
BCs are known constants. The problems will be analyzed and solved in Chapters 
2—4. However, in real-life applications, there are many materials whose thermal con- 
ductivities vary with temperature and location, k (T) ~ k (x, у, z). In these cases, the 
heat conduction equation shown in Equation (1.16) becomes a nonlinear equation and 
is harder to solve analytically. 

In addition, in real engineering applications, it is not easy to determine the precise 
convection BC shown in Figures 1.10 and 1.12. These require detailed knowledge of 
complex convection heat transfer to be discussed in Chapters 6—10. 


PROBLEMS 


1.1 Derive Equation 1.18. 
12 Derive Equation 1.19. 
1.3 

a. Wirite the differential equation that expresses transient heat conduction 
in 3-D (x, y, z coordinates) with constant heat generation and constant 
conductivity. 

b. Simplify the differential equation in (a) to show steady-state conduction 
in one dimension, assuming constant conductivity. 

c. If the BCs are: T = T, ... at... x = x, T = Т, at x = x, solve the 
second-order differential equation to yield a temperature distribution 
(T). Express the answer (Т) in terms of (Т, Т, х, X1, X2). 

d. Using the Fourier Law and the results from (c), develop an expression 
for the heat rate per unit area, assuming constant conductivity. Express 
your answer in terms of (k, Т, ТУ, ху, X3). 

14 Consider 1-D, steady-state, heat conduction through a plane wall without 
heat generation, as shown in Figure 1.13. Determine the temperature, heat 

flux, and heat transfer rate distributions, as those shown in example 1.1 (a), 
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(b), and (c), but the left-side wall is exposed to a high-temperature convec- 
tion fluid Т», with a convection heat transfer coefficient h. 


b. at =0,-k——=h (Tə 7) 
Ox 

Cpt capas 
Ox 

с. at x= cg y eu c 
Ox 

at x= Lk = (heh) Taa) 

х 


1.5 Consider 1-р, steady-state, heat conduction through a hollow cylindrical 
tube without heat generation, as shown in Figure 1.14. Determine the tem- 
perature, heat flux, heat transfer rate distributions as those shown in example 
1.2 (a), (b), and (c), but the cylinder inner wall is exposed to a high tempera- 
ture convection fluid Т, with convection heat transfer coefficient Лү. 


a. at жү. he 09 
or 
at r=n,T=T, 
b. at кейе (20) 
or 
at pa шит а 
or 
c. at аа ан 
or 
д 


at r=n, -k= (h +һ,)(Ъ-Т.) 
r 
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21 CONDUCTION THROUGH PLANE WALLS 


For 1-D steady-state heat conduction through the plane wall shown in Figure 2.1, 
without heat generation, the heat conduction Equation (1.17) can be simplified as 


or 
ac 0 
их (2.1) 
Зогс, 
ах 
Equation (2.1) has the general solution 
Т = сх+с (2.2) 


with boundary conditions: 


ах-0, Т=Т = са :О+о = с 
ах = L, Т = Т = сі +сә 


Solving for c, and c;, 


Cold fluid 


ЭШ 


T.» Ay 


Г 


Hot fluid 


Ah, Ak Ahy 


FIGURE 2.1 Conduction through a plane wall and thermal-electrical network analogy. 
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Substituting c, and c; into Equation (2.2), the temperature distribution is 


Т(х)=Т— Tacho Bay (2.3) 


Applying Fourier’s Conduction Law, one obtains the heat transfer rate through the 
plane wall 
oT Т2 _ Ty — Ty 


T, = Т, 
s-kAT ырда а ыы 24 
* ax L (LIKA) as 


The heat transfer rate divided by the cross-sectional area of the plane wall, the heat 
flux, is 


g? те -үн Ба (2.5) 


At the convective surfaces, from Newton’s Cooling Law, the heat transfer rates are 


Тыл — Т, 


-0АЛ(Т.-1,)- 2.6 
4 1| 4 1) (АЉ) (2.6) 
апа 
To — Тәр 
= Ah (T, Т.)--2 d 2.7 
q 2( 2 2) (АЉ) (2.7) 


Applying the analogy between the heat transfer and electrical network, опе may 
define the thermal resistance based on the concept of electrical resistance. The ther- 
mal resistance for conduction in a plane wall is 


L 
Копа = kA (2. 8) 


The thermal resistance for convection is then 


1 
Reony mue 2.9 
Ah (2.9) 


The total thermal resistance may be expressed as 


Roa = : + : + : : (2.10) 
Ah kA Ah T UA 


where U is the overall heat transfer coefficient. 
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Contact surface 
Toa h P 


Hot fluid 
Cold fluid 


n уу 


T.» hy 


FIGURE 2.2 Temperature drop due to thermal contact resistance between surface a and 
surface b. 


Similar to electric current, the heat rate through the wall is 


а= La Е за = UA(T.,-T.;)) 01) 
(UAI) + (L/kA) + (L/AR;) Вы 


Figure 2.2 shows conduction through two plane walls with thermal contact resistance 
between them, А, , the total heat resistance becomes 
1 L Re 1 1 
+— ++ + 
Ah kA A kA Ah 


Rot = (2.12) 


where Re = (T, — T,)/q = pre-determined (depends on contact material surface 
roughness and contact pressure). Rz = R,,/A. If thermal contact resistance is not con- 
sidered, К, = 0. 


2.1.1 CONDUCTION THROUGH CIRCULAR TUBE WALLS 


1-D steady-state heat conduction, without heat generation, in the radial system shown 
in Figure 2.3, can be simplified from Equation (1.18) 


(2.13) 


The general solution of Equation (2.13) is 


T(r)=clnr +c 
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аг 


Inside 


hot fluid N i N 


T.» Т..5 №5 Outside 
cold fluid 


1 lIn(r3/r1) 1 
hi2nr,l 2nkl ha42nrjl 


FIGURE 2.3 Conduction through circular tube wall. 


with boundary conditions 

аг-л, T-T, -clnn-toc, 

atr =», T- T.» = cnn + с) 
Solving for c, and c;, one obtains the temperature distribution 


а (2.14) 


r Ty — 
4 = In(r; / n) П 
The heat transfer rate can be determined from Fourier’s Conduction Law as 


а= kA = knr E Ta Ta 


d a CIT 


At the convective surface, from Newton's Cooling Law, the heat transfer rates are 


(2.15) 


Toaz Tia 
= Ah, (Toi — T,,) = — : 
4 T 1 34) (1/A\h, ) 
and 
Т,2 — Т»ә 


а= Al (Т, — Ta) = (1/4) 
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where the cross-sectional area for conduction is A = 27/1, A, = 2ar,l, А, = 2nr.l. 
Applying the electrical-thermal analogy, the heat transfer rate is expressed as 


Toi ш Т.. 2 Т.1-Т.П. 
(UR 211) + (In(r»/n )/21kl) + (Uh; 2751) Ro 


(2.16) 
= UA(T., — T..2) 
where U is the overall heat transfer coefficient, UA = (А, = U,A;. 
UA =U · 2711, area is based on radius, r 
ОА; = U, - 2711, area is based on radius, г; 


UA; = 0:276], area is based on radius, r, 


If we consider radiation heat loss between the tube outer surface and a surrounding 
wall, 


radiation am Аес (Th = Ту) 
= Areo (To + Та, (Tsa + Tour (T2 — Т) 


= Ah, (T. > ns) 


where 
h, = e0 (Tê, + Тас (T2 Ta.) 
and 
4 = Qony + Quà 
= Ah (T, 2 — Tz) + Ah, (T, 2 — Tour) 
If Т = To, then 


1 2 In(r»/n ) " 1 


Ra = 
h, 2nnl 2nkl (л, F h, )2nnl 


217) 


For three concentric cylindrical walls, with radius r,, /, r5, r4, respectively, the total 
heat resistance becomes 


1 lnn/n lnn/n 1пл/» 1 
h2mnl = 20k 2701 2nk4 А2741 


tot 


If thermal contact resistance is considered between the first and second concentric, 
cylindrical walls, add R,/A to R,,,, where А, = (T, — T,)/q, Rz = К, ЈА, and A = 2ar,I. 


tot? 
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2.1.2 Critica RADIUS OF INSULATION 


Consider a tube of insulating material with inside radius r; at a constant temperature, 
T,. At the outside radius of the insulating tube, r,, a surface heat transfer coefficient 


h may be assumed for convection from the outside surface of the insulation to the 
atmosphere at temperature Т. From Equation (2.16) for this case: 


T, - T. 
In(r,/r.)/2nKl) + (1/һ2лг1) 


Ын 


Ifl, T, Т, Л, К, and r; are all assumed to remain constant while r, varies, the rate of 
heat transfer, q, is a function of r, alone. As г, increases, the term (1/hr,) decreases 
but the term (In r/rj)/k increases; hence, it is possible that q might have a maximum 
value. Take the derivative of the above equation with respect to r,; then set dg/dr, = 0 


and solve for (7) the critical radius for which q is a maximum [1], 


k 
(9 1 аш = h 


critical? 


(2.18) 


where k is the conductivity of insulation material and Л is the outside convection coef- 
ficient from insulation material. If r; is less than (r )eritican 9 1s increased as insulation 
is added until r, = (r )eriuca Further increases in r, cause q to decrease. If, however, 
r;is greater than (r,),,4,,,,, any addition of insulation will decrease q (heat loss rate). 


2.2 CONDUCTION WITH HEAT GENERATION 


The 1-D, steady-state, heat conduction equation with heat generation in the plane 
wall is (from Equation 1.17) 


(2.19) 


The general solution is 
T=- x +сүх + с» 
2К 


with asymmetrical boundary conditions [2] shown in Figure 2.4, 


at x=L, T-T,2- 112 +aL+o 
2k 
а x=-L, T-T,- с (L? ta(-L)* c 


2k 


Solving for c, and с,, one obtains the temperature distribution 
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FIGURE 2.4 Plane wall heat conduction with internal heat generation and asymmetrical 
boundary conditions. 


FIGURE 2.5 Plane wall heat conduction with internal heat generation. (a) Symmetric 
boundary conditions. (b) Adiabatic surface at midplane. 


T(x)= 


qL 1 а ia hak bathi 
2k L 2 L 2 


Applying symmetric boundary conditions shown in Figure 2.5a, at x = L, T = T; 
x =—L, T = T, solving for c, and су, one obtains the temperature distribution 


ren 1-8 (2.20) 


h=T, + 2.21) 


The heat flux to cooling fluid is 


q” =-k f h o TT.) (2.22) 


28 Analytical Heat Transfer 


From Equation (2.20), one obtains 


From Equation (2.22), h(T, — T.) = -8(-(4/) 1) - qL. 
Therefore, the surface temperature in Equation (2.20) can be determined as 


(2.23) 


In 1-D steady-state cylindrical medium with heat generation, the heat conduction 
equation is (from Equation 1.18) 


r dr dr k 
(2.24) 
Ge __4, 
dr\ dr k 
The general solution is 
ar == 4 + СІ 
аг 2k 
d. dq à 
dr 2k r 


4 2 
T(r)2———r^-*clnr-*c 
()-- 3r навга 


FIGURE 2.6 Cylindrical rod heat conduction with internal heat generation. 
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with boundary conditions as shown in Figure 2.6: 


at r-0, e. rug 
dr 
at гү л, fone ey 
4k 


Solving for c, (c, = 0) and с,, one obtains the temperature distribution 


- 2 2 
r-r 2 (1-1 (2:25) 


At the centerline of the cylindrical rod, the temperature is 


AP 
qh 
To = T, + —— 2.26 
0 Ak (2.26) 
The heat flux to the cooling fluid is 
Фэн т) ОЧ. 0.27) 
аг 
From Equation (2.25), one obtains 
dT, __4% 
dr ™ 26 


From Equation (2.27), A(T, — T.) = —k(-(ġr,12k)) = (4/2) 
Therefore, the surface temperature in Equation (2.25) can be determined as 


T, = T, + £ (2.28) 
2h 


2.3 CONDUCTION THROUGH FINS WITH 
UNIFORM CROSS-SECTIONAL AREA 


From Newton’s Law of Cooling, the heat transfer rate can be increased by either increas- 
ing the temperature difference between the surface and fluid, the heat transfer coeffi- 
cient, or the surface area. For a given problem, the temperature difference between 
the surface and fluid may be fixed, and increasing the heat transfer coefficient may 
result in more pumping power. One popular way to increase the heat transfer rate is to 
increase the surface area by adding fins to the heated surface. This is particularly true 
when the heat transfer coefficient is relatively low such as the air-side of heat exchang- 
ers (e.g., the car radiators) and air-cooled electronic components. The heat transfer rate 
can increase dramatically by increasing the surface area many times with the addition 
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of numerous fins. Therefore, heat is conducted from the base surface into the fins and 
dissipated into the cooling fluid. However, as heat is conducted through the fins, the 
surface temperature decreases due to a finite thermal conductivity of the fins and the 
convective heat loss to the cooling fluid. This means the fin temperature is not the same 
as the base surface temperature and the temperature difference between the fin surface 
and the cooling fluid reduces along the length of the fins. It is our job to determine the 
fin temperature in order to calculate the heat loss from the fins to the cooling fluid. 

In general, the heat transfer rate will increase with the number of fins. However, 
there is a limitation on the number of fins. The heat transfer coefficient will reduce 
if the fins are packed too close. In addition, the heat transfer rate will increase with 
thin fins that have a high thermal conductivity. Again, there is limitation on the thick- 
ness of thin fins due to manufacturing concerns. At this point, we are not interested 
in optimizing the fin dimensions but in determining the local fin temperature for a 
given geometry and working conditions. We assume that heat conduction through the 
fin is 1-D steady state because the fin is thin. The temperature gradient in the other 
two dimensions is neglected. We will begin with the constant cross-sectional area 
fins and then consider variable cross-sectional area fins. The following is the energy 
balance of a small control volume of the fin with heat conduction through the fin and 
heat dissipation into cooling fluid, as shown in Figure 2.7. The resulting temperature 
distributions through fins of different materials can be seen from Figure 2.8. 


Fin cross-section area 


Hot wall 


аэ > | А 


0111 


FIGURE 2.7 One-dimensional conduction through thin fins with uniform cross-sectional 
area. 


х 
/ 
AT, Cold fluid 


Copper 
Aluminum 


FIGURE 2.8 Temperature distributions through fins of different materials. 
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qx (a+ ar) лА,(Т-Т.)-0 (2.29) 


where A, = P dx, P is perimeter of the fin, and q, is from Fourier’s Conduction Law 
shown in Equation (1.10). 


d 
dx 


( 232 ЛРФ(Т-Т.)-0 (2.30) 


If the cross-sectional area is constant, that is, A. = constant, and k is also constant, 
Equation (2.30) can be simplified as 


(2.31) 


—;-——6=0 (2.32) 


—;-m0=0 (2.33) 
The general solution to the second-order ordinary differential equation is 
0(x)- ае" + се" 
or 
Ө(х) = с, sinh(mx) + c; cosh(mx) 


with the following boundary conditions: 
At the fin base, 


х = 0, Т =T,, then 0(0)= T, — T, =9, 


At the fin tip, 
x = L, there are four possible cases 


1. Convection boundary condition —K(07/0x)l,.,, = A(T, — Т), then (00/0x) ,..,. 
= (—h/K)0, 
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2. The fin tip is insulated —k(07/0x)l,.,, = О or (00/ 0x) ,., = 0 

3. The tip temperature is given as Tl,., = T; or Ө(1) = T, — Too = 0, 

4. For a long fin, 1/4» 10 ~ 20, Tl,_, = Т. or (D) = Т, — Т, = 0, which is an 
ideal case. 


Applying the boundary conditions: 
х= 0,0(0) — ө, =0 tC 
x= L, there are four possible cases 


дӨ(1) h 


For case 1: Ое that is, сте” + с„(—т)е-"® = —(А/Ю)(сүе"” + се"), 


solving for c, апа c;, one obtains the temperature distribution as follows: 


0(x) T(x)-T. _ cosh m(L — x) +(h/mk)sinhm(L — x) 


- (2.34) 
0, T, - T. cosh mL + (h/mk)sinh mL 
The heat transfer rate through the fin base (q,) is 
aT а0(0) 
== = | 
TECUM n dx ™ e dx 
: (2.35) 
sinh mL + (h/mk) cosh mL 
cosh mL + (h/mk) sinh mL 
where M = 0,./hPkA, 
From Appendix A.1 
sinh mx = = 
cosh mx = Ес 
2 


d(e") = me" dx 
d (e™) --те "dx 
d(sinh mx) = coshmx-mdx 


d(coshmx) = sinh mx -mdx 
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For case 2: d0/dxl,_, = 0, that is, сте” – с,те-"® = 0, solving for c, and c,, one 
obtains the temperature distribution through the fin base (q) as 


0(х) T(x)-T.  coshm(L- x) 
0, Е Т, — T. ШИМ coshmL 


(2.36) 


ат _ kA: ee 


43 = а, = kA, — heo = 0, (tanh mL) /АРКА, (2.37) 


For case 3: 0(1) = Өү, that is, спе" + се" = 6, , solving for c, and c,, one obtains 
the temperature distribution and heat transfer through the fin base (gj) as 


0(х) T(x)- T.  (0,/0,)sinhmx + sinhm(L — x) 
9, -Ts sinh mL 


(2.38) 


h mL — 
g =q = Ke Zhao = kA, PLE 2 2/5. a (2.39) 


sinh mL 


For case 4: very long fins, 0(L) = 0, then c, = 0, c; = 0,, we obtained the following 
temperature distribution and heat transfer rate through the fin base (q,) as 


Lg 2.40 

E 2.40) 
d0(0 

qr =a; =k, O = M = 0, fuia (2.41) 


It should be noted that the above results can be applied to any fins with a uniform 
cross-sectional area. This includes the fins with circular, rectangular, triangular, and 
other cross sections as shown in Figure 2.7. One should know how to calculate the 
fin cross-sectional area, A, and fin perimeter, P (circumferential length), for a given 
uniform cross-sectional area fin geometry. The characteristics of the hyperbolic 
functions, sinh, cosh, tanh, and their derivatives are shown in Appendix А.! and 
Appendix A.2. 


2.3.1 Ем PERFORMANCE 


2.3.1.4 Fin Effectiveness 


Most often, before adding the fins, we would like to know whether it is worthwhile 
to add fins to the smooth, heated surface. In this case, we define the fin effectiveness. 
The fin effectiveness is defined as the ratio of the heat transfer rate through the fin 
surface to that without the fin (i.e., convection from the fin base area). 
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with fin 


п. = (2.42) 


Q without fin 


The fin effectiveness must be greater than unity in order to justify using the fins. 
Normally, it should be greater than 2 in order to include the material and manufactur- 
ing costs. In general, the fin effectiveness is greater than 5 for most of the effective 
fin applications. For example, for the long fins (case 4 fin tip boundary conditions), 
the fin effectiveness is 


Ne = within _ 0, /hPkA. = m 21-5 (2.43) 


Q without fin h0, A. 


2.3.1.2 Fin Efficiency 

We would like to know the fin efficiency after we have added the fins. The fin effi- 
ciency is defined in Equation (2.44) as the ratio of heat transfer through the fin sur- 
face to that through a perfectly conducting fin (an ideal fin with infinite thermal 
conductivity as super conductors). 


ny =-®- (2.44) 
dmax 


By definition, the fin efficiency is between 0 and 1. However, the fin efficiency ranges 
from 0.9 to 0.95 for most fin applications. For example, for long fins (case 4 fin tip 
boundary condition), the efficiency is 


TE i КА. [JA одор (2.45) 
Н APL 


hPLO, 


In order to achieve the higher fin effectiveness and fin efficiency, we need to have a 
thin fin (larger P/A, ratio) with a relatively high thermal conductivity, k (aluminum or 
copper), and a low working fluid heat transfer coefficient, Л (air cooling). 

When calculating the total heat transfer from the system, it is necessary to include 
heat dissipated from the exposed base (between the fins). In a system with multiple 
fins, the rate of heat transfer for each fin can be calculated based on the assumed 
tip condition from above. Multiplying this quantity times the number of fins and 
adding it to the heat transfer from the base provide the total heat dissipation for the 
system. The rate of heat transfer from a single fin can be determined based on the 
fin efficiency. 


q = Ча + non-fin 
4- Noé дах "E h(T, x Т.) аан 


where N is the number of fins and 
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Чтах = h(T, ш T5 Аһ 
аТ 


m =A, 1, 
qr RAS h 0 


It is important to point out that the temperature distribution through a fin varies 
depending on the aforementioned fin tip boundary conditions. In general, these tem- 
peratures decay from the fin base to the fin tip as shown in Figure 2.8. These decay 
curves are derived from the sinh and cosh functions shown above. In addition, the 
heat transfer rate through the fin depends on the temperature gradient at the fin base 
and the fin thermal conductivity. For example, the temperature gradient at the fin 
base is greater for the steel fin than the aluminum fin. However, the heat transfer rate 
through the fin base is higher for an aluminum fin than for a steel fin for the same fin 
geometry and working fluid conditions. This is because the aluminum fin has a much 
larger thermal conductivity than the steel fin. 


2.3.2 RADIATION EFFECT 


If we also consider radiation flux 47, the energy balance Equation (2.29) can be 
rewritten as 


dx СЕ ҺА, (Т - Т„)+ Aq? = 0 
x 


where д; = constant, which is the solar radiation gain, or g;’= radiation loss = 
-ec(T* - Ту). If we consider q? = constant, the solution of the above equation can 
be obtained from Equation (2.34) with 


However, if we consider q? = —Eo (15 - Ту), the above energy balance equation can 
be rewritten as 


dq, ) 4 4 
- „+ dx |- АА, (T-T )—- ECA, (Т - Т, )= 0 
q. (« ds ( ) ( ) 


Furthermore, if we let Т, = T.,, and h, = eo (T? -12 yr T..), the above equation 


sur 
can be written as 


d'(T-T.) (h+h,)P 
dx? КА, 


(T-T.)20 


The solution of the above equation can be obtained by numerical integration. 
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2.4 CONDUCTION THROUGH FINS WITH A VARIABLE CROSS- 
SECTIONAL AREA: BESSEL FUNCTION SOLUTIONS 


Most often, we would like to have a fin with a decreasing fin cross-sectional area in 
the heat conduction direction in order to reduce material costs. In other situations, 
the fin cross-sectional area may increase in the heat conduction direction, such as 
an annulus fin attached to a circular tube (the so-called fin tube). In these cases, we 
deal with steady-state, 1-D heat conduction through fins with variable cross-sectional 
areas. Bessel function solutions are required to solve the temperature distribution 
through these types of fin problems [2—4]. Figure 2.9 shows the heat conduction 
through variable cross-sectional area fins and heat dissipation to the working fluid. 
Consider the energy balance of a small control volume in the fin, 


dx (o Sas) hA,(T - T.)20 
dx 


dq, 
dx 


dx —hA,(T - T.)20 


where A, — P dx, P is perimeter of the fin, and q, is from Fourier's Conduction Law 
shown in Equation (1.10). 


(a) 


df 


dx 
X 0 


FIGURE 2.9 One-dimensional heat conduction through thin fins with variable cross- 
sectional area. (a) Conical fin; (b) annular fin; (c) taper fin; (d) disk fin. 
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й ( ià T)ar hPdx(T-T.)=0 
dx dx 


If k is constant, we have 


(да) MP т -т.у-0 


ах ах k 

(2.46) 
d д 4-1.) hP үү Т.)-0 
ах ах k 


Annulus Fin: For example, for an annulus fin with a uniform thickness, /, as shown in 
Figure 2.9b, the fin cross-sectional area from the centerline of the tube is A, = 2zr f. 
The fin perimeter, including the top and the bottom, is P = 2-2zr. Let 0 = T — T,, 
Equation (2.46) becomes 


ET 
dr 


2 
21231 а 0-0 
dr 


2:535 m^r'0-0 
dr\ dr 


(2.47) 


where т? = 2h / kt. 


2.4.1 Ви FUNCTIONS AND THEIR SOLUTIONS 


1. The heat generation problem — Bessel function: 
The solution of Equation (2.47) can be a typical Bessel function with heat 


generation as in the following format: 


eG eee -v'e-o (2.48) 
dx\ dx 
0 = 27, (mx) aY, (mx), v=0,1,2,... (2.49) 


2. The heat loss problem— modified Bessel function: 
The solution of Equation (2.47) can be the typical modified Bessel func- 
tion with heat loss as in the following format: 


“( Y(t +у?)0=0 (2.50) 


x—| x— 
dx\ dx 
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Ө = aol, (mx)+a,K,(mx), v=0,1,2,... (2.51) 


Comparing Equations (2.47) and (2.50), with r = x, the general solution of 
Equation (2.47) is the same format as Equation (2.51) with v = 0 for the heat 
loss problem: 


Ө(тг) = agIo (mr) + aKo(mr) (2.52) 


with the following boundary conditions: 
At the fin base, r= г, T = T, then 0 = T, Т, = 0,. 
At the fin tip, r = r,, there are four possible cases as discussed before, 


1. Convective boundary 


oT д0(„) -h 
Tk hen nh TL) or (в) he, 
2. The tip fin is insulated 
oT 90(») 
-k— L2, = 0 ---0 
or ^ um" 


3. The outer tip temperature is given 

Tlen=T, or 0(5)-1,-1.-0, 
4. Fora long fin r;/ t» 10 ~ 20 

Т\-„=1„ or 0(5)-1.-1.-0 


Case 1: the tip is exposed to convection boundary condition: 
From solution shown in (2.52) 


Ө(тг)- agIo (mr) + ас (тг) 


At r-n, 0-0, -aglo(mn)-* aKo(mn), 
00 h 
At r=h, An) ло) 


h 
ат, (mr) - aymK, (mr) = -zlat (mr) + a, Ko (mr )] 


from above, solve for do, ац: 
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2 Ө, Ko(mn) 
0 = а, 
Io(mn) Io(mn) 


zl 0, || н). 
Io(mn) © Dlm) С 


a 


where 


С = ml, (т) + (тп 


h 
C, = mk, (mr)— т Eom) 


Case 2: the fin tip is insulated, for example: 


At r=n, 0 = 0, = ago (mn) a Ko (mn), 
At r=h, O(n) = ад dls onn) һы» + а ши len 
or dr | d 


= ат (mr; ) — атк, (mr;) = 0, 
where applying the properties of Гапа К, 
d d 
—Io(mr) 2 ml (mr) and —Ko(mr) = —mK;(mr) 
dr dr 


Solve for a, and a, 


доль K,(mr) Ө, 
g= 

Ty (mn) Ky, (mr) + I (mr) Ko (mn) 
ac 1/(ть) 


0, 
(тпл) Ki(mr,)4- (ть) Ko(mn) 
One obtains the temperature distribution as 


OF) TO). Io(mr) Ki(mr;) * 1I (mn) Ko(mr) 
0, T, — T. Io(mn) Ki (mn) + I (mr) Ко(тл) 


(2.53) 
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Therefore, heat transfer through the fin base can be calculated as 


d0 
а = kA 


d0 
|, = —Kk(2 1) ——1,2, 
d (215)( 2 | 


(2.54) 
I (mn) Ki (mn) — 1, (mr) Ki (mn) 


1% (тп) К, (mr) 1, (mr ) Ko (mn) и 


qs = —2nkntm 


Апа the fin efficiency can be determined as 


" qr 
"t h2n(r? — т), 


Case 3: the tip is kept at constant temperature 7;: 
From solution shown in (2.52) 


Ө(тг) = agIo (mr) + a. Ko (mr) 


At r=n, 0-0,- а (mn ) + a Ko (тн) 


At r №, ө Т -T.. 0, ад (mr; ) + a.Ko(mr;) 


From above, solve for 


0,К,(т»ь)- 0,К,(тл) 
Io (mn) Ko (mry) — Ip (mrs) Ko(mn) 


ао = 


0,Io (mr) — O21 (mn) 
Ko(mn )Io(mn)— Ky(mn)Io (mn) 


а = 


Case 4: the tip is kept at same temperature as convection fluid: 

The temperature distribution is same as for case 3, but (5) - Т. — Т. = 0. 

Disk Fin: Consider the example of a thin metal disk, as shown in Figure 2.9d, that 
is insulated on one side and exposed to a jet of hot air at temperature Т„ on the other. 
The convection heat transfer coefficient л can be taken to be constant over the disk. 
The periphery at r = R is maintained at a uniform temperature Т: (a) Derive the heat 
conduction equation of disk; (b) determine the disk temperature distributions. 


a. Energy balance (Equation 2.47): 


d 
dr 


dT 
dr 


(м Jar Ph(T — T..)dr 2 0 


A, = 2rrt 
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Р=2тг 


dT dT h 
r + r 


T-T.)20 
dr dr má ) 


тоат 5 
kt 


b. Modified Bessel Function (2.52): 
0 = aolo (mr) + a, Ko (mr) 


At r=0, 220 а = 0, V К(0)-» өө 
ГА 


Atr=R, 0 = Tp — T, = Og = aolo (mR) 


0 ЙГ Ig (mr) 


^ Or  Do(mR) 


The heat generation problem—Bessel Function: Heat is generated at a rate g in a 
long solid cylinder of radius r,, as shown in Figure 2.6. The cylinder is immersed in 
a liquid at temperature Т... Heat transfer from the cylinder surface to the liquid can 
be characterized by a heat transfer coefficient h. Obtain the steady-state temperature 
distributions for the following cases: 


222121 
b. g=at+b(T-T.) 


For case (a) 
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| 4 
Go) 1,217 Lom, 
4 16% 


From (2.27), 


For case (b) 


гаг dr k 
26 CALL (т. є)|=0 
drN dr k 


a d + т?г?Ө = 0 Bessel Function 
r 


x=r 


From 2.48, with v = 0, 
From 2.49, Ө = agJo (mr) + aYYo (mr) 


From A.3.1, е --—maoJ, (mr) — may, (mr) 
r 
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A 
Л 0 (x) 


RV 


aT 


Where Ah(T,—-T.)-—k 


It is important to point out that temperature decreases from the fin base to the fin tip 
depending on the specified fin tip boundary conditions. The temperature curve again 
is a combination of Bessel functions J) and Ky with the temperature decaying from 
the base to the tip. The characteristics of Bessel functions J, Y, І, and К and their 
derivatives are shown in Figure 2.10 and Appendix A.3. 


2.4.2 RADIATION EFFECT 


If we also consider the radiation effect, д; = constant = positive value, then the above 
solution can be used by substituting 0 = T — Т, — (ath). However, if we consider 


4 = -eo(T* - s. and T, = T4, №. = eo(T? + Т2 ga * T..), the energy balance 
Equation (2.46) can be written as 


Lm (AFA )P т Т.)=0 


dx dx k 


The solution of the above equation can be obtained by numerical integration. 
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Examples 


2.1 A composite cylindrical wall (Figure 2.11) is composed of two materials of ther- 
mal conductivity k, and kg, which are separated by a very thin, electric resistance 
heater for which interfacial contact resistances with material А and B are КТ, and 

кв, respectively. Liquid pumped through the tube is at a temperature T.,; and pro- 
vides a convection coefficient h; at the inner surface of the composite. The outer 
surface is exposed to ambient air, which is at 7., and provides a convection coef- 
ficient of h,. Under steady-state conditions, a uniform heat flux of ду is dissipated 


by the heater. 


a. Sketch the equivalent thermal circuit of the system and express all resis- 
tances in terms of relevant variables. 

b. Obtain an expression that may be used to determine the heater tempera- 
ture, Tp. 

c. Obtain an expression for the ratio of heat flows to the outer and inner 
fluids, g’,/q’;. How might the variables of the problem be adjusted to 
minimize this ratio? 


Solution 


a. See the sketch shown in Figure 2.11. 

b. Performing an energy balance for the heater, Ein = Eou, it follows that 
Т, ын Ts 

(A21) | * (In(n/n)/2nk;)-- Ra 


gh(2tn) = q; +4 = 


$ T, -Т.., 
(h,2m13) 1 + ((љ/љ) тка) + m 


^ ^ 
tc, A? ^c; B 


ho Tes 22 kp а» Th 
y! КА 


4» 
Ты WA To 
qi «е MN eW em mwewe e> 40 
1 (п/р) ., 
h;2nr, 2nky | 198” "t^ | Олд,  h,2nr 


FIGURE 2.11 Thermal circuit of a composite cylindrical wall and all resistance. 
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c. From the circuit, 


а (Т...) (215). +(щ(»/п)/2л&в)+ Rew 


Gi (T,-T.;) (ь2тһ%)  +(ш(һ»/»)/2лК„)+ RA 
2.2 Heat is generated at a rate q in a large slab of thickness 2L, as shown in 
Figure 2.5a. The side surfaces lose heat by convection to a liquid at temperature 


T... Obtain the steady-state temperature distributions for the following cases: 


а. = 4 1-б) } with x measured from the center plane. 
b. g=a+b(T-T.) 


Solution 


a. @=do[1-(x/L) | 


dx k 3p 
4 
T- AÈ 2 258 | биес, 


a dT 
Boundary conditions: x = 0, гэж 0 (symmetry); x = L, 
X 


dT 
-k = -h(T-T. 
47 ) 


Substituting the boundary conditions into the above equation to replace 


C; and G; 
E 4 2 
T 7, = Geb sedi) (i) " 4 
2k |6 6\L L 3Bi 


b. q=a+b(T-T.) 


Solving the above equation, 


1/2 


r-(r. - а) = Су cos(b/k) ^ x+ С, sin(b/k)" x 
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Blade ti 
“ядан ade tip 


ET 
Combustion 
gases 
27 
29 L 
To, h 


T 
Ty 


FIGURE 2.12 A turbine blade modeled as a fin with constant cross-sectional area. 


Applying boundary conditions, 


a hcos(b/k) ^ (alb)x 
T-|T. E 172 172. 1/2 
bj hcos(b/k)  L«(b/k) "sin(b/k) L 


2.3 A long gas turbine blade (Figure 2.12) receives heat from combustion gases by 
convection and radiation. If re-radiation from the blade can be neglected Т, « T., 
determine the temperature distribution along the blade. Assume 


a. The blade tip is insulated. 
b. The heat transfer coefficient on the tip equals that on the blade sides. The 
cross-sectional area of the blade may be taken to be constant. 


Solution 


If the blade is at a much lower temperature than the combustion gases, radiation 
emitted by the blade will be much smaller than the absorbed radiation and can 
be ignored to simplify the problem. An energy balance on an element of fin Ax 
long gives 


kAc gs |, + КАс e ал 7 APAX(T — To )+ qu PAx = 0 
dx dx 


Dividing by Ax and letting Ax > 0, 


ат hP даР _ 


d "ud Т.)+ А, 0 


Since q,, is a constant, we rewrite this equation as 


2, 
ET hP T (т.+®) =0 
ах КА, h 
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which defines an "effective" ambient temperature Т'„ = Т. + G,aq/h. Then the solu- 
tions can be obtained by replacing T., with T*.. 


a. Insulated blade tip. 


T -(T.. + rad /h) _ cosh m(L — x) 
T, -(Т. + Qua /h) ^  coshmL 


b. Tip and side heat transfer coefficient equal. 


T - (T. + qua Ih) _ cosh m(L — x)- (h/mk)sinh m(L — x) 


T,- (15 + qua lh) cosh mL +(h/mk)sin mL 


2.4 The attached figure shows a straight fin of triangular profile (Figure 2.13). 
Assume that this is a thin fin with wz» t. Derive the heat conduction equation of 
fin: determine the temperature distributions in the fin analytically and determine 
the fin efficiency. 


Solution 


From Figure 2.13, 


Al Z) h ДА cp Т.)-0 


аху ах) k dx 
w ФТ | ат 2hw 
L d? Ldx k 


77 FIG Tah 
Ww 
dx 
Va y 
РЧА х 


FIGURE 2.13 А triangular straight fin with variable cross-sectional area. 


(2.55) 
(Т-Т„)=0 


~ 
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where 


0=T-T.. 


A, = 2wL 


(2.56) 


But we need 22 (d?0/dz?) + z(d6/dz) — 220 = 0, for the modified Bessel function 


solution. So, 22 ~ x,z ~ /x 
From the solution form, Io (2m x ), imply z ~ x =2mJxL 


ЗЭ эргэ =mJ/L 
dx 2 


1  2mL 
Мх = 
40 40 dz, To 1(2) 6, 


dx dz dx’ а? dz\dx) dx’ 
Substituting into Equation (2.56) 


d'O 40 
*—— +z—-70=0 
dS НЫ 


2 


The solution to the above equation is 
0-С1,(:)-С»К, (х) 


Boundary conditions 


at x=0, Коо, C,=0, 
at x-L, 0-6, 


Io (2m4xL) 
Ij (2mL) 


= 0, · 


даан ат 


—ler = O,ktwm " (2mL) 
dx ) 


Io (2mL 


ЯМ _1 I, (2mL) 
um hO,2wL mL I (2mL) 


(2.57) 
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FIGURE 2.14 A hollow transistor modeled as a fin. 


2.5 A hollow transistor (Figure 2.14) has a cylindrical cap of radius r, and height L, 
and is attached to a base plate at temperature T,. Show that the heat dissipated is 


ду = 2mkrot(T - T. )m RANT Md 


Io (mr, )cosh mL + 1, (mr, )sinh mL 


where the metal thickness is t, m = (h/kt)'?, and the heat transfer coefficient on the 
sides and top is assumed to be the same, h, and outside temperature, T... 


Solution 


The сар is split into two fins: (1) a straight fin of width 2лг, and length L, and (2) a 
disk fin of radius г. For the straight fin with T = T, at x = 0, 


T, - T. = C, sinh mx + (T, – T.)coshmx; m= (п/к)? (2.58) 


For the disk with dT/dr = 0 at r = 0, 


1/2 


T,-T. = С,10(тг); m=(h/kt) (2.59) 


The constants C, and C, are determined by matching the temperature and heat 
flow at the joining, 


т(1) = (,); dT /dxl,-, =—dT /drl,-,,; (2.60) 


Since kA, is the same for both fins at the junction. Substituting Equations (2.58) and 
(2.59) into Equation (2.60) gives 


Col, (mr, ) = C; sinh mL + (T, — T..) cosh mL 
—С›1, (mr,) = С, cosh mL + (T; – T..)sinh mL 
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Solving, 


Io (mr, ) sinh mL + 1, (mr, ) cosh mL 
Io (mr, )cosh mL + I; (mr,)sinh mL 


С\=-(Т,-Т.) 


The heat dissipation is the base heat flow of fin 1, 


dT, 
gy = -kA. — i-o = -kAcmC, 
dx 


Io (mr, )sinh mL + 1, (mr, )cosh mL 


= 2mkr,t( T, — T. 
ша i Pops) canis юг 


REMARKS 


This chapter deals with 1-D steady-state heat conduction through the plane wall with 
and without heat generation, a cylindrical tube with and without heat generation, and 
fins with constant and variable cross-sectional areas. Although it is a 1-D steady-state 
conduction problem, there are many engineering applications. For example, heat 
losses through building walls, heat transfer through tubes, and heat losses through 
fins. In undergraduate heat transfer, we normally ask you to calculate heat transfer 
rates through the plane walls, circular tubes, and fins, with given dimensions, mate- 
rial properties, and thermal boundary conditions. Therefore, you can choose the cor- 
rect formulas and use them with the given values and obtain the results. 

However, at this intermediate heat transfer level, we are more focused on how to 
solve the heat conduction equation with various thermal boundary conditions and 
how to obtain the temperature distributions for a given physical problem. For exam- 
ple, how to solve the temperature distributions for the plane walls, circular tubes, 
with and without heat generation, and fins with a constant or variable cross-sectional 
area, with various thermal boundary conditions. In particular, we have introduced 
one of the very powerful mathematical tools, Bessel function, to solve the fins with 
variable cross-sectional area with various thermal boundary conditions. This is the 
only thing new compared to the undergraduate heat transfer. 


PROBLEMS 


2.1 Тһе performance of gas turbine engines may be improved by increasing the 
tolerance of the turbine blades to hot gases emerging from the combustor. One 
approach to achieving high operating temperatures involves application of a 
thermal barrier coating (TBC) to the exterior surface of a blade, while pass- 
ing cooling air through the blade. Typically, the blade is made from a high- 
temperature superalloy, such as Inconel (kz 25 W/m К) while a ceramic, such 
as zirconia (kx 1.3 W/m K), is used as a TBC. Consider conditions for which 
hot gases at Т„ „= 1700 К and cooling air at 7;, ; = 400 К provide outer- and 
inner-surface convection coefficients of A, = 1000 W/m? К and л, = 500 W/m? 
К, respectively. If a 0.5-mm-thick zirconia TBC is attached to a 5-mm-thick 
Inconel blade wall by means of a metallic bonding agent, which provides 
an interfacial thermal resistance of R”, „ = 10-*m? K/W, can the Inconel be 
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2.2 


2.3 


2.4 


maintained at a temperature that is below its maximum allowable value of 

1250 K? Radiation effects may be neglected, and the turbine blade may be 

approximated as a plane wall. Plot the temperature distribution with and with- 

out the TBC. Are there any limits to the thickness of the TBC? 

Consider 1-D heat conduction through a circular tube, as shown in Figure 2.3. 

Determine the heat loss per tube length for the following conditions: 
Given: 


Find: g/L =? 
Steam Inside the Pipe Air Outside the Pipe Steel Pipe AISI1010 
Т.ү- 250°C Т. = 20°C 2r, = 60mm 
h, = 500 W/n? K hy = 25W/n?K 2r, = 75mm 


е = ().8 
k = 58.7 W/mK at 400K 


Heat is generated at a rate q in a long solid cylinder of radius r,, as shown in 
Figure 2.6. The cylinder has a thin metal sheath and is immersed in a liquid 
at temperature 7... Heat transfer from the cylinder surface to the liquid can 
be characterized by a heat transfer coefficient h. Obtain the steady-state 
temperature distributions for the following cases: 


"E 2 
а. 4- q,|1- 15) | 
b. д=а+Ь(Т-Т,). 
A hollow, cylindrical, copper tube is used to improve heat removal from a 


transistor. The copper tube is attached to the top of a round, disk-shaped 
transistor, as shown in Figure 2.15. The disk-shaped transistor dissipates 


FIGURE 2.15 А hollow cylindrical copper tube fin. 
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0.2 W at steady-state operation. The backside of the base transistor is well 
insulated. At 300K, the copper has a conductivity, k = 403 W/mK. Other 
given parameters include: 

L = 15mm, r, = 7.75mm, r; = 75mm, t = 0.25 mm; Assume: A, = 0 

(no cooling) 

Air cooling: Т, = 25°C, Л, = 50 W/n? K 
Find: The copper tube temperature distribution and Т, with and without 
the tubular fin. 

A thin metal disk, as shown in Figure 2.9d, is insulated on one side and 

exposed to a jet of hot air at temperature T, on the other. The convection 

heat transfer coefficient, h, can be taken as constant over the disk. The 

periphery at r = R is maintained at a uniform temperature T. 

a. Derive the heat conduction equation of disk. 

b. Determine the disk temperature distributions. 

c. Do you think the disk temperature is higher at the center or the periph- 
ery? Why? 

Given a relatively thin annular fin with a uniform thickness, as shown in 

Figure 2.9b, is affixed to a tube. The inner and outer radii of the fin are 

r; and r,, respectively, and the thickness of the fin is t. The tube surface 

(1.е., the base of the annular fin) is maintained at a temperature of T, or 

T(r) = T,. Both the top and the bottom surfaces are exposed to a fluid at T... 

The convection heat transfer coefficient between the fin surfaces and the 

fluid is A. 

a. Derive the steady-state heat conduction equation of the annular fin and 
propose a solution of the annular fin temperature distribution with the 
associate boundary conditions. 

b. If during the air cooling, the annular fin has also received radiation 
energy from the surrounding environment, T,» sketch, compare, and 
comment on the fin temperature profile T(r) with that in (a)? 

Both sides of a very thin metal disk, as shown in Figure 2.9d, are heated 

by convective hot air at temperature Т. The convection heat transfer coef- 

ficient, h, can be taken constant over the disk. The periphery at r = R is 
maintained at a uniform temperature Тр. 

a. Derive the steady-state heat conduction equation of the disk. 

b. Propose a solution method and the associated boundary conditions that 
can be used to determine the disk temperature distributions. Sketch 
the disk temperature profile T(r). Do you think the disk temperature is 
higher at the center or the periphery? Why? 

c. If during the air heating, the disk has also emitted a net uniform radia- 
tion flux да to the surrounding environment, derive the steady-state 
heat condition equation of the disk and propose a solution method to 
determine the disk temperature distributions. Sketch, compare, and 
comment on the disk temperature profile with that in (b)? 

The front surface of a very thin metal disk is cooled by convective air at 

temperature Т while the back surface is perfectly insulated, as shown in 

Figure 2.94. The convection heat transfer coefficient л can be taken to be 
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constant over the front surface of the disk. The periphery at r = R is main- 

tained at a uniform temperature, Т,, by a heat source. 

a. Derive the steady-state heat conduction equation of disk. 

b. Determine the disk temperature distributions with the associated 
boundary conditions. Sketch the disk temperature profile T(r). 

c. If during the air cooling, the disk has also emitted a net uniform radia- 
tion flux qha to the surrounding environment, derive the steady-state 
heat conduction equation of the disk and determine the disk tempera- 
ture distributions. Sketch, compare, and comment on the disk tempera- 
ture profile with that in (b)? 

29 A thin, conical pin fin is shown in Figure 2.9a. Analytically determine the 
temperature distribution through the pin fin. Also, determine the heat flux 
through the pin fin base. Given: Pin fin tip temperature: T,» Т; Pin fin 
height: /; Pin fin base diameter: d; Pin fin base temperature: T,; Cooling air 
at T.,, h, Hot wall at T, 

2.10 The wall of a furnace has a height L = 1 m and is at a uniform temperature 
of 500 К. Three materials of equal thickness t = 0.1 m, having the proper- 
ties listed in the table attached, are placed in the order shown in Figure 2.16 
to insulate the furnace wall. Air at Т, = 300 К blows past the outer layer of 
insulation at a speed of У„ = 1.5 m/s as shown in the figure. 

a. Assuming 1-D, steady conduction through the insulation layers, calcu- 
late the heat flux from the wall to the surroundings, q. For this, choose 
the most appropriate of the following two correlations: 


= 0.664 Re? рг! (Re, « 10°;laminar flow) 


= (0.037 Ве?* – 850) Pr’? (Re, < 10°; turbulent flow) 


where h is an average heat transfer coefficient, Re, is the Reynolds 
number based on L and V.,, and Pr is the Prandtl number of air. 

b. For the arrangement shown in the figure, calculate the temperatures at 
surfaces 2, 3, and 4. 


Air 
Furnace 
500 K Т.-300К 
Ү.,-1.5 m/s 


FIGURE 2.16 А furnace composite plane wall model. 
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c. How should the materials A, B, C be ordered to obtain the steepest 
temperature gradient possible between surfaces | and 2? 
d. For this new arrangement, calculate the temperatures at surfaces 2, 3, 


and 4. 

Material k (W/mK) p (kg/m?) н (kg/ms) Cp (kJ/kgK) 
A 100 

B 10 

С 1 

Air 0.026 1177 1.846 x 105 1.006 


2.11 A very long copper rod with a relatively small diameter is moving in a vac- 
uum with a constant velocity, V (Figure 2.17). The long rod is moving from 
one constant temperature region, Т, at x = 0, to another temperature region, 
T, (at x = L). Solve for the steady-state temperature distribution in the rod 
between x = 0 and L. Neglect thermal radiation. 

a. Write down the governing equation for the axial temperature distribu- 
tion when V = 0. 

b. Determine the axial temperature distribution which satisfies the speci- 
fied boundary conditions when V = 0. 

c. Write down the governing equation for the axial temperature distribu- 
tion when VZ 0. 

d. Determine the axial temperature distribution which satisfies the speci- 
fied boundary conditions when V 0. (Make any necessary assumption. 
For example, the thermal conductivity of the copper rod is k...) 

2.12 A thin long rod extends from the side of a probe that is in outer space. The 
base temperature of the rod is Ту. The rod has a diameter, D, a length, L, and 
its surface is at an emissivity, e. State all relevant assumptions and boundary 
conditions. 

a. Starting with an energy balance on a differential cross section of the 
pin fin, perform an energy balance on the rod and derive a differential 
equation that could be used to solve this problem. 

b. Sketch, on the same plot, the temperature distribution along the rod, and 
compare the heat loss through the rod for the following four cases: (1) 


Copper rod 


x=0 И Й 


FIGURE 2.17 А moving fin model. 
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2.13 


2.14 


2.15 


2.16 


The rod is made of aluminum; (2) the aluminum rod is painted black; 
(3) the rod is made of steel; (4) the steel rod is painted black. 
Given a relatively thin annular fin with uniform thickness that is affixed to 
a tube. The inner and outer radii of the fin are r; and r,, respectively, and the 
thickness of the fin is w. The tube surface (i.e., the base of the annular fin) 
is maintained at a temperature of Т,, or T(r) = T,. Both the top and bottom 
surfaces of the fin are exposed to a fluid at T... The convective heat transfer 
coefficient between the fin surfaces and the fluid is h. 
a. Show that to determine the steady 1-D temperature distribution in the 
annular fin, 7(r), the governing equation may be written in the form of 
a modified Bessel's equation. 


2 2 
£y t СЕЕ 


dx)? хах 


where у = у(х), апа с and п аге constants. 

b. Тһе general solution of the above modified Bessel’s equation is 
y = СИА, (х) + C,K,(cx), where C, and С, are constants, and 7, and 
K, are the modified Bessel's functions of the first and second kinds 
of order n, respectively. Assuming that the heat transfer on the outer 
surface of the fin is negligible [i.e., d7/dr = Oat r = r,], solve the gov- 
erning equation to obtain the steady 1-D temperature distribution in 
the annular fin, 7(r). 

c. Also, determine the steady 1-D temperature distribution in the annu- 
lar fin numerically using the finite difference method. Give the finite- 
difference equations for the nodes at r = ғ, and r = r, and for a typical 
interior node. Rearrange the equations to give expressions for the tem- 
peratures at the nodes. 

An engineer has suggested that a triangular fin would be more effective than 

a circular fin for a new natural convection heat exchanger. The fins are very 

long and manufactured from Al 2024T6. The triangular fin has an equilat- 

eral cross section with a base dimension of 1.0cm and the second fin has a 

circular cross section with a 0.955 cm diameter. If the base temperature of 

the fin is maintained at 400?C, which fin will transfer more heat and which 
fin has a greater effectiveness? 


Qün — (ЛРКА, a : 0, Єр = Ява /hA.O;, 


Given: k = 25 W/n?K; kipare = 177 W/mK; T = 25°C 

A thin conical pin fin is attached to a hot base plate at T,. The cooling air 
has temperature Т, and convection heat transfer coefficient h. Analytically 
determine the temperature profile in the pin fin. Also, determine the heat 
flux through the pin fin base. 

Determine the temperature distribution for the annulus fin geometry as 
shown in Figure 2.9b. Assume that the fin tip is exposed to the same fluid 
and convection heat transfer coefficient as the sides of the fin. 
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2.17 Determine the temperature profile for the annulus fin geometry as shown in 
Figure 2.9b. Assume that the fin tip is fixed at a given temperature between 
the fin base and the convection fluid. 

2.18 Determine the solutions shown in Equations (2.36) and (2.37). 

2.19 Determine the solutions shown in Equations (2.38) and (2.39). 

2.20 Determine the solutions shown in Equations (2.40) and (2.41). 
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2-D Steady-State 
Heat Conduction 


3.1 METHOD OF SEPARATION OF VARIABLES: 
GIVEN TEMPERATURE BC 


Most often heat is conducted in two dimensions instead of one dimension, as dis- 
cussed in Chapter 2. For example, we are interested in determining the temperature 
distribution in a 2-D rectangular block with appropriate boundary conditions (BCs). 
Once the temperature distribution is known, the associated heat transfer rate can be 
determined. The following are the steady-state 2-D heat conduction equations with- 
out heat generation and the typical BCs with given surface temperatures. 


OT OT 
et P -0 (3.1) 
2 2 
ELE: -0,  withO-T- T, (3.2) 


Here, we define a homogeneous BC as Т = 0, or дТ/0х = 0, 0Т/0у = 0; 0 = 0, ог 
д0/дх = 0, дӨ/ду = 0, that is, temperature or temperature gradient at a given boundary 
surface (in the x- or y-direction) equals 0. In contrast, we define a nonhomogeneous 
BC as T £ 0, 0T/ox + 0, 0T/0y # 0; or 0 = 0, 00/0x + 0, 00/0y + 0, that is, temperature 
or temperature gradient at a given boundary surface (in the x- or y-direction) does 
not equal 0. 

Equations (3.1) and (3.2) can be solved by the method of separation of variables. 
With this technique, we can separate the 2-D temperature distribution, T(x, y), into 
two independent temperature distributions, 7(x) and 7(y), respectively. The final 2-D 
temperature distribution is the product of the separate 1-D temperature solutions, that 
is, T(x, y) = ТО). Т(у). The following outlines the method of separation of variables 
[1-4]. We need four BCs, two in the x-direction and two in the y-direction, to solve 
the 2-D heat conduction problem. One important note is that, among four BCs, only 
one nonhomogeneous BC is allowed in order to apply the separation of variables 
method. For a given problem, we need to make sure that only one nonhomogeneous 
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у 


Isofluxes 


БОЛТ 
REA T=0 
ps 


Ty 0-0 a 


FIGURE 3.1 2-D heat conduction with three homogeneous and one nonhomogeneous 
boundary conditions. 


BC exists either in the x- or in the y-direction. The principal of superposition will 

be used for the problems having two, three, or four nonhomogeneous BCs. We will 

begin with the simplest case, as shown in Figure 3.1, with given surface temperatures 

as BCs. Then we will move to more complicated cases with surface heat flux and sur- 

face convection BCs, as well as the problems requiring the principle of superposition. 
Assume the form of the final solution, based on separation of variables. 


T(x,y) » X(x)Y(y) (3.3) 


Then take the partial derivatives 


°T ЭХ X 
: ш. 2 -ү? 2 
дх Ox dx 
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Substitute the derivatives into the 2-D conduction Equation (3.1) 


+ = 
ах? ау? 
1dXx 1аүҮ 
X d? Y dy 


(3.4) 


The equality can hold only if both sides are equal to a constant as each side of 
Equation (3.4) is a function of an independent variable. The constant can be positive, 
negative, or zero. However, the positive number of the constant is the only possibility 
for the BCs in this case. The readers may note that zero and negative constants do not 
satisfy the BCs. Therefore, we express Equation (3.4) as 


1 dX 14Ү 
Xd? Ydy | 


A? (3.5) 


Then we have 
dXldx? + 9X = 0 > X = X(x), the equation for two homogeneous BCs, 
d'Yldy? — XY = 0 > Y = Y(y), the equation for one homogeneous BC, 
X(x) = C, cos Ax + С, sin Ax, the solution for equation with two homogeneous BCs, 
Y(y) = Сует + C,e” or (Y(y) = C, sinh Ay + C, cosh Ay), 
the solution for equation with one homogeneous BC. 
Solve for С, and С, using the x-direction equation 
atx = 0, T= 0, > X = 0, then С, = 0, 
atx =a, Т = 0, > X = 0, then С, sin Aa = 0 2 А,а = пл, n = Q, 1, 2, 3,... so, 


X, = 
a 
Therefore, 
X(x)= Casin Z= 
a 


Solve for C, and C, using the y-direction equation at y = 0, T = 0, Y = 0 = С, + C, 
> C,=-C,. 


Y(y) = Се *?— Cze? = С, e 2 e^") 
With sinh(x) = (e* — e*)/2, let С; = C42, the above equation can be written as 
Y (y) = Cssinh(4,, y) 


Then solve the product equation, and let C,C; = C,. 


T(x,y)= X(x)-Y(y) - GC; sin 7" sinh 7 E у Csin E sinh 
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at y = b, T= Т, = XC, ѕіп(пл/а)х sinh(nn/a)b. 
Multiplying both sides by sin(mzx/a) dx, one obtains 


. MTX .nmux.,nnb. mmx 
| sin —— · T,dx = J jo sin sinh sin dx 
a a a a 


C, can be determined by the integration over x, 


| 1зйщтлауа)йх 
Съ 


] sin(nnx/a)sinh(nnb/a)sin(mnx /a)dx 


Ё C, = 0, ifnzn (3.6) 


[sintesi 
C, = if m = n. 


| sin? (nnx/a)sinh(nnb/a) dx 


How does one perform integration? From the integration table, one obtains 


1 fain dx=- cos = “(1 cos(nn)) 
a пт а | mn 
0 
0,n = even 
a n 
| y] 26 терй 
пт 


or 


|? птх йх = 656 P a la di 2nnx 
a 2 2 22nn a 


a 


0 2 


0 0 
Therefore, one obtains 


(2/пл)|1-1-1) |7, 


777 sinh(nnb/a) 


п 


Finally, ће 2-р temperature distribution follows: 
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Т(х,у)- Уст" sinh 77У (37) 
ram a a 
T( ) ye 21 |; sin = sinh ту (3.8) 
SAE sinh(nnb/a) a 


n=1 


The second-order partial differential equations (PDEs) 7(x,y) are split into two 
second-order ordinary differential equations (ODEs) T(x) and 7(y). The second- 
order ODE with two homogeneous BCs is the so-called eigenvalue equation. 
The solution of the eigenfunctions, sine and cosine, depend on the two homoge- 
neous BCs. The eigenvalues, 4, can be determined by one of the two homogeneous 
BCs (either both in the x-direction, or both in the y-direction). The solution of 
the other second-order ODE is a decay curve of combining e(x) and e(—x) for an 
infinite-length problem, or sinh(x) and соѕ/(х) for a finite-length problem. The only 
nonhomogeneous BC will be used to solve the final unknown coefficient C,. The 
integrated value C, can be determined by performing integration of sin, sin-square 
or COS, cos-square, depending on the given BCs, by using the characteristics of the 
orthogonal functions. 

If we let 0 = T — Tp, follow the same procedure, ће 2-D temperature distribution 
becomes 


Ө(х,у) = Ө(х)Ө(у)= Уст T san (3.9) 
TES ууган -(-3) Je. МЭ мэ 
цэн sinh(nnb/a) a a | 


With the general solution shown in Equation (3.10), values can be assumed for Т, T, 
a, and b. For example, if T, = 20°C, T, = 100°C, and a = b = 100cm, T(x, y) and q’(x, y) 
can be determined for n — 1 to 3. Using the given values, the two-dimensional tem- 
perature and heat flux distribution can be plotted (isotherms and isofluxes) to gener- 
ate distributions similar to Figure 3.1. The lines of constant heat flow (isofluxes) are 
perpendicular to the isotherms. Using the temperature distribution obtained using 
the separation of variables technique, the heat flow per area (heat flux) in both the 


x- and y- directions can be calculated from Fourier's Law. 


90 

"= 05 
s Ox 
ФЕС 
ду 


While the temperature within the domain is a scalar, but the heat flux is а vector as 
it is calculated from the temperature gradient. The magnitude of the heat flux at a 
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specific location within the solid is a resultant of the фу and q; components and is 
directed perpendicular to the isotherm. 


3.2 METHOD OF SEPARATION OF VARIABLES: GIVEN 
HEAT FLUX AND CONVECTION BCs 


3.2.1 Given Surfrace HEAT Fiux BC 


The following shows the similar principal of using the separation of variables method 
to solve the 2-D heat conduction problems with one nonhomogeneous boundary 
specified as a surface heat flux or a surface convection condition [2]. As with the 
aforementioned procedure, we need to make 3 of 4 BCs homogeneous. For example, 
in Figure 3.2, the three temperature BCs become homogeneous by setting 0 = T — T, 
and the only nonhomogeneous heat flux BC becomes q? = —К(д0/ ду). The solution 
will be the product of sine and cosine in the x-direction (two homogeneous BCs) with 
sinh and cosh in the y-direction (one nonhomogeneous BC). As before, the nonho- 
mogeneous heat flux BC will be used to solve the final unknown integrated value С,. 


NS 


FIGURE 3.2 2-D heat conduction with three homogeneous and one heat flux nonhomoge- 
neous boundary conditions. 
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Given a long rectangular bar with a constant heat flux along one edge, the other 
edges are isothermal. In order to obtain homogeneous BCs on the three isothermal 
edges, let 0 = T — Tj. Laplace’s equation, Equation (3.2), applies to this steady 2-D 
conduction problem. 


$e 20. 


0 
ox! gy? 


BCs: 
x=0, O<y<b: 0-0, 
y=0, 0«х«а: 0-0, 
x=a, O<y<b: 0-0 


? 


д0 


y=b, 0«х«а:47---- 
ду 


The solution is subject to the three homogeneous BCs with 0 replacing T, 


Ө(х,у) = Уст sinh 


n-l 


Applying the last nonhomogeneous BC, to solve for Cn, 


90 ag xX ( . nnx } пт nnb 
——|ь=—-——= )C,| sin cosh 
ду? > [4 2 aja a 


n-l 


—(а;/К) sinn) 
С, ж ° 


(пт/а)созһ(плЬ/а) | ‘sin? (nnx/a)dx 
0 
Ш -(40/)(атл)1 -(-1) ] 
~ (nn/a)cosh(nnb/a)[(a/2)] 


= -(428)(2тт  1-1-1) | 


(nn/a)cosh(nnb/a) 
Therefore, we obtain 
Ч 24141 -(-1)" ] nnx ппу 
Т(х,у) = Т sin sinh 3.11 
(»5)-fi 250 оло a a PM 


n=1 
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From the solution of the temperature distribution across the 2-D plate with the upper 
surface exposed to a constant heat flux, values can be used to plot the isotherms 
and isofluxes through the plate. If we assume Т, = 20°C, а; = 4000 W/mK, k = 20 
W/mK, and a = b= 100cm, T(x, у) and д (х, у) can be calculated for n = 1 to 3. Using 
the given values, the two-dimensional temperature and heat flux distribution can be 
plotted similar to what is shown in Figure 3.2. 


3.2.2 GIVEN SURFACE CONVECTION BC 


A similar procedure can be applied for the only nonhomogeneous convection BC prob- 
lem [2] shown in Figure 3.3. Again, the solution will be a product of sine and cosine 
in the x-direction and sinh and cosh in the y-direction, and the nonhomogeneous 
convection BC will be used to solve the final unknown, integrated value of Cn. 

A long rectangular bar with one side cooled by convection and the others main- 
tained at a constant temperature, Т. Define 0 = T — Tj. Laplace's equation applies to 
this steady 2-D conduction problem. 


20 g'8 
+ = 
ox! gy? 


0 


which must be solved subject to BCs 


FIGURE 3.3 2-р heat conduction with one convective boundary condition. 
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x=0, O<y<b: 0-0, 
y=0, 0«х«а: 0-0, 
x=a, O<y<b: 0-0, 
Ce eee 
ду 
y=b, O0«x«a:4 h|(r-n)-(r.-m)]- XA T) 
X 
90 
9-0.)--К-- 
n(O-8.)=—k 


The solution is subject to the three homogeneous BCs with 0 replacing T, 


0 (x, y) - Усан -| sinh pa 


n-l 


and at y = b, applying nonhomogeneous BCs to solve for Cn: 


990 ~ nnx nn nnb 
== C, i C, h m Ө. 
F ) sin ME co 2H ò sin sin 9а 


n-l 


Усан ши ( НТ sosh шид + h sinh ДА " = : Ө 
а а а k a k 


(пө. | ѕіп(илх/а)ах 
0 


((nnda)cosh (nb (a) + (h/k)sinh ать) | sin? (nna) ах 
0 


_ (n/k)®..(a/nn)| 1—(—1)” | 
~ ((nnla)cosh (nnb/a)+(k/h)sinh(nnb/a)){(a/2)] 


Ө.(2/ | 1- (-1)' | 


~ (sinh(nnb/a)+(nr/a)(k/h)) cosh(nnb/a) 


Therefore, we obtain 


тол ун -(-1) |sin(nmx/a)sinh (nny/a) 2) 


Т. – Т, ѕіпһ(плр/а)-+(пл/а)(к/һ)соѕ (плр/а) 
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As with the previous BCs, plots of the temperature and heat flow can be generated 
by assuming numerical values. Taking T, = 20°C, Т, = 100°C, k = 20 W/mK, h = 50 
W/m?K, and a = b = 100cm, T(x, y) and д'(х, y) can be calculated for n = 1 to 3 (or 
any value of n). Figure 3.3 shows the sample distributions. 


3.3 PRINCIPLE OF SUPERPOSITION FOR 
NONHOMOGENEOUS BCs 


In some applications, we may have all three types of surface BCs applied to a given 
problem. For example, Figure 3.4 shows a 2-D heat conduction problem with a given 
surface temperature,heat flux, and convection BCs. The problem involves three non- 
homogeneous BCs after letting 0 = Т — T... We need to use the superposition prin- 
ciple, splitting the problem with three nonhomogeneous BCs into three individual 
problems [1]. For each of the problem, there is only one nonhomogeneous BC. Then 
the method of separation of variables can be applied. It is important to note that both 
the heat conduction equations and the associated BCs must satisfy the superposition 
principle, respectively, that is, 0 = 0, + 0, + 0; for both the heat conduction equa- 
tion and four BCs. From the aforementioned discussion, we know how to obtain the 
solution for 0, (two homogeneous x-BCs and one nonhomogeneous at y — 0), 0, (two 
homogeneous y-BCs and one nonhomogeneous at x — 0), and 0, (two homogeneous 
y-BCs and one nonhomogeneous at x = b). Applying superposition, the final tem- 
perature distributions is 0 = 0, + 0, + 0,. Examples 3.3 and 3.4 provide details for 
the superposition method. 


0 
т. ЭЭ. 
20 Superposition 
TI 2 2 Т, 0 V^0z20 0 = 
q Р 99 
ask 
q B 
дө 90. 99 
ho, = -k — hð, = -k — hð; = -k — 
ду | ду ду 
0-0 БОЛЗОО У20,-0 6) = 0; 63 =0 У20,-0 | 0; =, 
ИШТ? "E? TEES 
ду ду ду 
———M——— SSS 
e 


FIGURE 3.4 Principle of superposition for two-dimensional heat conduction with four non- 
homogeneous boundary conditions. 
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3.3.1 2-D Heat CONDUCTION IN CYLINDRICAL COORDINATES 


In general, heat conduction in the cylindrical coordinates, shown in Figure 3.5, is a 
3D problem, i.e., Т(ғ,2,ф). Cylindrical heat transfer сап be simplified to a 2D prob- 
lem if the temperature remains constant in one direction. More often, the circumfer- 
ential temperature is assumed constant, so T(r,z) can be determined beginning with 
Equation (3.13). Alternatively, if the temperature does not vary in the z-direction, 
the 2D temperature distribution, T (r.). can be determined using the separation of 
variables technique beginning with Equation (3.14). 


tay TY T 
210 "n дг? = 0ST = R(r)Z(z) TS 
2. 2 

I Lo aei coc 22121) G.14) 


amo ede uu дф 


Case 1: Consider a short cylinder with an outer radius r, and a height /. The bottom 
and outer surfaces of the cylinder are maintained at T; while the top surface tempera- 
ture is Т,. From Equation (3.13), 


lo | | OT 
r =0 
ror\ or д? 
BCs, 
T(r,0) = Т, 
T(r,0) 
2 2 
Т(г,5,0) T(r,z) 
r r 


ф 


FIGURE 3.5 2-D heat conduction in cylindrical coordinates. 
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T(r,)- T, 
Tin £s Т 
T(0,z) = finite value, ог OT (0,z) =0 
дг 
Let@=T-T,, @=0(r,z) 
From the above equation and BCs, 
19 | 2 920 
r ын 2 = 0 
ror or oz 
0(г,0)-Тт-1, -0 
0(г,/)-1,-1, = 0, 
0(0,z) = finite value, or 96(0,z) -0 


» 
From the separation of variables method, assume a product solution, 
Ө(7,2)= R(r):Z(z) 


Take the partial derivatives and substitute the derivatives into the governing PDE, 


2 2 
C EIU RES - 
dr r dr dz 


0 


Rearrange the above equation and group the like terms, 


а at) 1d 4 


+ = - 
Rid? rdr Z а? 


The r- and z-directions should be separated, 


2 
PR, VR вс 
dr r dr 

2 

а AI 

dz 


With focus on the r-direction equation, it can be rearranged to become, 
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24231 VrR=0 
drN dr 


This is a Bessel differential equation as shown in Equation (2.48) and the solution 
shown in Equation (2.49), with x 2r, m = А,у = 0. The solution is 


R= aJ, (Ar) aY, (Ar) 


at r = 0, from Figure 2.10, Ү,(0) = —ee, but R,(0) = 0(0) = finite temperature value, 
thus a, = 0, therefore, 


К-а,/, (Ar) 
at r = r,, 0(r,) = 0, R(r,)= 0, therefore, 
J, (Ar,) =0 
This is an infinity of roots, as shown in Figure 2.10, 
Aur, N= 1, 2,3, .... со 


These roots have the orthogonality property, 


Јо) (о) o for m z п. 


0 


Consider the z-direction equation, A = Ад, 


dz 


т -AZz0 
< 


From Equation (2.63) with 0 = Z, х= =, т = Ад, the solution is 
Z = Сем -С,е ^" 

atz=0, Z(0)20(0)20, С +С 20, С = -С 
Z=C, (е^ - ge) 


Therefore, the product solution is 
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O(r,z)= R(r)-Z(z) 


оо 


= 368 (e^ - e^). Л: (A,r) 


n-l 


E $C, 2sinh(4,z) 5 Ja (A,r) 


n-l 


at z = 1, (7,1) = Ө, therefore, 
6; = WC 2sinh(A) J. (Aur) 
n-l 


From orthogonality of the Bessel functions, 


0; | ge (A,r) dr 
0 
2sinh(Ayl) | n7; (A,r)ar 
0 


C, sd 


From Appendix А.З the Bessel functions can be re-written to solve for С,, 


To 


fu. (A,r)dr = PRU (Ar) 
0 n 


To To 


2 
| We (Aur) dr= (т) + J? (ur) 


0 0 


2 


=J? (Anra) 


= 22 
ToAn sinh(A,,/) Л (12 ) 


Finally, the temperature distribution is 


20, sinh(A, «| Cer) 
oce уз sinh(A )Ji (Ants) 


Ч 2(Т› — T) sinh(A,z) J, (An) 
T(r,z)-1 
gon lO ECT PIDEN 


n-l 
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Assuming ғ, =10cm, / 2 20 ст, T; = 20°C, 7; = 100°C, n=1, 2, апаз, numerical 
values for the local temperature and heat flux can be determined to provide isotherms 
and isofluxes within the cylinder. 

Case 2: Consider the short cylinder from case 1 above. The top surface is now 
exposed to a constant heat flux, ду. In this case, T} or 0, is unknown, it can be deter- 
mined using the heat flux BC, 


oT(r,l) 
s= -k 
а Oz 
or 
5 9e(r.I) 
= Hk 
Oz 


From case 1, 0(r,z), 


qt O0(rl) x 
сык а 26 2A, cosh(A,l)- Jo (Ann) 


” ёл 


ame rl (Anr) dr 
С, = n 
2À, cosh (yl) | /12(4,г)4г 

0 


C, can be solved using the same procedure shown in case 1, and the temperature 
distribution, 0(r,z), can be determined. 

Again, numerical values can be assumed and used to generate 2D plots of the 
temperature and heat flow through the short cylinder. 

Case 3: Reconsider the short cylinder from case 1. Now the top surface is exposed 
to a convection fluid at temperature T. with a convection heat transfer coefficient, Л. 
In this case 3, Т, or Ө», is unknown, and it can be determined from the convection 
BC, 


A2 = нт. - T(r.D)| = n|(. – 1) – T(r.D) 7] 
дӨ(ғ,1) _ 
6—92 = hlo. – eG] 
with 


Ө. = Т. — T; 


and 
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0(г,1)-Т(г,)-1, 


From case 1, O(r,z), 


-KX 6,2, cosh(A41)-J, (Aur) 


n-l 


- i. - Ус,дма(1,)-4, 


п=1 


ө. [ 1,(А„)й- 
C, = б 


|: sinh(4,1) - юэ, cosh (ы) | ^H (A,r)dr 
0 


C, can be solved using the same procedure shown in case |. Thus, the tempera- 
ture distribution O(r,z) can be determined. If r, = 10cm, 1= 20cm, Т = 20°С, 
T, = 100°C, h=50 W/m’K, k = 20 W/mK, n = 1, 2, and 3, determine T(r,z). From 
the temperature solution, isotherms and the corresponding isofluxes can be graphi- 
cally shown. 


3.4 PRINCIPLE OF SUPERPOSITION FOR 
MULTIDIMENSIONAL HEAT CONDUCTION AND 
FOR NONHOMOGENEOUS EQUATIONS 


3.4.4 3-D Heat CONDUCTION PROBLEM 


Sometimes we need to solve 3-D heat conduction problems in Cartesian (rectangular) 
coordinates as shown in Figure 3.6. Basically, we first convert the 3-D into the 2-D 
heat conduction problem and then solve the 2-D problem by using the separation of 
variables method discussed previously. The following is a brief outline on how to 
solve this type of problem. 

The steady-state 3-D heat conduction equation without heat generation is 


T T, 


T; 


FIGURE 3.6 3-D heat conduction in Cartesian coordinates. 
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DU ёт oF... 


$ + = 3.15 
ox ду? az’ анг 
Їеїг0-1-1,. 
The above governing equation and the associated BCs become 
ө 20 920. 
ox ду! av 


x = 0, 0 = 0, or 00/0х = 0; x = a, 0 = 0, two homogeneous BCs, 

y= 0, 0 = 0, or 00/0у = 0; y = b, 0 = 0, two homogeneous BCs, 
z=0,0=6);z=c, Ө = 0, one nonhomogeneous BC. 

Let 0 = X@)YO)Z(z). Substitute the derivatives into the above 3-D heat conduction 
equation and obtain 


DXX IdY 142. 


ха? үа? 242 zi RIS 
This implies 
2 
: 5 +VX=0 
x 
3.17 
12ү 1dZz pa on 
Y d? Z dz’ 
The last equation can be further written as 
2 
< = + рҮ =0 
P d (3.18) 
2 2 = 
22 -(3 tu )Z=0 


Therefore, we need to solve two eigenvalue equations. The x-direction solution will 
be sine and cosine, the y-direction solution is sine and cosine, and the z-direction 
solution is sinh and cosh. The only nonhomogeneous BC in the z-direction will be 
used to determine the final unknown integrated value C,. 

From the previous discussion, the solutions for X, Y, and Z follow: 


X zc cos Ax +c sin Àx 
Y = c3 cos Uy + c4 sin Uy 


Zz ce nt + cge m 
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3.4.2 NoNHOMOGENEOUS HEAT CONDUCTION PROBLEM 


The problem of the steady-state 2-D heat conduction with uniform heat generation 
can be divided into two problems shown below, б(х, y) = w(x, у) + ф(х). We already 
know how to solve these two problems. 


2 2 
СЕРА ИТ 
Әх” ду К 
: : (3.19) 
дү дү үд 
ox) ду? 
ao å 


where 
y - X(x)Y(y)7 (a COS Àx +c sin Ax) (cse? + ce”) 


Equation (3.20) can be solved using the procedure shown in Section 2.2 of Chapter 2. 


Examples 

3.1 A 2-D rectangular plate is subjected to the following thermal BCs: 
х-0, O<y<b: 1Т-1, 

x=a, O<y<b: Т-1, 
y=b 


, 0«х«а: T=cx 


a. Derive an expression for the steady-state temperature distribution T(x, у). 
b. Sketch the isotherms and isofluxes. 


Solution 


+7 =0 (3.21) 


Let 6 (x, у) = Х (x)-Y (у); 


(3.22) 
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oY 
ду! 


4-32Ү =0 


X = С, cos(Ax) + С sin(Ax) 
Y = Ce ? + Сце?? 


0- [C cos(Ax) + C; sin(Ax)] [Ge t Се? | 


BCs: 

1, х=0:0=0 

i. x2a:020 

iii. у= 0:0=0 

iv. у= : 0 = сх – Т, 


Applying BC (i) to Equation (3.24), С = 0 
Applying BC (ii) to Equation (3.24), C, sinh (Aa) = 0, А, = пл/а. 
Applying BC (iii) to Equation (3.24), С, = —С,. 


(nm) x, xw 
0 3 =C -C ny _ ny 
(x y) 2 sin( a Je e ) 
E .(nnx). плу 
Ө(х,у) = J C,sin| —— |sinh| —- 
(x y) 2 sin( a Js ( s } 
Applying BC (iv) and using orthogonal functions to evaluate C,, 


| (cx — Ty) sin(nnx/a)dx 
С„=——° 
sinh (nnb fa) Í sin? (плх/а)ах 


0 


a 


[С T)sin( аг Je = (—cos(nm)) + Dha (соз(лл) — 1) 
а пт пт 


СЕЕ 


nm пт 


Je = һ)зи[ Ja = 1 - | sa( 23 E cs m Ї 


75 


(3.23) 


(3.24) 


(3.25) 


(3.26) 
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"NOS 2(-1)"" (ca— T; ) - 21; 
2 nnsinh ((nnb/a)) 


2x5 (-1)" (са-15)-1, . ЕЗ (=) 
Ө(х,у) = h| — 
(=) л уз nsinh(nnb/a) "ard Non 
b. See the sketch in Figure 3.7. 
3.2 A long rectangular bar 0 € x € a, 0 € y € b, shown in Figure 3.8, is heated at 
x = 0 with a uniform heat flux and is insulated at x = a and y = 0. The side at y = b 


loses heat by convection to a fluid at temperature T.. 


a. Determine the temperature distribution T (x, y). 
b. Sketch the isotherms and isofluxes. 


cx 


Isotherms 0 Isofluxes 


FIGURE 3.7 Sketch for the isotherms and isofluxes. 


FIGURE 3.8 А long rectangular bar with heat flux as one nonhomogeneous bound- 
ary condition. 
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Solution 
a. 
2 2 
25 + ay = (3.27) 
Әх” oy 


Let 0 (x, y) = X (x) -Y (у): 


Оа оз 
x а каб (3.28) 
Ox? i 
M +АУ=0 (3.29) 
X = C, sinh(Ax)+C, cosh (Ах) 
Ү=Сз sin(Ay)-- C4 cos(Ay) (3.30) 


ө = [c sinh (Ax)-C; cosh(Ax) || Су sin(Ay) +Cy cos(Ay) | 


BCs: 
і. x = 0: 9, = –К(00/0х) 
П. x =a: 00/0x = 0 
iii. y = 0: 00/0у = 0 
iv. у= b: h8 = —k (00/0у) 


Applying BC (iii) into Equation (3.30), С; = 0. 
Applying BC (ii) into Equation (3.30), CjÀ cosh (Aa) + С,4 sinh (Aa) = 0, 
С, = -G coth (4a). 
0 = C, | sinh (Ax) - coth(Aa)cosh(Ax) |cos(Ay) (3.31) 
Applying BC (iv) into Equation (3.31), 
hC, [sinh(Ax) - coth(Aa)cosh(Ax)] cos(Ab) 
= +КАС, [sinh(Ax) - coth(Aa)cosh(Ax)] sin(Ab) 


Atan(Ab)= 7 (3.32) 


6 = V C, [sinhQ,a) - coth(,,a)cosh(,x)]cos (Any) 


n-l 


where 4, tan(A,b) = (h/K). 
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Applying BC (i) into Equation (3.26), 


й = -КУс, [А cosh(A, x) — coth(A, a) À, sinh(A, x)] cos(A, DN 


n-l 


b 


а b 
== _ 4s = 2 
ds 2327 cos(A, y) i, fosta) dy Je cos (Any) dy 


п=1 


EE" 


b 
1. "m y 2sin(A, y)cos(A, y) 
sin(A, y) = C, | + 4A, | 
24s ѕіп(А,р) 
КА, (sin(A,b)cos(A,P) tbÀ, ) 


C, = 


"n ч 24, sin(A,b) 
Е = kA, (sin(Anb)cos(Anb) + ЬА„) 


x [- sinh(A,x) + coth(A,,a) cosh(4,x) |cos(A, y) 


From the general solution above, one may assume numerical values to determine 
q(x, y). For example, if a = b = 100cm, К = 20 W/mK, А = 50 W/m*K, T., = 20°C, 
q; = 5000 W/m?, use n = 1 to 3 and plot the isotherms and sketch the correspond- 
ing isofluxes. 

3.3 A thin rectangular plate, 0 € x < a, 0 € y € b, as shown in Figure 3.9, with 
negligible heat loss from its sides, has the following BCs: x 0, 0 «y «b: Т = T, 
x=a,0<y<b:T=T,, y=0,0<x<a: q/=0 (insulated) у= Б, 0 <х<а: Т = fs. 


а. Determine the steady-state temperature distribution. 
b. Sketch the isotherms and isofluxes. 


Solution 


Let = T — T,, then 


FIGURE 3.9 A thin rectangular plate with one homogeneous boundary condition. 
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Pe FO _, 
ox ду” 

Let Ó — 6, + 0, 
FH 90 _ 0 
dx) oy 
FO, O6 | 
dx ay’ 


Ө, = [с cos(Ax) +С, sin(Ax) || Cs cosh(Ay)+ Cy sinh(Ay) | 


x=0, 9-0, орыг 
x=a, 6=0, =лАа=ил; ES шэр24.Ё. 
а 
y=0, 28 o; >G =0 
ду 


Ө, = PEST sin(A,x) 


n-l 


0,(4,5)-(7,-1,)- Ус)" 


n=l 


2- (7, т) | чипта) а 
1 cosh ((nnb/a)) | ‘sin? ((плх/а)) dx 


0 


(п —1)а-(1-сов(лл)тл) _2(1;-Т,) (1-(-1) | 


(a/2)cosh((nnb/a)) ^^ nmm  cosh((nnb/a)) 


e - y 6-0) ший cosh 2 )sin( 27) 


mn cosh((nnb/a)) 


n=l 
Solution for Ө, 
6; = [С, cosh(Ax) + C; sinh(Ax)|[C3 cos(Ay) + С, sin(Ay)] 
, 90/9y-0; >C,=0 


y=0 
y=b, 06,20; => A, =(п+1/2)л/Ь 
x=0, 0,20; > С,-0 
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Ө, = Y cosi (1,3) cos(Any) 


Nodd 


Ө, (а, у) -(n-T7)- Y cosinh (Aa) cos Qu) 


Nodd 


(5-7) | сөх(т/29)) 0) 


Cm = 


5 

sinh((nna/2b)) | cos? (А„у)ау 
0 

_ 4(Т, — Т,)вїп((пл/2)) 

^ nn sinh((nna/2b)) 


where sin((nz/2)) = (—1)^-*? for n odd 


СЫ _ 2 Ye-1/2 
0; y «n T 1-1) 253253 
24 nn sinh (Сала/ 2b)) 2b 2b 


Finally, 


respons Ваау Een] e 


cosh(nnb/a a 


n-l 


moy me) 


Nodd 


3.4 A long rectangular rod 0 € x € a, 0 € y < b, as shown in Figure 3.10, has the 
following thermal BCs: 


x=0, 0<y<b:T=T, 
хиа, O<y<b:T=T +T sin(ny/b) 
y=0, О<х<а:Т= Т 
у=, O<x<a:T=T) + Т,ѕіп(лх/а) 


T = Ту + T, ѕіп(лх/а) 


T = Ту + T, ѕіп(лу/р) 


FIGURE 3.10 А long rectangular rod with two nonhomogeneous boundary conditions. 
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a. Determine the steady-state temperature distribution. 
b. Sketch the isotherms and isofluxes. 


Solution 


a. Let@ = T — To, then 


ө gg 

AO зе =0 

Әх” oy 
x=0; 0-0 
x-a 0- Tisin((my/b)) 
y=0; 0-0, 
у= Б; 6 

а 


Let 0 = 0, + 0, with Ө, and 6, satisfying the following BCs at 


x=0, Ө = 0, 0, =0 


x=a, 60,20, 281:53 
y=0, 0,20, 0,20 


y=b, в-а) 0, =0 
а 


Solutions for 0, and 0, are obtained as 


(nm) . (nny 
A=) С, — |-sinh} —- 
Д У, csin( 7). (2>) 
Ө, = by 263 : 2153 
and7T=17,+0 
T= To Р Ө, ын Ө, 
3.5 An infinitely long rod of square cross section (/ x L) floats іп a fluid. The heat 
transfer coefficient between the rod and the fluid is relatively large compared with 
that between the rod and the ambient air, i.e., hy >> л or hy = «e. Determine the 
steady-state temperature distribution in the rod with the associated BCs. 
a. Use the analytical approach. 


b. Sketch the isotherms and isoflux in the rod, if T; «Т. and h = a constant 
value. 


82 Analytical Heat Transfer 
Solution 


a. Assume a long rod with a square cross-section floating as a diamond- 
shape and treat its lower-edge point as x =0, у= 0. 


Let@=T-T., 
BCs: y=0, 8-0, 
90 h 
=L,—=-—@ 
ду 
x-20,0-0, 
90 h 
= L,—=-—0 
Ox k 


Using the superposition principle: 
Let 0 - 0, +0 
BCs for Ө: y 20,0, 20 


uo 
x 20,0, - 0, 
90 h 
S E 
Separation of variables: 
0,-X.Y 


X = C, sinh А„х + C; cosh A,x 
Y = С, sin А„у+ C4 cos An y 
at у-0,С,-0 


h 
at y=L,A,C3 cos À, L = -70 sin A,L 


atx= L, 


С.А, cosh A,L + СА, sinh A, L = -(с sinh А„1,+ С cosh 4,1) 
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A, sinh A,L + hy cosh A,,L A 
=-C, 


C= = 
! í A, cosh A, L + hy sinh A,L B 


МЛ" by sin À, y(cosh A,X — Ap) 


at x = 0, Ө, = 0,, solve for C,,, 


L 


6, | sind, vy 


С, = P. = Т 
(1-5) [sae À, ydy (1-45) 2 
0 


Where (А/В) should be replaced with (А/В) sinh 0 = 0 in the above C, equation. 
Let x > y, y 2 x, solve for 0; 
Then 0- Ө, +0: 


b. If L = 50cm, Т, = 20°С, Т., = 100°C, h=50wim’K, k = 20 W/mK, 
n=1, 2,and3, determine T (x,y), plot isotherms, and sketch isofluxes. 


REMARKS 


In this chapter, we have introduced a very powerful mathematical tool, the method of 
separation of variables, to solve typical 2-D heat conduction problems with various 
thermal BCs. In the undergraduate-level heat transfer, we normally employ the finite- 
difference energy balance method to solve the 2-D heat conduction problems with 
various thermal BCs. The finite-difference numerical methods and solutions will 
be discussed in Chapter 5. Here we are more focused on the analytical methods and 
solutions for various 2-D heat conduction problems. In general, all kinds of 2-D heat 
conduction problems with various BCs can be solved analytically by using superpo- 
sition of separation of variables. 

The most important thing for applying separation of variables is that you have to 
set up your problem with only one nonhomogeneous BC. If you have more than one 
nonhomogeneous BC, you have to employ the superposition principle and divide 
into two or three subproblems in order to use separation of variables. The problems 
become more complicated if you work with 3-D heat conduction including heat gen- 
eration and complex BCs, but they are still solvable. However, if you are interested in 
solving for the 2-D and 3-D cylindrical coordinate systems and for the 2-D and 3-D 
spherical coordinate systems with complex BCs, they are beyond the intermediate- 
level heat transfer, you need to look at the advanced heat conduction textbook for 
solutions. 

Another popular method is using the finite-difference method to be discussed 
in Chapter 5. It is particularly true when you deal with complicated BCs, such as 
convection. In real-life engineering applications, the convection heat transfer coef- 
ficients normally are varied along the solid surface. This will introduce additional 
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complexity for the separation of variables because we normally assume the uniform 
convection BCs to simplify the problem. This will not cause any additional com- 
plexities when using the finite-difference numerical method. 


PROBLEMS 


31 A long rectangular bar 0 < x € a, 0 € y € b, and a, b << L, the bar length, 
is heated at y = 0 and y = b, respectively, to a uniform temperature T, and 
is insulated at x = 0. The side of x = a loses heat by convection to a fluid at 
temperature T, with a convection coefficient Л. 

a. Write down, step by step, a solution method and associated BCs, which 
can be used to determine the steady-state temperature distributions. 
b. Sketch the heat flows and the isothermal profiles in the rectangular bar. 

3.2 Ап infinitely long rod of square cross section (Т, х Г) floats in a fluid. The 
heat transfer coefficient between the rod and the fluid is relatively large 
compared to that between the rod and the ambient air, that is, hy >> hor 
h,= со. Determine the steady-state temperature distributions in the rod with 
the associated BCs. 

a. Use the analytical approach. 
b. Sketch the isotherms and isoflux in the rod, if T, < Т. and Л = a constant 
value. 

3.3 A long fin of rectangular cross section (2L х L) with a thermal conductiv- 
ity, k, is subjected to the following BCs: the left side is kept at T,, the right 
side is perfectly insulated, the upper side is exposed to a constant flux, and 
the lower side is exposed to a convection air flow. q” = constant; steam Т, 
h = oo; air h = constant, Т. 

a. Determine the temperature distribution in the fin. 
b. Approximately plot the temperature and heat flow profiles in the fin, 
M TIT. 

3.4 Refer to Figure 3.1 and determine the temperature distributions for 2-D heat 

conduction with the following BCs: 


(1) x=0,T=T, (2) xz0,TzT, 
xz T= x=a,T=T, 
у=0,Т= Т, у=0,Т=Т, 
y=b,T=T, y=b,T=T, 

(3) x=0,T =T, (4) х=0О,Т=Т, 
xedlzl. x-arzt, 
y=0,T=T, y=0,T=T, 
y=b,T=T, y=b,T=T, 


3.5 Refer to Figure 3.2 and determine the temperature distributions for 2-D heat 
conduction with the following BCs: 
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(1) x=0,T=T, (2) 
x=a,T=T, 
y= 0, TS Т, 
y= b, qř=-k(ðT/ðy) 

(3) x=0,T=T, (4) 
х= a,q/=—k(dT/dx) 
y=0,T=T, 
y=b,T=T, 
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x=0,T=T, 
x=a,T=T, 
у= 0,4= -к(9Т/9у) 
у= b,T= Ti 
х=0,а;= —К(дТ/дх) 
x=a,T=T, 
y=0,T=T, 
y=b,T=T, 


3.6 Refer to Figure 3.3 and determine the temperature distributions for 2-D heat 


conduction with the following BCs: 


(1) x=0,T=T, (2) 
x=a,T=T, 
y=0,T=T, 
у = b, —k(0T/0y) = h(T — T.) 

0)  x=0,T=T, (4) 


x = a, -k(OT/ox) = h(T — Т.) 


y20,T-T, 
y=b,T=T, 


0,T=T, 
a,T=T, 
= 0, -k(0T/0y) = ЊТ — Т.) 
b, T=T, 
0, —k(0T/Ox) = ЊТ — Т.) 
a,T=T, 


y=0,T=T, 
ysbTzT, 


3.7 Use the principle of superposition to determine the temperature distribu- 
tion for 2-D heat conduction with four nonhomogeneous BCs shown in 


Figure 3.4. 


3.8 Referto Figure 3.6 and determine the temperature distributions for 3-D heat 


conduction with the following BCs: 


(1) x0, T-T| Q) 
x=a,T=T, 
y= 0,7 =T7, 
y=), T= Т, 
2-0,Т-Т, 
=Т= Т, 


3.9 Refer to Equation (3.19) and determine the temperature distributions for 
2-D heat conduction with uniform heat generation with the following BCs: 
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(1) х= 0, —k(0T/0x) = 0 (2) хэ0,Т-1, 
x = a, —k(0T/Ox) = h(T — Т.) x=a,T=T, 
у-0,Т-1, y= 0, —k(0T/0y) = 0 
y-bTz-T, у = b, -k(0T/Oy) = (T — T.) 


3.10 Obtain an expression for the steady-state temperature distribution 7(x, y) ina 
long square bar of side a. The bar has its two sides and bottom maintained at 
temperature 7,, while the top side is losing heat by convection. Consider the 
surrounding temperature to Бе 7., the heat transfer coefficient at the top wall 
be denoted by h, and let the thermal conductivity of the bar be equal to k. 

a. Sketch the domain and write the governing equation and BCs for this 
problem. 

b. Define the temperature Ө(х, y) = T(x, y) — T, and find a series solution 
using separation of variables. 

c. Using the BCs write the expression for the coefficients used in the series 
solution for Ө(х, y), and write an expression. 

d. Write an expression for (T(x, y) — TDT, — Т). 

3.11 You are given a very long and wide fin with a height of 2L. The base of the 
fin is maintained at a uniform temperature of Т,. The top and bottom sur- 
faces of the fin are exposed to a fluid whose temperature is Т, (Т, < Т,). The 
convective heat transfer coefficient between the fin surfaces and the fluid 
is h. 

a. Sketch the steady 2-D temperature distribution in the fin. 

b. If you were to determine the steady 2-D temperature distribution in the 
fin using a finite-difference numerical method, you would solve a set 
of algebraic nodal equations simultaneously for the temperatures at a 
2-D array of nodes. Derive the equation for a typical node on one of the 
surfaces of the fin. Please do not simplify the equation. 

c. Using the method of separation of variables, derive an expression for 
the steady local temperature in the fin, in terms of the thermal conduc- 
tivity of the fin, К, the convective heat transfer coefficient, Л, the half- 
height of the fin, L, and the base and fluid temperatures, Т, and T... 

3.12 A long rectangular rubber pad of width a = W and height b = 2W is a com- 
ponent of a spacecraft structure. Its sides and bottom are bonded to a metal 
channel at constant temperature Т,, and the temperature distribution along 
the top of the pad can be approximated as a simple sine curve T = T, + Т, 
sin(zx/W). 

a. Write the differential equation and BCs needed to solve for the tempera- 
ture distribution in the pad. 

b. Find the solution for the temperature distribution from the differential 
equation and BCs. 

3.13 A long rod with a right triangular cross section has the horizontal length 
“а” at temperature Т, the vertical length “р” at temperature 75, and the 
inclined length perfectly insulated. Obtain an expression for the steady-state 
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3.14 


3.15 


temperature distribution 7(x, y) in the long rod of triangular cross section 

as stated. Assume that the thermal conductivity of the material of the rod is 

constant. 

A long rectangular bar 0 € x € a, 0 € y < b, and a, b << L, the bar length, 

is heated at y = 0 and y = b, respectively, to a uniform temperature T, and 

is insulated at x = 0. The side of x = a loses heat by convection to a fluid at 

temperature Т, with a convection coefficient of Л... 

a. Write down, step by step, a solution method and the associated BCs, 
which can be used to determine the bar steady-state temperature distri- 
butions. You do not need to obtain the final solution of the steady-state 
temperature distributions. 

b. Sketch the heat flows and the isothermal profiles in the rectangular bar. 

Given a very long and wide fin with a height of 2H. The base of the fin is 

maintained at a uniform temperature of T,. The top and bottom surfaces of 

the fin are exposed to a fluid whose temperature is Т, (T, < T,,). The convec- 

tive heat transfer coefficient between the fin surfaces and the fluid is h. 

a. Derive an expression for the steady 2-D local temperature in the fin, 
in terms of the thermal conductivity of the fin, k, the convective heat 
transfer coefficient, Л, the half-height of the fin, Н, and the base and 
fluid temperature, Т, and T... 

b. Sketch the steady 2-D temperature and heat flux distribution in the fin. 


Note that 


<» (ах) ах = тарах + ѕіп(2ах)] and 
0 


[секао -cos(bx) ЇЕО whena z b. 
0 
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Transient Heat 
Conduction 


The temperature in a solid material changes with location as well as with time, and 
this is the so-called transient heat conduction problem. We may have 1-D, 2-D, or 
3-D transient heat conduction depending on the specific application. However, some 
problems can be modeled as zero-dimensional (0-D) because the temperature in a 
solid material uniformly changes only with time and does not depend on location. 
This is a special case for transient heat conduction. The finite-length solid material 
of 1-D, 2-D, or 3-D transient problems can be solved by the separation of variables 
method, and the 0-р transient problem can be solved by the lumped capacitance 
method. Figure 4.1 shows typical finite-length solid materials for the 1-D transient 
problem for the slab (or the plane wall), cylinder, and sphere. The semiinfinite solid 
material of the 1-D transient problem can be solved by the similarity method, the 
Laplace transform method, or the approximate integral method. 
The unsteady 3-D heat conduction equation with heat generation is 


т OT OT д 19Т 
+ + += = 
ox dy дг k ад 


(4.1) 


The simplified case of the unsteady 1-D heat conduction equation without heat gen- 
eration becomes 


Se (4.2) 


-L ГУ L rE 

Ө x 

LEE т} 2- n| B, Е, = ; Өш n| B, Е, дэ 
9o "L 0, ae h 0, 4 29 
Thick slab Cylinder Sphere 


FIGURE 4.1 1-D transient heat conduction and the characteristic length. 
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>x 
-L 0 L 


FIGURE 4.2 1-D transient problems for a slab or a plane wall. 


We need both the initial and two BCs in order to solve the temperature depending on 
(x, 1) as sketched in Figure 4.2. The solution from the separation of variables method is 


T -T(x,t) 


Initial condition: 


t=0, T(x,0)= Т, 


BCs: 
x=0, шит 
ах 
x=L, T(Lt)=T, or ~ SEED харгал-1.| 
X 


4.1 METHOD OF LUMPED CAPACITANCE FOR 0-D PROBLEMS 


In real applications, transient heat conduction in a solid material can be modeled 
as a 0-D problem. The important assumption is that the entire material tempera- 
ture changes only with time. If that is the case, those solid geometries shown in 
Figure 4.1 can be solved by the following lumped capacitance method. Note that the 
lumped method can be applied to any irregular geometry as long as the assumption 
of the temperature of the entire volume uniformly changing with time is valid dur- 
ing the transient. Therefore, we do not need to solve the 1-D, 2-D, or 3-D transient 
conduction equations. 

Consider the energy balance on the solid material during the cooling (or heating) 
process as shown in Figure 4.3: 


d(pVCT) 
dt 


--hA,(T — T.) (4.3) 
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Let 0 = T — T, then 


аб 

VC — = -hAS0 
Р dt i 

аб 27 ЛА, 

аг pvc 
(40 [ hA 
J ө J “get 
6j 0 p 

ins =— has t 

Ө; pvc 
а= Бог = uL = g (ite Olen) = eg Bi Fo = f (Bi, Fo) (4.4) 


where Bi = (AL. /k), Fo = (ati), L = (V/A, ) = (volume/surface area). 
The above temperature decay solution is plotted in Figure 4.3. Therefore, the solid 
temperature can be predicted with time for a given material with a certain geometry 


1 pVc 


0-D Transient problem-lumped 
capacitance method Thermal time constant 


(c) 


The solution of 0-D heat conduction 


FIGURE 4.3 Method of lumped capacitance. 
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under the cooling or heating condition. The object with a smaller thermal time con- 
stant (t, = (pVc/hA,)) can quickly reach the environment temperature. 

The question remains, “under what condition can the lumped capacitance solution 
be used?” The answer is that the Biot (Bi) number must be less than 0.1. Therefore, 
to use the 0-D solution, the condition Bi = (АГ, /Ю < 0.1 must be satisfied. The Biot 
number is defined as the ratio of surface convection (h, the convection heat transfer 
coefficient from the solid surface; L., the characteristic length of the solid material) 
to solid conduction (k, the thermal conductivity of the solid material). The smaller 
Bi number implies a small-sized object with a high-conductivity is exposed to a 
low convection cooling or heating fluid. For the case of a smaller Bi, the tempera- 
ture inside the solid material changes uniformly (independent of location) with the 
environmental cooling or heating during the transient. Of course, Bi = 0.1 implies 
that we may have 10% error by using the lumped solution. The smaller Bi is better 
for using the lumped solution. Another point is that the solution can be applied to 
any geometry if the condition of Bi «0.1 is valid. For a given solid geometry, the 
characteristic length is L, = (volume/surface area) = (V/A). For example, as shown 
in Figure 4.1, the characteristic length Г, = L is for a 2L-thick slab (plane wall), 


1 1 
„= 5 К, forthecylinder, and L. = 3 R, for the spherical coordinates. 


4.1.1 RADIATION EFFECT 


If we also consider radiation flux 47 and internal heat generation, д, the energy 
balance Equation (4.3) can be rewritten as 


d(pVCT) 
dt 


--—hA,(T - T.) qV + Aq? 


where q = radiation gain from solar flux = constant, or д7 = radiation loss = 
eo(T* — тра — heat generation = РА due to electric current and resistance 
heating = constant. 

If we consider д, = constant and g = constant, the solution of the above equation 
can be obtained from Equation (4.4) by setting 


0- G E Е) 


However, if we consider g = 0, but д; = 6С (r* — Ту), the energy balance equation 
can be rewritten as 


d(pVCT) 
dt 


= -hA,(T - Т.) eo A, (T^ - Та.) 


If we let To = Т... = £O (T? +72 yr + T..), the above equation can be written as 
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d(T -T.) | (h+h)A e тусд 
dt pvc 
The solution of the above equation can be obtained by numerical integration. 


4.2 METHOD OF SEPARATION OF VARIABLES FOR 1-D AND 
MULTIDIMENSIONAL TRANSIENT CONDUCTION PROBLEMS 


4.2.1 1-D TRANSIENT HEAT CONDUCTION IN A SLAB 


The solution of the 1-D transient conduction problem for a slab (plane wall) is 
expected as 7(x, f). The separation of variables method used for the 2-D steady-state 
heat conduction problem can be applied if we consider T(x, f) similar to T(x, y). In 
other words, we separate the temperature T(x, y) into the product of T(x): Т(у) for 
the 2-D steady state and T(x, f) into T(x) - T(f) for the 1-D transient. Then we can fol- 
low the similar procedure as before in order to solve the 1-D transient problem [1]. 

For a 1-D plane wall transient problem, as shown in Figure 4.4a, with the convec- 
tion BC, 


Let 0 = T — T, and 0(x, f) = Х(х)т(?), then, 


920 100 

ie oor n 
2 
ОХ +А?Х=0 


Constant surface 


Convective Boundary condition temperature boundary condition 


FIGURE 4.4 1-Р” transient heat conduction. 
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ae + Лот = 0 
аі 
X =c,sinAx + c; cos Ax 


-43 
T = сзе id 


Initial condition: 


0(x,0)20; 2 T; - T. 


BCs: 
90(0,) _ 
Ox ы С = 0 
k 21 = пө(11) —kcy (-sinAL)A = hc; cos AL 
X 


ksin(AL)-À = hcos(AL) 
А, = P cot(A,L) 
k 
AL = P сол) ві -cot(A,L) 
À, is determined by the convection BC. 


Aa Лот 


Ө = cz cos Àn x -cze = с, cos(A,x)e 


where c, = c5c;. 
Applying the initial condition 


0; = с, соз(А„х)е° 


Ө; соз(А„х) = c, cos? (А.х) 


Е 0,2sin(A,L) 
| cos? (4,x)dx A,L + sin(A,L)cos(A,L) 
0 


L 
Ө; | cos(A,x)dx 
0 
L 


C, = 
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—20-T-T.- Уе сов(3,х)е ©" = 


20 T-T. _ 2sin(A,L)cos(A,x) gro 


= 4. 
0 T-T. A,L + sin(A,L)cos(A,L) (4.6) 


t 
For Fo= - 20.2, the first term (л = 1) in the infinite series is much larger than ай 


the other terms, thus, 


Ө  2sin(AL):cos(Aix) ET 
0 AL+ sin(AiL): cos(AiL) 


AL 
where ÀL is the root of AL- tan(A,L) = Ві = е At x = 0, the dimensionless mid- 


plane temperature is 


Ө=Т, -T.. = Ө, 


0, 2sin(A,L) (аш) Fo 
= D 
0 AL+ sin(AiL) . cos(A,L) 


~ е ^ for any given Bi. 
and 


M - cos(Aix) 


i 


For any given Bi — H, 2 is dependent on x only and is not a function of time. 
0 

Given the general solution for transient conduction through the plane wall, 
numerical values can be used to generate the temperature distributions shown in 
Figure 4.4. For example, if L = 10 cm, К = 20 W/m:K,a=4x 1079 m? /s, Т, = 400°C, 
Т, = 20°C, and h = 10° W/m? -K, T(x,t), with n= 1, 2, З can be plotted. 

In addition to T(x, 2, the ratio of the total energy transferred from the wall over 
the time t is 


- (4.7) 


96 Analytical Heat Transfer 


nt [1-2 Jv 
V 0; 
шээг 
j(i- Jaa 
AsL Ө; 
0 
2sin(A,L) _sin(A,L) (м) Fo 
=1 et 4. 
2 An L+sin( (A,L)cos(A,L). AL 1 8) 


where Fo = (ot/L?). 

Similarly, Figure 4.4b also includes the case for a given surface temperature. The 
constant surface temperature BC can also be assumed for very high convective heat 
transfer coefficients. In other words, if h > со, Т, > T, with Bi — со. For the given 
surface temperature, or very high heat transfer coefficient, the BCs become: 


atx = 0, dT (0,1) =0 


Ox 
ax-L, Т(1,0-1, 


Using the separation of variables technique, 


Ө=Т-Т, = X(t):«(t) 


920 190 
dx! a at 


X =Csin(Ax)+ С cos(Ax) 


рее" 
at 
=0, х=0,5® = 0,C, =0 
х= 1,0=0,0= С cos(AL) 
Therefore, 
Л СУ 
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Thus, 


0- 2 6 соѕ(А,х): REL 


at 


1=0,0=Т-Т, = Ө, У С, cos(4,x) 


20, 


С, 
AL 


L 
e. соѕ(А,х) dx 
- 0 m 
E L 


|, cos? (Aux) dx БЕ 


The general solution can then be obtained as 


0 = T-T, RM 2(-1) cos(4,x)e Unt) Fo 


6 T-T, € (AL) 
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(4.9) 


Consider a 1-D plane wall with a thickness L, initially a spatial temperature variation 
within the wall is present, F(x). Suddenly, the left side surface (at x = 0) is exposed 
to a convection fluid at T, with a heat transfer coefficient Л; the right-side surface 
(at x = L) is exposed to a convection fluid at Т„ with a heat transfer coefficient Л». 


Determine T (x,t). 


Let 
0-T-T. 
ө _ „2° 
дї Ox’ 
at 
x=0,t>0, h(T. - T)» 97 
Ox 
00 
h0 = k— 
" Ox 
at 


Був. 
дх 
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00 
m0 = -k = 
: Ox 
at 
1=0,0=Т-Т. =F(x)-T. 
Let 
6 = X(x)-t(t) 
as +А?Х=0 
X 
T Азр) 
dt 


The general solutions to the two ordinary differential equations are: 
X =c cos Ax + со sin Ax 


-A 
T = сзе : 


From the ВС, х= 0 


к(-с4 sin Ax + cA cos Ax) = (с cosAx +c) sin Ax) 


К, 
КсэА, = hci or cy = M o 
1 


From the BC, x = L 
-К(-а4 sin Ax + c24 cos Ax) =h, (с cosAx +c, sin Ax) 
ckAsinAL — c;kA cos AL = Inc, cos AL + Inc; sinAL 
Solving for c, and c», and re-arranging: 


h № 
sinAL _ 123 


cosAL - yh. 
k k 


tanAL = 
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or 
1323 
tan A,L = ——4—57—-,n-212,.... 
an À, > h h n 
"^ k k 
Therefore, 


X = À, cos A,x + P sind, 


E ` hy : -alèt 
0- 24 (^ cos À„x + Hsin da | е 


п=1 


where C, can be determined for t = 0, 0 = F(x)- Ta, 


L 
| [Т(х)-Т.].{А„созй„х+ Hsin Ay Jas 
С,= 9 А 


L h 2 
| (4, COS A,x + 23 dx 


0 
where the denominator of С„ can be integrated to become: 


h 


2 
5 на) | + hs 
2|К k #+[®) 
К 


If the initial plane wall temperature is F (x) = T; = constant, F(x) - T. = T; Т. = 6;, 
and if h = h, the temperature distribution T(x, t) will be the same as shown in 
Equation (4.6). 


4.2.2 MULTIDIMENSIONAL TRANSIENT HEAT CONDUCTION 
IN A $1АВ (2-D or 3-D) 
The governing equation for multidimensional heat conduction, as shown in 


Figure 4.5, is 


920 920 дө 190 
ox ду ог «a at 


(4.10) 
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100 
1 
Т, Т; Т, 
J 
T, 
ig x 


2 


FIGURE 4.5 Multidimensional transient heat conduction. 


The solution of the 3-D transient conduction problem is given as the product solution 
of the above-mentioned 1-D transient conduction problem: 


Ө(х,у,2,1) = 0, (x,1)- 0, (y.t)- 0. (z.t) 


920, 196, 
д? a at 
26, 196, (4.11) 
oy! |. a ðt 
920. 1 90, 
o2 ад 


where 0,(х, f), 0,Cy, д, and 0.(z, f) can be solved by the aforementioned method of 
separation of variables with a given surface temperature or convection BCs. 
Presented below is an alternative way to determine the 3-D transient heat 


conduction temperature distribution. 


OT OT cT 1 OT 
ox! ду! д? ад 


Let T(x, y, z, t)= X(x) Y (y) Z(z): «(0 


2 2 2 
X хут! Y ьхүг a 
dx dx a dt 


ya 
dx 


1 dX 1dY 142 1dr 
2t zt r7 
Х ах Үау Z dz at dt 


Each function must be equal to a constant: 


dx 
dx? 


48Х-0, Х = с соѕВх+ с ѕіп Bx 
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dY > 
dy +YY=0, Y=c3cosyy+c,sinyy 
y 
2 
<> +9°Z=0, Z = c5 COSNZ + сє sin Nz 
z 
dt (82-ү? 42) 


3, *U +) ы peg 


Thus 


E У, 2,1 )- YY Yo. x, Ze (Р w ыг 2 


т-1 n-l р-1 


where Bm, Үл, Np, Xm, Yn, and Z, depend on the BCs. 


Att=0, 
T(x, y, z, 0)= F(x, у, )- YY Ye xax, 


m-l n=1 p-l 


where 


Ї f ] s (x, у, z) X, Y, Z, dxdydz 
х-04 y=0 


[xa f Zu 724: 
0 0 0 


A special case, at t = 0, Е(х, у, z) = T; = constant. 


Сър = 


4.2.3 1-0 TRANSIENT HEAT CONDUCTION IN А 
RECTANGLE WITH HEAT GENERATION 


The governing equation for 1-D transient heat conduction with heat generation is 


9^8 


00 
— 4.12 
Ox? д in 


+421 

k а 
The temperature profile can be solved by separation of variables. For example, to use 
the separation of variables method, we define 


0 - 0, (x) - 6; (x.t) 
S. 2 (4.13) 

E а 4120 

dx k 
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FIGURE 4.6 Multidimensional transient heat conduction with heat generation. 


where @, can be solved by 1-D heat conduction with internal heat generation, as 
shown in Chapter 2 (Section 2.2), and 0, can be solved by the aforementioned method 
of separation of variables with a given convection or surface temperature BCs. 

For 3-D transient heat conduction with heat generation, as shown in Figure 4.6, the 
following equations can be used to solve temperature profiles T(x, у, z, f) or A(x, у, z, 0: 


2: 2 2 : 
dL et Oe гд (4.14) 
Ox ду Oz k aot 


0- 0, (x)+ 65. (x, 1): 0», (y. t): 6». (z, t) (4.15) 
where 
920, à 
3-0 
Ox’ 4 К 
9" Ox _ 1 96. 
Ox? а ot 
Pony 1906, 
oy а дї 
0° 0. = 1 90, 
oz а дї 


A general form of the solution of 1-D transient heat conduction with the convection 
BC applicable to a slab, a cylinder (Example 4.1), and a sphere (Example 4.2), as 
shown in Figure 4.1, can be written [2] as 


0 2 E - A Fo 
= Ус, #(АЬл)е (4.16) 


п=1 
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2 |. Vc, r(a, ere (4.17) 
Q, n=l 
where 
A, = А, L for the slab 
A, = А, r, for the cylinder 
A, = А, r, for the sphere 
Geometry 0x, t) C, f(A, n) FQ.) 
Slab (920/дх2) = (1/a) (2 sin A,/(A,+sin 4, cos 4,)) cos(4,QVL)) sin 4/AÀ, 
(00/0t) 
Cylinder (1/r)(d/dr)(r(00/0r)) ОЛ ( An) 10,122 ( А) JAGlr)) (24,4, An) 
= (1/0)(90/00) ОГЫР 
1 п 


Sphere (1/r?)(g/ar)(rX(20/ar)) (2[sin А, — А, cos А„])/ (sin(,(1/r,))/ 


3(sin A, — А, cos An )) An 
= (1/r)(06/0t) (4, — sin 4, cos 4,) 75673) ( (sin cos )) ) 


With е eigenvalues as 


Bi cos 4, — А, sin А, = 0 for the slab, n = ын Bi= ue , Fo= = 
L k L 
Х/ф) — BiJ,(A,) = 0 for the cylinder, n=", Ві= m , Бо-2 
[^ г; 
: à r . hn Ot 
A, cos А, + (Bi — 1) sin A, = 0 for the sphere, ņn=—, Ві = E Ёо--т 
г, г; 


4.2.4 TRANSIENT HEAT CONDUCTION IN THE CYLINDRICAL COORDINATE SYSTEM 


Case 1: Consider 1-D transient heat condition in a long cylindrical rod with initial 
temperature 7; that is suddenly put into a convective fluid at a low temperature, T.., 
with a very high convection heat transfer coefficient, Л, 1.е., the surface tempera- 
ture is close to fluid temperature. This is a constant surface temperature problem, 
Т, = Т„ = constant. Determine the temperature distribution. 


1 2-2) 10Т 
ror\ or) aot 


Let 
0-T - T, 


atr=0 
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From the BC at r=0 


аг = ү, 


00 
—— = 0) 
or 


r-n,0-T,-T,-0 


90 _ dR _ 1 
or аг 


0- -GAJ (0)- c3 ÀY, (0) 


C; = 0 because Y, (0) = —ee 


0-К-0 


0- сы» (5%) 
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Therefore, А,, is the root of Jo (3,5) =0, n=1, 2, 3,... 


Thus 
0- Son (A,r) * gm 


At t = 0, 


0: = ca) 


multiply both sides by rJo (Anr)dr and integrate, 


ө | ro(Anr)ar 
0 


| “к (A,r) -Jo (A,r)dr 
0 


C, = 


where 
n 
[[ (A,r)dr = 1^ (Auro) 
0 п 
” 2 
|» (Ar): Jo(A,r)dr = 2-3 (Ann) if т=п 
0 
n) 
Јо) ‘Jo (Amr)dr 2 0if mn 
0 
Then 


ӨЛ, (А„ъ) / An Е 20; 


С, = = 
Ii (Anto) 12 aJi (Anr) 


The temperature distribution is 


е-М= 


(r = ee (A,r): 
А„ъЛ( Аһ) 


where A,m is the root of Jo (Auro) =0, n2L2,3,... 
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Case 2: In this case, we consider 1-D transient conduction with a convection BC, 
h, T~, at the outer radius of a cylinder. The procedure to determine the temperature is 


outlined below (see Example 4.1). 
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Let 
0-T-T.,0;-T;-T. 
atr=0 
20 _ 
дг 
Atr="% 
90 
-k—=h@ 
or 
R(r) = cJo(Ar)+ оү (Ағ) 
From the BCs, 
atr=0 
o0 dR 
— —— — 0, — 0 
дг dr i 
atr-n 
Cc kAJ, (An) = he Jo (An) 
Therefore, 


h 
Antos (Auro) = ra (Aro) 


0- Ус, (A,r) á gm 


0 
2| Jo( Agr) d 
"i o( r) r 20; 


C, = TO — 
[MITTERE 
0 
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The temperature distribution is 


Ө(т, г) _ Т-Т. ==>) 2Bie er) Pe Ur) 
Ө; Ё + Bi ?] Jo(Anto) 


where A,m is the root of (Ans) Ji (Auro) = BiJ, (Ат) forn=1, 2, 3,... 


If Bi = 0.1, А = 0.4417, Am = 3.8577, Ақ = 7.0298. 
For Fo 2 0.2, the first term in the infinite series is much larger than all the other 
terms. Thus, 


: _ 2Bi-e PYF. J ( Ayr) 
“Мн + Bi al (А) 


where Ауу is the root of (Aim) i (Ain) = Bi- J, (Ain ). 
at г = 0, the centerline, Ө = Ty — T., = Ө, and 


2Ві е0" Fo 
"TD + Bi 4! лљ(Ањ) 


Therefore, the dimensionless centerline temperature, 


шон e "^ for any given Bi, and 


i 


LA ~ Jo 22008 
0 To 


i 


Note for any given Bi, M is dependent on r only and is not a function of time. 
0 
Ifa = 10cm, k = 20 W/m- K, œ = 4x10 ^ m^/s , Bi = 0.1, T; = 400°C, Т, = 20°C, 
Fo = 0.3, the centerline temperature, Ту, can be determined. 
Case 3: Finally, transient heat conduction in multiple dimensions within a cylin- 
drical coordinate system is considered. The general solution is outlined below [3]. 


1 2( 23 10°T ÖT 10Т 
r + + = 
ror\ or) r db ð? aot 


Let 


T (r,ó,z.t) = R(r)-®(@)-Z(z)- T(t) 
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and substitute into the conduction equation, 


dr? d d$? аг? а ді 
Now divide by АФЛ т, 
l(d?^R 1dR 114Ф 1477 (12) 
zt i S gm = 
R\ dr гаг) or d$ Z dz tla ot 
Let 
“ТЕ 148) 1а%Ф 
F d : d + а ; = *(rBy 
R\ dr r dr Ф do 
2 
Z dz 
1 дт 
Ra ENS. 
T Ot 
and 
1 dO 2 
ae 5 =—1) 
Ф dọ 
р? dR 1 dR 2 2 
— +—-—|=v + 
“(os r dr (B) 
'Thus 


dR 14к à X 
T +| + R=0 
d? rdr | В г? 


From the Bessel functions and their solutions (see Equations (2.48)—(2.51)) 
К = functionof J, (В), У, (Br)or 


R= functionof I, (Вг), К, (Br). 


with 


m 


d'o 


; 0v -0 
dó 
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Ф = functionof sin(u9),cos(vó) 


Z = function of sin(7z) ,cos(7z) 
or 


Z = functionof sinh(7z), соѕћ (72) 


ee N 


т = functionof e ^ ^' 


For 2-D transient, T(r,z,t), i.e., v? = 0 


2 
2 ыы +8°К=0 
dr r dr 


R = function of Jo(Br).Yo (Br) Or Io(Br),Ko(Br) 


For 2-D transient, T (r.$.t), 1.е., m =0 


2 2 
ттар v |к< 


d? rdr г? 


К = functionof J, (Br). Y, (Br) 


For 3-D steady state, Тф), ie, A> = 0 


d'R 148 "ES 
+ +| + R=0 
d rdr | Ё р? 


К = functionof J, (Br). Y, (Br) or 1, (Br), Kv (Br) 


For general 3-D transient conduction, the temperature distribution can be determined 
as shown below. 
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поа) Y Y Y Fw (Ba) (08) (2) (Bus ль) 


m-l n-l p-l 


where 7 — ZU eni jer 


The initial condition: 


T (7,ф,2,1) = F(r, ф, z)att =0, 


n=l 


со n с 
F(r, ф, z) = Ус,„®(о,.0) i Jac lur ar 5 ЛЭГ 
0 


0 


where Ф(0,,0) = а, sin (®„,ф) + bmnp сов(0,.0) 


Thus amp and Б can be determined by multiplying by sin(v,,9) and cos(v, ,ó). 
Finally, we integrate over ф = 0 to 2л. Additional details are provided by Ozisik [3]. 

C,,, can be obtained by multiplying by rR(Bn, Var): Z (1552) and integrating 
over dzdr, 


|. I F(r,9,z)- rR( mVn): Z(np.z)dzdr 
г=0 


b Ф( (v,.ó уж ub) Jar - Ї 2 | (n».z)d: 
0 


For a special initial condition, T (r,@,z,t) = F(r, ф, :)-1 = constant value, at t = 0. 
The 3-D transient temperature distribution T (r.ó, e can be reduced to the 2-D 
transient temperature distribution T(r,z,t), Т(г,0,) or to 1-Р transient temperature 
distribution T (r,t). 
Based on the three cases shown above, we can consider 2-D steady-state heat 
conduction in the cylindrical coordinate system. 


Cup = 


OT 1T, S ad 
dr ror r дф? 


=0 


Let T = R(r): ®(@) and insert into the above equation, 


428 148} Rdo® 
7+ 224129 
dr r dr r^ dọ 
(ак 148 1 dO 2 
28 - = А 
ағ г dr Ф dọ 
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Thus, 
2 
2 + А?Ф = 0, Ф = c; sin A + c, cos AQ 
2 
г? 2 5 1282 0,R=csr* +c4r* 
dr dr 


BCs are needed to solve for the constants: 


Ф(ф) = Ф(ф +2л) 


_d® 
‚ 4 


2: 
do 


ф+2т 


Now choose А„=п,п=0,1,2,... 
Ф = су sinng + с соѕпф 
The BCs in the radial direction: 


г= 0, Ris finite cy = 0 
r=h, T = f(¢) 


Therefore, 


Т = К(г)Ф(ф) = суг" (c;sinnó + c; cosn@) 


= do + Ул (a, cosnó + b, sin пф) 


n-r 


The nonhomogeneous BC at r= м 


оо 


f(¢) = ao Ул (a, cosnó + b, sinnd) 
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1 2n 
а, = —— [/@) :cosnódó 
TUS 7 


Df | 
b, = up Jr -8ш 1040 


For a special case, 
Т = Ту, 0«ó«mn 


аг-т T=0, п<ф<2т7 


1 { T, 
= 772242 
"m эк 0=5 


: Їр -cosngdg = —° -[sinno]; =0 
Ц 0 
0 


пт 


а, = 


on 


T 


л 


b, = E 5 sinnódó = = 
TUN) A 


nun 


-1, 
- [cos nop = 


The temperature distribution is 


T 1w2(ry ., 
т=з) :sin(nó) 


n-l 


Similarly, consider the 2-D, T(r,z) case, and if Jo(Anto) = 0, А = 2.4048, 
Ast = 5.5201. 


4.3 1-D TRANSIENT HEAT CONDUCTION IN A 
SEMIINFINITE SOLID MATERIAL 


4.3.1 SIMILARITY METHOD FOR SEMIINFINITE SOLID MATERIAL 


The semiinfinite solid is characterized by a single identifiable surface. If a sudden 
change in temperature occurs at this surface as shown in Figure 4.7, then transient 1-D 
conduction will take place within the solid. The similarity method can be employed 
to solve this kind of problem [4]. The 1-D transient heat conduction equation in a 
semiinfinite solid without heat generation is given by 


aT tor 
Ox? aot 
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Heating 


Cooling 


FIGURE 4.7 1-р transient heat conduction in a semiinfinite solid material. 


The surface BC is 


T(0,t) - T, 
With the interior BC prescribed by 

Т(е,:)= Т, 
The initial condition is 

Т(х,0)=Т, 


By applying the similarity method, we may transform the PDE, which involves two 
independent variables (x and 0), to an ODE expressed in terms of a single similarity 
variable (n). 

AS x~ Jat (Jot is the diffusion length), we define the similarity variable 


n= (хааг ) therefore T(x, f) = ТО), 
х= 14401 (4.18) 


Let = ((T — Т)/(75 — T)). 
The 1-Р transient heat equation can be expressed as 


114 Analytical Heat Transfer 


Transform the similarity variable into 0, that is, O(x, f) = 0(n). Therefore, 


30-4891. 10) -х | 


ðt ап дг dn| 2tJ4at 
90 409) 40( 1 
ax ардх dn\ дот 


дө. г (25 en d 2l 1 | | 1 )- 1 0°06 
ox? dn\dx)dax  dm| an\ дот 401) 4at on? 


Inserting the above terms into the heat equation, we obtain 


1 d' 1 -x dé 
дог dn? а 21(401)"° ап 


Rearranging, we obtain 


a d'0 -х  d0 
4at dn? 21(4ot)^ dn 
(4.19) 
40 2х do dO 


dy 44etdg | 7 dn 


For the case of given constant surface temperature, 


ССТТ ee 
ап 
dP 
—=-2nd 
Р nan 
dP 
— = | -2nd 
15 nan 
InP--m +c 
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From the BC, 


1-0, 0-1 > С2-1 


From the BC, 


Osa | tite Ta >c=- 


0 


2 
Ja 


Inserting c, and c, into the integral, we obtain the following results as sketched in 
Figure 4.8 


n 
T-T, 2 2 " Р 
= alae feta жас oe =1-erf 4.20 
Т,-Т, Jn J ш eg cse (2) Ё ЁЗ ыш) 
апа 
oT 90 
;——k lzo7 —k(T,; - Ti 1. 
Ч дж” 0 ( PF 0 
1 
д 2 2 
--k(T, – Т, 1 "d 
( 75: Jn е и 
: аа (4.21) 
2 2 1 
=-k(T.-T, -n 
( | m |. 
К.-Т) 
Vrat 


FIGURE 4.8 Solution of 1-D transient heat. 
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4.3.2 LAPLACE TRANSFORM METHOD FOR SEMIINFINITE SOLID MATERIAL 


The 1-D transient conduction problem in a semiinfinite solid material can be solved 
by the Laplace transform method [1]. The heat diffusion equation for 1-D transient 
conduction is of the form 


Case 1: We begin with the constant surface temperature BC. 


T(0,t)= T; 
T (0,1) = Т, 
With the initial condition: 
T(x,0)- T; 
Let 0 = T — T; therefore, 
ae 126 
ox! «дї 


0(0,t) 20, = T, - T; 
0(х,0)-0 
Ө(,1) = 0 


Defining the Laplace transform of a given temperature, 


оо 


L(T)=T = frea 


L(T)=* 
M 
L(0)=0 
(4.22) 
oT = = 
S |=sr- i 


д" Т д" T 
L = 
E | дх" 
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Applying the Laplace transform to 1-D transient heat conduction, 


oT 1 OT 
- 
ЛИЕ 
Ж - 219 -6(x,0)] (4.24) 


From the initial condition, 0 (x,0) = 0. 


dg = = ah 
12 50-0-50 = ce + сех"! 


Applying the Laplace transform to ће BCs, 


Ө(е5)-0, c,-0 
8(0,5) =, Су a 
$ $ 
бо 
Ө = 2 gre 


Applying the inverse Laplace transform from a given table, we obtain the following 
results as sketched in Figure 4.9. 


0 T-T; x 
: rf 4.25 
Tuae erfc aa (4.25) 


Case 2: Now we consider the constant surface heat flux BC (see Example 4.3). 


T (x,t) 


Т. 


1 


0 x 


> 


FIGURE 4.9 Solution of 1-D transient heat conduction with given surface temperature BC. 
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Т(х,0)= Т, 
T (0,1) = Т, 
210.0) _ 2 
дх 
Let 0 = T — T, then 
Ө(х,0)= 0 
Ө(с°,) = 0 
90(0,t 3 
EUM 
Ox 
The Laplace transform solution is 
a loq 
k sVsla 


Applying the inverse Laplace transform from a given table, we obtain the following 
results as sketched in Figure 4.10. 


ГГА 2 
а аала о „ә. 22 (4.26) 
k| Va До 
х=й, ер (4.27) 
k Ал 
d; 
| T (x,t) 
t 
Id. 
— 
— 


SSS 
0 T (x,t) 


FIGURE 4.10 Solution of 1-D transient heat conduction with constant surface heat flux BC. 
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Case 3: Next, we impose the convective surface BC (See Example 4.4). 


Т(х,0)= Т, 

Т(еө,)- Т 
OT (0,t) 

k = ПТ, — T(0, 
дх (0.0) 
Let 0= T — T; 
Ө(х,0)= 0 
9(,0)=0 


-82804 -0(0.-0(0,) 


Applying the inverse Laplace transform from a given table, we obtain the following 
results as sketched in Figure 4.11. 


d cu: з erfc| — 
Ө. T.-T 44at 


Е (x(n/k)+a(n? iiy) | x h | 
| е егїс аг (4.28) 


q” --k нт. – T(0,:)] (4.29) 


OT (0,t) | 
Ox 


4.4 HEAT CONDUCTION WITH MOVING BOUNDARIES 


There are many engineering applications involving heat conduction with moving 
boundaries such as freezing or melting for solar storage systems. Other examples 
are related to high-temperature droplet evaporation and ablation applications. 
The problems can be solved by using the similarity method [5]. 


0 T (x,t) 


FIGURE 4.11 Solution of 1-D transient heat conduction convective surface BC. 


120 Analytical Heat Transfer 


4.4.1 FREEZING AND SOLIDIFICATION PROBLEMS USING THE SIMILARITY METHOD 


Freezing—The Neumann solution (exact solution) [5], as sketched in Figure 4.12: 
Governing equation: 


0 -T- Tn 

920, 1 96, 
me 4.30 
Ox’ [04] дї ) 

P6 _ 1 00, 
Ox? Ar дї 
BCs (4.30): 
x=0, 0,-0, (4.30a) 
хэс, 0, = Ө. (4.306) 
х= (1), 06-0 (4.30c) 
0, =0 (4.30d) 
00, 90, dé 
k k =L 4.30 

9х? ax Pı dt pots 


where L represents the latent heat of melting. Equation (4.30e) represents the energy 
balance at the interface. In other words, (conduction heat flux from water) — (conduc- 
tion heat flux to ice) = (heat flux released to make ice from water). 

Initial conditions: 


t=0, 6=0, T=T. 


Moving boundary 


e 
0 * x = &(t) 


FIGURE 4.12 Heat conduction with moving boundary problem—freezing. 


Transient Heat Conduction 121 


Assume p, = рз. 
Neumann applied the similarity method: 


0, = с + cerf —2— (4.30f) 
4011 
, y x 
6, = с + erf —— (4.30) 
4051 


At x 26,6 ~ ft to obtain 0, = 0,6 = bt. 
Insert Equations (4.30a)—(4.30d) into Equations (4.30f) and (4.30g) 


C, = 0, 
= ED. WM 
^ et(b/ 4o; | 
"EE 
n erfc(b/ 4a; | 
gustas. eB 
“227 erfe(b/ J407) 


From Equation (4.30e) with x = ó(t) = bt: 


—k,0, exp(-b? /40,) +0. exp 


| 
Vraerf(b//4a,)  ү/то»ес(Ь/./4о») 


-b 14a) b 
= 10.5 (4.30h) 


75 е = 2 9 fea 
`дх| Дог] Vn ax J " 


22 1 x =x? 
Vn Aat р даці 
Therefore, Б can be obtained from Equation (4.30h) and: 
ô= byt 


0, can be obtained from Equation (4.30f), 0, can be obtained from Equation (4.30g), 
and qt can be determined: 


122 Analytical Heat Transfer 


q? =q} = k 90, 2 ko 1 1 

ML Ixl ИГ ЛЭГ 
A special case exists when “slow” freezing takes place. As sketched in Figure 4.13, 
the temperature distribution through the ice is approximately linear (0,, = 0) and can 


be obtained from Equation (4.33f). 


0, =, erf (x/ Aat ) 
0, — erf(b/ 4a.) 


b can be obtained from Equation (4.33h) with Ө, = 0 and ô = byt. 

In another special case, the heat transfer from the liquid phase to the solid-liquid 
interface is controlled by convection. Therefore, the interface energy balance is writ- 
ten as 


(4.31) 


90, dó 
ИЕ -T,) = Lo, 
! Әх I dt 


where 0, = Т. — Т, = constant. Again, solve for b with б = bt. 


4.4.2 MELTING AND LIQUIFICATION PROBLEMS USING THE SIMILARITY METHOD 


From Figure 4.14, we allow Ө, = liquid phase and 0; = solid phase. 
Let 0=T —-T,,, 


at x 0, 0, T ин Т, 0, 


ах-о, 0:--Т-1,-0, 


агх-(1), 0-1,-1,-0 


Ө, Т» ш Т, = 0 
90, 00; 46 
К К =L 4.32 
х gx Ра шаг 


Water 


Moving boundary 


Linear 
approximation 


FIGURE 4.13 Slow freezing: Т, = Т. 


m 
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Solid 
> Moving boundary 


—> x х= 8(0 
FIGURE 4.14 Heat conduction with moving boundary problems. 


L is latent heat of melting. This is the energy balance at the interface: (conduction 
heat flux from liquid) — (conduction heat flux to solid) = (heat flux required from 
liquid to melt solid). 

For the initial condition: 


att=0, d(t)=0 
Т = Т; 
6=T, - T, = 6; 


From the similarity solution shown in 4.4.1, 


X 


0, =cy + cerf ——— 
4011 


Ө» = сү + herf — 
401 


From the BC: 
Ө, 


a=b, о = — ——- 


ert(b/. 40s) 


0; 6; 


erfc(b/ 4a | 


gu ^. 
C) = f... pR—.a-U 


erfc(b/ J40 ) ! 
At the interface: 


х= 8б() = АЛ, 


140, exp(-b? /401) А 159, exp(—b? /40,) 
Jna -erf(b//40,) Jna -erfe(b/ J40: ) 


b 
105 (4.33) 
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Liquid Solid 


Moving boundary 


FIGURE 4.15 Slow melting: Т, = T;. 


Thus, b can be obtained from the above implicit solution, allowing for the solution 
of 0; and 0;. 

Special case: Again, in the unique case of "slow" melting, as sketched in 
Figure 4.15, 0; = 0 and Ө, can be obtained from the above solution. 


ert (x/ f Aat | 


=1 (4.34) 
Ө, erf (b/,/40n | 
here b can be obtained from the above with 0; = 0 оар Иа) bs 
where b can be obtained from the above with б; = О, —-Lpi 
4: can be determined at x = 0 as T5 - erf (b/ Aon ) 2 
00, 1 
а; = qf = -k~ = k0,| 1 
Ox ert (b/ J40, |: том 


If convection dominates at the liquid—solid interface, the energy balance at x = 5 (t) is 


where T, — Т„ = 0, = constant. 


4.4.3 ABLATION 


Ablating heat shields have been successful in satellite and missile re-entry to the 
earth's atmosphere as a means of protecting the surface from aerodynamic heat- 
ing. In this application, the high heat flux generated at the surface first causes an 
initial transient temperature rise until the surface reaches the melting temperature, 
T,. Ablation (melting of the surface) begins and follows a second short transient 
period, and then a steady-state ablation velocity is reached. The melted material is 
assumed to run off immediately. The problem can be simplified to 1-D transient heat 
conduction with a moving boundary due to ablation. Figure 4.16 shows ablation at the 
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FIGURE 4.16 Ablation at surface of flat wall. 


surface of the flat plate with a moving ablation velocity, V,, moving to the left [6]. The 
heat conduction equation for this reference frame is Equation (4.38) with an added 
enthalpy flux term associated with the moving velocity У: 


oT oT 
шинээ p 4. 
pct (4.35) 


"(os 
ðx 


21:25 
дх Aene 


The problem can be solved in three stages: (1) the initial transient before the surfaces 
reach Т,, (2) the second transient period during ablation, and (3) after the steady- 
state ablation velocity has been reached, the temperature distribution in the material 
is steady. The initial transient problem has been solved previously (i.e., V, = 0, given 
the surface heat flux BC). The second transient problem, Equation (4.35), can be 
solved by the finite-difference method. For the steady-state problem with constant 
ablation velocity, Equation (4.35) becomes 


ðf oT ӘТ 
k - 4. 
ral Ox | цаг Ox ша 


With the accompanying low thermal conductivity material (such ав glasses and plas- 
tics) the temperature gradient at the surface is very steep so that x = L may be con- 
sidered as x = oo. Proper BCs are as follows: 


x=0, Т = Т, 
x2e, T= = Т, (4.37) 
oT 
Х = оо, _——= 
Ox 


For constant properties k, p, c, and for the case of constant surface heat flux ду, 
Equation (4.36) is solved by integrating twice and evaluating the integration con- 
stants with Equation (4.40). Let 0 — (dT/dx), then 
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d$. Yep 
dx a 
sce dx 
0 a 
[2- = gs 
0 a 
In@=-—*x+C 
0 = LINE C,e Wales +С, 
ах 


where at x = оо, (dT/dx) = 0 = б,.. C, = 0. 


Then (dT /dx) = Се на», 


far = [оса 


= -С, L 2 + С, 


Therefore, 


T = (Tp — Ta) V +T. 


T-T. = Wala (4.38) 


Tn D Т. 


Applying the energy balance on the surface in order to determine the ablation veloc- 
ity, V, (assuming L as the heat of ablation of the material): 


qi - pLV, = 1 һ—о= PCV, (Т, — T.) (4.39) 
X 


q; 
= 4.40 
pL* pC(T, - T.) ши 


а 
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The total heat conducted into the solid material evaluated with the temperature dis- 
tribution, Equation (4.38), is 


Tn = Т.) 
V, 


qt'- рс|(т- Т.)ах= 2 (4.41) 
0 


The total heat transferred to the surface in time f is 451. Then for this period of time 
t, the fraction of the total heat transferred which was conducted into the solid mate- 
rial is obtained by substituting Equation (4.40) into Equation (4.41): 


” КТ, = Т, L+ pC(T,, — Т. 
uM ІС “PC 1 (4.42) 
ds ds: 95 ` t 


Comparing Equations (4.40) and (4.42), a large magnitude of [pL +pC(T,, — T.)] is 
desirable to reduce the amount of material ablated, but a small magnitude is desirable 
to reduce the fraction of д; which is conducted into the solid material. A compromise 


is necessary. 


4.5 DUHAMEL’S THEOREM FOR TIME-DEPENDENT 
BOUNDARY CONDITION PROBLEMS 


Duhamel’s theorem can be applied for transient heat conduction problems with a 
time-dependent BC. The solution is based on that of the same transient problem with 
time-independent BCs that has been presented in the previous sections. Duhamel’s 
theorem can be applied for 1-D, 2-D, and 3-D transient heat conduction problems with 
time-dependent BCs in rectangular and cylindrical coordinate systems. A few selective 
cases are discussed in the below sections. Hahn and Özişik provide additional details 
for the application Duhamel’s theorem with various time-dependent BCs [3]. 


4.51 DUHAMEL’S THEOREM FOR THE 1-D PLANE WALL PROBLEM 


Case 1: Consider a 1-0 plane wall with thickness L. Initially the plane wall tempera- 
ture is zero at t= 0. Suddenly, when f > 0, the right-side surface at x = L is exposed 
to a time-dependent BC, f(t), while the left-side surface at x = 0 keeps remains at 
the zero temperature. 


Pr iar 

ox) «дї 
Т(х,0)-0 at т=0 
T(0, t)=0 at x=0,1>0 


T(L,t)= f(t) а x=L,t>0 


128 Analytical Heat Transfer 


For this time-independent problem, (x,t), 
Let T(L,t)= constant = 1 for example. The solution is 


y 


фы) 77 зу, -ot К) -sinA,x 


п=1 


where А„ = шил 
L 


From Duhamel’s theorem, the solution of the time-dependent BC is the solution of 
time-independent BC with f(t) over a time interval. 


T(x,t)= [Ге 1-1) Mor 


For the time-dependent BC: 


0(х,г-1)- 25 ге - A -sin „x 


n=1 


Assume f (t) = bt, a linear increase with г, fort = 0 tot = т, and then f(t) = 0, returns 
to zero, for > Тү. Thus 


dri) =b for 
dt 


0«1«т, 


L L А, 


п=1 
нэг узе (ee ӨР) sin Ax 


for t > ту, the BC has a discontinuity at time t = т, i.e., Af, = bt, 


Í Ба п 
T(x,t)= а ада -b-dt 


T(x,t)= нь ас TO ae egt. t=T) Afi 


- ILC t—- T). b:dt — (x, t—- T): br, 


т=0 
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The temperature distribution is 


Т(х„ї) = IBE » ПЕ ЛЭ sinA “sin 
—bt,|~+ meas [D admis 
1 L L 1, п 


п 
п=1 


where the first term integral equals 


x m -oha : 
Hut xe! | е 9 мад, 


Case 2: Consider a time-dependent BC having continuous changes with time and 
many step changes with time. 


T(x,t)= ILS t- Dar +} д(х, rn) 


n=1 


For example, the plane wall left side surface at x = 0 is exposed to a time-dependent 
heat flux or convection boundary while the right side surface at x = L is insulated. 
Initially, the temperature of the entire wall is zero. 


д? То 1 oT 
ox! «дє 
T(x,0)=0 for t=0 


ELLE atx 0, 120 
Ox 


i = atx=L, 1»0 
Ox 
For the case of the time-independent BC problem: 


O° O(x,t) | 1 AG(x,1) 
ox! a at 


E = constant 21at x 20,1» 0 
Ox 


ee T PENIS 
Ox 


ф(х,0)= 0 fort =0 
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The solution is 


оо 


0(х,0)- a + = у шэн (1 gom) 


n-l 


where 


where 


The time-dependent solution ф(х, t— т) is obtained from the equation above by 
replacing t with (t — т). Now we have: 


t оо 


a 2 cos Лх "ME 
(x)= | =й +> 23 (1 grat ас 


т=0 п=1 
t, 2 Y, FORM, 2 Y, = e) 
МК Lk Ai Lk OA 


For t > Ту, the boundary surface f(t) has only one discontinuity (one step change) 
at time f = т; and the resulting change in f(t) is a decrease in the amount Af; = —7;. 
Then Duhamel’s theorem reduces to 


T(x,t)= four 9 афа, o 
Assume 
df(t) _ 2 
d =], Ай--т, 


and from the above time-independent solution of @, 
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A2 Lk A2 


n-l n-l 


t P T 
2 2 : 
T(x,t)= | E (t—1)+ = cos À,x cos A, x e ox ele 
t=0 


Е aja 2 cosA,x 2 set ate 


Ik£&4 А к4ч A; 
Note that 
oT : 
Ї(с)--К--- сайрейеа flux or convection, 
Ox x=0 
f(1)2 (т), at х-0,ог 


f(t)=h(T.-T) at x=0, 
where either Л or T., changes with time. 


4.5.2 DUHAMEL’S THEOREM FOR THE 1-D SEMIINFINITE SOLID PROBLEM 


Case 1: Consider a 1-D semiinfinite solid that is initially at zero temperature. For 
бте? > 0, the boundary surface at x = 0 is exposed to a temperature variation as f (t). 
Determine the temperature distribution T(x,t) at time t > 0. The 1-D transient heat 
conduction equation and BCs are: 


ar _19Т 
Ox aot 


Т(со,1)-0 at — x-e,f»0 


Consider the solution of the same problem with a time-independent BC, i.e., 


д°ф 190 


д^ од: 


0(0,1) = constant=1 at х=0,г>0 
$(co,t) = 0 at х= о, > () 
ф(х,0)=0 fo 1-0 


132 Analytical Heat Transfer 


From Duhamel’s theorem, T(x,f) with a time-dependent BC can be solved with 
(x,t) from the time-independent BC problem ав the below equation. 


T(x,t)= Гео? 290.1 0 


The solution of the 1-D transient, semiinfinite solid with a constant surface BC can 
be found from Equation (4.20) using Т; 20,7; 21, Т = ф: 


ó(x,t) 21— eas єр «| 20 i= a dn 


Thus, 


9ф(х, f= T) Е X 1 8-2 
дї J4am -(t- c)" 


We now insert this into the above time-dependent solution to yield: 


T(x,t)- Tr jrox (т)? e i) dt 


Letting 


Therefore, 


" 2 
ши 
T 4an 


If we consider the periodic surface temperature variation: 
f(t) = T; cos(@t—c) 


Then 


р 2 
Ты)= = | 1220 шр ее 


V4at 
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or 


The temperature oscillates with cos(@r) at any location x. 
If consider surface temperature variation as 


f() = Tf 


'Then 


T(x,t)= E | туге” 


Ta 


Case 2: Now we will consider a time-dependent convective BC at x = 0 on the semi- 
infinite surface. 


Е) ee. 480 
Ox 


From Equation (4.28), the time-independent BC, T (x,t), is 


xh h? 
"s x 
(бы) - = p^ Plg e 
at 


оо і 


fate) 
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Consider x = 0 (the surface exposed to convection), 


T(0,t) _ PLN 


T. - Ti 


If the convective fluid temperature increases with time, ~ Jt , the time history of the 
Т.(1) ~ Vt can be simulated by a series of time steps, which are incorporated into 
the above equation using Duhamel’s superposition theorem. The solution of the local 
surface temperature can be expressed as, at x — 0, 


N 1 o(t-t,) [ ш 
T(0.)-7,- У, [sg sn (n, — 


k 


n-l 


Note that the above comes from Duhamel's theorem, as mentioned before, for the 
case of N step changes, 


T(x,t)= Folt- nAt)]- Af 


When t is in the time interval, (n — l)At < t < nAt, this result can be written in a 
general form as 


T(x,t)= удо, t—nAt)- Af, U(t— nAt) 


n=1 


where 
U(t — nAt) = the unit step function. 


Case 3: Now we will present the case of a heat flux BC which varies with time. 


- 7 = qn) atx-0, т>0 


The time-independent BC, ф’= constant, the T(x,t) can be obtained from Equation 
(4.26). 

Following Duhamel’s superposition theorem, the time-dependent solution, T (x,t), 
can be obtained, for a given q?(t) ~ Vt or others, using N step changes, 


T(x,t)= oos nAt)- Af, 


n=l 
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4.5.3 DUHAMEL’S THEOREM FOR CYLINDRICAL COORDINATE SYSTEMS 


The temperature distribution in the radial direction can be obtained by solving the 
energy equation in cylindrical coordinates: 


9? T(r,t) " 10T(r,t) 1 0T(r,t) 
or г ór a дї 


T(m,t)=f(t) atr=n, 1»0 


Т(г,0)-0 for t=0 
For the time-independent solution 


920(г, D), 1d¢(r,t) 1969(r.r) 
or’ ЫГ or a дї 


o(m,t)=constant=1 atr=%,t>0 


Duhamel’s theorem: 


ra= нө? аг, 


From the time-independent solution, 


o(r, з у. ^ eo 


where Л, values are the positive roots of Jo (3,5) -0. 
Thus, the time-dependent solution can be written as 


2a = -0321 Jo (Ant) | Oat 
T Ll цаа y 4 п. 
(r,t) т У; А, 1355) е”"!.уУ(т)4т 


n-l 0 


4.6 GREEN'S FUNCTION FOR TIME-DEPENDENT, 
NONHOMOGENEOUS PROBLEMS 


The method using Green's function can be applied to solve transient heat conduc- 
tion problems with time-dependent, nonhomogeneous BCs. The solutions are based 
on the solutions of the same problem with time-independent, nonhomogeneous BCs 
that have been shown in the previous sections. The Green's function method can 
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be applied for 1-D, 2-D, and 3-D transient heat conduction problems in rectangu- 
lar and cylindrical coordinate systems. A few selected cases are outlined in the 
below sections. The text from Hahn and Ozisik provides additional details for the 
application of Green’s function to transient heat conduction problems [3]. 


4.6.1 GREEN’S FUNCTION IN A RECTANGULAR COORDINATE SYSTEM 


Consider 1-D transient heat conduction in a plane wall of thickness L with 
time-dependent heat generation and a time-dependent BC. 


QT 1 (x ga 
Ox’ m '"^ qat 
Т(х,0)= F(x) for t=0 


T(0,t)=fi(t) atx=0, t>0 
T(Li)-f(t) atx=L, t>0 


For the case of the homogeneous problem 


A eae 1А 
ox aot 
y(x,0)=F(x) for t=0 


The solution is obtained as 


L = 
y (x,t) = | БУЕ 


х'=0 п=1 
nu 
where А, = —, n = 1,2,3,... 
L 
The nonhomogeneous solution can be related to Green’s function as 


y(x,t)= | С(х,йх,т) - F(x’) dx’ 


x’=0 


Thus 


G (х.х, т) = =); sin A,x- sin A,x’ e7% 


n=1 
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The desired Green's function is obtained by replacing t by t — т in the above equation, 


2N p 
G(x,tlx', 1) = 7 V sin A c sinA e ойд (1-1) 


n-l 


The Green's function, G(x,th’, т), for the 1-D transient problem represents the tem- 
perature at the location x, at time f£, due to an instantaneous point source of unit 
strength, located at the point x’, releasing its energy spontaneously at time ѓ = т. The 
solution for T (x,t) is expressed in terms of the 1-D Green's function G(x, t| x^, т) as 


L t L 
T(x, t)= | G(x, tlx’, T), F(x)de ^ IL | G(x, tlx’, T)-G(x’,t)-dx’ 
x’=0 


x’=0 т=0 


xm | 9G (х, tl’, т) 9G (x, tl’, т) iis 


Ox’ ЖЕ о «| Ox’ 


т=0 т=0 


The right-hand-side, Ist term is for the homogeneous problem, q(x’,t)=0, the 2nd 
term is for the nonhomogeneous problem, g(x’,t) is given, the 3rd and 4th terms are 
for time-dependent BCs. Thus, the solution in terms of Green’s function: 


L 


(x, t)=— 2 У, “ort. sin А, х: | чаддаг reae 


n=1 x’=0 


L 


со t 
> -sind, x: fear: | sinA,x'  g(x^,c)dx' + 


n-l 1-0 x’=0 


а зу, вш wis. ат. f (т)ат 


п=1 


-0 — ЭХ (-1)"e -alat Zu С; одат. fo(t)dt 


n-l 


Special Case 1: If F(x) = 0, А (0) = 0, Р (2) = 0, and q(x,t) = д = constant. 


оо L 

2 2 
T(x,t)= 20 „он, sinA,x- | sind,x’-q-dx’ 
kL 


n-l x’=0 


Special Case 2: If F(x)= f,(t)= р (2) = 0, and (x,t) = q(1):6(x—a) for t>0, a 
plane surface heat source of strength g(t) at x = a releases its heat continuously, 
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ГЭ t 
2 3s nx : sc 
Т(ы)= = ; e €" . sin A,x -sin Aa- [eae 
n-l т-0 


Special Case 3: If F(x)= А (7) = р (t) = 0, and q(x,t)  q(x)-ó(t—a) for t>0, a 
distributed heat source of strength g(x) releases its heat spontaneously at time f = 0, 


со L 
T(x,t)== Se sin Aa: | | ca нада 


x= 


a. T : 1 
where 1407) = F(x). This implies that an instantaneous volume source of strength 
yi) releasing its heat spontaneously at time t=0 is equivalent to an initial 


temperature distribution F (x). 


4.6.2  GnrEN's FUNCTION IN A CYLINDRICAL COORDINATE SYSTEM 
Consider 1-D transient heat conduction in a cylinder of radius ду, with time-dependent 


heat generation and a time-dependent BC. 


СЛОВ аш аб 
ðr ror к“ '"^ qat 


T(r,0)=F(r) fort-0 
Tow t)=f(t) arem, 20 


For the homogeneous case, 


дїр (19ү | 1 дү 
or ror «дї 


w(r,0)=F(r) fort-0 
v(n,t)- f(r) atr=n, 1»0 


The solution is 


n 


= ‚| 2 1 -ойлї 116223) , , , 
y(r,t)= f- БУ iau Ur) -F(r )dr 


, 
i= 
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where the А„ values are positive roots of Jo (Auro) =0. 
The solution in terms of Green’s function is 


nm 


y(r,t)= | r’G(rtr’,t)| -F(r’)dr’ 


where 


=0 
г 
Ё n-l 


G(r.nr',c), = “уен ur “Jo (Anr’) 


The desired Green's function is obtained by replacing t by t- т, 


: 2x5 oaan (Аг 
G(ra c), D e Ger) Ju (Aur) 


п=1 


Thus, the nonhomogeneous solution T (r,t) based on Green's function: 


n T n 
T(r,t)= froti) F(r)ar «7 IL [rot q(r’,t)dr’ 


г'=0 т=0 г'=0 


-0 | foe -f(t)-dt 


where 


дс 2 = E А2(1- ) Jo(A,r) 
, Sac ao) qp. LR 
| or’ | и x A (Ans) 


n-l 


Thus, the solution in terms of Green's function: 


n 
T(x,t)- — 2» pu (Ur) (ыг y J dolar’) Рода 
r'-0 


Ji( (Auro) 
p p fe тат + ља) qr’, t)dr' 
кт < Ji (An СА А 
2a —oÀ2t Jo(Anr) | ойт 
+ ade! = d 
їр P Ji (Auro) ° fe d 
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Special Case 1: If F(r)=0, f(%, t)= 0, and alr, t) = d = constant. 


24 Jo( (А, г) 24 оА21 Jo(Anr) 
t — одл *o————— 
шон Do BT (Anti) km уу Andi (Anto) 


If t > ©, steady state, е ^'' = 0, thus 


2428 Jo(Anr) ) _4(@—-г°) 
a a 3 An) а 


therefore, the solution is 


le) = -a  Je(À (А) 
T = OL nt. 
(0 x АЛ (A,r) 


Special Case 2: If F(r)=0, f(m, t)=0, and g(r,t) = q( 


a = -at Jo(Anr) fe -aA2c 
T(r,t)= s. Tor), [ermita 
идэг: 2 (А) ad 


т=0 


Special Case 3: If F(r)=0, f(%, t) = 0, and q(r,7) = á(r')ó(v 0), 


dr’ 


Т 2 3 -olt Jo(Anr) Ї / , а4(7) 
PRAE Уу JO) еа y k 


n-l r-0 


a. a А . 
where í 4€) = F(r), this implies an instantaneous volume heat source of strength 


ary ae . І . a 
140) releasing its heat spontaneously at time t= 0 is equivalent to an initial 


temperature distribution F (r). 


Examples 


4.1 Solve transient temperature profiles of a convectively cooled cylinder, as 
shown in Figure 4.1b, by separation of variables. 


Solution 


T-T, 
EA 


Let 0 = 
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12 (29) 190 26 100 190 


= + = 
гдг\ ar) «д: ^ ar rar од 
BCs: 
д0 
i. r=0, =— l= 0 
kbr p» 0 
д0 
ii. = ho, -k—l- To = h0,, 
РЕА Г, Jr 


Separation of variables: 


0=R(r)t(t) 
Z, №т=0; T=0Ge®" 
ƏR 198 ., 
25 AR 
дг? i) r or TA 9 


К(г)-С,6(3г)-С5 (Ar) 


Applying BCs 
OR 
Be [== —С,АЛ (0) + C; AY, (0) = 0, J,(0)=0, => С, = 0 
r 
OR h 
97 kC\AJ, (Aro) = hOr, AA (Aro) == Jo (Aro), An = Ак 
r 


АЛ (А„ ) V BiJo (An) эж 0 
where Bi = (Лг,/Ю, 


e Yee) 


n-l 


att=0, 0-1 
= r 
1= Ў C,Jo| An — 
Уем) 


ДЛО _ (r81) (n) 
| 520, (riro ))dr (rò 12)[ JG (An) + Ji (An )] 


0 


С„= 


= 2J. (4, n MA „( æ pP 
2-0. Jo (A, n )- J£ (A, n )| 
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where Fo = (atirè) 


4.2 Solve transient temperature profiles of a convectively cooled sphere, as shown 
in Figure 4.1c, by separation of variables. 


Solution 

T — T. 
їе10 = 

T; — T. 


The 1-D transient conduction equation is: 


1 9 (22) 100 
rr or) ад! 


This equation can be re-written as: 


192 1 00 
0)- 
"EX ) а ot 
BCs: 
ppp 00 
or 
i. t=O0=1 
Let U(r, t) = гӨ(г, t), 
PU _1ди 
or «дї 
U=0 atr=0 
BCs ди E 3 
--Ж|Ї---10-0 atr=r, 
or k n 
U-r _ fort=0 
U = R(r)t(t) 


92 +оЛт= 0; > т(0) = Ce ^" 


Q^R 


3p 4-328(/)-0 
x 


R(r) = Csin(Ar)+C,cos(Ar) 


atr=0, 07-0,-0,-0 
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Caos (an ja - 322 )=0 


h 
An АР, 


А, cos(A, )+(B; – 1)sin(A,) = 0 


where B, = (Лг,/Ю, 


where Fo = (ætir?) 


Att=0,0=1,U=r, 


12213 Ad 
| sin? (A, (rir, ) dr An My 


2(sin(A,, ) — А, cos(A, ) 
n А, 2 sin(A, )cos(An ) 


| r 
22 унан „)— An COS( À, 1] сЕ) 207 
Ann sin( А, )сов(3,, ) | А B Ё 


S 
r 


4.3 Solve transient temperature profiles in a semiinfinite solid body using the 
Laplace transform for the following BCs of constant surface heat flux. If at time 
t = 0 the surface is suddenly exposed to a constant heat flux q;—for example, by 
radiation from a high-temperature source. 


Solution 


1-D transient: 


ӘТ 10T 
Ox? та at 
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Initial condition: 


ii. x оо; Т = T, 


LetO=T-T,, 
a0 130 
ox! ад! 
Initial condition: 
1= 0; 0-0 
ВС: 
00 
i. x= 0; -k— = q? 
Ox 4 
ii. x 2005; 0 2 0 
Applying the Laplace transform, 
920 s. 
L———0z20 
ox а 
BCs: 
|. %#=0; ч. =% 
дх s 
ii. X — oo; 0-0 
Solving, 


б=Се* sla а Ce” sla 
и! 2 


Applying BC (ii), C, = 0. 
Applying BC (i), С, = (q?/s)(I/k-V/s/or) 


Substituting this into above (2), 


~ < 1] 
0 q; 


mw e 
5 k sla 
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Rearranging, 
pa Ык va)" 
75 
5 


Applying the Laplace inverse, 


qe t x x x 
0 = Мо | 2, |— ех егїс 
k | T ( z) Va (== | 
” 1/2 2 
Т-1- 4 EJ exp » xerfc ái D 
к| л 401 (401) 


4.4 Solve transient temperature profiles іп a semiinfinite solid body using the 
Laplace transform for the following BCs of convective heat transfer to the surface. 
If at time t = 0 the surface is suddenly exposed to a fluid at temperature T, with a 
convective heat transfer coefficient h. 


Solution 


1-D transient 


T _1ar 
ox! a Ot 
Initial condition: 
t=0; T=T, 
BCs: 
ik x=0; 08 = 16-6) 
Ox 
li. x оо; T = T; 
1е1 0-1-1, 
2'6 190 
ox! од! 
Initial condition: 
t=0; 0-0 
BCs: 
i. x20; E T cu 
Ox 


il. x оо; 020 
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Applying the Laplace transform, 


920 sz 
== 0 = 0 1 
дх а m 
BCs: 
i. x 20; -k 480,0 - 16 д0) 
ах 5 
ii. X — oo; 0-0 
By solving, 
6 = Ce? s/at + Се" s/at Q) 
Applying BC (ii), C; = 0. 
Applying BC (i), 
_ (hik). 
(пл) + („7а ))s 
Substituting this into above (2), 
TENOR. " 
((a/k)+(Js7er))s 


By re-arranging, 


= о 
M 


6-0 (uk) or (xvas 
` (пл) Ја Ns) 


Applying the Laplace inverse, 


да) az) 


ш E ghi e QI at orfo zd ирт 
нт (401) k 


КЕМАКК5 


There are many engineering problems involving 0-Р”, 1-0, 2-D, ог 3-D transient heat 
conduction with various thermal BCs. In the undergraduate-level heat transfer, we 
have focused primarily on how to apply the lumped capacitance solutions to solve 
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relatively simple engineering problems. For 1-D and multidimensional transient con- 
duction problems, we normally do not go through the detailed mathematical equa- 
tions and solutions. Instead, students are expected to apply these formulas to solve 
many engineering problems given the solid material geometry with appropriate ther- 
mal properties and thermal BCs. 

In the intermediate-level heat transfer, with Chapter 4, we have introduced sev- 
eral very powerful mathematical tools such as similarity method, Laplace transform 
method, and integral approximate method, in addition to the separation of variables 
method already mentioned in Chapter 3. Specifically, the separation of variables 
method is convenient to solve the transient conduction problems with finite-length 
dimensions such as the plate, cylinder, and sphere with various thermal BCs. 
However, the similarity method, Laplace transform method, or integral approximate 
method are more appropriate to solve the transient conduction problems with semi- 
infinite solid material for various thermal BCs. 

1-D transient heat conduction with moving boundaries belongs to advanced heat 
conduction material. Duhamel’s theorem can be applied for transient heat conduc- 
tion problems with a time-dependent BC. The method using Green’s function can 
be applied to solve transient heat conduction problems with time-dependent, nonho- 
mogeneous BCs. Both Duhamel’s theorem and Green’s function method belong to 
advanced heat conduction material. 


PROBLEMS 


4.1 The wall of a rocket nozzle is of thickness L = 25mm and is made from 
a high-alloy steel for which р = 8000kg/m?, c = 500J/kg К, and k = 25 
W/m К. During a test firing, the wall is initially at T; = 25°C and its inner 
surface is exposed to hot combustion gases for which Л = 500 W/m?K and 
Т, = 1750°C. The firing time is limited by the nozzle inner-wall temperature 
when it reaches 1500?C. The outer surface is well insulated. 

a. Write the transient heat conduction equation, the associated BCs, and 
determine the nozzle wall temperature distributions. (Note: The diameter 
of the nozzle is much larger than its thickness. No need to perform inte- 
gration of orthogonal functions.) 

b. Sketch several nozzle wall temperature profiles during transient heating. 

c. To increase the firing time, changing the wall thickness L is considered. 
Should L be increased or decreased? Why? The value of the firing time 
could also be increased by selecting a wall material with different ther- 
mophysical properties. Should materials of larger or smaller values of p, 
c, and k be chosen? 

4.2. One side of a metal plane wall is insulated. The wall has a thickness of L 
and is initially at temperature 7; when suddenly the other side is heated by 
forced convection from water at temperature T, with a convection heat trans- 
fer coefficient h. 

a. Outline, step by step, the procedures and the associated initial and BCs 
that may be used to solve the temperature distributions in the plane wall. 
You do not need to solve the transient temperature distribution. 
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4.5 


4.6 


4.7 
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b. Sketch the temperature profiles in the plane wall during the heating 
process. Also, estimate the surface temperature at the final steady-state 
condition. 

A long metal plane wall with a thickness of 2L is initially at temperature 7; 

and suddenly both sides are heated by convection fluid flow at temperature T, 

with a convection heat transfer coefficient Л. Outline the procedures that may 

be used to solve the temperature distributions in the plane wall and sketch the 
temperature profiles in the plane wall during the heating process for two dif- 
ferent cases. 

a. Fluid flow is natural convection air. 

b. Fluid flow is forced convection water. 

c. Also, estimate the surface temperature at the final steady-state condition. 
Which fluid flow will reach the steady temperature faster? Why? Make 
appropriate assumptions in order to justify your answers. 

A large flat plate (with a thickness of 2L) initially at Т, is suddenly plunged 

into a liquid bath at Т. Derive an expression for the instantaneous tempera- 

ture distribution in the plate, if: 

a. The heat transfer coefficient between the two surfaces of the plate and the 
liquid, h, is given as constant and finite. 

b. The heat transfer coefficient Л between the two surfaces of the plate and 
the liquid is very large so that the temperatures on the two surfaces of the 
plate may be assumed to change abruptly to the temperature of the liquid 
(i.e., T(L, f) = T., for t» 0). 

c. Sketch the instantaneous temperature distribution in the plate for both (a) 
and (b) if T,» T;. 

A semiinfinite solid is initially at a uniform temperature 7; and suddenly 

exposed at its surface to a constant heat flux q^. 

a. Determine the temperature history in the solid. 

b. Approximately plot the temperature profiles for the following BCs: 

i. Constant q” at the surface. 
ii. Constant temperature at the surface, Т(0,0» T;. 
iii. Constant fluid temperature T, and A, T, T. 

A semiinfinite carbon steel block is initially at a uniform temperature Т, and 

its surfaces are suddenly exposed simultaneously to a constant irradiation 

flux q^" and ambient air of h, T... 

a. Determine the temperature history in the solid and sketch the tempera- 
ture profiles in the solid assuming Т, = T... Analytical method. 

b. If asemiinfinite pure copper block will be operated at the same condition, 
state that the time required for the surface of the block to reach T, will be 
longer or shorter than that of the steel block. Why? 

A liquid confined in a half-space x > 0 is initially at a temperature Т, which is 

higher than its freezing temperature Т. For times f» 0, the surface at x = 0 

is subjected to the following BCs. Plot the temperature history both in the 

liquid and the solid. 

a. Constant heat flux is q^ this q^is removed away from the surface. 

b. Constant surface temperature Т,, T, « T,- 


о 
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c. If natural convection takes place in the liquid region with a constant h, 
plot the temperature profiles and freezing distance б with time in both 
case (a) and case (b). Explain the difference. 

4.8 A solid simulated as a half-space, х> 0, is initially at a temperature T, 
which is equal to its melting temperature Т,. For time /»0, the surface at 

x = 0 is subjected to the following BCs. Plot the temperature history both in 

liquid and solid: 

a. Constant heat flux is q^ this q^ is applied to the surface. 

b. Constant surface temperature Т, T,> T, 

c. Convection to the surface with heating fluid at Т, h. 

4.9 Refer to Equation (4.14) and solve the temperature distributions for the 3-D 


block with the following BCs: 
x=ta,T=T, 


a. y=+b,T=T, 


z= Т = Т, 
х= а, (-KdT(+a,t)/0x) = h|T(+a,t)- Т, | 
b. уа (-KOT(+b,t)/0y) = n|T(tb.t) - T. | 
ped (-KOT(+c,t)/0z) = h[T(+c,t)- Т. | 


4.10 A semiinfinite solid is initially at a uniform temperature Т,. The surface of 

the semiinfinite solid is suddenly exposed to a constant temperature Т,.. 

a. Write the governing equations and the BCs. 

b. Nondimensionalize the governing equations and BCs by appropriate 
choice of temperature variable, length scale, and timescale. 

An infinite body of cold liquid initially at uniform temperature Т, is brought 

in contact with a heated horizontal wall of infinite length maintained at a 

constant temperature (T,). It is expected that after infinite time the liquid 

temperature profile will be linear within a thermal boundary layer of thick- 
ness 6. Neglect gravity or body forces and liquid convection and assume that 
heat transfer in the liquid is by conduction only. 

a. Write the governing equations and the BCs. 

b. Nondimensionalize the governing equations and BCs by appropriate 
choice of temperature variable, length scale, and timescale. 

c. Solve the governing equations to obtain the transient temperature profile. 
Verify if the solution for the transient temperature profile satisfies the 
linear temperature profile when steady-state conditions are reached 
(at infinite time). 

4.12 A plate is initially at temperature Т, when laid on an insulated surface and 

cooled by air flow at temperature Т, with the heat transfer coefficient Л. 
The length of the plate is /, width w, and thickness b (/>> у, ГЭ» b, у Р). 
The thermal diffusivity of the plate is æ and the thermal conductivity of the 
plate material is k. The viscosity of air is u and density is p. Estimate the time 
required for the bottom surface of the plate to cool to T,, when 


4.1 


um 
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a. The plate material is made of copper (the conduction resistance in the slab 
is negligible). 

b. The plate material is made of plastic (the convection resistance on the slab 
is negligible). 

4.13 A long metal plane wall with a thickness of 2L is initially at temperature T; 
and suddenly both sides are heated by a convection fluid flow at temperature 
T... Outline the procedures and solve the temperature distributions in the 
plane wall and sketch the temperature profiles in the plane wall during the 
heating process for two different cases. 

a. Fluid flow is natural convection air. 
b. Fluid flow is forced convection water. 

4.14 Consider a large wall, separating two fluids at 7;,, and Т,, (Т, < Т). To pre- 
vent heat transfer from the hot fluid at Т to the wall, a thin foil guard heater 
(of negligible thickness) on the surface of the wall exposed to the hot fluid at 
T is used to raise the surface temperature to Т. Sketch the instantaneous 
temperature distributions at several different times in the fluids near the wall 
and in the wall, before and after the surface temperature is raised with the 
thin foil guard heater, until a steady state is reached. 

(b) Consider a large wall, separating two fluids at Т and Т,, (T, < T01). 
Instead of the thin foil guard heater in (a), heat is generated uniformly in 
the wall to prevent heat transfer from the fluid at Т, to the wall. Sketch 
the instantaneous temperature distributions in the fluids at several differ- 
ent times near the wall and in the wall before and after heat is generated 
uniformly in the wall to prevent heat transfer from the hot fluid to the wall, 
until a steady state is reached. 

(c) Consider a large wall with a thickness of 2L its surfaces maintained at 
T, and 7, (Т, ZT)). Heat is generated uniformly in the wall. Beginning with 
the steady-state, 1-D, heat conduction equation and appropriate BCs (T = Т, 
atx = —Land T = T, at x =+L), derive an expression for the steady-state 1-D 
temperature distribution in the wall, T(x). Using the expression, show that 
the rate of heat generation is equal to the sum of the rates of heat transfer 
from the two surfaces. 

4.15 A plane wall has constant properties and no internal generation and is ini- 
tially at a uniform temperature T,. Suddenly, the surface x = L is exposed to 
a heating process with a fluid at Т, having a convection coefficient Л. At the 
same instant, the electrical heater is energized providing a constant heat flux 
qo at x = 0. 

a. On T—x coordinates, sketch the temperature distributions for the 
following conditions: initial condition (7< 0), steady-state condition 
(t — oo), and for two intermediate times. 

b. On 47 — x coordinates, sketch the heat flux corresponding to the four tem- 
perature distributions of (a). 

c. On q?-t coordinates, sketch the heat flux at the locations x = 0 and 
x = L. That is, show qualitatively how q7(0,7) and q7(L,t) vary with time. 

d. Derive an expression for the steady-state temperature at the heater sur- 
face, T(0, оо), in terms of qo, T, k, h, and L. 
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4.16 The plane wall has constant properties and a uniform internal generation of 
q(Wim* ) that activates only when the electric heater is energized. The wall is 
initially at a uniform temperature Т,. Suddenly, the surface x = L is exposed 
to a cooling process with a fluid at Т, having a convection coefficient h. At 
the same instant, the electrical heater is energized providing a constant heat 
flux gg at x = 0. 

a. On T—x coordinates, sketch the temperature distributions for the follow- 
ing conditions: initial condition (f € 0), steady-state condition (f — oo), 
and for two intermediate times. 

b. On q? – x coordinate, sketch the heat flux corresponding to the four tem- 
perature distributions of (a). 

c. On 41-41 coordinates, sketch the heat flux at the locations x = 0 and 
x = L. That is, show qualitatively how 4 (0,1) and q7(L,t) vary with time. 

d. Derive an expression for the steady-state temperature at the heater sur- 
face, Т(0,оо), in terms of, qo, 9, T... К, h, and L. 

4.17 A 10 m-long, 2 cm-diameter copper rod is immersed in a heating bath at 
a uniform temperature of 100°C. This rod is suddenly exposed to an air 
stream at 20?C with a heat transfer coefficient of 200 W/m? K. Find the time 
required for the copper rod to cool to an average temperature of 25?C. Write 
all assumptions if necessary. The thermal conductivity, specific heat, and 
density of copper are 401 W/m К, 385 J/kg К, and 8933 kg/m, respectively. 

4.18 Determine the temperature profile for 1-D transient heat conduction problem 
in a cylinder at constant surface temperature as shown in Figure 4.16. 

4.19 Determine the temperature profile for 1-D transient heat conduction problem 
in a sphere at constant surface temperature as shown in Figure 4.1с. 

4.20 Determine the temperature profile for 1-D transient heat conduction 
problem in a vertical plate at constant surface temperature as shown in 
Figure 4.4b. 

4.21 A solid material confined in a half-space х» 0 is initially at a temperature T, 

which is the same as its melting temperature, Т. For times т> 0, the surface 

at x = 0 is kept at a constant temperature, 7.. If T, is higher than its melting 
temperature Т,, we need to understand the temperature history both in the 
liquid and solid. 

a. Write down the heat conduction equation and the associated BCs which 
can be used to solve the time-dependent temperature profiles in both the 
liquid and solid. Determine the time-dependent temperature profiles in 
both the liquid and solid. You do not need to obtain the final solutions. 

b. Sketch the temperature history and melting distance ó with time both in 
the liquid and solid in the same diagram, i.e., sketch T(x, t) with ó(t) at 
t=0,t=t,,t=t,t= t, etc., respectively, in the same diagram. 

4.22 Consider a flat plate with a thickness of L initially at T;. The left-hand-side 
of the plate (at x = 0) is insulated and right-hand-side of the plate (at x = L) 
is suddenly heated by air flow at T, (T; « Т). The heat transfer coefficient 
between the surface of the plate (at x = L) and hot air is given as Л. 

a. Write down heat conduction equation and the associated BCs which can 
be used to solve the time-dependent temperature profiles in the flat plate. 
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Determine the time-dependent temperature profiles in the flat plate. You 
do not need to perform the integration of orthogonal function for C,. 

b. If the flat plate is a stainless material, sketch the temperature history of the 
plate in the same diagram, i.e., sketch T(x, t) at t = 0, t = t,t— t, t = і, and 
steady state in the same diagram. If the flat plate is an aluminum material, 
sketch the similar temperature history of the plate in the same diagram for 
comparison. Comment on which material’s surface temperature (at x = L) 
will increase faster during the same heating process and why. 
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51 FINITE-DIFFERENCE ENERGY BALANCE METHOD 
FOR 2-D STEADY-STATE HEAT CONDUCTION 


The previously discussed principle of separation of variables is a powerful method 
to solve the 2-D heat conduction problem. However, the solutions become tedious 
for various nonhomogeneous boundary conditions (BCs). With the help of modern 
computers, the heat conduction problem can be easily solved by using the finite- 
difference energy balance method for complex BCs. For example, Figure 5.1 shows 
the typical numerical grid distribution for 2-D heat conduction with given surface 
temperatures as BCs. It requires detailed mathematical procedures if we choose 
the separation of variables method to solve this problem. Of course, the accuracy 
of the numerical solutions depends on the number of finite-difference nodes used 
for the energy balance calculations. In general, the accuracy improves with an 
increasing number of grid points. It should be noted that each grid point actually 
represents the temperature of a small area, AxAy. Therefore, we obtain the discrete 
temperature distribution using the finite-difference method. However, when Ax and 
Ay become very small (approaching zero), the temperature distribution predicted 
by the finite-difference method will be the same as that calculated using the separa- 
tion of variables method. 

In general, the grid size in the x-direction is not necessarily the same as that in 
the y-direction. We need to use a smaller grid size (more grid points) in the direc- 
tion of a high-temperature gradient. The energy balance can be applied to each 


T (x, y) 


Grids cells 


To 


To 


FIGURE 5.1 Finite difference method to solve 2-D heat conduction problem. 
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grid point, shown in Figure 5.1. The number of unknown temperatures is the same 
as the number of energy balance equations (the number of grid points). Therefore, 
the unknown temperatures can be solved using a system of equations. Note that we 
do not need to perform the energy balance on the boundary points if the boundary 
temperatures are already given. However, we need to perform the energy balance 
on the boundary points if the boundary is exposed to a heat flux or convection, in 
which their boundary temperatures are unknown and must be determined using 
the finite-difference method. The following outlines the finite-difference method 
to solve the 2-D heat conduction problem shown in Figure 5.2. We can begin the 
energy balance at the interior points and then extend the energy balance to the 
boundary nodes with various BCs. 


Given surface temperature 
T 


егу 


eRe 
insulated Fal | | 1021 |g 


wall 


h, Т. 


iki 


m«1,ni-ij pm і+1ј 


.-1 0 


LB. 


т,и-1 i,j-1 


FIGURE 5.2 Finite difference method to solve 2-D heat conduction problem with variable 
boundary conditions. 
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The energy balance at the interior nodes: 


4 
Saco (Ах: Ay: 1) =0 (5.1) 


i=l 


Ti Т; Т — Т; Т, — Т 
1 0 + kAy-1- 2—10 1,237 £0 


kAy-1- 
(5.2) 


+ kAx 1:25... Ay) - 0 
Ay 


If Ax 2 Ay, 


1 Ax 
n - nennen j 


(5.3) 


The energy balance can also be applied to the boundary nodes (not needed if the 
surface temperature is given): 
Convection boundary on the surface nodes: 


Lem. Ac mom Е 
кАу-1+———+к——.1-— hio 5545-4 


k—.1: 
Ax 2 A 2 A 
? А И (5.4) 
+һАу(Т. -1,) +4 Ay =0 
Uniform heat flux at the surface nodes: 
2 ee say ы. ea ас 

й (5.5) 

+ qvAx-1+ à—. =0 

If insulation is applied to the surface nodes, then q; = 0. 
In general, Ту, Tj, ТУ, Ту, and T, can be replaced by T, ,, Т, Tj, Tn, n- and 


1 їл Fit je 4i,j-1 
2,3,..,]— 1, 2,3, ... to obtain 7, Tj 5, Түз» ... Thy, 152» 755, ..., and Т, у, 735, T; s, ... 

Another approach is to make grid nodes directly from the heat conduction equa- 
tion. The 2-D steady-state heat conduction equation with heat generation is 


Т, nv OF by T; „ Tip T; 45, T; j-p and z; 4, Where m = 1,2,3,... n = 1,2,3, ... ori = 1, 
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The finite-differential format of the steady-state 2-D heat conduction equation with 
heat generation can be written as 


Tuin аа Tus 2 Ton = Tun Tanni = Tun + Inna > Tus 
Ax Ах у АУ WY 44-9 69 
Ах Ay 
Allowing Ax = Ay, one obtains 
(1548 = Trata st Тан + Tuna ) t (Ах) = АТ, n (5-7) 


where m = 1, 2, 3,...,n = 1, 2, 3,.... 

The above linear equation can be applied to all interior nodes. Theoretically, 
one would obtain т x n linear equations, and therefore, the temperature distribu- 
tion, T(x, y) = T,, ,, can be solved using the matrix method [1,2]. For example, let 
Tan = Т, D, T4, ..., Ty, and the above linear equations can be applied 7, Т, T;, ..., 


Ty. Rearranging the equation, one obtains 


а + di T, + aT; t t anTy = С, 
anl + azn, + аз +++ а›уТу = С 


(5.8) 
ani], + ах, + йу +--+ ayy Iy = Cy 
Using the matrix notation, these equations can be expressed as 
[Al[T]- [C] (5.9) 
where 
ау ap ах T, C 
[ај= | ^^ ® ^» | r| ? | а= © 
ау рә ауу Ту Су 
The solution may be expressed as 
[T] - [AT [C] (5.10) 


b, bi; D bin 
Ба b» od boy 


by, bya 55 Dyn 
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Therefore, the temperature can be determined by 


Т = bi C, + biC; +-+- + by Cy 


Т = by Cy + Ъ›С› t t Су (5.11) 


Ty = by1Ci + by2Cr жә буу Cy 


Example 5.1 


We use Figure 5.3 as an example to demonstrate how to solve the 2-D heat 
conduction problem using the finite-difference method. Let Ax = Ay and g=0. 
Rearrange the temperatures from the energy balance on nodes 1, 2, 3,.... 


T= (8TH T7) 


AT, + T; c T; +0+0+04+0+0=-27, 


T, -1 tT, «T, €T.) 


2T, - AT; -0*- T; +0+0+0+0=-T, 


пе (ПБТ) 


T,- (D eT +h +h) 


в=(Ж+1 ++) 


FIGURE5.3 Example of using finite difference method to solve 2-D heat conduction problem. 
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1 
Т, = (Б +1 +175 € T) 


T, = 1—02 +1 +7, войт) 
(4+2(hAx/k)) k 


T 1 (ъ+в _ hx 
(2+(hAx/k)) k 


Place the temperatures on the left-hand side of the equations, and the constants on 
the right-hand side. We can form a coefficient matrix [A], temperature matrix [7], 
and column matrix [C]. The linear equations of the finite-difference energy balance 
on each grid point can be represented by the product of [A][T] = [C]. Therefore, 
the temperature distribution can be obtained if we know how to solve [T] from 
[A] and [C]. Therefore, the primary task for this method is how to obtain [A] and 
[C]. The matrix can be solved numerically using a programming code such as 
MATLABS, The solution for [T] is 


[T]-[AT [c] 


od. y 0 0 8 0 0 
2 4 0 1 0 0 0 0 
i 0 4 Y 1 0 0 0 
0 1 2 4 0 1 0 0 
0 0 1 04 1 1 0 
[A]= 0 0 0 1 2 4 0 1 
о 0 0 0 2 0 (ias 1 
о 0 ow 4.1 1 (25a) 
X 
-Т, 
-Т, Т 
-1, Т, 
0 Т, 
-Т, Т, 
С|= s T]= 
[c] й [T] Т, 
dp PA лхт. Ts 
k T, 
h Т, 
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Example 5.2 


We use Figure 5.4 with T(x, y) = T,, ,, where m = 1, 2, 3, 4, 5 and n = 1, 2, 3, 4, 
5. We need to solve the temperature column matrix [T] with Ax = Ay and ў = 0. 
Provide the linear equations of the finite-difference, energy balance method 
on each mode, and obtain a coefficient matrix, [A], and a column matrix [C]. 
Therefore, the temperature matrix can be solved by [АПТ = ICI, [Т] = [А]! [С], 
where all [T], [A], and [C] are equal: 


Ti 
Ta 
Та Ta Ta Ta Ти " 
T; TD. То Тш Tu in) 
[Т] = Tis Th3 Tia Т, з Ti; = Е 
Та Tha Tha Та Ti T 
L5 
Tis Th Bs Ts Ts T. 
25 
Т5 
Ci 
C21 
Cu; Cu Cu Cu Сы 2 
Cio C»; Са Со Cs a. 
[С]=| Сз Са С Са Cs |= Ч 
Cia Са Са Са Cas с : 
Cis Оз C35 С; Css C | 
2,5 
Css 


[A] =| di 4» аз аз аз 


The above-mentioned finite-difference energy balance method can be used 
for solving 2-D and 3-D heat conduction problems in Cartesian, cylindrical, or 
spherical coordinates with various BCs. Figure 5.5 provides an example of a 3-D 
problem. In this problem, let T(x, у, 2) = T; ; ,, with i= 1, 2, 3... 4 j= 1, 2, 3... j, 
and к = 1, 2, 3,... К. 


160 Analytical Heat Transfer 


T, given surface temperature 


5 
4 
4:-0 22 - 
insulated 3 оо 
wall Д 
2 
n=l,...,5 
y 
2 AA 22 
2 3 4 5 
х ” . 
т-1,..,5 4, uniform heat flux 


FIGURE 5.4 Example of using finite difference method to solve 2-D heat conduction 
problem with various boundary conditions. 


For the case of a curved boundary [3], the interior nodes can be determined as 
shown in Figure 5.6. 


As shown in Figure 5.6, given Т, p Tii, j Т, jen and Т, ,, the unknown node, T; ;, 


can be determined using the appropriate energy balance equation. 


Tay - T, 


Y oT ТнТ, Та Тј 
kay ны Aid ATH 750 ag Ты Tu үр (5.12) 


Jy kAy 
aAx by cAy 


FIGURE 5.5 Finite difference method to solve 3-D heat conduction problem. 
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FIGURE 5.6 Finite difference method to solve the interior nodes next to the curved 
boundary. 


5.2 FINITE-DIFFERENCE ENERGY BALANCE METHOD 
FOR 1-D TRANSIENT HEAT CONDUCTION 


The heat equation for 1-D transient heat conduction with heat generation is 


aT ‚4_19Т 
ox) k «дї 

This equation is a parabolic equation. As discussed in Chapter 4, this equation can 

be solved analytically using the separation of variables method, similarity method, 

Laplace transform method, or integral method. In this chapter, we would like to solve 

1-D and 2-D transient conduction problems with various BCs by using the explicit 

finite-difference method and the implicit finite-difference method [1]. 


5.2.1 Ехрисіт Fintte-DIFFERENCE METHOD 


This is a finite difference in space with an explicit form (lower bond). At a given 
interior point, heat conduction from the neighboring points is based on the 
previous time-step temperatures in order to increase that point temperature during 
the incremental time-step change. While this method is limited by the instability 
problem, it is a straightforward method that is easily used. 

The finite-difference format of the above 1-D transient heat conduction equation 
can be written as 


(^ - T7 Ax + (T? -1/)Ах à 1 TP” T? 
Ax ка At 


(5.13) 
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Example 5.3 


Figure 5.7 shows transient heat transfer in 1-D. The temperature at each node is 
changing in time and denoted with the time steps, p. 

The energy balance at an interior node, for example node 2, can be determined 
using the energy balance. 


У д = energy storage 
Lower bond: 


Т? -17 T? -T] _ pC, Ac: y: V (T7 -17) 


К-у:1 tk-y-l tq:-Ax-y-l 5.14 
Ет yig LAY AT (5.14) 
Letg=0, а = (k/pC, | one obtains 
Т? +T? -2T? = ze _ T?) 
Fo (5.15) 


Tp" = Fo(T? + TP )+(1-2Fo) TP 


where the time increment is At with the time step p, that is, t= pAt, with p = 0, 
1, 2,.... Fo is a finite-difference form of the Fourier number Fo = (aAt/Ax?). 

With a traditional hand calculation, the temperature at the (p + 7) step is deter- 
mined by the preceding time and temperature at the p step, as sketched in Figure 5.7. 
For example, at p = 0, t = 0, so the initial condition is T? = T? = T? = T? = Т. 

The stability requirement is (1 — 2Fo) > 0, or Fo < 0.5. This can be achieved 
with a combination of At as a very small value and Ax as a very large value. 


| ki 


FIGURE 5.7 Finite difference energy balance method for one-dimensional transient heat 
conduction with given surface temperature boundary condition. 
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Example 5.4 


Consider Figure 5.8, with a surface convection BC (node 0). 
The energy balance can be applied to node 0 to solve for the first time step 
(p + 1): 


P_ P ptl mp 
h(T..-T})4 m -T 7 To ec (^) (5.16) 
pg ар аг pen) 
C, Ax 
бе» (5.17) 


= 2Fo(T/ + В1Т„) +(1—- 2Fo - 2BiFo)T/ 


where 


OAt : 
Fo = — = Fourier number 


Bi= “ч = Biot number 


For stability, (1 — 2Fo — 2Bi Fo) > 0 or [Fo (1 + Bi)] < 0.5. 


—-—- p«lstep 
р step 
T, 


[. 
1 i 


> fe Ax 
* 2 


FIGURE 5.8 Finite difference energy balance method for one-dimensional transient heat 
conduction with convection boundary conditions. 
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Example 5.5 


Figure 5.9 provides a surface heat flux BC. 
As with the previous examples, the energy balance can be applied at node 0 to 
determine the boundary temperature at time step, p + 1. 


Т? = Т? Тр"! _ Т? Ах 
ph ы m a } 5.18 
ы Ах At "2 цас 
эн A | RAT (1-20)? (5.19) 


(Ax/2) pc, ^ (Ax?/2) рс, 
In this case, stability is achieved for Fo < 0.5 or (1 — 2Fo) > 0. 


5.2.2 |мрисїт FINITE- DIFFERENCE METHOD 


This is the finite difference in space in the implicit form (upper bond). At a given 
interior point, heat conduction from the neighboring nodes is based on the new time- 
step temperatures in order to increase that point temperature during the incremental 
time-step change. This method does not have a stability limitation. However, the 
inverse matrix problem must be solved numerically. The accuracy of this method 
improves for large At and small Ax. 

The energy balance at the interior nodes (e.g., node 2, as shown in Figures 5.7—5.9): 


У 4 = energy storage 


Upper bond: 
ТРН m Тр! ТРЧ TP pp ME T? 
k2 —— 2 2 ў Ax-1= pC,Ax M— — 5.20 
Ax q pC» A ( ) 
1 
| 
| 
ime pui 
=j ! 
2 хагд 
— | ыйы” ~% _2 
= —-р+1 ер 
y =» | т? 
| 1 p step 
l >T, 


FIGURE 5.9 Finite difference energy balance method for 1-D transient heat conduction 
with surface heat flux boundary condition. 
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Allowing ў = 0,a = (k/pC, ),Fo = (o'At/Ax? ), one obtains 


р+1 pti pti pH 2 Ах” pti p 
T" -T em" Т7" = (Te Te) 


(1+ 2Fo)7)"! – Fo(7"! + TP") = T7 


(5.21) 


As noted previously, there is no stability issue. In general, Ту, 7;, D, T;,... can be 
replaced by Т, or Т„ when m = 1, 2, 3,... or i= 1, 2, 3..... 


m 


5.3 2-D TRANSIENT HEAT CONDUCTION 


The above-mentioned finite-difference energy balance method can also be used for 
solving 2-D transient heat conduction problems [1]. Let T(x, у, ) = T(m, n, t) or TG, j, t), 
with т= і = 1, 2, 3,..., апап =]ј = 1, 2, 3,.... 


PT T å 18T 
gt oat 
Ox ду k qot 


The x-direction net heat conduction + the y-direction net heat conduction = temper- 
ature change of a small element (Ax Ay: 1). 

For the 2-D problem, the explicit finite-difference method (lower bond) for an 
interior node is: 


(Tein — TEn Ax (Tein — TEn )/Ax : (Т ы — TAa Ay + (Т2, — TEn )/Ау 14 
Ах Ay k 
1 1: Би Tia 
= a NE (5.22) 


Let Ax = Ay, д = 0, Fo = оАг/Ах?”. The temperature at the (р + 1) step is determined 
by the preceding time step, p, as 
ТАХ = Fol Te eT 


m-l,n 


p p 
* T dl F T, 


m,n-l 


) * (1— 4Fo)77, (5.23) 


For this 2-D problem, the stability criterion of the interior node is (1 — 4Fo) > 0, that 
is, Fo < 0.25. 
Recall, for the 1-D transient heat conduction problem, one obtains 


1 
T = Fo(T2a +T? 


т-1 


)* (1-2Fo)77 


The stability criterion for the 1-D problem was (1 — 2Fo) > 0, or Fo < 0.5. 
The 2-D problem can also be solved using the implicit form of the finite-differ- 
ence method (upper bond): 


166 Analytical Heat Transfer 


m т—1,п 


Ах Ay 


(Tiin — Tan Ma + (Ton = T) (Тазы — Т) Ау (Ta Тал )/лу 


: pti р 
4 2 1 Tin “Їйл 


"xoa A (5.24) 


Again, let Ax = Ay, ġ = 0, Fo = АХ”, and temperature at (p+1) step is 
determined by: 


рч pH рч pti рч pu pti p. 1 pH р 
Т ES Тан ЭР T, = Taa s T, = In st: T, Tín = Е Тан Thn 


mln т-1,п т,п+1 m,n-l 
о 
Rearranging: 
1 +1 +1 +1 +1 
(1+ 4Fo) Ti — Ео(Т л „ + Т, + Teia + Te) = Ten (5.25) 
For a 1-D transient heat conduction problem, one obtains 


(1+ 2Fo) Te" — Fo( Tea + T24) = 77 


With the implicit method there is no issue with stability, but numerical (computer) 
methods are required to solve the temperature matrix. 

In general, the finite-difference energy balance method (explicit or implicit 
methods) can be used to solve 1-Г, 2-D, and 3-D transient heat conduction problems 
in Cartesian, cylindrical, or spherical coordinates with various BCs. 


Example 5.6 


Figure 5.10 shows a long, square bar with opposite sides maintained at 7, and 
T,, and the other two sides lose heat by convection to a fluid at T... The material 


1 12 3 
TA cU re 
Pos 


FIGURE 5.10 Finite difference method to solve a 2-D conduction problem. 
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conductivity of the bar is k and the convective heat transfer coefficient is h. For 
the given mesh, use the finite-difference energy balance method to obtain a 
coefficient matrix [A], temperature matrix [Т], and a column matrix [С]. The tem- 
perature matrix can be solved numerically using a programming language such 
as MATLAB. 

Figure 5.10 shows the prescribed surface conditions and the nodes. Symmetry 
allows us to consider just nine nodes. The interior, nodal temperatures are 


B= (Т, +1+1 +7) 
1 

B= (7, +T,+T,+Ts) 
1 

ъ= (% +1, +%+%) 
1 

ъ= (% +1; +17; +7;) 


1, -1(1:47)51) 41) 


ъ= SET + +1) 


For the nodes along the left boundary (nodes 1, 4, and 7, respectively), the energy 
balance provides: 


- ЖАУ, КАУ hAy |T, + T, ee Т, = TN T, — hAyT.. 
Ay 2Ay у 
КАх kAy | kAx kA 
Уу RAE ERA (he тар BAUR 
2Ay Ax у Ах 2, 
KAY r kay АЖ hay [jf o s КАх т hAyT.. 
2Ay Ax у Ах 2Ay 


The nodal equations should now be combined in matrix form [A][T] = [С]: 
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5.4 FINITE-DIFFERENCE METHOD FOR 
CYLINDRICAL COORDINATES 


5.4.1 SteADY HEAT CONDUCTION IN CYLINDRICAL COORDINATES 


Case 1: 1-D Steady Heat Conduction in a Solid Rod with Internal Heat Generation 
(T = T(r) only, T + Т(ф,2)). 

Figure 5.11 shows the finite difference energy balance method for 1-D transient 
heat conduction in a cylindrical rod with internal heat generation per volume. 
The outer surface is exposed to a flow at temperature, Т, with a convection heat 
transfer coefficient h, at r = ry. 

From the energy balance in each node: 


din — и +9 = 0 


For an interior node (m) per unit depth (in z-direction), 


Dry , 073 Олда "O(a —тз)ф=0 


r Ar 


where m = 1, 2, 3,... M. For example, we have five nodes, m = 1, 2, 3, 4, 5; here 
the outer surface temperature at node 5 is T;. We need to determine the center node 
temperature, То, from the above energy balance equation: 


Ty -1i 


r 


Node 0: 0 — 2nkn + лу -4-0 


Nodes 1, 2, 3, 4, and 5 can be determined ав: 


To — T, Т -T, 2. 2}. 
Node І: 2 tkn 2nkn TT n-mn =0 
0 D 1 Ar ( 1 0 Jå 


FIGURE 5.11 Finite difference method to solve the 1-D cylindrical heat conduction problem. 
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T,-T, T;-Ti 2. 2|. 
Node 2: 21tkr, 2nkr. +л{ -r =0 
i Ap 27-46 ( 25-31) )4 


Бат B-T 
Node 3: 2nkr, ^ 3 — Inkr, 2 + n(r? - 72 )G = 0 
Ar Ar 


Node 4: min 315 од 55 + n(rp — re )q=0 
Ar Ar 


аЙ л (oer —%)й=0 


Node 5: 2nkr, 


The above 6 equations (nodes 0—6) can be re-arranged to become: 
Node 0: ay To + aT, +0+0+0+0 = С, 
Node га Т + a5 T, + a4T; +0+0+0= С 
Node 2: 0+ aj; T, + azh 4421 +04+0= С 
Node 3: 0 + 0 t аз T; + оТ, 44411 + О = Сз 
Node 4: 0 4- 0 - Or ann + aas T4 + a4g15 = C4 
Node 5: 0 +0 + 0+0 + as4 T;  assT; = Cs 


Therefore, the temperature matrix can be solved by 


where temperature matrix [7], coefficient matrix [А], and column matrix [C] are as 
follows: 


ар ар 0 0 0 0 Т» Co 

ayy di2 а\з 0 0 0 Т, С, 

0 422 453 44 0 0 Т, С, 

[4] Ё 0 0 433 азд 35 0 i 7 T, 1с] 7 Сз 
0 0 0 адд 445 44 T, C4 

0 0 0 0 @54 455 T; С; 


If the outer surface temperature is kept at a constant value, 7;, 1.е., 7; = Т, = given, 
there is no need to perform the energy balance equation for node 5. 
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Case 2: 1-D Steady Heat Conduction in a Hollow Cylinder with Internal Heat 
Generation (T = T(r) only, Т + Т(ф,2)). 

From Figure 5.12, for a hollow cylinder, there is по need to solve Tọ in this case. 
If T = Т, = given at r = inner radius = ле. and T = T; = given at r = outer radius 
= nue. Therefore, 7», 73, and T} can be obtained by solving the energy balance at 
nodes 2, 3, and 4, respectively, as indicated in Case 1. However, if the inner surface 
and outer surface are exposed to working fluids at Ты, h;, and Т, ho, as shown in 
Figure 5.12, the energy balance needs to be applied to node 1 and node 5 (as shown 
below) in order to solve for Д, D, D, T4, and T; simultaneously, using the matrix 
method [A [7] - [С]. 


Node I: 2ле (Ты — T;) — 2nkn аг T +л(т 2981 -0 
r 


Node 5: 2nkr, A -nh,nas(T; — Too) + nus -=r )à -0 
r 


Case 3: 2-D Steady Heat Conduction in Cylindrical Coordinates with Internal Heat 
Generation, T = T (r, ф), but T # T(z). 

From Figure 5.13, Let m = 1, 2, 3, 4, 5... in the r-direction and n = 1, 2, 3, 4, 5... 
in the ó-direction. Consider the energy balance for an interior node (т, n) per unit 
depth. 


Тал T, Tunsin- T, Шинэ 
ада i a 
АР Аг (Fina + Tin AD 
2 
Dac : 
+ kAr LH M ear (na in AG = 0 
1 2 
PLE + Tm )Ag 


FIGURE 5.12 Finite difference method to solve the hollow cylinder heat conduction problem. 
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Тошег=Гм 


FIGURE 5.13 Finite difference method to solve the 2-D steady cylindrical heat conduction 
problem. 


Consider a node on the outer surface (M,n) exposed to a convection boundary with 
h, T: 


kn Ag E D fry -AQ (Tə _ Tun) + k ^ ; Tu n-1 — Tun 
d 5 Uit ni )A0 
NE Tu na — Tus tà A Aber) 0 


2 HEY 2 


We can also consider an external node (M,n) that is exposed to a constant heat flux 
with 47. In the above equation, the convection term, hry Ag (T. — Тил 1 should be 
replaced by heat flux term, q;ry · Ad. 

For practice, determine Т (r.$) = Тил às shown in Figure 5.13, where 
т = 1, 2, 3, 4, 5, and n = 1, 2, 3, 4, 5, respectively. Write down the linear equations 
of the finite-difference, energy balance method for each node, and obtain a coefficient 
matrix [A] and a column matrix [С]. Therefore, the temperature matrix [T] can be 


solved by [A][T] - [C] and [T] - [АТ [C]. 


5.4.2 TRANSIENT HEAT CONDUCTION IN CYLINDRICAL COORDINATES 


Case 1: 1-D Transient Heat Conduction in a Solid Rod, as shown in Figure 5.11. 
Explicit Method—Interior Node per Unit Depth 


Т» Т» — Т» 


ТР T?" EL UJ 
2nkr,,. m-l 2nkr,, т+1 = С т n2 = n m m 
Ar Ar dii: | ) 


At 
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Therefore, 


k АНА 
CREE ACH i ue a ~ Bt) -m (Ta = Ths) ] + T 


Н 1 
where 7,, is the temperature at r = ПСЕ + Tn ). 


Implicit Method—Interior Node per Unit Depth 


T? Е Tp Tp _ T?" TP = T? 
Олі" Оњ ше — pC 21) 1" 
Ағ Ағ At 
Therefore, 
k AtlA 
um i p TE + Туа ТУ |+ Т» 
p. p т {т-1 
Ta = k АПАР 
Тре + Tn) 
pC, ЇГ Ху? ra) 


Case 2: 2-D Transient Heat Conduction in a Hollow Cylinder, as shown in Figure 5.13. 
Explicit Method—Interior Node per Unit Depth 


T n Tha Thr п Tren Tent ны Tin 
kr, aA —— + kr, Аф : — + kAr 1 : : 
Ar r PLE т Tn )Ag 
T нэ Ti 1 Te = TL 
+ kAr i m,n+l E == рС„Ат (т E Tn )Аф m,n m,n 
PE Tf )Аф 2 А 
Implicit Method—Interior Node per Unit Depth 
pid _ ppl pH _ pp р __ pe! 
kr, AQ m-l,n m,n 4: kr, A т+1,п m,n + kAr i m,n-l m,n 
Ar Ar DE +r, )Aó 
T? = TP+! 1 ТРН = т? 
+ kAr т,п+1 Ё = pc Ат (т +, )лф m,n m,n 
р At 
Una zu Tn )Аф 


If the inner or outer surfaces are exposed to a convective fluid with h апа T., or 
receive a heat flux with 4“, the energy balance needs to be applied to these surface 
nodes in order to determine these temperatures. 
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Case 3: 1-D Transient Heat Conduction in a Hollow Cylinder. 

Consider 1-D transient heat conduction in a hollow cylindrical tube, similar to 
Figure 5.12, but without heat generation, Т = T(r) only. Consider 3 nodes only, 
i.e., node 1 for the inner surface, node 2 for the interior, and node 3 on the outer 
surface. Assume the inner surface ғ = Finner is exposed to a convection fluid with Ты, 
h;, and the outer surface r = Foye, receives a heat flux with q?. Perform the finite dif- 
ference energy balance for each node. 

Explicit Method 


T? —T? qe” = ТР 


Node 1: 2лђль (Tai — i? )+ 2nkn 2-1 = pC pM (1? — тш) 2—5 


р р р р pH p 
2 TP" - Tj 


Тү -T Т, -T 
Node 2: 2nkn + 2 + Onkr, ———- = pC,n(r2 — қ \2 
1 А 2 А p р (r 1 ) At 


r r 


p p pti р 
Node 3: 204% A + Troned? = PCT (rh — 72 jj 
At a given node, heat transfer from the neighboring nodes is based on the previ- 
ous time-step temperature ( p) in order to increase that node temperature during the 
incremental time-step change. This method is limited by the instability problem; 
therefore, it requires a larger Ar (less accurate) and smaller At (more time consum- 
ing). However, the application of this method is straightforward. The time increment 
is At with a time step, p; that is, t = pAt, with p = 0, 1, 2, .... The temperature at 
the p+1 step is determined by the temperature at the preceding time (at p step). 
For example, p = 0, t = 0, the initial condition, T= =f ah given. 

Implicit Method 

Replace all “р” in the left-hand side of the above equations on each node 1, 2, and 
3 by p +1. 


pti pti pti p 
= Т, = Т, 


Т. 
Node 1:27h;Finner [Ты — TP” ) + 2nkn 2——— = pC,n(rd — n) 
| ") ИГ pCem(n ) At 


ТРЧ TP ТРЧ TP pen 22 Т? 
Node 2: 2л 12 +2лк„ 32 = рСт(т -ар )J^-— 
Ar Ar At 


TP? Tp T?" _ Т? 
Node 3: 2xkr, 2— —3— + 2л; = PC pT Fontes — 72) — 
Ar At 


At a given node, the heat transfer from the neighboring nodes is based on the new 
time-step temperature ( p+ 1) in order to increase that node temperature during the 
incremental time-step change. This method has no instability problem. To achieve 
the best accuracy, larger At and smaller Ar increments should be used. The drawback 
of the implicit method is the need to develop a computer program to solve the inverse 
matrix problem, i.e., |A][T]= [C], and [7] - [A] [C]. 
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REMARKS 


The finite-difference method is a very powerful numerical technique to solve 
many engineering application problems. As long as you know how to perform the 
basic energy balance at the interior and boundary nodes, this method can solve 
a variety of heat conduction problems with complex thermal BCs. In the under- 
graduate-level heat transfer course, students are typically required to perform the 
simple energy balance at any specified node inside a 2-D steady-state solid mate- 
rial and on the boundary. 

In the intermediate-level heat transfer, we are more focused on how to perform 
the simple energy balance along with discretizing the heat conduction equation in 
order to solve the 1-D and 2-D steady-state heat conduction problems with various 
BCs using the inverse matrix method. We also solve the 1-D and 2-D transient heat 
conduction problems with various BCs by using the finite-difference implicit method 
and explicit method. In general, the same technique can be used to solve heat conduc- 
tion problems with cylindrical and spherical coordinates. 


PROBLEMS 


5.1] Refer to Figure 5.4, show the matrices [A], [7], and [C], with the following 
grid distributions: 


(1) m-21,2,3,4,5 О) m=1,2,3,4 (3) m=1,2,3 
n=1,2,3,4,5 n=1,2,3,4 n=1,2,3 


5.2 Derive the finite-difference energy balance equations and show the matrices 
[A], [T], and [C], for a 1-D hollow cylinder with the following BCs: 


(1) r=r,T=T, (2) " OT 
r=r,T=T, цах: or 


Jess а) 


=; 57) hy (T, — Т.) 
дг 


(3) ran, -k(OT/Or)=h (Ta -Т) 
r-n, -k(9Tlar)- 4” 


5.3 А semiinfinite stainless-steel block is initially at T, = 20°C. The surface 
has an emissivity е = 1.0 and is placed in a large enclosure of Т of 20°C. 
Suddenly, the surface is exposed to a hot-air flow of T., = 600°C and = 100 
W/m?K. At a given time of t (seconds), temperatures Т, and T, have been 
calculated as shown below. Predict the surface temperature after (t + 100) s. 


Use the forward-difference energy balance method. Given 
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a —4- 1052/5 k= 15.07 w/mK р = 7900kg/m? 
C, = 477 J/kg K o = 5.67 - 10-*w/m? K* e=0.1 


At time ¢ (seconds): T, = 400°C and T, = 380°C. Find: T, =? after (t = Af) 
seconds where At = 100s. 

54 Given a very long and wide fin with a height of 2L. The base of the fin is 
maintained at a uniform temperature of 7,. The top and bottom surfaces of 
the fin are exposed to a fluid whose temperature is Т, (Т„< T). The convec- 
tive heat transfer coefficient between the fin surfaces and the fluid is h. 

a. Sketch the steady 2-D temperature distribution in the fin. 

b. If you were to determine the steady 2-D temperature distribution in the fin 
using a finite-difference numerical method, you would solve a set of alge- 
braic nodal equations simultaneously for the temperatures at a 2-D array of 
nodes. Derive the equation for a typical node on one of the surfaces of the 
fin. Please do not simplify the equation. 

c. Using the method of separation of variables, derive an expression for the 
steady local temperature in the fin, in terms of the thermal conductivity of 
the fin, k, the convective heat transfer coefficient, h, the half-height of the 
бп, L, and the base and fluid temperatures, Т, and T... 

5.5 А 3-mm-diameter rod that is 120mm in length is supported by two elec- 
trodes within a large vacuum enclosure. Initially, the rod is in equilibrium 
with the electrodes and its surroundings. Suddenly, an electrical current is 
passed through the rod. 

a. Using a first law analysis, what is the energy balance on the rod? 

b. Using (A. - (nD? /4),P = nD), derive the explicit finite-difference expres- 
sion for node (л). Recall that heat generation follows the PR, law and that R, 
is defined as А, = p, Ax/A,. Express your answer using the Fourier number 
in the explicit finite-difference form. 

с. What are the stability criteria at node (л)? 

5.6 Refer to Figure 5.4, use the explicit finite-difference method to derive the 
energy balance equations during the transient process for the following grid 


distributions: 
(1) m= 1,2,3,4,5 (2) m= 1, 2,3,4 (3) т= 1,2,3 
n=1,2,3,4,5 n= 1,2, 3,4 n=1,2,3 


57 Refer to Figure 5.4, use the implicit finite-difference method to derive the 
energy balance equations during the transient process for the following grid 
distributions: 


2,3,4,5 (2) m= 1,2,3, 4 (3) т= 1,2,3 
r= 1,2,3,4,5 n= 1,2,3,4 n= 1,2,3 
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5.8 Use the explicit finite-difference method and derive finite-difference energy 
balance equations for a 1-D hollow cylinder during a transient process with 


the following BCs: 
(a) r=1,T=T, (2) ar 
r=r.T=T, т=п, 23 hy (Ta - T) 
r=h, 23 hy (T, T.) 
or 


(3) r=h, -k(OT/dr) = h (Ta - 7) 
r=n, —К(дТ/дг)=д/ 


5.9 Use the implicit finite-difference method and derive finite-difference energy 
balance equations for a 1-D hollow cylinder during the transient with the 


following BCs: 
0) r=r,T=T, (2) OT 
r=r.T=T, T= EJ hy (T. - Ti) 
r=h 23 In (Т,-Т.5) 
or 


O) ren, -k(dT/dr)=h, (Ta - T.) 


r=; -k(aTiar) =q} 


5.10 Derive Equations (5.23) and (5.25) for 3-D transient heat conduction problems. 
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6.1 BOUNDARY LAYER CONCEPTS 


For a fluid moving over a solid body, a hydrodynamic (or velocity) boundary layer 
is formed near the solid surface. The hydrodynamic (or velocity) boundary layer 
is the region where the fluid velocity changes from its free stream value to zero 
at the surface. For example, considering the flow over a flat plate, as shown in 
Figure 6.1, due to the viscosity of the fluid, the velocity gradually decreases from its 
free stream, maximum value, to zero at the flat plate (assuming that the fluid particle 
on the surface is not moving). The fluid particle wants to move at the same velocity as 
the free stream, but the viscous force resists the motion as it moves over the surface. 
Therefore, a hydrodynamic boundary layer develops over a solid surface due to fluid 
viscosity. The thickness of this layer is defined based on where the velocity reaches 
approximately 99% of the free stream value. 

The velocity profile, and the associated hydrodynamic boundary layer thickness, 
over a flat plate will be solved in the later sections. In general, the hydrodynamic 
boundary layer thickness grows with the square root of distance from the leading 
edge of the flat plate. Figure 6.1 shows a typical profile over a flat plate in laminar 
(Re < 300x 10?) and turbulent (Ве > 300x 10?) boundary layer regions, respectively. 
Once the velocity profile over a flat plate, u(y), at a given distance x is determined, 
the hydrodynamic boundary layer thickness, the shear stress on the surface, and the 
friction factor (or friction coefficient) can be obtained using the following equations. 

For external flow: 


Inertia force рих И.х 


Viscous force u V 


x Laminar Turbulent 
flow flow 


FIGURE 6.1 Hydrodynamic boundary layer over a flat plate. 
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The flow is defined as laminar if Re < 300x 10°, and turbulent if Re > 300х 10°. 
Flow boundary-layer thickness 6(x) ~ Vx 
Dynamic viscosity и 


Kinematic viscosity v= p/p 


и 1 2 
Sh t Tw=U—| -С,-(ра4-0 
ear stress Ty ee А ү (Р ) 
у= 
Friction coefficient 
Ty Ty uJuldy. ,  u(u.ló) 1 


С; = = z v 
^ (ua(pui-0) (1/2)ри2 (u2)puà р w ôu. 
C;is a function of Reynolds number, that is: 


1 
С,=аКе”;  C,-2aRe'-—— 
Re 


The Reynolds number is defined as the fluid inertia force against the viscous force 
(i.e., the fluid particle tries to move but viscosity resists the movement) and is a com- 
bination of velocity, viscosity, and length (distance measured from the leading edge 
of the plate). When the Reynolds number is approximately less than 300 x 103, the 
motion of the fluid particles is very predictable: layer-to-layer from the free stream 
velocity to zero velocity on the solid surface. This velocity change creates shear 
stress over the solid surface. When the Reynolds number is greater than 300 x 10°, 
the motion of the fluid particles tends to become unstable (random motion) and 
gradually transitions into the turbulent flow boundary layer. In the laminar bound- 
ary layer, the velocity profile gradually changes from the free stream value to zero 
on the surface as a parabolic shape. However, in the turbulent boundary layer, the 
velocity profile remains fairly uniform, approximately at the free stream value, until 
very near the surface and then suddenly changes to zero at the surface. This is due 
to turbulent mixing (the particle moves up and down, back and forth); therefore, 
the free stream characteristics are transported closer to the surface. From the appli- 
cation point of view, the shear stress (viscosity x velocity gradient at the surface, 
i.e., т, = u(0u/ðy)| 9) decreases with decreasing velocity gradient or viscosity. 

Since the velocity gradient decreases (as the boundary layer grows thicker) with 
increasing distance from the leading edge, the shear stress (related to pressure loss) and 
friction factor decrease with increasing distance from the leading edge of the flat plate. 
However, when the flow transitions into turbulence, the pressure loss is much greater 
than that in the laminar flow portion. This is due to the increased pressure loss associ- 
ated with overcoming the turbulent, random motion within the turbulent boundary layer. 

It is noted that the boundary layer thickness decreases with increasing square 
root of the free stream velocity, and the friction factor decreases with increasing free 
stream velocity; however, the shear stress increases with increasing free stream veloc- 
ity (a thinner boundary layer and larger velocity gradient), as sketched in Figure 6.2. 
Similarly, the friction factor decreases with increasing Reynolds number, but the shear 
stress increases with increasing Reynolds number. 
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Tw б и 
Ц, 
wy. 5 
u > 5 
Laminar  : Turbulent 
flow flow 
0 Transition x 0 


FIGURE 6.2 Hydrodynamic boundary layer, friction factor, and shear stress profile. 


For a hot fluid moving over a cold surface, a thermal (temperature) boundary 
layer is formed around the solid surface. The thermal (or temperature) boundary 
layer is the region where the fluid temperature changes from its free stream value 
to that at the solid surface. Heat transfer can take place either from the hot fluid to 
the cold surface or from the heated surface to cold fluid, as shown in Figure 6.3. For 
example, considering the hot fluid over a cold flat plate, the temperature gradually 
decreases from its free stream maximum value to that at the plate, due to the con- 
ductivity of the fluid and its velocity distribution. The hot fluid particle conducts 
heat from the free stream into the cold surface through the velocity boundary layer. 
Therefore, a thermal boundary layer thickness is developed over a solid surface due 
to the fluid motion. 

The temperature profile and associated thermal boundary layer thickness over 
a flat plate are solved in Chapter 7. In an ideal case (assume Pr = 1), the thermal 
boundary layer is identical to the hydrodynamic boundary layer, as shown compar- 
ing Figures 6.1 and 6.3. In this ideal case, the temperature profile is the same as 
the velocity profile through the entire boundary layer over the flat plate. Once we 
determine the temperature profile over a flat plate, 7(y) at a given distance x, the 
thermal boundary layer thickness, the heat flux on the surface, and the heat transfer 
coefficient (or Nusselt number) can be obtained as follows: 

Thermal boundary-layer thickness: 


6 (x) ~ Vx 


Turbulent 
0 flow kd flow 


FIGURE 6.3 Thermal boundary layer over a heated flat plate. 
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If Pr=1: 
6 (x) = ôr (x) 
At the surface, the heat flux is: 
" oT oT 
ду у=0 ду y=0 


The heat transfer coefficient, Л, with the unit of W/m?K can be expressed as 


jt (7/2) , -&(m.-T.)/8) ky kh 
~ D- Т = To ôr ô 


In the laminar boundary layer, the temperature profile gradually changes from the 
free stream value to the surface with a parabolic shape. However, in the turbulent 
boundary layer, the temperature profile remains relatively uniform from the free 
stream to near the surface and then suddenly changes to the surface value. This is 
due to turbulent mixing (particle moves up and down, back and forth); the hot (or 
cold) free stream particle can move next to the cold (or heated) surface due to random 
motion. From an application point of view, the heat flux (fluid conductivity - tempera- 
ture gradient at the surface) and the heat transfer coefficient (heat flux/temperature 
difference between the free stream and the surface) decrease with decreasing tem- 
perature gradient and fluid conductivity. Because the temperature gradient decreases 
(the thermal boundary layer thickness increases) with increasing distance due to fluid 
thermal conductivity, the heat flux (related to heat transfer rate) and the heat transfer 
coefficient decrease with increasing distance from the leading edge of the flat plate. 
However, when the flow transitions into the turbulent boundary layer, the heat flux 
(and heat transfer coefficient) is much greater than when the flow is laminar. This is 
because a major portion of the heat transfer is due to turbulent, random motion in the 
turbulent boundary layer. 

It is noted that heat flux is proportional to the heat transfer coefficient and the 
temperature difference between the free stream and the surface. The heat transfer 
coefficient increases with increasing free stream velocity (thinner hydrodynamic and 
thermal boundary layers) and the fluid thermal conductivity, as shown in Figure 6.4. 
This implies that the heat transfer coefficient, heat flux, and Nusselt number (the 
dimensionless heat transfer coefficient) increase with Reynolds number. 

Another important parameter in heat transfer study is the role of the Prandtl 
number (Pr). The Prandtl number is a ratio of kinematic viscosity to thermal dif- 
fusivity, or a ratio of velocity to temperature boundary layer thickness, as sketched 
in Figure 6.4. For example, the thermal boundary layer thickness is identical to the 
hydrodynamic boundary layer thickness if Рг = 1, as discussed above. However, in 
real life, different fluids have different Prandtl numbers. In Chapters 7, 8, and 10, we 
will see that the Nusselt number is proportional to the Reynolds number and Prandtl 
number for both laminar and turbulent flows (using a different power and constants). 
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FIGURE 6.4 Thermal boundary layer, heat transfer coefficient, and heat flux profile. 
Nusselt number: 
hx 
Mia зл aRe’ Pr" 


Prandtl number: 


pr- Y- Ip _uC, 6 
a  klpC, k Or 


The Prandtl number is a property of fluid; it shows the ratio of momentum transfer 
versus heat transfer. 


Air or gas Pr = 0.7 

Water Pr = 2 ~ 20 

Oil Pr = 100 ~ 1000 

Liquid metal Pr = 0.01 ~ 0.001 


When the temperature increases, the viscosity and Prandtl] number for oil decrease. 


6.2 GENERAL HEAT CONVECTION EQUATIONS 


For a fluid moving over a heated or cooled surface, the general 3-D pressure profile 
P(x, у, z, t), velocity profiles u(x, у, z, 0, v(x, у, z, À, and w(x, у, z, t), and temperature 
profile T(x, y, z, t) can be obtained by solving the following continuity, momentum, 
and energy equations inside the hydrodynamic and thermal boundary layers over the 
heated or cooled solid surface [1—3]. 

Conservation of mass (continuity equation): 


9P Lv (oy)- 
2: +V(pV)=0 (6.1) 
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where 
V =iu+ jv kw 


and 


(QAR 


are the velocity vector and the del operator for the unit vectors, i, j, and k in the x-, y-, 
and z-directions, respectively. 
Conservation of momentum: 


в. = -УР+ uV?V + pg (6.2) 
Dt 
Conservation of energy: 
Dh DP 
=—— +V-kVT+uD+q 6.3 
Pye D uo tq (6.3) 


where Л = e + (1/2) У-У, and e is the specific internal energy. ® is often called the 
dissipation function with the form 


2 2 2 2 2 2 
D-2 (2: " ду «(29 4 ди | ду (2) ду dw (6.4) 
Ox ду oz Oy Ox Oz Ox дт ду 


Апа д is the heat generation per unit volume. 


6.3 2-0 HEAT CONVECTION EQUATIONS 


Many real-life applications for a fluid moving over a solid body can be modeled 
as 2-D boundary layer flow and heat transfer problems. We need to know the 2-D 
velocity profiles, u(x, y, f) and v(x, y, f), to calculate the wall shear stress (related to 
pressure loss) and the friction factor along the surface for a given fluid at given flow 
conditions. In addition, we need the 2-D temperature profile, T(x, y, 2, to calculate 
the wall heat flux (related to heat transfer rate) and the heat transfer coefficient along 
the surface for a given fluid at given thermal BCs. Since the fluid is moving due to 
a pressure difference between the upstream and downstream fluid and the viscous 
boundary layer effect over the solid surface, it is necessary to perform conserva- 
tion of mass (continuity equation) and momentum (momentum equation) through 
the boundary layer to solve for the velocity distributions over the surface. Similarly, 
since the heat transfer is due to the temperature difference between the free stream 
and the surface and the energy carried with the moving fluid, it is necessary to per- 
form the conservation of energy (energy equation) through the thermal boundary 
layer to solve for temperature distributions over the heated (or cooled) surface. 
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Consider a small 2-D differential fluid element (dxdy) at any point within the 
boundary layer, the following shows a step-by-step derivation of the 2-D conserva- 
tion equations for mass, momentum, and energy through hydrodynamic and thermal 
boundary layers over a solid surface [1—3]. 

Conservation of mass: 

Perform a mass balance, as shown in Figure 6.5: 


д д д 
~5 (Pu dy)ds - 5 ру) = ЭДР) (6.5) 
If the flow is steady: 
-2 (pu dy) dx = pres jay -0 
alpu) o(pv) |, 6.6) 


=—+=—=0 (6.7) 


Conservation of momentum: 
From Newton’s Second Law, the net force exerted on a body equals the momen- 
tum change. 


|” de ov dx) dy 


— 
dy+2(pu dy) d 
u 2 
pu dy Р Te pum их 
—=›» Ay — > KE 


Ax 
"| E 


E dx 


FIGURE 6.5 Conservation of mass. 
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where a, is the acceleration in the x-direction, and a, is the acceleration in the 
y-direction. 

The force exerted on a control volume and the momentum change are shown in 
Figure 6.6. 


д д ОР, д зү, д д 
Or + —T, £ = u |+ uv)+ —(pu (6.8) 
Ох "пу m 2, P) ay e) (pu) 
KS se cn ——— 
normal shear pressure convective term unsteady 
Stress Stress gradient term 
From Navier-Stokes for a Newtonian, incompressible fluid: 
ди 
O, =2u— (6.9) 
Ox 
9 
Ty + ay (Ty) dy 
— 
С, [E 2 (0,) 4х 
дх 
Р P42 
д x + — (P,) dx 
ox 
«—— 
m 
9 
| pv dx dz-u + Эу?” dx dz-u) dy 
ри-и зуг on u dy dz) dx 
pu-udydz ox v 
——— ——» 


FIGURE 6.6 Conservation of momentum. 
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ди ду 
= Ty = u| 2+5 1 
Ту =, (i (6.10) 


Substituting Equations (6.9) and (6.10) into Equation (6.8), we obtain 


Ox Ox) ду ду Ox Ox Ox ду дї 


For a steady-state, constant-property flow, the left-hand side can be expressed as 


"na. au 920 ou " аи Р 92u " 920 
d ay? "Эхду — М х2 V ay 52 F эхду 


д?и 921 9-(9и 2) 


ax? ду ax \ a ду 
Q8 А д?н Р au B 
"ay "Va "ay 


The right-hand side can be expanded as 


2. (ou °)+ у; ou LL a ep 
ax uide CAR TR 


КООРУ 
reg” "ду © ay 


Introduce the mass conservation equation, and we will obtain the x-direction momen- 
tum equation: 


ПРИ ИЕ С А (6.11) 
дх ду pox ox! ay’ | 


convection pressure stress 


Similarly, we will obtain the y-direction momentum equation from Equation (6.11) 
by changing и and v inside the derivatives, and considering the pressure gradient in 
the y-direction: 


Жа ду _ Ich v | g?v 


= 6.12 
Ок Оў р ду "au | Oe P 


Conservation of energy: 
Beginning with the more general equation for unsteady flow: 
Perform energy balance as shown in Figure 6.7, 
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9 : 9 Е 
4*5, 49 dy pvi dx de (ри dx dz) dy 
Eos y+dy E ys dy 
9 
a ds + = (qx) dx 
дх 
Е сопа, х» —— Есопах +ах 
Ay 
conv, х---» Ах —_ Econvx * dx 
pui dy dz LN pui dy der (pui dy dz) dx 
X 
Ёсопду Ёсопуу 


i=enthalpy 
— 
Internal energy 
FIGURE 6.7 Conservation of energy. 


9(рахау:С, - T) 
дї 
(6.13) 


да, dx ^d dy M ( 


Ox y x 


ри4у-С, T)ar- 2 (руйс-с, -Т)ду- 
y 


NOE) A atje 277227 2 Gai а Gar d 


дї дх ду дх\ Ox) ду\ ду К 

— ын 

unsteady convection heat diffusion heat 

generation 
+ Luo 
heat Fm (6. 14) 
source due to friction 
For steady-state and constant properties: 
T T "rw T 
gu. oT ae tao t Bas (6.15) 
Ox ду Ox” ду pc, 
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6.4 BOUNDARY-LAYER APPROXIMATIONS 


The above-derived boundary equations are not easily solved analytically. Therefore, 
boundary layer approximations, as shown in Figure 6.8, can be employed to simplify 
the boundary equations as follows: the velocity in the x-direction is greater than that 
in the y-direction; the streamwise velocity change in the y-direction is greater than 
that in the x-direction; the temperature change in the y-direction is greater than that 
in the x-direction. 


и > y 
ди ди ду Qv 
СЕСЕ > —, o =— 
ду Ox Ox ду 
т „ дт 
ду дх 


Therefore, the continuity equation remains the same. Assuming steady flow and 
constant fluid properties, the momentum equations in the x- and y-directions can be 
simplified as 


и +v = +v (6.17) 


—-——— 20 (6.18) 


For an incompressible flow, that is, M < 0.2, Ф ~ 0, the energy equation becomes 


u +v =a (6.19) 


Outside of the boundary layer, we have potential flow (и effect — 0, v — 0, du/dy > 0); 
Equation 6.17 reduces to 


ee (6.20) 


* Әх р дх 


FIGURE 6.8  Boundary-layer approximations. 
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Note that Equation (6.18) implies that there is no pressure change in the y-direction 
within the boundary layer. Equation (6.20) implies that the pressure change in 
the x-direction within the boundary layer can be predetermined from the velocity 
and its velocity change in the x-direction outside of the boundary layer. Therefore, 
Equation (6.20) can be substituted into Equation (6.17) to solve for the velocity 
profiles inside the boundary layer. 


6.4.1 BOUNDARY-LAYER SIMILARITY/ DIMENSIONAL ANALYSIS 


Here we want to generalize the application of the above-derived boundary layer 
approximation equations. Most often, we want to apply the boundary layer equa- 
tions from a small-scale test model to a large-scale application or from a large-scale 
test model to a small-scale application. This is called boundary layer similarity or 
dimensional analysis. The following is a common way of converting dimensional 
parameters into nondimensional parameters [2]. 

Let 


(6.21) 


Then, the conservation equations can be written as 


дх ду i 


9 уди ae v ди 
Ox ду ox UL ду” 


ӘТ" ӘТ 2 a OT 
Ox ду ULL ду? 


The coefficient is 


a 1 1 
UL (U.LIv)-(v/a) RePr 


(6.22) 
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The above similarity functional solutions can be written as 


x um ар" 
и = i oy 253 
ах 


ди 
ду 


и. Ou’ 


Tw = = : 
ИР І ду 


where 


ди 


Tw (0.11) ( А Z) 
C,- - „Rer, = 6.23 
£= (72) pv2 (ирт P "а oe) 


2 А АР” 
С, = „Re Ea 
: ы {+ P! dx | 


Special case: when flow over a flat plate dP*/dx* = 0, the average friction factor can 
be determined from the Reynolds number as: 


2 


C= f; (Re;) = aRe? (6.24) 
| Ке; 


Similarly, the temperature and heat transfer coefficient can be obtained as 


: s АР” 
Т = als ‚у ‚Ке; Pr, 2 


* 


-k(ƏT12y) l- ; | 
p= 2801/дуЛ КӘТ ZZ 2533 (6.25) 
Х 


To. Loy 


y -0 


Nu; «IL s (s Rem | 


Ти 


For flow over a flat plate, dP*/dx* = 0, the average Nusselt number can be deter- 
mined from Reynolds number and Prandtl number as 
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co cb 
Nu, = P = fs (Re; Pr) = aRe;7 Pr" (6.26) 


The above analysis concludes that for flow over a flat plate, the local friction factor 
(at a given location x) is a function of only the Reynolds number, and the local heat 
transfer coefficient, or Nusselt number (at a given location x), is a function of both the 
Reynolds number and the Prandtl number. 


6.4.2 REYNOLDS ANALOGY 


Assuming that Pr = | (approximation for air, Pr = 0.7), the above friction factor and 
the Nusselt number can be reduced to the following: 


2 


Cz = *,Re 6.27 
к= ср (x Rei) (6.27) 
Nu, = f, (x^, Re,,Pr) (6.28) 
If f, 2 fj, Рг = 1, 
Re 
бу = р ў М 
1 N ALIk h 
2 Ке-Рг (oVL/u):(uC,/k) | pC,V 
Reynolds analogy: 
1 
2С,-5 (6.30) 
2 
Experimentally, we obtained 
jor -St (6.31) 


where 0.6 < Pr < 60. 

The importance of the Reynolds analogy is that one can estimate the heat 
transfer coefficient (or the Stanton number, St) from a given (or a predetermined) 
friction factor, or one can calculate the friction factor from a given (or predeter- 
mined) heat transfer coefficient (or St) for a typical 2-D boundary layer flow and 
heat transfer problem. The original Reynolds analogy is shown in Equation (6.30). 
However, Equation (6.31) is also referred to as the Reynold's analogy, including 
the Prandtl number effect. 
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6.5 MASS TRANSFER 


6.5.1 THE CONCENTRATION BOUNDARY 


The velocity and temperature boundary layers determine surface friction and con- 
vection heat transfer, respectively. In a similar way, the concentration boundary layer 
determines convective mass transfer. Consider a mixture of chemical species A and B 
flowing over a flat surface, the concertation of species A at the surface is СА, kmol/m/, 
in the free stream the concentration is СА, kmol/m*. Between the surface and the free 
stream, a concentration boundary layer is developed, as shown in Figure 6.9. 

For steady, 2-D flow of an incompressible fluid with constant properties, the con- 
servation of chemical species is: 


и 


tv 


ОС OC. = Du 5 +551) 


Ox ду gi ду. 
Based on the boundary layer approximation, 264 > ёо , the above equation is 
y x 
simplified: 
2 
,2€ + ,2€ zog Ca 
Ox ду ду 


Based on the heat and mass transfer analogy, the molar flux can be written as: 


MX = —Dag 


ду 


where Р дв is the binary diffusion coefficient from A to B. The species molar flux and 
mass transfer coefficient at the surface can be combined: 


» aC 
МА =—Dap 4 
dy y=0 
Mixture of A+B 
УУ 
| Cio Uso 
Us | 
! 
Cho | б, бе 
| 
их С Ам 0 L 


FIGURE 6.9 Concentration boundary layer over a flat plate. 
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Based on boundary layer similarity parameters, the above concentration equation 
becomes: 


С, = Ca = Cw 
Cs БУС Caw 


Са "Са Рав 2C, _ 1. СА 
дх ду ЦІ ду? Re-Se dy” 


where 
Dap _ (2 . Dag = Daplv _ 1 
UL UL у Ке Ве-5с 
with 
Re = Ual., Sc= á 


The boundary conditions are specified as: 
ci (x*,0)=0 


С, (х.е) = 1 


The solution to this equation has the functional form of: 
Ce 16 y Ress | 
dx 


From the above heat transfer analysis, we obtain the mass transfer coefficient: 


ав А Сл» жЕ Сз» . OC, 
L Сл. – Саъ ду 


_ Das OCA 
L ду |у. 


т 


y'-0 


The species density, рд, is the product of the species concentration, Сд, and the 
molecular weight, w4. Therefore, the species mass flux, m4, can be written as the 
product of the species molar flux, МА, and the molecular weight, w4. 
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^H д 
тА = —Dag 2 
„бы 
ду у=0 
hn = 5 
Pa wo PA 


Define the dimensionless parameter, known as the Sherwood number. 


_ h,L СА 


Sh= = 
Dap ду 


y -0 


Therefore, the local Sherwood number and the average Sherwood number become: 


* 


Sh = Ed | 
ах 


For flow over a flat plate: 
dx 


From Figure 6.9, the Schmidt number is a measure of the ratio of the velocity to con- 
centration boundary later thickness as: 


The Lewis number relates Pr and Sc: 


NN 
Dag Рг 


Le 


6.5.2 Heat, Mass, AND MOMENTUM TRANSFER ANALOGY 


Momentum Transfer—Velocity Boundary Layer: 


и = a(x oy Re, | 
dx 
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gu 
dx 
2 gw 2 Р 
= -— = x ,Re 
4 Re, ду 0 Re, Al 2 
"zm 2 FI m 
С, = f; (Re;)2 aRe7 


Ве; 


Heat Transfer—Thermal (Temperature) Boundary Layer: 


Т” = f(s Rese 2 | 


X 


_ М, oT 


p = Ж%(х`,Ке, ,Рг) 


0 


Ми 


Nu = f; (Re,, Pr) = aRe7 Pr" 


Mass Transfer— Concentration (Density) Boundary Layer: 


: a dp 
C= sp E Re, Se] 
dx 


ВЫЕ. dC 
Dap ду 


Sh = f; (x Re, ,Sc) 


0 


Sh = f,(Re,,Sc) = aRe7 Sc" 
Dimensionless Parameters: 


L L inertia force 
pum Reynolds number ~ — — — — 
u v viscous force 


locity boundary 1 " 
Рг = — = ян Prandtl number ~ иии. | : | 
a 


thermal boundarylayer \ ô, 


AL | : : 
Nu = — Nusselt number ~ dimensionless heat transfer coefficient 
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Sc = Schmidt number ~ 


velocity boundary layer ôy 
Dap concentration boundary layer 


бе 


h,,L Я : : 
Sh = —— Sherwood number ~ dimensionless mass transfer coefficient 
AB 


a 5, . thermal boundary layer ô, й 
Le= = — Lewis number ~ - - 
Dap т concentration boundary layer 6. 
Л Nu 1 -213 
St = = = —С,.Рг ^ heat transfer Stanton number, for 0.6 < Pr < 60 
pev Re-Pr 2 > 
hm Sh 1 -an 
St, = — = = —C,-S." mass transfer Stanton number, for 0.6 < Sc < 3000 
v Re-Pr 2 ` 
h -2/3 " | | 
"nz рс, Sc = pc,Le™ relationship between heat and mass transfer 
" coefficients 


St = St,, special case if Pr = Sc = 1 
h = pcyh,, special case if Pr = Sc = 1, or Le = 1 


6.5.3 EVAPORATIVE COOLING Mass TRANSFER 


Air (species B) at T flows over the water surface (species A) at Т„. For a steady-state 
condition, the molar transfer rate of species A (M 4,kmol/s) can be expressed as: 


М, = h, Ag [Cas (T, ) эн Суь (T. )] 


where Л,, (m/s) is the convection mass transfer coefficient, the molar concentrations 
С..(Т,) and Са... (T..) have units of kmol/m’. 

The species transfer rate may also be expressed as a mass transfer rate (ma, kg/s) 
by multiplying both sides of the equation by the molecular weight w4 (kg/kmol) of 
species A, thus: 


тА = МА мд 


= hin As | Pas (T, ) ын PA (T. ) : ф.. ] 
= water evaporative mass transfer rate, kg/s 


where 
PAs (T, ) = Cas (T, ) "Wa 
= saturated water vapor density at temperature T, , kg/m? 


КЕ 


Р. 
= —— (based on the ideal gas law) 


w 
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Pas (T. ) = CA (Too) Wa 
= saturated water vapor density at temperature T.. , kg/m? 


Pis 
po ( based on the ideal gas law) 
RT. 


со 


~- = humidity of air flow 
= Ofor dry air flow condition 


Therefore, the water evaporative heat rate (kW) can be expressed as: 
devap = Ma ` hyg 


where 

hy = latent heat of water evaporation, kj/kg 

Note that the required energy to provide water evaporation is from the air flow 
(i.e., Т. > T,,). The energy balance on the water surface is: 


Qcow = ҺА, (T. — Т,) convection heat transfer 


= evap = тА ` hy, convection mass transfer 


If we consider radiation from the sun, the energy balance on the water surface becomes 


conv Е rad = evap 


If a heater is immersed inside the water, the energy balance can be written as 


conv + rad + neater = Чеуар 


6.5.4 NAPHTHALENE SUBLIMATION MAss TRANSFER 


Sublimation is the phase change directly from the solid to the vapor phase. This 
process can be observed from frozen carbon dioxide (dry ice) at room temperature. 
The cloud surrounding the dry ice is a mixture of the carbon dioxide gas and the 
surrounding humid air. Naphthalene is a substance, commonly available, which 
undergoes this phase change from solid to vapor at atmospheric pressure. Moth 
balls, which can be purchased at most grocery stores, are over 99% naphthalene. 
Over time, the moth balls gradually go through the sublimation process, where the 
naphthalene diffuses through a space as a vapor. This vapor prevents moths, or other 
insects, from infesting the space. 

When a surface coated with naphthalene is exposed to forced air convection, it 
sublimates at room temperature. Consider air flowing over a naphthalene-coated flat 
plate, the amount of mass that sublimates can be used to obtain the local or aver- 
age mass transfer coefficient. By using the mass transfer analogy, the heat transfer 
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coefficients can then be calculated. One of the primary advantages of using mass 

transfer over traditional heat transfer methods for the measurement of the convec- 

tive heat transfer coefficients is that no heating of the surface or the fluid is required. 

Without direct heating, the challenge of accounting for heat conduction loss during 

the thermal experiment is eliminated. Refer to Chapter 10 of Experimental Methods 

in Heat Transfer and Fluid Mechanics by Han and Wright [4] for additional details. 
The naphthalene sublimation rate (m A kg/s) can be determined as: 


ma = lin As[ Pa (Tw) ра(Т.)] 
where 
Pa (T, ) = local density of naphthalene vapor at the surface at T, 
= P, ІКТ, (based on theideal gas law) 


where 
R = naphthalene vapor gas constant 


P, = the partial pressure of naphthalene vapor 


ввд_6713 | 


_ ^ TCR) 
= 47.8802410 


DA(T..) = local density of naphthalene vapor at the free stream Т„ = 0 for air 
flows over the naphthalene coated plate 


For many practical applications, we would like to obtain the convection heat trans- 
fer coefficient, h, from the mass transfer coefficient, h,,, by using the heat and mass 
transfer analogy. In this case, we need to determine the mass transfer rate, m4, first 
in order to find the mass transfer coefficient, An. 

Consider air flowing over the naphthalene coated plate, the naphthalene sublima- 
tion rate (m, т kg/s) over a period of time, At, can be expressed as: 


_ A Az 
Ma = [она naphthalene ` 44s * At 
where 
Az = naphthalene sublimation thickness (m) 
Psolidnaphthalene = the density of solid naphthalene at air temperature (kg/m? ) 
At — the duration of the sublimation (seconds) 


After m, is measured, Л,, can be determined from the above equation: 


ma = hy As [ Pa (Т,)- pa. )] 
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and 
Sh = h,, L/D ap 
with 
V 
Рав = Sc 


Based on the heat and mass transfer analogy, the convection heat transfer coefficient 
(and Nusselt number) can be calculated as: 


1/3 
Nu- „28 Sh- (2) 
Sc 


where 


Pr = 0.71 for air 
Sc = 2.5 naphthalene to air 


On the other hand, if the heat transfer coefficient is given, we can predict the mass 
transfer coefficient from the heat transfer coefficient by using heat and mass transfer 
analogy, i.e., 


sc Y^? 
hn = hpc,Le?? = hpc, £3 
Pr 
where 
Pr — 0.71 for air 
Sc = 2.5 naphthalene to air 


Then the naphthalene sublimation mass transfer rate тд can be predicted from the 
above equation. 


REMARKS 


This chapter provides the basic concept of boundary-layer flow and heat transfer; it 
focuses on how to derive 2-D boundary-layer conservations for mass, momentum, 
and energy; boundary-layer approximations; nondimensional analysis; and Reynolds 
analogy. Students have come across these equations in their undergraduate-level heat 
transfer. However, in the intermediate-level heat transfer, students are expected to 
fully understand how to obtain these equations. In addition, we have briefly touched 
on the mass transfer and the heat-mass transfer analogy. 
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PROBLEMS 


6.1 For hot-gas flow (velocity V.., temperature Т) over a cooled convex surface 
(surface temperature T), answer the following questions: 


a. 


b. 


е. 


Sketch the “thermal boundary-layer thickness” distribution on the entire 
convex surface and explain the results. 

Sketch the possible local heat transfer coefficient distribution on the con- 
vex surface and explain the results. 

Define the similarity parameters (dimensionless parameters) that are impor- 
tant to determine the local heat transfer coefficient on the convex surface. 
Write down the relationship among those similarity parameters and give 
explanations. 

Write down how to determine the local heat flux from the convex surface. 


6.2 For cold-gas flow (velocity У„, temperature Т.) over a heated convex surface 
(surface temperature T), answer the following questions: 


a. 


b. 


e 


Sketch the “thermal boundary-layer thickness" distribution on the entire 
convex surface and explain the results. 

Sketch the possible local heat transfer coefficient distribution on the con- 
vex surface and explain the results. 

Define the similarity parameters (dimensionless parameters) that are 
important to determine the local heat transfer coefficient on the convex 
surface. 

Write down the relationship among those similarity parameters and give 
explanations. 

Write down how to determine the local heat flux from the convex surface. 


6.3 Derive Equations (6.11), (6.12), (6.15), and (6.16). 
6.4 Derive Equations (6.23) and (6.25). 
6.5 Derive Equation (6.30). 
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External Forced 
Convection 


71 LAMINAR FLOW AND HEAT TRANSFER OVER A 
FLAT SURFACE: SIMILARITY SOLUTION 


External forced convection involves a fluid moving over the external surface of a 
solid body and forming hydrodynamic and thermal boundary layers around the 
surface. There are two well-known methods to solve external boundary-layer flow 
and heat transfer problems. One is the similarity method to obtain the exact solu- 
tion. The other is the integral method to obtain the approximate solution. This sec- 
tion begins with the similarity method [1—6]. Figure 7.1 shows stream lines for flow 
over a flat plate. There is similarity of the velocity from stream ling to stream line. 
From location to another, the velocity (temperature) profiles look "similar" at each 
x-location. Like a rubber band being stretched, the master velocity profile can be 
stretched appropriately at each x-location to fit the actual velocity profile along the 
surface. Therefore, we define a stream function, y. The stream function is a function 
of the similarity variable, and the introduction of the stream function allows us to 
convert two nonlinear partial differential equations (PDEs) into a single, nonlinear 
PDE. Making use of similarity, the nonlinear PDE becomes a higher order, nonlinear 
ordinary differential equation (ODE). The final ODE can be solved using the Blasius 
series or numerically with a Runge-Kutta (RK) method. 
Define the stream function, y, to satisfy the continuity equation: 


и= ^. (7.1) 
v= -2 (7.2) 
The continuity equation, as shown in Equation (6.7), is automatically satisfied. 
A + x =0 
ZR A. о Оз) 


The x-momentum equation, as shown in Equation (6.17) with ӘР/дх = 0, becomes: 
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Streamline 


FIGURE 7.1 Stream lines for flow over a flat plate. 


2 2 3 
21153 PY (23) 04) 


=V 
dy\axdy) ax ду! ду 
Now, we introduce the similarity variable, 7), to combine x and y into a single variable: 


P(x,y) > Y(n) 


The master profile (rubber band) can be stretched from location to location. In other 
words, the velocity profile can be represented as: 


The similarity variable, у, is proportional to у, and the proportionality factor depends 
on x. We can now apply the similarity concept from Figure 7.1, 


y qs 52 (7.5) 


bd 
Y- 4x f=a = s(n) 16) 


п is the similarity variable and fis the similarity function. 


In Equation (7.4), we need to replace y, x, and y with the new similarity definitions: 


_ Gy 
Цан 
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Р IRE 
са Е 


ОР PYN dx „с; c, 
= = = / 
dy дп ду а“ 4x a 


ov — дү Ух fl ар af дп үх fl 1 
n ðn дх С,  C24x 


дх 
-0| | fii 


ax С, C12 4x 


+ 
24x С,) Q 2x 
1 1 2 
- ie Pm 
where 
, Of on C, 91 (3/2) n 
= 1 - 3 = С н 

f on? dy Vx’ dx “ 2x 

Similarly, 


Oy dfd¥) (с p odf cf 
dy ду\ ду) ду\ с, «G3 ду а ух 


ov оа | 0162171:0:2 (212 
dy dy\ ду) ду(С Ух) а дп Ух) ду 
2 С; 1 J” С, = C; f ” 
С, Vx” Vx С, x 


PY a(aw| a Cop). д Co „\|дп 
дхду дх\ dy) x(G” ) anc,” Jax 
-C p -i) 
-2 p( 2X 


The new definitions are now inserted into the stream function momentum Equation (7.4). 
Ov ( PP ov PY =y Ow 
ду\дхду) дх ду! ду? 


e r(erC2- го ох (@©) 
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After simplification, we obtain: 

If" + 2vcc f" =0 (7.7) 
This is the similarity momentum equation. The momentum equation has changed 


from a second-order, nonlinear PDE to a third-order, nonlinear ODE. 
To solve the ODE, let us begin by assuming: 


VCC = 1 (7.8) 
At y = oo: 
MEI 2v ‚© 
ду J5 e 
Now, allow: 
22-41 (79) 
С 


From Equation (7.9), f (c9) = 1. In addition, at the wall, и = 0; therefore, f’(0) = 0. 
Now, with Equations (7.8) and (7.9), we obtain 


U.. 
C= 
ү 
1 
С = 
VU» 


Therefore, 


y у Ш. у 
С Ве, 7.10 
3 : Ух Ух v x " ( ) 


Y Y 
Vx [vux 


у= С (7.11) 


where f and п are similarity function and similarity variable, respectively. Finally, we 
obtain the following: 


ov C 
= =f = 7.12 
а dy С, f f oe 


ow 1 1 "NENNT 
(и) 207-2) (713) 
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ш ae velocity profile (7.14) 


Jar" Ua 


2 
= сэл - 401.) = velocity gradient (7.15) 


4 ат ап 


The boundary conditions (BCs) need to be transformed from x, у, и, and v into the 
similarity variable and function. Beginning at the surface (y = 0): 


f(0)=0 (7.16) 
Now at the edge of the boundary layer (у — oo): 


у=ео; u = Un 


The momentum equation combines with the BCs to form a third-order, ODE: 


mao l ” 
{к= эЛ (7.17) 


Equation (7.17) is the Blasius Equation for boundary layer flow over a flat plate. It 

may be solved by expressing f(7) in a power series (1908 Blasius Series Expansion) 

with the above-mentioned BCs as: 

an? lom el om 375021)! 
21 2 5! 4 8! 8 1l 


f-f=n-B- des 55) Jojo (7.19) 
n 


f=fi= 


+- forsmalln (7.18) 
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where a = 0.332, f = 1.73, and y 2 0.231. Thus, f’ can be obtained. f' = an, 
f" =a = 0.332. Then и and v can be determined. 
Equation (7.17) can also be solved by numerical integration as 


К __1 ” 
pex 


Now, integrate both sides: 


рга 


Ui 
inf” -- [7 ran«c 
0 


-Juatran) 
f'-e? С, 


n 
р -и (ат) 


TS ar - | e? dr: С, + С, 


where 
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ra -[ua(ran) 
i- | e? dn * С, 
0 
Ш 
P - jua(ran) 
C =| 1 Je ? dn 


0 


After grouping like terms, f can be determined by integrating f" a third time: 


n m 
f-a ЇЕ у an dn + C; 
00 


The third constant of integration, C}, is С; = 0 from f= 0 at 7 = 0. 
Finally, we have: 


nen (торға 
ЇЕ ne "anan 
f = 


Ге" 
0 


(7.20) 


We сап apply numerical integration (trapezoid гше) to solve for the similarity 
function, f. With the trapezoid rule, we will need an initial guess, and the guess is 
checked based on convergence of the solution. From the numerical solution, f (u/U..) 
should converge to approximately 0.99 at the edge of boundary layer (у — 5). For 
example, use of the trapezoidal rule for the numerical integration: 

Choose max = 5 = Ау: №, when N = 50 (the number of integration steps), Ау = 0.1 

Let n,,, =; + An fori = 0, 1, 2, ..., with n, =0 

Initial guess f; = rj; 

Calculate 
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Next, calculate 


Now, check the convergence. Is 1— /;°* /f;"" 
the process with another initial guess. 

From the tabulated data shown in Table 7.1 [2] or Figure 7.2, for a given 
Re, = рО. х/и, the velocity profile и (х, y) at any location (x, y) and the shear stress f" 
at the wall (y = 0, 7 = 0) can be determined. 


« €, for i = 0, 1, 2,..., М? If not, repeat 


TABLE 7.1 
Flat Plate Laminar Boundary Layer Functions [2] 


| U u 
= Aso f # Же Р 
153 vx f U.. 


0 0 0 0.332 
0.4 0.027 0.133 0.331 
0.8 0.106 0.265 0.327 
1.2 0.238 0.394 0.317 
1.6 0.420 0.517 0.297 
2.0 0.650 0.630 0.267 
2.4 0.922 0.729 0.228 
2.8 1.231 0.812 0.184 
3.2 1.569 0.876 0.139 
3.6 1.930 0.923 0.098 
4.0 2.306 0.956 0.064 
44 2.692 0.976 0.039 
4.8 3.085 0.988 0.022 
5.0 3.284 0.991 0.017 
5:2 3.482 0.994 0.011 
5.6 3.880 0.997 0.005 
6.0 4.280 0.999 0.002 
6.4 4.679 1.000 0.001 


6.8 5.079 1.000 0.000 
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Universal 
velocity profile 


о Experimental data 


7 
Цийгэ Re, 


FIGURE 7.2 Graphical sketch of velocity profile from similarity. 


FIGURE 7.3 The thermal boundary layer concept. 


The similarity function for temperature is shown in Figure 7.3. Let 


T — Ту и= 0 
0- 9 = р 721 
+! и. -0 r) Ци 


The energy equation becomes 


дч дө OV 20 | o2? 
ду Óx | Ox ду ду? 


(7.22) 
Performing 


C2 
90 00900 yj 
dy дпду 


20 2(290) 2(C | д(Сь,/) дт Ci 
dy ду(ду) Gy Nx ) т\к ) ду x 
дө 20 an _» -n 
dx on дх 2x 
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Inserting this into the energy equation, we obtain 
Р 1 , 
0" + —Pr f? =0 
2 
BCs: 


6(0)=0 
@(c)=1 


Finally, Equation (7.23) can be solved as: 


aty = 0, 00) = 0, C, = 0 
at y = оо, Ө(со) = 1, 


1 
aT ~{"pr/2{ fan) 
| e" ` “dn 
0 
Therefore: 
шиг: 
0 = 0 


| «лай 


0 
n 


0- ШОНД dn 


0 
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(7.23) 


(7.24) 


(7.25) 


(7.26) 
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where 


1 
f ef- fo (ran) dn 


If Pr = 1, f' = 0, the thermal boundary layer is the same as the hydrodynamic bound- 
ary layer (the derivative of Equation 7.20 = Equation 7.25). 

For a given Pr, 0 and 6’ can be determined if f" has been solved previously. 

For example, 


Ө'(0) = (7.27) 


Ш f" 
f= (1/2) f" 


Ui 


[ran = 21” 


0 


[ur ran) 


f’ =e 


From the tabulated data, or Figure 7.4, the temperature profile T(x, y) at any location 
(х, y) and the heat flux at the wall (y = 0, 7 = 0) can be determined. From 7, we obtain 
0 and T(x, y) for the given Prandtl number. 

Note: Ө can be defined as: 


T-T 

0 = — 

jm 
_T-Ty gata te 
ba Ly Td 

1 1 
Pr»1 
Pr<1 Pr<1 

Pr> 


5 
Ии, 5 
=y |2. И. 
n Уух dA 


FIGURE 7.4 Graphical sketch of the temperature profile from similarity solutions. 
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or 


as shown in Figure 7.4. The thermal boundary thickness (7) decreases as the Prandtl 
number increases, also shown in Figure 7.4. The thinner thermal boundary layer 
implies a larger 0". 


7.1.1 SUMMARY OF THE SIMILARITY SOLUTION FOR LAMINAR BOUNDARY- 
LAYER FLOW AND HEAT TRANSFER OVER A FLAT SURFACE 


The foundational momentum equation developed in the previous section can be used 
to calculate boundary-layer thickness, shear stress, and the friction factor for a given 
Reynolds number. In addition, with the energy equation from the previous section, 
the heat flux, the heat transfer coefficient, and Nusselt number for a given Reynolds 
number and Prandtl number can also be determined. 

At a given location along the plate and off the surface, x and y, the similarity 
variable, 7, can be calculated from the freestream velocity (7.10). From Table 7.1 or 
Figure 7.2, the local velocity (f^) can be determined from the similarity variable (7). 

The boundary layer thickness can be estimated where и/(/, = 0.99. Table 7.1 
shows f' reaches 0.99 at 7 = 5. Therefore, at a given x-location, the boundary layer 
thickness can be defined as r] — ( y/x) Rex = 5 where y = ô. Based on the definition 
of the similarity variable, we see the boundary layer thickness is proportional to Vx. 


ô 5 


ô ~ x 


The wall shear stress can be determined from f^ 


get) = 2113 
"б ду PY IY Jo 
247 | C3 | 
=U ду? їн и ст! P 
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From Table 7.1 (or Figure 7.2), f” (1 = 0) = 0.332. Therefore: 


T, = 0332. 42°. {PE (7.28) 
X 


The shear stress decreases with increasing x because of the increasing thickness 
of the boundary layer (the velocity gradient decreases with increasing x). From the 
numerical integration and the wall shear stress, the local skin friction coefficient can 
also be determined: 


Ty 
Cr = 1 я 
=рих 

20 
_ 0.664 
Ве, 
TES 


Integrating from x = 0 — L, the average skin friction coefficient for the entire plate 
can be determined: 


— 1.328 
Ср = 7.29 
^ 7 Re, (7.29) 
where 
Re, = pu.L 
и 


From the solution of the energy similarity equation, the heat transfer coefficient and 
Nusselt number can determined from the temperature gradient (0^) at any x-location 
along the surface. 


oT 
»—-k—— 
2 ду у-0 
дт! OT an U. 
= = T. Т, .0 =0 ашыш 
ду 1 91) ду ! ( w) (n ) Ux 


itk, rine oy fE 


qu (x) = h, (Ty — T.) 
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_ 460) 
^ n, - T2) 
(n2 9). E 
EE 
"Uo 
h, =k; -0). Ё | (7.30) 
тын 


From Table 7.1 (for Pr = 1) or Figure 7.4, Ө'(7 = 0) = 0.332 Pr'^. 
Now to provide the dimensionless Nusselt number: 


Ne S 
К; 
х U. 
=—.|k,-@’(n=0)-,/— 
ето), E 


ото | 
-e(n-0) == 


Nu, = 6’(1 = 0): JRe, = 0.332,/Ке, Рг” 


We can obtain the average Nusselt number over the plate by integrating from 
x=0-L. 


Nu= Эх = 0.664./Re, Pr’ 


This Nusselt number correlation is generally well accepted for flat surfaces main- 
tained at a constant temperature and Prandtl numbers ranging between 0.5 and 15 
(not applicable to oils or liquid metals). Also, as a note, the heat transfer coefficient, 
and thus the Nusselt number, depends on both k, and 6' (n = 0). The similarity solu- 
tion method has provided an approach to determine the velocity and temperature 
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profiles within the boundary layer along the flat surface. The similarity variable and 
functions are shown in Figures 7.2 and 7.4, with Table 7.1 providing the numerical 
values. 


REMARKS 


There are many engineering applications involving external laminar flow heat trans- 
fer such as electronic component cooling and plate-type heat exchanger design. 
In the undergraduate-level heat transfer, there are many heat transfer correlations 
for Nusselt numbers as a function of Reynolds and Prandtl numbers. Students are 
expected to calculate heat transfer coefficients from these correlations for given 
Reynolds and Prandtl numbers. 

For the similarity method, students are expected to know how to derive the 
similarity momentum and energy equations with proper velocity and thermal BCs. 
Students are also expected to know how to sketch and predict velocity profiles inside 
the boundary layer, for a given Reynolds number, from the velocity similarity solu- 
tion using tables or figures; how to sketch and predict temperature profiles inside the 
thermal boundary layer, for a given Reynolds number and Prandtl number, from the 
temperature similarity solution using tables or figures. Here we focus on flow over a 
flat plate (zero-pressure gradient flow) with constant surface temperature BC and do 
not include the one at constant surface heat flux BC. 

As an advanced topic, the similarity solution can be extended to include vari- 
ous constant pressure gradient flows (such as flow acceleration or deceleration) with 
variable surface temperature BCs. These can be solved using the fourth-order RK 
method in order to obtain the velocity and temperature profiles with the forced con- 
vection boundary-layer flow. These topics are discussed later in Section 7.3. 


7.2 LAMINAR FLOW AND HEAT TRANSFER OVER 
A FLAT SURFACE: INTEGRAL METHOD 


The other powerful method to solve boundary-layer flow and heat transfer prob- 
lems is the integral approximation solution technique [1—6]. Instead of performing 
mass, momentum, and energy balances through a differential fluid element inside 
the boundary layer, as with the similarity method, the integral method performs 
conservation of mass, momentum, and energy across the boundary-layer thickness 
with a given differential element in the x-direction. It should be reiterated for flu- 
ids with a Prandtl number different from unity, such as gases, water, and oils, the 
hydrodynamic boundary-layer thickness is different from the thermal boundary 
layer. 


7.2.1 | MOMENTUM INTEGRAL EQUATION BY VON KARMAN 


This solution method begins by employing a control volume that is infinitesimal in 
the x-direction but finite in the y-direction across the boundary-layer thickness, as 
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— 
» pvdx or “| [pudydx 
— dx 


1 
а 
[риду — > [pudy = [(pudy)dx 
1 + 
Conservation of mass 


—_ 
--» pvl,.dx or U,, 17779 
--- dx 


po d 
| dy+— dy)dx 
[puudy ^ er pone Ат Ирвэс) 


Momentum change 


71 

9 
| Рау+=— [р 
ын! у+- | dy dx 


= 
т,дх 


[Рду E 
{ 


Net force 


FIGURE 7.5 Integral method. 


shown in Figure 7.5. We can apply mass and momentum conservation to the control 
volume. 
From mass conservation, 


ду ди 
ee =v! =-| "gy 
Ба [= |: 


pvdx = 21 (pudy)dx (7.31) 


From momentum conservation, 


б 
ty vrs PE д 5 pa dx = — S [(omay)ac- и. | (риау) а (7.32) 


momentum change 
net force 


where 


dé 
Pdy= -< Pfa = ped LS HE 
i n dx dx 


d 
Сах 


ар/ах =—pU,,(aU.,/dx) (from the momentum differential equation, at outside of the 
boundary layer, и = U., v = 0, 0?U./oy” = 0). 
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Therefore, 


dé 46 ай. а а 
pem -u. | pud 
5( pu. ra £ | puudy и. £ [ои у 


а ай. а 
-Ty = d И. —— | dy- и. | d 
j A Ж. dx J T dx Аж 
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d ал. а dU. ай. 
= —— dy -—— |ри.а -u= | dy+ = | d = | d 
4 [o 4 ах ЇР ? dy nae dx ind dx did 


d du... d 
=_[|ршау+ 2 [o и.)ау "LUE 
= | pu(u-U.)av+ = [р(и-и.)® 

dx dx 


гн | рии. —u)dy+ ®= (ри. -u)ay 
dx dx 


For flat plate flow, dU../dx = 0 


ди а 
w == — = — 4 d 
32, LT u)dy 
ди а 
= U.. )а 
ду "E us )% 


7.2.2 ENERGY INTEGRAL EQUATION BY POHLHAUSEN 


(7.33) 


(7.34a) 


(7.34b) 


The conversation of energy is applied to a similar element, as shown in Figure 7.6. 


бт 
q;dx = 2 
dx 
0 
8 
d 
- C,T.. [ 
dx d 


T К 
——— СТ, | pudydx 
dx 


ӧт 
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FIGURE 7.6 Conservation of energy in integral form. 


4: 


3, 8 
ү. pC,uTdy + i (è pC,uTdy)dx 


(7.35) 
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ôr 
= 4.|рсыцт — T..)dy dx 
dx 1 


or 
gear T ыг | pC,u(T – T..)dy (7.36a) 
ду Е" ах 1 
oT 4 
a = Jur T. )dy (7.36b) 
ду ien dx 1 


Equation (7.36b) can be compared directly to (Equation 7.34b) from the conversation 
of linear momentum over a flat plate (dP/dx — 0). 


7.2.3 OUTLINE FOR THE APPLICATION OF THE INTEGRAL APPROXIMATION METHOD 


This section outlines the process of using the integral momentum and energy equa- 
tions to approximate the boundary layer thickness, shear stress, thermal boundary 
layer thickness, and heat flux along the surface. This solution technique begins by 
assuming a generic expression for the velocity (и) or temperature (7) profile. BCs are 
applied to the general (assumed) function to obtain specific profiles. From the known, 
approximate, velocity and temperature profiles, the integral equations are used to 
estimate the wall shear stress and/or heat flux. As shown in Equation (7.36), in order 
to solve the thermal problem, the velocity profile be known. However, this method 
does not require the velocity and temperature profiles are assumed in the same form. 
For the hydrodynamic boundary layer (fluid mechanics problem): 


Step 1: Assume the velocity profile. Below are examples of commonly assumed 
forms of the velocity distribution within the boundary layer. 


и=а=М„ 
и=а+Ьу 
u=atby+cy’ 
u=atbytcy’+dy 
и-ачБучсу + dy +еу* 
u=atbyt+cy’ + ду +еу* fy 

Step 2: Apply the velocity BCs to determine the coefficients a, b, c, d, e, and f 
The assumed form of the velocity profile must satisfy the BCs for the given 


flow field. 
Step 3: Insert the velocity profile into momentum integral to solve for ó(x). 
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Step 4: Substitute ó(x) back into the velocity profile. 

Step 5: Solve for the wall shear stress, or friction factor (С,). The final solu- 
tion should not be in terms of the boundary layer thickness, 6, as this is an 
unknown quantity. 


2 NN иди! 2 y, 


C е 
^ (u2)pul (1/2) pu2 


Similarly, for the thermal boundary layer: 


Step 1: Assume a form for the temperature profile. Commonly used general 
equations are shown below: 


T =a+by 
T=at+bytcy’ 
Т =a+by+cy + dy 
Т =a+by+cy’ + dy +еу* 
T=atbytcy + ду +еу* fy 

Step 2: Apply the thermal BCs to determine the coefficients a, b, c, d, e, апа]. 
Step 3: Insert the temperature profile into the energy integral to solve for 6;(x). 
Step 4: Substitute (х) back into the temperature profile. 
Step 5: Solve for the surface heat flux and convective heat transfer coefficient, 

h. Again, the expression for the heat transfer coefficient should not be a 

function of the unknown hydrodynamic and thermal boundary layer thick- 


nesses, 6 and бу. 


qu | ~k(9T oy), 
T EE Т. Т, zu T 


h- 


Examples 


7.1 Assume second-order velocity and temperature profiles for the boundary 
layer flow to satisfy the following BCs. Determine the hydrodynamic and thermal 
boundary layer thicknesses. Also, determine the Nusselt number distribution along 
the surface. 


y=0 u=0 
y=0 u = И. 


222 


oT 
y=0 gas 
dy y=0 
у=бт T-T, 
oT 
у=бт эу = 
MS 


Solution 
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Based on the problem statement, according to “step 1," the assumed velocity pro- 


file is: 


u=atby+cy’ 


According to “step 2,” the BCs are used to determine the constants, a, b, and c. As 
shown above, three BCs are required to solve for the three constants; assuming a 
higher or lower order polynomial will require additional or fewer BCs, respectively. 


From the velocity BCs: 


y-0, и=0, a=0 


y=6, и= И, U.-bó*có. 
oe 250 2ф- 1268 
ду 


Solving the system of three equations with three unknowns (a, b, and с) yields: 


a-0 b=2 aa 


5 E 


EE tes 
ó 67 
Moving to “step 3,” the velocity profile is inserted into the momentum integral 
equation: 
ди а | 
Ty = U= E и. —u)d 
UT бы pu(U.. — u)dy 
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30 
5(x)= |24 
ри. 
Now we move to the temperature profile. From the problem statement, the assumed 
temperature profile is a second-order polynomial. With “step 1,” we have: 


Solve for б(х) as: 


Т =a+by+cy 


According to “step 2,” the thermal BCs are used to determine the constants, a, b, 
and c. With the second-order polynomial expression, three thermal BCs are used. 
Using these BCs, “step 2” gives us: 


y=0, d E 7 = —kb 
OF | o 
y=6r, T=T., T, =a- 2—8: + c67 
ОТ А 
у=, = = 0, о=-@—+2сбу 
ду y-ór k 


Solving the system of equations, gives us the constants: 


a- Т. + qw Sr, b=- 4» c= dw 
2k k 2kôr 


Completing “step 2,” the temperature profile becomes: 


With “step 3,” both the velocity and temperature profiles are inserted into the 
energy integral equation: 


ôr 


4 = 4. рот T..)dy 
0 


where 
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For the cases where: 


ej 


The above integral equation becomes: 


d 12k 
бае 
ie! й r) pep... 


From “step 4,” we can solve for бү (x) as: 


1 1 


~ Pr? ~0.7378-6-Pr 3 


4/Ве, 


From the thermal boundary layer thickness, the heat transfer coefficient and 
Nusselt number can be determined (“step 5”): 


Ôr = 4.36 


h qe qd, _ 2k 
T,-T. 4 бт 
2k | 
1 
Nu= a = = = 0.496,/Re, -Рг? 
T 


Keeping r^, the above energy integral equation can be written as: 
k 4 ( 101 2 
pco. а, 12 60 


We can solve for ôr (x) as: 


1 1 
Sr ~ Pr? ~ 30ux Pr 3 
V ри. 


Finally, the heat transfer coefficient and Nusselt number become: 


pz dw _ 2k 
T, — Т. бт 
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7.2 Building on Example 7.1, now assume third-order velocity and temperature 
profiles for the boundary layer flow to satisfy the BCs. 


u=atby+cy dy 
Т =а+ђу+су? «dy 


The BCs аге given in the order they should be used to determine the respective 
constants, first velocity followed by temperature: 


1 у-0 u=0 

2. y= u=U. 

3. y=6 duldy=0 
4 y=0 @uldy =0 


Based on the velocity BCs, solve for a, b, c, and d. Therefore, the velocity profile 
can be obtained as: 


1 -0 Т=Т, 

2 ôr T-T, 

3. у= вг дТ/ду=0 
4 =0 @&T/dy =0 


Substitute the above velocity profile into the momentum integral to solve for 6(х): 
31 df 3(yY Af yY 3(y) Af y Y 
И. == = uz 111 2114 
ди BB x) | (0400) й 


dx \ 280 


48 M0 v 


ах-0,6-0,С-0 
Therefore, 


5(x) = 4.64,  vxlu..) 
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or 
ó(x) _ 4.64 
x © Ве, 


Substitute 6(х) back into the assumed velocity profile to obtain the final expression 
and the local friction factor. 


т, u(2ul2y)  u(3/2)(1/5)U. 0.646 
Cy = 2 = 2 = 2 = (7.37) 
(1/2) puz (12)ри2 (1/2) pu? Re, 


Based on the thermal BCs, we can solve for a, b, c, and d, and the temperature 
profile is obtained as: 


Or 


3 
T-T. =| 3[ y " If y 
То, 21:05: 2 85 
Put the above temperature profile into the energy integral to solve for 5;(x). If 


Pr = 1, ô = ô, и = Т — f, this is a special case if Pr = 1. 


бу 8 4.64 
x x Re, 


The coefficient 4.64 is from momentum integral. This constant is 5.0 from the 
similarity solution. From the energy integral, we obtain 


oT 31 
-k = (Т, Т.) 
ду ( 725, 
a$ ЇЗ(»ү З(эү 3(y) ify) 
= С, и. (T, -Т.)|1 а 
d ЕН (3) ( | 3G) e 
Then, 
31 à 1 (6r) 1]a 5) ВЕ (=) | |46 
k= , ! 
2 by жи Бх, ӨҢЕ | ó ) 20 \ 6) 280 | dx 
Let 
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We obtain 
е, = 15.” 
dx dx и. 
From above 
2_ 280vx „dô 140 v 
13 4.7. ах 13и. 
We obtain 
Maz 280 vx dr "n 140 v -10 a 
13 U. dx 13 И. и. 
Next 
drar = 13 
ах 14Pr 
Lets = г 
2dr | ре 
ах Зах 3 ах 
4 ds 13 
3 dx 14Pr 
Let 
; 13 
s =$— 
14Pr 
Then 
, 4 ds’ 
s +—Х = 
3 dx 


Solve for the homogenous equation as: 
-3/4 


5 = Сх 


Thus 


At x = 0: 
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1/3 
pe 5 | _ | = 0.975(Рг) ^ ~ pr^ 


14Pr 
where 
_ 4.64 
x Re, 
Therefore, 
ёт=бРг!? = otr pr? 
ex 
_ -k(dT/dy) o _3k 
T, — Т. 2 ôr 
3 k 3 k 


~26Pr 2 x(4.64/ Re, Pr? 


For this typical case, 


Nu, = Ж = 0.323 Rel? pr!^ (7.38) 


From Figure 7.7, atx = x, 67 = 0, г= 0 


Therefore, 


5 x 3/4 1/3 
r= = 0.975рг! [ -(&) | 
ó x 


И.Т, 
—- $ 
— 
= бт 
— 
Ty 
о =x Apply heat 


FIGURE 7.7 Unheated starting length. 
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For a typical case, x, = 0, ôT = 0, 


= 20.975Pr ^? = Pr”? 


For the unheated, leading length problem, x, > 0, 


hx _ 0.323 Ҝеү? Pr'^ 
k qt - Gs ху" 


If х = 0, we revert to the typical case. 


Nu, = (7.39) 


7.2.4 OTHER BOUNDARY LAYER PROPERTIES 


The velocity and temperature gradients that develop within the viscous and thermal 
boundary layers are related to the shear stress and heat flux on the surface. While 
this is useful information, the viscous boundary layer thickness is also commonly 
represented in terms of other thickness definitions. These definitions are useful as the 
actual velocity profile merges smoothly into the free stream; therefore, the boundary 
layer thickness, 6, is often difficult measure. Figure 7.8 shows the actual bound- 
ary layer thickness relative to the “displacement thickness,” 6*, and the “momentum 
thickness,” 0. 

As discussed throughout this chapter, the boundary layer thickness is defined as 
the distance from the surface where the local velocity reaches the free stream veloc- 
ity. The local boundary layer thickness is a function of the Reynolds number at a 
specific location on the surface. 

The friction that develops along the surface creates a velocity deficit near the 
surface. Hence, we have the velocity profile within the boundary layer. The displace- 
ment thickness, 05, represents the velocity deficit created by friction within the flow. 
In the absence of friction, the velocity is constant down to the surface. Therefore, 
this thickness is the distance by which the surface would be “displaced” within a 
frictionless flow to provide the same mass flow rate as flow rate as the actual profile. 
The mass flow rate adjacent to the solid boundary is less than the mass flow rate that 
would pass in the same region in the absence of a boundary layer. The reduced flow 
rate (on a per length basis in the z-direction) can be represented as: 


FIGURE 7.8 Conceptual representation of boundary layer, ô, displacement, 5*, and momen- 
tum, 0, thickness. 
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оо 


Јри. - u)dy 


0 


Calculating the mass flow deficit and introducing the displacement thickness yields: 


u.ó = јо - јо 
0 


0 


Rearranging, the displacement thickness becomes: 


= | leg 
| «J^ 


0 


The momentum thickness is often used to represent drag over the surface. The veloc- 
ity deficit near the surface also creates a reduction in the momentum flux near the 
surface. The momentum deficiency, per unit length in the z-direction (compared to a 
frictionless flow), is: 


оо 


foutu. - u)dy 


0 


This is the thickness of the fluid layer, U~, for which the momentum flux is equal to 
the momentum flux deficit. Similar to the displacement thickness, the momentum 
thickness can be calculated by balancing the momentum flux between the actual and 
ideal flows: 


puze = [рии = [ре 
0 0 


Rearranging to solve for the momentum thickness: 


As a reference, for flow over a flat plate, the boundary layer, displacement, and 
momentum thicknesses can be compared (based on the similarity solution): 


8 5.0 
x Re, 
ó 1.729 
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Finally, the displacement thickness and momentum thickness can be combined as the 
“shear factor” or “boundary layer shape factor.” The shear factor, H, is the ratio of the 
displacement to the momentum thickness: 


н-°_ 
0 


REMARKS 


For the integral method, students are expected to know how to sketch and derive 
momentum and energy integral equations from mass, force, and heat balances across 
the boundary layer. Students are also expected to know how to solve for the velocity 
boundary-layer thickness and the friction factor from the derived momentum integral 
equation by assuming any velocity profile to satisfy the hydrodynamic BCs across 
the boundary layer. Also, you should have the tools to solve for the thermal bound- 
ary layer thickness and the heat transfer coefficient from the derived energy integral 
equation by assuming any temperature profile to satisfy the thermal BCs (given sur- 
face temperature or surface heat flux) across the thermal boundary layer. Note that 
one will get a slightly different velocity boundary-layer thickness (and friction factor) 
by using different velocity profiles across the boundary layer, and a slightly different 
thermal boundary-layer thickness (and a heat transfer coefficient) by using different 
temperature profiles across the thermal boundary layer. This is the nature of the 
integral, approximation method. Table 7.2 shows how the boundary layer thickness 
and friction coefficient vary with different assumed velocity profiles. Another note 


TABLE 7.2 
Comparison of 6 and С, for Different Assumed Velocity Profiles 
Assumed Profile A С, 
: х 0.578 
Linear 3.46 
Rex Re, 
х 0.729 
Second Order 5.48 
Re, J Re, 
: х 0.646 
Third Order 4.64 
x 0.686 
Fourth Order 5.84 
Blasius (Similarity) Solution 5.0—— осо 
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is that velocity and thermal boundary-layer thickness is the same if Prandtl number 


of unity is assumed. 


7.3 LAMINAR FLOW AND HEAT TRANSFER WITH 
A CONSTANT PRESSURE GRADIENT 


The similarity method can be used to determine velocity and temperature distribu- 
tions inside the laminar boundary layer formed on a surface exposed to an acceler- 
ating or decelerating mainstream flow. The acceleration or deceleration of the fluid 
results from a pressure gradient along the surface. With a “constant” pressure gradi- 
ent, the mainstream velocity can be represented as U = cx". Similarly, with a con- 
stant temperature gradient along the surface, the temperature difference is expressed 
as T, — T. = сх". Figure 7.9 shows several flow configurations that can be consid- 
ered as laminar boundary layer flow with a constant pressure gradient: flow over a 
wedge with acceleration (m > 0), flow in a nozzle with acceleration (m > 0), flow in 
a diffuser with deceleration (m < 0), flow across a cylinder with a stagnation point 
(m = 1), flow impingement on a wall with stagnation, etc. Note that flow over a flat 
plate with a constant velocity is a special case of m = 0. The boundary layer will be 
thinner with increased shear and heat transfer in the presence of flow acceleration 
and thicker with reduced shear and heat transfer with a decelerating fluid. 

The similarity method presented for the zero pressure gradient flow (flat plate) 
can be adapted to include cases with a constant pressure gradient (m, n = constant). 
Recall the continuity equation with the corresponding stream function: 


Минь”? З1-с 
U=cx™ i u 
» И = сх » 
—- 
и 
— 


Wedge Nozzle Flat Plate 
Acceleration Acceleration No Acceleration / Deceleration 
m0 т> 0 т= 0 
И = сх 
O c U=cx 
" И = сх" и u 
л. — — 
Diffuser Cylinder Leading Edge Flow Impingement on a Flat 
Deceleration Stagnation Flow, m = 1 Surface 
т<0 Stagnation Flow, m = 1 


FIGURE 7.9 Sample laminar boundary flows with constant pressure gradients. 
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The momentum equation, in the x-direction, can be re-written to include the effect 
of the pressure gradient: 


The mainstream velocity, U, is changing in the x-direction. Therefore, U ёр can be 


Р Xx 
re-written: 
y4U __ 14Р 
dx p dx 
with 
U = сх" 
dU 4 
(7225: = U ! т 
- | стх”" | 
=Ucm ы 
cx =U 
Ай imt 
ах X 
dU =U’ ua 
dx x 
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7.3.1 THe RK CALCULATION TO SOLVE FOR THE SIMILARITY SOLUTION 


Following the method presented in Section 7.1, the similarity variable and similarity 
function should be defined and substituted into the mass, momentum, and energy 
equations. In this case, the free stream velocity is a function of x, U = cx”. Likewise, 
the wall to free stream temperature difference is also a function of х, T, — Т. = сх". 


The similarity variable is: 
U(x 
n= foe) = 2 fie 
Vx x 


The similarity function for momentum becomes: 


fx Y MV 
© IvxU(x) v4Re. 


The similarity function for energy: 


T-T, 
0- = 
Т» — T, 
With 
Т, — T.. = сх" 


Including the effects of the free stream pressure and temperature gradients, m and n, 
the momentum and energy equations can be derived as: 


т+1 


te же 0 


9" + "руе! +nPr(1—6) f’” =0 


In order to solve the higher order differential equations, it is necessary to employ 
numerical techniques. RK methods are commonly used to approximate solutions to 
ODEs. RK calculations are preferred as they provide highly accurate results without 
requiring derivatives, and they only require one initial point to start the calculation 
procedure (initial value problem). The primary disadvantage of RK calculations is 
the requirement to evaluate the function several times at each step of the integration. 
While several variations of RK methods are known, the fourth-order RK methods 
are the most widely used. With the application of the fourth-order RK method to the 
solution of boundary layer flows, one must remember, a well-defined function, f(x, y) 
or f'(x, у), is not available. However, we have a starting point (ху, y,), and we know the 
final point (х,, y,) at the edge of the boundary layer. 

The fourth-order RK method is similar to Simpson's one-third rule. It is used to 
estimate multiple slopes in order to generate and improve average slope for a specific 
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х х+Ах 
FIGURE 7.10 Boundary Layer Growth Model. 


interval. A segment within the boundary layer is shown in Figure 7.10. The element 
shows the boundary layer growth over an element, x + Ax. Using this representation 
of the boundary layer growth, the Euler method with an explicit forward—difference 
can be coupled with the 4th order RK method to numerically approximate the veloc- 
ity profile within the boundary layer. 

The slope of the boundary layer growth can be written as: 


аб 
8'= © = (5,5 


From a first-order RK method, the boundary layer thickness at x + Ах can Бе esti- 
mated as: 


5 (x + Ax) = 6(x)+k(x,6)- Ax 

With this first-order method, the truncation error is on the order of Ax?, and the 
method has been shown to “overshoot” the true point. The forth-order RK method 
is preferred as the truncation error reduces to the order of Ax°. Similar to Simpson’s 
one-third rule, the slope, k, is weighted to provide a better approximation of the slope 
for the boundary layer growth. 

5(х+ Ax) 2 (х) +. Ax 
where the weighted average slope, k, can be expressed as 

1 
k= ni + 2k» + 2k, tk) 


with 


kı = kı (x,6) 


kz D 
2 2 


К» = (x58 Sacs 
2 2 
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ka = ky (x + Ax,ô + Ax: ks) 


The fourth-order RK method can be used to solve the laminar boundary layer flow 
and heat transfer problem. For example, let m = constant and п = 0, the similarity 
momentum and energy equations become: 


pP gh en(i- f°)=0 


өг T pr yo =0 


The momentum equation contains a third derivative, while the energy equation is a 
second derivative. 

To apply the fourth-order RK method to the boundary layer problem, the similar- 
ity momentum and energy equations must be linearized to become the first derivative 
equations. Therefore, let: 


Z=f 

= ү 

73 = f” 
апа 

24 = 0 

75 = 0 


Now the RK type similarity momentum and energy equations become five linear 
equations: 


Zi = Zr 
Z = 2 

, т+1 

Z--— LZ m(1- Zi) 
Z4 = 7; 
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For the boundary layer thickness, we can apply our three BCs to the momentum 
equation: 


7\(0)=0 
7,(0)=0 
22(%)=1 


However, Z, at the wall, which represents the shear stress on the wall, is unknown 
and must be determined. 


Z;(0) = f"(0) = unknown 
Applying our thermal BCs to the energy equation: 
Za (co) = 1 


In this case, the temperature gradient at the wall, Z;, is unknown and must be deter- 
mined using this RK method. 


Z; (0) = 6’(0) = unknown 
Recall, the similarity functions for momentum, f, and energy, 0, are only functions 


of the similarity variable, 7. Likewise, the RK-type momentum and energy equations 
are also only a function of 7. 


f - f(n) 
0-9(1) 
Z=Z(n) 


This is a typical two-point boundary value problem where we know the velocity and 
temperature behavior at the boundaries (y = 0 and y = 6). As stated earlier, we know 
the final point (x,, y,) at the edge of the boundary layer, so we must make an initial 
guess for the velocity and temperature gradients at the wall to begin the process. The 
RK method can be applied working from point-to-point through the boundary layer. 
As y > delta, the gradients must approach zero. If the initial guess leads to incorrect 
estimations at the edge of the boundary layer, a new initial guess is required, and 
the process is repeated. If the outer BC is correctly achieved, the initial guess is cor- 
rect, and the similarity functions are known. The following steps should be followed 
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to use the fourth RK method to approximate the velocity profile, wall shear stress, 
temperature profile, and wall heat flux. 


Step 1: Guess a value of the unknown velocity gradient at the wall, 2;(7= 0) 
or f(y=0). 

Step 2: With the known BCs (Z,(y=0)=0 and Z,(y=0)=0) and the guessed 
value of Z,(7=0), use the RK calculation to calculate the 4 slopes for Z,, Z,, 
and Z,. This is К, k», Ку, and k, as separate values for Z,, Z,, and Z}. 

Step 3: Use the RK method to calculate the weighted slope, k, for each variable 
Z Z, and Z}. 

Step 4: Update the values of Z,, Z,, and Z,for у + Ау based on the weighted 
slope and the RK calculation. 

Step 5: As i] — co, check if the known BCs are satisfied: Z,(7=0)=f(j7=0)= 0 
and Z,(y=00) = f(yn=00) = 1. If the BCs are not satisfied, return to “step 1” 
and begin the process with a new guess for the velocity gradient at the wall. 


To solve for the temperature profile through the thermal boundary layer, steps 1-5 
are repeated with Z, and Z,. In step 1, the unknown value of the temperature gradi- 
ent, Z;(7=0) or 0’(n=0), is guessed to initiate the RK method. The four slopes (Ау, А, 
Кз, апа k,) are then calculated for both Z, and Z,, and this is followed by the calcu- 
lation of the weighed slopes, К, for both Z, and Z;. The process is repeated in steps 
1-5, from the surface to the edge of the thermal boundary layer. Upon reaching the 
edge of the boundary layer, the guess is checked by ensuring the BCs are satisfied, 
Z,(n=0)= 0(1=0)=0 and Z,(y=00) = Ө(п=оо) = 1. If the BCs are not satisfied, the 
process is repeated with a new initial guess of the temperature gradient, Z;(7=0). 

For example, consider flow over a flat plate, m = 0, Pr = 1, the table below shows 
the guess procedure until the correct results are obtained. 


7] for Zi 10127: f" or 7з Oor 24 Ө or Zs 

0 0 0 0.5 - guess 0 0.5 - guess 
0.2 | | | | 

10 2 - wrong 2 - wrong ' 

0 0 0 0.332 - guess 0 0.332 - guess 
X | 

10 1 - ok 1 - ok ' 


Figures 7.11—7.13 show the results of RK Fourth-Order Calculation for various 
boundary layer flows with constant pressure gradients: For = cx" and T, — Т„ = сх". 
Figure 7.11 and the corresponding tabulated data, Table 7.3, are the velocity and tem- 
perature profiles for m = 1 to m = —0.0904 (flow separation) for n = 0 and Pr = 1. 
Recall the velocity profile is not a function of the Prandtl number, while the tempera- 
ture profile will change if the Prandtl number deviates from one. Note that the velocity 
gradient at the wall is 0.332 for flow over a flat plate m — 0. The velocity gradient at the 
wall increases with m > 1 due to the thinner boundary layer with flow acceleration. 
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m = -0.0904 


FIGURE 7.11 Runge-Kutta calculation of the velocity and temperature profiles for posi- 
tive (m = 1), zero (m = 0), and adverse pressure gradients (m = —0.904); in all cases Pr = 1 
with п = 0. 


TABLE 7.3 
Effect of Free Stream Acceleration (m) on Boundary Layer Development 
f" (0) Recall i 
2 "» 0) 6* Displacement 0 Momentum Shear Factor or Boundary 
m Cre = “Эр Thickness, 6* Thickness, Ө Layer Shape Factor 
ex 
1 1.232 0.647 0.292 2.216 
(stagnation) 
0.333 0.757 0.985 0.429 2.297 
0 0.332 1.72 0.664 2.59 
(flat plate) 
—0.05 0.213 2.117 0.751 2.818 
—0.0904 0. 3.427 0.868 3.949 
(separation) 


Figure 7.12 shows the effect of Prandtl number on temperature profiles for m = 0 
(solid lines) and m = 1 (broken lines) at n = О. Note: The Reynolds analogy factor 
does not hold for pressure gradient flow, as shown in Table 7.4. 

Figure 7.13 shows the proper correlation of the Nusselt number with the Reynolds 
number and Prandtl number [7]. The figure clearly shows increased heat transfer 
with flow acceleration. 

In summary, the RK method can be used to solve a variety of laminar flow and 
heat transfer problems. You can apply numerical methods (using a programming lan- 
guage such as MATLAB?) to obtain results listed below (and partially represented 
in Figures 7.11 and 7.12). 


a. Plot f" vs. n and f" vs. 1] on the same figure for m = —0.05, 0, 0.333, and 1. 
b. Plot vs. т] and Ө” vs. 1] on the same figure for Pr = 0.72 with m = —0.05, 0, 
0.333, and 1 and n = 0. 
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FIGURE 7.12 Runge-Kutta calculation of the temperature profiles for positive (m = 1, 
dashed lines) and zero (m = 0, solid lines) pressure gradients for various Prandtl numbers; in 
all cases n = 0. 


TABLE 7.4 
Effects of Free Stream Acceleration (m) and Prandtl Number on the 


ч 0; (m,Pr), for n = 0. 


AJ Re, 


Dimensionless Heat Transfer Coefficient, 


St _ Nu, 

16 f' (0) Re. 
m Pr = 0.1 Pr = 0.72 Pr=1 Pr = 10 (Pr = со) 
1 0.2191 0.5017 0.5708 1.3433 0.463 
(stagnation) 
0 0.1389 0.2957 0.3321 0.7289 1 
(flat plate) 
—0.0904 (separation) 0.1085 0.2031 0.2224 0.4071 со 


c. Plot Ө vs. n and Ө’ уз.т] on the same figure for m = n = 0 with Рг=0.1, 
0.72, 10, and 50. 

d. Plot Ө vs. апа 0' vs. 7 on the same figure for m = 0, Pr=0.72 with 
n — —1/2, 0, 1/2, and 1. 


Nonsimilarity Condition: *Nonsimilarity" flow conditions exist in many engineer- 
ing applications such as compressors and turbines in turbomachinery. Figure 7.14 
shows local flow acceleration around a turbine blade, highlighting the pressure distri- 
bution on both the suction and pressure surfaces. The pressure gradient is no longer 
a constant value, i.e., m is not a constant value during acceleration. This type of non- 
similarity flow can be solved using the local similarity concept using the Falkner- 
Skan Transformation. 
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Nu, = 0.661 Rez? Pr’ 


m=0 
Nu, = 0.57 Re? Pr” Nu, =0.339 Re% Pr” 
ПР 
Nu, -— iu, = 0.332 Re’? Pr” 
Nu, = 0.798 Re? Pr’? 
Re 0.1 
x 
Ми, = 0.564 Re]? Pr’? 
0.01 
0.001 0.01 0.1 1 10 


Pr 
Liquid Water Heavy 
Metal em Light Oil ой 


FIGURE 7.13 Correlation of the surface Nusselt numbers for various fluid and with 
flow acceleration. 


Suction Side 


Pressure Side 


x 


FIGURE 7.14 Nonsimilarity flow over the suction and pressure surfaces of a turbine blade 


As shown previously, the free stream velocity and temperature gradients can be 
represented as a function of the x-location: 
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If m = constant and n = constant, the previous similarity solution can be applied. 
However, if m, n # constant, the Falkner-Skan Transformation is needed for this non- 
similarity condition. 

From the boundary layer conservation equations, the continuity equation, 
x-momentum equation, and energy equation are 


Again, we define the similarity variable and similarity function. The free stream 
velocity is a function of x, U = cx”, and the wall to free stream temperature differ- 


ence is also a function of x, T, — Т, = cx", where m and n are not constant values. 
For example: 


x dU 
m--— 
U dx 
n= Х^—. d (T, T.) 
Т,-Т.. dx 


From the same procedures outlined in Section 7.1, one obtains the following similar- 
ity momentum and energy equations: 
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with 
x dU 
nl 
U dx 
2 хоо d (T, T.) 
T,—T., dx 
Therefore, 
и ГА 
y~ T ta) 


шЭГЭРЭНЛТЭР 
ve fy 5, (uv )f] 


The momentum and energy equations can be re-written in terms of the similarity 
variable and functions: 


СА +1 „ 72 Uf А of 
p eed E с. 23 


00 Lg A 
Ox Ox 


Non-Similarity 


Ө" "1р, A = (7 


Note that the nonsimilarity terms are in the right-hand side of the equations (non- 
zero). These RK type nonsimilarity momentum and energy equations can be consid- 
ered as Local Similarity Equations for Local Segments Ax. For a small Ax distance, 
m and n can be assumed constant. 


At a given x: 
eee 
Ox i i Xj — Xj-1 


2) = Ji — fia 
дх  Xi— Xia 
(2) «8-94 
Ox Xi Xia 


where Íi, F p Ji, and 0; аге pre-determined at x,,. Then use RK Fourth-Order 
Method marching from х = 0 to any x by the increment Ax = x; — x; ,. 
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7.3.2 INTEGRAL APPROXIMATION METHODS FOR PRESSURE GRADIENT FLOWS 


a. Integral Method from Pohlhausen 

Recognizing the streamwise pressure gradient can be represented by the free 
stream acceleration, Pohlhausen extended the integral approximation method 
(Section 7.2) to approximate the boundary layer thickness in the presence of acceler- 
ating flows. The new form of x-momentum equation 7.33 can be obtained by defining 
the boundary layer displacement thickness, momentum thickness, and shape factor: 


ô ô 
T [ptu -wdy+ а Јри -uay 
ах ^ dx 1 


Еи “+ Ld (u20) 
2 U dx U^ dx 
40 0 dU 
= — +(2+ H)—— = f(6,U 
dx ( ^ 4 f( ) 


As defined previously, the displacement thickness is (now in terms of a variable free 
stream velocity): 


With the shape factor: 
gat 28 
0 65 
Recall the wall shear stress: 
Ty = С l U? 
w Ж p 


Following the procedure outlined in Section 7.2.3, we can assume a dimensionless 
velocity profile across the boundary layer with appropriate BCs: 
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p oat bn ten +ар +еп =) (2) 


BCs: 
1-0 и-0 n=l u=U 
LX Pn 
ду? р ox ду 
д?и 
-yU 2 =0 
= er ду? 


Solve for the coefficients а, b, с, d, ара е, thus 


' "uu dU. ‚ 
In this equation, m varies with the local pressure gradient and is often referred 
V ax 


to as the Pohlhausen parameter. Following “step 4" from the integral approximation 
method, substitute the velocity profile in the momentum integral and obtain ó(x) for 
a given U(x). Next, with “step 5,” the shear stress can be determined: 


= uU 2 + 23 è ô’ dU 
"8 6 у а 
b. Walz Approximation 


The integral method developed by Pohlhausen is relatively simple to implement. 
The process begins by assuming a velocity profile that is a function of the pressure gra- 
dient. While the resulting differential equation can be easily solved, this method lacks 
accuracy and is not commonly used today. While Pohlhausen assumed a fourth-order 
polynomial for the velocity profile, Walz assumed a profile based on local similarity. 
This family of profiles are solutions to the Falkner-Skan equation [7]. 

This integral method has been used to solve for the momentum thickness for 
many pressure gradient flows such as flow over an airfoil, across a cylinder, across 
an ellipse, in a nozzle, in a diffuser, etc., as shown in Figure 7.9. With this method, a 
single variable was introduced that directly correlates with the shape factor, H. 

The momentum integral has the following characteristics: 


du 


Ty = ae 
Ш ду, 
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where а = 0.47 апар = 6. 
After integrating the above equation, the momentum thickness can be obtained 
as: 


at x = 0, either U = 0 or = 0. 

Depending on the specific geometry (for instance, flow around a cylinder), an 
expression for the free stream velocity can be developed. For flow around a cylinder, 
the velocity based on the distance (or angular location) from the stagnation point: 


U = 2U. -sin@ = 24.0 = 2и, ^- 


7 


The acceleration within а nozzle can also be shown based оп the linear profile of the 
nozzle: 


U = а+рх" 
-0,-ах 


=l+x 


ЦЭ 
= asin| — 
2L 


= 1 
a=% 
For a given pressure gradient flow, U (x)= given, the following procedure сап be 


used to solve for the surface shear. At a given location x, calculate U(x), Ө (x), Z À, 
x 


Н = 8. and 7,6 
uU 


For Howarth flow, 


. Now т„ can be calculated with: 


0 


From the above empirical momentum integral relationships, we have: 


2 x 
eoru. 
id 0 


U 
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T w 


С; = 1 л 
шан (75 
2? 


For the cases of an accelerating flow without flow separation, 0 € À < 0.1: 


H=2 = 2.61-3.75- A +5.24- A” 
7,0 Rey C =0.22+1.57-A-1.8-1? 
uU 2 


Conversely, for decelerating flows with an adverse pressure gradient, —0.1 < A < 0, 
note the lower limit of 4, as separation occurs at A = —0.09: 


н= 0073 | ogg 
Ө O0.14+A 
ТН" ate ЕЕЕ о 
uU 2 0.107 - À 


Finally, for heat transfer: 


ó 
d 
qw — "LT T..)dy 
dx ^ 


with 


c. Smith and Spalding's Approximation for Pressure Gradient Flow (Т, = constant) 
Heat transfer approximations have been completed using Smith and Spalding's 
integral approximation method. With this approximation, the free stream veloc- 
ity is variable, but it is only applicable to flows exposed to a surface at a constant 
temperature. This approximation of the thermal boundary layer follows a similar 
process as that posed by Walz. First, analogous to the momentum thickness, the 
conduction thickness can be expressed as: 


HI) Get) 


ô. = 
dw ОТ 
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Nondimensionalizing the conduction thickness: 


2 
i 82 d 
ш Ez 5 Z me) 


dx U 


Therefore, 


2 x 
$; _ BUM fu’ dx 
v U d 


Now the heat transfer coefficient, expressed nondimensional in terms of the Stanton 
number: 


St= dw » k хоо Nu, 
pc,U(T, — T.)  pc,UÓ. Tu Рг: Re, 
u 


where the Nusselt number is: 


hx dw x К 


X X 
Nu, = = . = . = 
O k T-T, К d. k & 


Re-writing the Stanton number in terms of nondimensional lengths and velocities: 


a(u y 


where 


x= ;U" = 28 Ке, = т = рг! (0.47) 2 
Us у 

The constants, Сү, Сэ, and c, in the above equation are a function of Prandtl number, 
and the following table shows how these constant change [7]. 


m 


Pr С! C; C3 
0.7 0.418 0.435 1.87 
1.0 0.332 0.475 1.95 


External Forced Convection 249 


7.3.3 INTEGRAL APPROXIMATION METHOD FOR BOUNDARY-LAYER 
FLow WITH A NONUNIFORM WALL TEMPERATURE 


The Smith Spalding method was proposed to approximate convective heat transfer 
when the free stream velocity is not constant. However, this method is only appli- 
cable when the surface temperature is maintained constant. Therefore, other methods 
have been developed to approximate the heat transfer to or from a surface that is not 
held at a fixed temperature. 
a. Unheated Leading Edge 

Figure 7.15 shows flow over a flat plate with an unheated leading edge. The local 
Nusselt number for flow over a flat plate using the integral method shown in Example 
2 is quoted below: 


hx | 0.323ReZ Pr 


k 3 
HT 
X 


= 0.323Ве/ Pró ifx,=0 


Nu, = 


valid for x > x, 


b. Nonuniform Wall Temperature—Integral Superposition 

The concept with the step change of the wall temperature, shown above, can 
be extended to solve problems with a nonuniform wall temperature. The process 
involves superposition. Figure 7.16 shows the concept of N wall temperature step 
changes along the flat plate. Based on the above-mentioned local Nusselt number 
for a single step change in the wall temperature, the local Nusselt number for N 
step changes in the wall temperature can be obtained by summation, or integration, 
along the flat plate. 


To | 


FIGURE 7.15 Flow over a flat plate with nonheated leading edge. 
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T -T(x)-T(£) 
= а + bx 
for example 


хав, ëz Es x d$ x 


FIGURE 7.16 Nonuniform wall temperature model with superposition. 
x 1 1 
0.323-k- Re Pró dT 


£-0 44 “dé : 


х 0.323- k - Rez Pr? 


2 x 
ч 447 


For example, as shown in Figure 7.16, let T = T(x) = a + bx, dT/dx = b. The local 
Nusselt number becomes: 


qs. = h: (T, - Ta) = 


dg 


AT, es <x < бын 


AE pos. a 
| a bx 


= 0.323Вер É, < x< Én 


If b = 0, T, = a = constant. 
c. Nonuniform Wall Heat Flux—Integral Superposition 

The superposition concept can also be applied for flow over a flat plate with a 
nonuniform heat flux, q” = q'"(x). The wall temperature, T(x), can be predicted as 


x 


„ -d 
59 0.323- k D UH | 
X 


For example, 4:(0) = a + bx. 
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If we consider b = 0, then q% = a = constant (uniform heat flux condition), the local 
Nusselt number is 


Nu, = 0.453Re? Pr4 


Note that Nu(x) for the uniform wall heat flux is greater than that for the uniform wall 
temperature at the same Reynolds number and Prandtl number, i.e., the coefficient 
0.453 » 0.332. 

d. Integral Method for Pressure Gradient Flow with Nonuniform Wall Temperature 

by Lighthill (Handbook of Heat Transfer) 

For a given pressure gradient flow U(x) with a nonuniform wall temperature T, (x), 
the local wall heat flux and shear stress can be obtained using the following integral 
equations. In general, advanced numerical integrations are required to solve these 
integral equations. 


[а 
t-o d$ 


ЇЕЭ! 


After integration, the local heat transfer coefficient can be obtained: 


3 
4 (x) = 0.52 Е рг [е (x) 


шиг 163) 
сЕ T, (x) - T. 


where T,, (x) could be obtained from Waltz Approximation as mentioned in the pre- 
vious section as: 


Given U(x) > 0(x) > t,x) 
Given Т„О) > 4,0) > Л 


7.4 HEAT TRANSFER IN HIGH-VELOCITY FLOWS 


7.4.1 ADIABATIC WALL TEMPERATURE AND RECOVERY FACTOR 


a. Stagnation Temperature, Т,, or Total Temperature, Ту 

When a high-speed flow approaches a sphere or thermocouple bead, as shown 
in Figure 7.17, dynamic energy of the flow is converted into thermal energy, which 
increases the fluid temperature. This is referred to as the stagnation temperature or 
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To 


FIGURE 7.17 High-speed flow around a sphere. 


the total temperature. If a gas flow is brought to rest adiabatically, the stagnation 
temperature can be determined as shown below. The stagnation temperature is iden- 
tical to the static temperature for low-speed flows and in liquids [4]. Therefore, the 
total temperature, 77, (or stagnation temperature, Т) = static temperature T, (ог Т) 


ui 
+ dynamic temperature |) 
с 


2 rene 
v nam. (te - T. (1-024?) 
2c 2 
For air: 
yo А 
C, 
Also: 


оо 


JY RT 


JYRT = speed of sound (~1000 ft/s or 313 m/s at room temperature) 


M = Mach number = 


If M — 0.5, the stagnation temperature is approximately 596 greater than the static 
temperature; however, if M = 1, the temperature deviates by 20%. 
(b) Adiabatic Wall Temperature, T,„, or Recovery Temperature, T. 


When a high-speed flow passes over an adiabatic surface, as shown in Figure 7.18, 


2 

ЭР” ди 4 

frictional heat - (3 is generated inside the boundary layer due to the vis- 
y 

cosity and the velocity gradient. This heat increases the surface temperature, and 

this elevated temperature is referred to as the adiabatic wall temperature, Taw, or 

recovery temperature, Т,. Note that the recovery temperature (Т) = the stagnation 
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Too 
Uo 


Taw 


Insulated Wall 


FIGURE 7.18 High-speed flow over an adiabatic surface. 


temperature (Т), if the recovery factor, r = 1 [4]. The adiabatic wall temperature, Taw 
(or recovery temperature, 7,) = static temperature T, (or Т) + dynamic temperature 
2 


со 


2с. 
If Pr = 1: 
РА 
Taw = Т. s He 
2c 
If Pr #1: 
2, 
T= To 7724 if Prl 
2c 
where 


r, = recovery factor 

= Pr? for laminar flow = 0.84 (air, Pr = 0.71) 
= Рг! for turbulent flow = 0.89 (air, Pr = 0.71) 
=1ifPr=1 (assumption, ideal) 


Therefore, 


=T,, if =1 
In general Taw < T,, T, < Tr 


7.4.2 HIGH-VELOCITY FLOW OVER A FLAT PLATE 


The energy equation for a high-speed flow, with Pr = 1, can be written in terms 
of the local stagnation temperature, T*. In the ideal case with Pr = 1, the energy 
equation is: 
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ua wT д , 2T. 
4 х Р ду ду\ ду 


where c = constant. 

In the case of the high-speed flow, the fluid properties и, К are now a function of 
temperature. The local stagnation temperate varies from the wall to the edge of the 
boundary layer as: 


Based on the driving temperature difference, the local, wall heat flux can be determined: 


oT "m А 
"= -h(T,-Ti|)-h(T,-T. 
q dy |, ( ) ( ) 


Depending on the thermal BC and the level of viscous heating, the wall heat flux 
could be positive, negative, or zero. 
If Pr # 1, the energy equation is modified to include this fluid property [4]: 


oT , aT VT | Pr du) 
дх ду dy с \dy 


The surface heat flux becomes: 
q? = A(T, ш Taw ) 


where 


2 
Toy = To +r, нь 
2c 


Here, for laminar boundary layer heat transfer, can be calculated from: 


= = Nu = 0.332Re? Pr” 


For high-speed flow over a flat plate, heat transfer can be negative, zero, or positive, 
depending on if the wall temperature is less than, equal to, or greater than the adia- 
batic wall temperature, as shown in Figure 7.19. 
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FIGURE 7.19 Heat transfer model for high-speed flow over a flat plate. 


PROBLEMS 


7.1 Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 
flow (at U.., Т) over a flat plate at a uniform wall temperature T, Assume 
that there exist no body force and constant thermal and fluid properties. 
The similarity momentum and energy equations are listed here for reference: 
/"+ 1/2) ff"= 0 and 0" + (1/2)P, fo’ = 0. 

a. From the Blasius solution of the above similarity equations, sketch the 
relations between the similarity functions (f'0) and the similarity variable 
(n) for both water and air (1.е., sketch f" versus y for both water and air 
on the same plot; and 0 versus у for both water and air on the same plot). 
Explain why they have differences, if any. You do not need to solve the 
above equations. 

b. For a given problem (i.e., U., T... р, и, T,, P, are given), explain briefly 
how to determine the local velocity u(y) and temperature 7(y) at a speci- 
fied location x, for both water and air, from the sketches in (a)? 

7.2. Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 
flow (at U. Т.) over a flat plate at a uniform wall temperature T, or at a uni- 
form wall heat flux q%, respectively. Assume that there exist no body force 
and constant thermal and fluid properties. 

a. Based on the approximate integral method, assuming a uniform velocity 
profile inside the boundary layer, that is, и = U,, and assuming a linear 
temperature profile inside the thermal boundary layer as T = a + b X y, 
determine the local thermal boundary-layer growth along the flat plate 
(1.е., бу versus x) at a uniform wall temperature Т, condition. (Note: а and 
b are unknown constants that need to be determined.) 

b. Based on (a), determine the local Nusselt number distribution along the 
flat plate (i.e., Nu versus x) at a uniform wall temperature. 

7.3 Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 
flow (at U., T.) over a flat plate at a uniform wall temperature Ту. Assume 
that there exist no body force and constant thermal and fluid properties. 
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The similarity momentum and energy equations are listed here for reference: 

f" (0/2)ff"-« 0 and ө” + (1/2)Pr fo’ = 0. 

a. Sketch both the velocity and the thermal boundary-layer thickness distri- 
bution for both water and liquid metal, respectively, flowing over the flat 
plate? (1.е., sketch 6 versus x and 6, versus x on the same plot for water, 
and 6 versus x and 6, versus x on the same plot for the liquid metal). 
Explain why they have differences, if any. 

b. Define the similarity variable (n), the similarity function for temperature 
(0), and the derivative of the similarity function for velocity (f)? Write 
the BCs which can be used for this problem? 

c. From the Blasius solution of the above similarity equations, sketch the 
relations between the similarity functions (/, 0) and the similarity vari- 
able (7) for both water and liquid metal (1.е., sketch f" versus 7 for both 
water and liquid metal on the same plot; and @ versus 7 for both water and 
liquid metal on the same plot). Explain why they have differences, if any. 
You do not need to solve the above equations. 

d. For a given problem (ie. U., Т, р, и, T,, P, are given), explain 
briefly how to determine the local velocity u(y) and temperature 7(y) 
at a specified location x, for both water and liquid metal, from the 
sketches in (c)? 

e. Explain briefly how to determine the local heat transfer coefficient from 
the sketches in (c)? Sketch the local heat transfer coefficient over the flat 
plate for both water and liquid metal (i.e., sketch h versus x for both water 
and liquid metal on the same plot), if both are at the same free-stream 
velocity (О)? Explain why they have differences, if any. 

Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 

flow (at О, Т.) over a flat plate at a uniform wall temperature T, or at a uni- 

form wall hemi flux q%, respectively. Assume that there exist no body force 
and constant thermal and fluid properties. 

a. Based on the integral method, sketch and write down the momentum bal- 
ance as well as the energy balance across the boundary layers? (If you 
cannot remember, derive it). 

b. Assuming a uniform velocity profile inside the boundary layer, that is, 

и = U,, and assuming a linear temperature profile inside the thermal 
boundary layer as T = a + b X y, determine the local thermal boundary- 
layer growth along the flat plate (i.e., бу versus x) at a uniform wall tem- 
perature T , condition. (Note: a and b are unknown constants that need to 
be determined.) 

c. Based on (b), determine the local Nusselt number distribution along the 
flat plate (i.e., Nu versus x) at a uniform wall temperature. 

d. Assuming a uniform velocity profile inside the boundary layer, that is, 

и = U,, and assuming a linear temperature profile inside the thermal 

boundary layer as T = c + d X y, determine the local thermal boundary- 

layer growth along the flat plate (i.e., бу versus x) at a uniform wall heat 
flux q% condition. (Note: c and d are ны чин constants that need to be 
determined.) 
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e. Based on (d), determine the local Nusselt number distribution along the 
flat plate (i.e., Nu versus x) at a uniform wall heat flux. Explain and com- 
ment on whether the local Nusselt number distribution along the flat plate 
will be higher, the same, or lower than that in (c)? 

7.5 Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 
flow (at О, Т.) over a flat plate at a uniform wall temperature Ту. Assume 
that there exist no body force and constant thermal and fluid properties. 
The similarity momentum and energy equations are listed here for reference: 
f^ (1 /2)ff"z 0 and Ө” + (1/2)P,f0' = 0. 

a. Sketch both the velocity and the thermal boundary-layer thickness dis- 
tributions, respectively, for both water and air flowing over the flat plate? 
(1.е., sketch 6 versus x and 6, versus x on the same plot for water and for 
air, respectively). Explain why they have differences, if any. 

b. Define the similarity variable (0), the similarity function for temperature 
(0), and the derivative of the similarity function for velocity (7)? Write 
the BCs that can be used for this problem? 

c. From the Blasius solution of the above similarity equations, sketch the 
relations between the similarity functions (7, Ө) and the similarity vari- 
able (7) for both water and air (i.e., sketch f" versus 7 for both water and 
air on the same plot; and 0 versus уу for both water and air on the same 
plot). Explain why they have differences, if any. You do not have to solve 
the above equations. 

d. For a given problem (1.е., ©, 7T... p, и, T,, P, are given), explain briefly 
how to determine the local velocity u(y) and temperature 7(y) at a speci- 
fied location x, for both water and air, from the sketches in (c)? 

e. Explain briefly how to determine the local heat transfer coefficient from 
the sketches in (c)? Answer whether water or air will provide a higher 
convective heat transfer coefficient from the surface, if both are at the 
same free-stream velocity (U)? Why? 

7.6 Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 
flow (at (/,, T.) over a flat plate at a uniform wall heat flux 47. Assume that 
there exist no body force and constant thermal and fluid properties. 

a. Based on the integral method, sketch and write down the momentum bal- 
ance as well as the energy balance across the boundary layers? (If you 
cannot remember, derive it.) 

b. Assuming a uniform velocity profile inside the boundary layer, that is, 

и = U,, and assuming a linear temperature profile inside the thermal 
boundary layer as T = a + b X y, determine the local thermal boundary- 
layer growth along the flat plate (1.е., 6, versus x). 

c. Based on (b), determine the local Nusselt number distribution along the 
flat plat (i.e., Nu versus x). 

d. Consider a parabolic velocity and temperature profile inside the thermal 
boundary layer as u=at+bxy+cxy, T=at+bxy+cx y’, and 
comment on whether the local Nusselt number distribution along the flat 
plate will be higher, the same, or lower than those of a uniform velocity 
profile and a linear temperature profile as indicated in (b)? Explain why. 
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e. Consider a uniform suction through the wall (1.е., v = —v,), and comment 
on whether the local Nusselt number distribution along the flat plate will 
be higher, the same, or lower than that without boundary-layer suction? 
Explain why. 

Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 

flow (at О, T.) over a flat plate at a uniform wall temperature Ту. Assume 

that there exist no body force and constant thermal and fluid properties. 

The similarity momentum and energy equations are listed here for reference: 


f" + 01/2)" = 0 and 6" + (1/2) Prf 6" = 0. 


a. Define the similarity variable (n), the similarity function for temperature 
(0), and the derivative of the similarity function for velocity (f£)? Write 
the BCs that can be used for this problem? 

b. From the Blasius solution of the above similarity equations, sketch the 
relations between the similarity functions (f^, 0) and the similarity vari- 
able (n) for water, air, and liquid metal (1.е., sketch f” versus n for water, 
air, and liquid metal on the same plot; and 0 versus 7 for water, air, and 
liquid metal on the same plot). Explain why they have differences, if any. 
Explain briefly how to determine the local velocity (u) and temperature 
(T) from the sketches? You do not need to solve the above equations. 

c. Explain briefly how to determine the local heat transfer coefficient from 
the sketches in (b)? Answer whether water or liquid metal will provide a 
higher convective heat transfer coefficient from the surface, if both are at 
the same free-stream velocity (О)? Explain why? 

Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 

flow (at О, T.) over a flat plate at a uniform wall temperature Ту. Assume 

that there exist no body force and constant thermal and fluid properties. 

a. Based on the integral method, sketch and write down the momentum bal- 
ance as well as the energy balance across the boundary layers? (If you 
cannot remember, derive it.) 

b. Assuming a uniform velocity profile inside the boundary layer that is, 
и = U„, and assuming a linear temperature profile inside the thermal 
boundary layer as T= а + Ь X y, determine the local thermal boundary- 
layer growth and the local Nusselt number distribution along the flat plate 
(1.е., 6, versus X and Nu versus X). 

c. Consider a uniform blowing through the wall (1.е., v = vo), and comment 
on whether the local Nusselt number distribution along the flat plate will 
be higher, the same, or lower than that without boundary-layer blowing? 
Explain why. 

Consider a steady, incompressible, low-speed 2-D laminar boundary-layer 

flow (at U.„ T.) over a flat plate at a uniform wall temperature Ту. Assume 

that there exist no body force and constant thermal and fluid properties. 

a. Based on the integral method, write down the final form of momentum 
integral equation. (If you cannot remember, please derive it.) 

b. Based on the integral method, can you remember to write down the final 
form of the energy integral equation? (If you cannot remember, please 
derive it.) 


External Forced Convection 259 


c. Assuming a uniform velocity profile inside the boundary layer that is, 

и = U,, and assuming a linear temperature profile inside the thermal 
boundary layer as T = a + by, determine the local Nusselt number distri- 
bution along the flat plate (1.e., Nu versus X). 

d. Consider a uniform suction through the wall (i.e., v = —v;) and comment 
on whether the local Nusselt number distribution along the flat plate will 
be higher, the same, or lower than those without boundary-layer suction? 
Explain why. 

7.10 Consider a laminar air flow (at U,, T.) over a flat plate at a uniform wall heat 
flux qi. 

a. Based on the integral method, can you remember to write down the 
momentum and energy integral equations? (If you cannot remember, 
please derive them). 

b. Assuming a linear velocity profile inside the boundary layer as u = a + by, 
derive the velocity boundary-layer thickness distribution along the flat 
plate (1.е., 6 versus X). 

c. Assuming a linear temperature profile inside the thermal boundary layer 
as T = c + dy, derive the thermal boundary-layer thickness distribution 
along the flat plate (i.e., бү versus X). 

d. Based on (b) and (c), determine the local Nusselt number distribution 
along the flat plate (i.e., Nu versus X). 

e. Consider a uniform wall temperature (Т) as a thermal BC at the wall and 
comment on whether the local Nusselt number distribution along the flat 
plate will be higher, the same, or lower than those of uniform wall heat 
flux as a thermal BC? Explain why. 

f. Consider a uniform suction through the wall (i.e., v = —v,) and comment 
on whether the local Nusselt number distribution along the flat plate will 
be higher, the same, or lower than those without boundary-layer suction? 
Explain why. 

7.11 The similarity method for laminar flow over a flat plate: (/, is the free- 
stream velocity, T., is the free-stream temperature, and Т, is the flat plate 
wall temperature. 

a. Write down the similarity variable, differential equations, and BCs for 
velocity and temperature, respectively. Then, determine velocity (и) and 
temperature (if Pr = 1) at 


(x,y) = (2em.1/36), 

= (4cm,1/36), 

= (6cm,1/36). 
b. At any given x, if U„ increases, the friction factor will be increased or 
decreased. Why? How about shear stress? At any given U.,, if x increases, 


the heat transfer coefficient will be increased or decreased. Why? How 
about heat transfer rate? 
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7.12 The similarity method for laminar flow over a flat plate: U..—free-stream 

velocity, T,,—free-stream temperature, and Т, —flat plate wall temperature. 

a. Write down the similarity variable, differential equations, and BCs for 

velocity and temperature, respectively. Then determine velocity (u) and 
temperature (if Pr = 1) at 


(х,у) = (1ст,1/25) апа (х,у) = (1ст,1/45) 
= (3cm,1/26) = (3cm,1/46) 
= (9сш,1/26) - (9сш,1/46) 


b. At any given x, if U„ increases, the friction factor will be increased or 
decreased. Why? How about shear stress? At any given U., if x increases, 
the heat transfer coefficient will be increased or decreased. Why? How 
about the heat transfer rate? 

7.13 Consider the development of velocity and thermal boundary layers on a 

porous flat plate where air passes into the flat plate at a velocity V,. 

a. Assume that no pressure gradient exists in either the x- or the y-direction 
and that all fluid properties are constant. Derive the differential equation 
that relates boundary-layer thickness 6 to distance x. A linear profile may 
be assumed. 

b. The exact solution of the boundary-layer equations with the BCs of part 
(a) shows that б approaches a constant value for large x, and that for large 
x, V, and V, are given by 


Suppose now that at some large х = £ (i.e., where 6 has become constant 
and where V, and V, are given above), a step change in wall temperature 
occurs. Using the integral technique, derive a differential equation relat- 
ing the thermal boundary-layer thickness 6, to x (x > £). Again, assume 
that fluid properties are constant. A linear temperature profile may be 
assumed. Integrals and derivatives need not be evaluated. 

7.14 Air at 1 atm and at a temperature of 30°C flows over a 0.3-m-long flat plate at 
100°C with a free-stream velocity of 3 m/s. At the position x = 0.05 m, deter- 
mine the values of the boundary-layer thickness, displacement thickness, 
moments thickness, wall stress, and heat transfer coefficient. Determine the 
values of the velocity parallel and normal to the plate surface, the values of 
the shear stress, and the values of temperature in the fluid at the positions 
(x = 0.05 m, y = 0.002 m) (x = 0.05 m, y = 0.004 m). 

7.15 Using the integral method and assuming that velocity and temperature 
vary as 
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и=а+ђу+ су? + ду) 
Т =а+ђу+су? + ау 


66 o? 


determine the “x” variations of the heat transfer coefficient and the wall 
temperature for the case of laminar flow over a flat plate with a uniform 
wall heat flux (g/A),. Compare the result of the heat transfer coefficient 
to the solution obtained in the textbook for the case of uniform wall 
temperature. 

7.16 Laminar air flow at 1 atm pressure over a flat plate at a uniform Т. Assume 
that U,, = 3 m/s, Т, = 20°C, and Т, = 100°C, and determine local u and T at 
x = 3 cm and y = 02 cm by using the similarity solution. Also determine the 
heat transfer coefficient at the same x — 3 cm location. Will the heat transfer 
coefficient be increased or decreased with increasing x for the same U,? 
Why? Will the Nusselt number be increased or decreased with increasing x 
for the same (/,2 Why? 

7.17 Use similarity solutions: air at 300 K and 1 atm flows along a flat plate at 
5 m/s. At a location 0.2 m from the leading edge, plot the и and v velocity 
profiles using the exact solution to the Blasius equation Also, determine the 
boundary-layer thickness, if it is defined as the location where и = 0.99u.,. 
Plot the temperature profile and determine the thermal boundary thickness 
if the plate temperature is 500 K. 

7.18 Using integral method solutions: air at 300 K and 1 atm pressure flows along 
a flat plate at 5 m/s. For x « 10 cm, T, — 300 K, whereas for 10 cm « x « 20 
cm, 7; — 500 K. Calculate the heat loss from the plate and compare the result 
with the heat loss if the plates were isothermal at 500 K. Assume that there 
exists a laminar boundary layer. Compare and discuss the two cases. 

7.19 Consider a boundary-layer flow over a flat plate. 

a. Using the integral method, derive the continuity equation in the boundary 
layer for flow over a flat plate. 

b. Using the integral method derive the energy conservation equation in the 
boundary layer for flow over a flat plate. 

c. Using appropriate BCs and boundary-layer theory, show that for an invis- 
cid fluid, 


Nu = 0.564 Pe"? 


where Nu is the Nusselt number and Pe is the Peclet number. (Hint: Use a 
plug flow model for velocity.) 
7.20 Consider a fluid approaching the leading edge of a flat plate with uniform 
velocity and temperature profiles U., and T... The flat plate is frictionless and 
is held at a constant heat flux of 47. The temperature profile at a distance x 
from the leading edge is given by 


Т= а +ау+ау tay 


262 Analytical Heat Transfer 


a. Using appropriate BCs evaluate dp, а, а,, and a}. 

b. Qualitatively sketch velocity and temperature profiles at a distance x, and 
x5, respectively, from the leading edge. 

c. Determine the local heat transfer coefficient (Л) and the Nusselt number 
Nu,. Express the answer in terms of the thermal boundary-layer thickness 6,. 

7.21 Consider a 2-D laminar air flow over a friction less plate. The flow approaches 

the leading edge of the plate with uniform velocity U„ and temperature Т. 

The plate is subjected to a constant wall temperature, T(> Т). 

a. Qualitatively sketch hydrodynamic (6) and thermal boundary layer (6,) 
growth as a function of distance x from the leading edge. 

b. Qualitatively sketch velocity and temperature profiles at a distance x from 
the leading edge. 

c. A third-order polynomial of the form 


T —Ts 
Т. — T; 


= а, +a (/5,)+ а (yl, + a;(y/5,) 


is used to describe the temperature profile. Determine the constants dp, 44, 
а,, and а; using appropriate BCs. 

d. Express local Nusselt numbers (Nu,) in terms of local thermal boundary- 
layer thickness 6,. 

e. Set up an integral energy balance equation. Do not attempt to solve the 
equation. 

7.22 Consider a 2-D, steady, incompressible laminar flow over a flat plate. The 
flow approaches the leading edge with free-stream velocity of U., and tem- 
perature T... The flat plate is frictionless, and it is kept at a uniform tempera- 
ture of Т, (>T). 

a. State clearly all the boundary-layer assumptions. 

b. If the temperature distribution at any axial distance x is approximated by 
a linear profile (T — T)/(T., — T,) = y/ét, derive an expression for the local 
Nusselt number distribution. 

7.23 Consider a steady laminar viscous fluid with a free-stream velocity V., and 
temperature Т, flows over a flat plate at a uniform wall temperature T,. 
Assume that the thermal fluids properties are constant. 

a. If the fluid has a Prandtl number of one (i.e., Pr = 1.0), determine the 
local heat transfer coefficient along the plate. You may use the method 
of integral approximation with the assumptions of the linear velocity and 
temperature profiles across the boundary layers, that is, u = a + by and 
T = c + dy, where a, b, c, and d are constants. 

b. Ifthe fluid’s Prandtl number is not equivalent to one (i.e., Pr > lor Pr « 1), 
outline the methods (no need to solve) in order to determine the surface 
heat transfer. You may use the same assumptions as in part (a). Does the 
heat transfer coefficient increase or decrease with the fluid Prandtl num- 
ber? Explain your answers. 

7.24 A flat horizontal plate has a dimension of 10 cm x 10 cm. The plate is main- 
tained at a constant surface temperature of 300°K with a water jacket. 
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a. If the plate is placed in a hot air stream with a pressure of 1 atm, tem- 
perature of 400°K, and velocity of 10 m/s, sketch the local heat transfer 
coefficient, h,, along the plate. 

b. Determine the surface heat flux at the trailing edge of the plate. 

Given: air properties at 350°K, k = 30 x 10? W/mK, v = 20.92 x 10-5m?/ 
s, Pr = 0.7: 


Nu, = aRe? Pr" 


where 
а = 0.332, m = 1/2, n = 1/3 for laminar flow 
а = 0.0296, m = 4/5, n = 1/3 for turbulent flow 

7.25 Constant properties laminar viscous fluids (p, Cp, К, и = constant) with a 
free-stream velocity U., and temperature Т„ move over a flat plate at a uni- 
form wall heat flux (4; = constant). 

a. Determine the local Nusselt number (Nu, = Л, : х/к) along the plate by 
using the integral approximation method with the velocity and tempera- 
ture profiles across the boundary layers as u = a + by and T = c + dy, 
respectively. Assume Pr = 1 for this problem. 

b. On the same plot, sketch h,, Nu, versus x for the uniform wall heat flux 
(а, = constant) and uniform wall temperature (T, — constant) BCs, 
respectively. For the same flow velocity, which wall BC (q; or Т) will 
provide a higher heat transfer coefficient or Nusselt number? Explain 
why. 

7.26 A viscous fluid (p, C pi k, and u are constant values) with a variable free stream 
velocity U = Cx" and temperature T, flows over a surface at a variable wall 
temperature T,- Т, = Cx". This is a basic constant pressure gradient flow, 
2-D laminar boundary-layer convective heat transfer problem. We want to 
solve the velocity and temperature profiles across the boundary layers from 
the similarity momentum and energy equations as: 


re gh en(i- 7) =0 


Ө” + t prf + nPr(1—8) f =0 


a. Assume you have already solved the velocity and temperature profiles 
(Р vs. 1, Ө vs. n) from the similarity equations by the RK method, write 
how to determine the local heat transfer coefficient h, along the plate. 

b. Sketch 0 vs. 7 on the same figure for n = 0, Pr = 0.72 with m = 0 and 0.5, 
respectively. Discuss if m = 0 or m = 0.5 will provide a high heat transfer 
coefficient and why? 

c. Sketch Ө vs. у on the same figure for m = 0, п= 0 with Pr = 0.01 
(liquid metal), 0.72 (air), and 5 (water), respectively. Discuss if Pr = 0.01 
or Pr = 5 will provide a high heat transfer coefficient and why? 
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7.27 A particular rocket ascends vertically with a velocity that increases approxi- 
mately linearly with altitude. Consider a high velocity “air” flow with T, and 
V„ approaching a location on the cylindrical shell of the rocket, x from the 
nose, at Т. Assume T, is greater than T... This is a high-velocity boundary 
layer problem (the cylindrical shell of the rocket can be modeled as high- 
speed flow over a vertical flat plate). 

a. Write down the formulas which can be used for calculating local heat 
transfer coefficient h, and local wall heat flux q% for a location on the 
cylindrical shell of the rocket, x, from the nose if the viscous dissipa- 
tion (aerodynamic heating) is not negligible. Discuss whether the local 
heat flux at that location with viscous dissipation is a positive, zero, or 
negative value. Also, discuss how to determine the local heat flux at that 
location if the approaching flow (Т, V.) reaches supersonic condition, 
1.e., Mach number > 1.0. 

7.28 Consider an aircraft flying at Mach 3 at an altitude of 17,500 m. Assume the 
aircraft has a hemispherical nose with a radius of 30 cm. If it is desired to 
maintain the nose at 80°C, what heat flux must be removed at the stagna- 
tion point by internal cooling? Assume that the air passes through a normal 
detached shock wave and then decelerates isentropically to zero at the stag- 
nation point, then the flow near the stagnation point is approximated by low- 
velocity flow about a sphere. 

7.29 A viscous fluid (p, C, k, andpare constant values) with a variable free 


stream velocity U = U. (1 + 3 and temperature Т„ flows over a curved wall 


(L = curved wall length) at a uniform wall heat flux, д”. This is a specific 


pressure gradient flow, 2-D laminar boundary-layer convective heat transfer 

problem. 

a. Solve this problem using the Integral Approximation Method with 
the velocity and temperature profiles across the boundary layers as 
и = а + by + cy! and T = a + by + су, where a, b, and c are unknown 
constants and need to be determined using appropriate BCs. Determine 
the velocity and temperature profiles for a uniform wall heat flux, q7, BC 
(i.e., determine a, b, and c). 

b. Determine the hydrodynamic and thermal boundary-layer thickness 
along the wall by using the approximately boundary-layer momentum 
and energy integral equations with the velocity and temperature pro- 
files across the boundary layers as specified in (a). You do not need to 
obtain the final solution, but a functional relationship such as ó(x, Rej), 
ó,(0, Pr) is acceptable where Re, = pU,, L/u. Discuss the importance of 
the Prandtl number to affect the hydrodynamic and thermal boundary 
layer thickness, as well as the local heat transfer coefficient along the wall. 

c. If the curved wall heat flux is now increased sinusoidally with the wall 


length, qw = С) outline the solution procedure to deter- 


mine local heat transfer coefficient л, and surface temperature Т, along 
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the curved wall. Will the л, in case (c) be higher, the same, or lower than 
that in case (a) and why? 

d. If you consider the same viscous fluid flowing over the same curved wall 
made of a porous material where a small amount of fluid blows into (or, 
out of) the porous curved wall (boundary layer blowing or suction) at 

a velocity V,, write the corresponding boundary-layer momentum and 

energy integral equations. Will the 6, and h, in case (d) be higher, the 

same, or lower than that in case (a) and why? 


A viscous fluid (p, С, k, апдиаге constant values) with a variable free 


stream velocity U = U. [ + sin( | and temperature Т„ flows over a wall 


(2L = wall length) at a uniform wall heat flux, д”. This is a variable pressure 

gradient flow, 2-D laminar boundary-layer convective heat transfer problem. 

a. Solve this problem using the Integral Approximation Method with the 
assumed velocity and temperature profiles across the boundary layers as 
и = U and T = а + by, where a and b are unknown constants and need to 
be determined by appropriate BCs. Determine the temperature profile for 
a uniform wall heat flux, q7, BC. 

b. Determine the thermal boundary-layer thickness along the wall using the 
approximate boundary-layer energy integral equation with the assumed 
velocity and temperature profiles across the boundary layers as specified 
in (a). You do not need to obtain the final solution if you do not know how 
to perform the final integration. 
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Internal Forced 
Convection 


8.1 VELOCITY AND TEMPERATURE PROFILES IN A 
CIRCULAR TUBE OR BETWEEN PARALLEL PLATES 


Internal forced convection is flow that moves along the internal surface of a pas- 
sage and forms an internal boundary layer on the surface. For example, fluid flowing 
through a circular tube or between two parallel plates is the most common application. 
Figure 8.1 shows the hydrodynamic boundary-layer development (due to viscosity) 
for flow entering a circular tube (or between two parallel plates). The boundary layer 
starts from the tube (or plate) entrance and grows along the tube (or plates) length. 
Unlike external flow, with internal flow, the boundary layer is not allowed to be free; 
boundary layer development is now confined within the internal geometry. The veloc- 
ity profile changes (develops) within the entrance region of the tube (or plates). The 
flow becomes a “hydrodynamic, fully developed flow” when the boundary thickness 
is the same as the tube radius (or half the spacing between the two plates). The veloc- 
ity profile no longer changes after achieving the fully developed condition; this is 
the primary difference between internal and external flow where the velocity profile 
continues to change in the flow direction for fluids flowing externally over a surface. 
For a laminar flow, the entrance length-to-tube diameter ratio is approximately 5% 


0 x 


FIGURE 8.1 Velocity profile and shear stress distribution in a circular tube or between two 
parallel plates. 
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of the Reynolds number (based on the tube diameter). This implies that the entrance 
length increases with increasing Reynolds number (because a thinner boundary layer 
requires longer distance for the boundary layers to merge). Figure 8.1 also shows that 
shear stress decreases from the entrance along the tube length and becomes a constant 
value when the flow reaches the fully developed condition, and shear stress increases 
with Reynolds number (because of a thinner boundary layer from the entrance and the 
longer entrance length). For a turbulent flow, the entrance length is more difficult to 
precisely identify; the entrance length is approximately 10—20 tube diameters. Due to 
the constant mixing associated with turbulent flows, it is often difficult to distinguish 
whether the turbulent flow is fully developed or not from 10 to 20 tube diameters 
downstream of the tube entrance [1—4]. 

Figure 8.2 shows the thermal boundary-layer development (due to the thermal 
conductivity and velocity of the fluid) for flow entering a circular tube (or between 
two parallel plates). The thermal boundary layer starts from the tube (or plate) 
entrance and grows along the tube (or plate) length. The temperature profile con- 
tinues changing from the entrance due to the addition of heat along the tube (or 
plate) wall. The flow becomes “thermally, fully developed flow” when the thermal 
boundary thickness is the same as the tube radius (or half-spacing between the two 
plates). The dimensionless temperature profile no longer changes after being ther- 
mally fully developed (but the temperature continues increasing). For the laminar 
flow, the thermal entrance length-to-tube diameter ratio is about 5% of the Reynolds 
number (based on the tube diameter) times Prandtl number. This implies that the 
thermal entrance length increases with increasing Reynolds number (because a 


Hydraulic entrance length, Хүр 


98 Velocity 


(25) =0.05Rep Pr 
D La 


m 


FIGURE 8.2 Hydraulic entrance length and thermal entrance length in a circular tube or 
between two parallel plates. 
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thinner boundary layer requires longer distance for the boundary layer to merge) 
and Prandtl number (because lower thermal conductivity requires longer distance to 
merge) [1—4]. 

Figure 8.2 also shows that the heat transfer coefficient decreases from the 
entrance along the tube length and becomes a constant value when the thermal 
boundary layer reaches the fully developed condition, and the heat transfer coef- 
ficient increases with Reynolds number (because of a thinner boundary layer from 
the entrance and the longer entrance length). It is noted that the thermal entrance 
length is identical to the hydrodynamic entrance length if Pr = 1. For turbulent flow, 
the thermal entrance length can only be estimated; similar to the hydrodynamic 
entrance length, the thermal entrance length is approximately 10—20 tube diam- 
eters. It is difficult to distinguish whether the turbulent flow is thermally and fully 
developed in the region from 10 to 20 tube diameters within the tube due to the 
mixing associated with the turbulent flow. 


8.2 FULLY DEVELOPED LAMINAR FLOW AND 
HEAT TRANSFER IN A CIRCULAR TUBE 


For fluid flow in a circular tube, the Reynolds number is defined as 


pVD VD 4m 
V TD 


Rep (8.1) 


Laminar flow is observed if Rep < 2300. 

Ata certain distance from the entrance, the velocity profile, u(r), no longer changes 
along the tube length (if the fluid properties remain constant). Correspondingly, there 
is no velocity component in the radial direction. Also, the axial pressure gradient 
required to sustain the flow against the viscous forces will be constant along the tube 
(no momentum change). These conditions are present when the flow is hydrodynami- 
cally and fully developed. The differential governing equations for the flow inside a 
circular tube are [1—4] 


du 1 Ar) 
+= =0 8.2 
rbd дг (ne) 

du du 1 ӘР 10 ди 
= 8.3 
Как ap Bde par эн 
ОТ ОТ 10 OT 

Ear ae ES (Z) SUM 


If the flow is hydrodynamically fully developed, then 


v=0 (8.5) 
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Therefore, the continuity Equation (8.2) becomes: 


ди 
EU 8.6 
x (8.6) 
Likewise, the momentum equation simplifies to: 
1 ðP lod ди 
0- +v 8.7 
р ox ror ( а on 


Recall, for fully developed flow u = u(r) only. With the fluid velocity only changing 
in the radial direction and the pressure gradient (0 P/ 0x) is constant, the momentum 
equation becomes an ordinary differential equation. The fully developed velocity 
profile can be solved by integrating Equation (8.7), with respect to r, two times: 


1 dP _ 2 à 


=v r 
p dx rdr\ dr 
[а= аа) 
ах ах 
dP 1 , du 
— —r* = ur — + C 
2 ay S 


dx 2 
а = pu t C; 
dx 


DadP olg P 

4 d 4 dx 

- 10, :_ к) 
4u dx 


Also, at r= 0, u = Мы, = –(1/4и)К?(аР/ах). The velocity profile can be re-written in 
terms of the centerline (or maximum velocity) и = —Una, (r? - К?) К°. 


2 
и ГА 
Umax Е |) SM 
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The bulk mean velocity is defined as: 


0 (8.9) 
1 1 
— ice 7 
TR R 
0 
2 Их | 1 2 1 | 
RP |2 AR? | 
2 | 
У = 5 ns (8.10) 


Equation (8.10) is only valid for flow through a “round” tube. If the cross-section of 
the tube deviates from a circular tube, the relationship between the maximum (cen- 
terline) velocity and the average, bulk velocity also changes. 


8.21 Fuuv DEVELOPED FLOW IN A TUBE: FRICTION FACTOR 


Knowing the fully developed velocity profile, it is possible to analytically deter- 
mine the shear stress distribution through the fluid. Furthermore, based on the shear 
stress, we can determine the friction factor within the tube. Beginning with the 
shear stress definition: 


Ty =U ^ " u i К: ш.) (8.11) 
where u/Unas = 1 — (r/RP, r = R — у, and dr = -dy 
Tw = MUnax 5 
The friction factor can be expressed ав: 
y Tw _ MU max (2/R) _ lou 16 1 (8.12) 


(1/2)pU? (1/2) p((1/2)Unm) PUD Rep Rep 
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where Rep = рир / и 

Figure 8.3 shows the force balance in the fully developed flow region. This force 
balance can be used to determine how the pressure changes along the length of the 
tube (the pressure gradient, 2Р/ 0.x, in the flow direction): 


APA, + T,,%DAx = 0 


_ TyRDAx 
© (1/4) nD? 
AP _-Ат„_ 4 1l 
= = (4 
Ax D р!2? 


21 510... з2и _ З2ир ир 32u^ рри 


= = 8.13 
D2 Rep D D pDu Dp 813 
сеа - Re (8.14) 

Dp D D è 


Also, the pumping power can be obtained as P = AP (volume flow). Figure 8.4 shows 
the friction factor decreases and the pressure drop increases with Reynolds number. 


FIGURE 8.3 Force balance in the fully developed flow region. 
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0 Rep 


FIGURE 8.4 Friction factor and pressure drop versus Reynolds number in the fully 
developed flow region. 


8.2.2 Cast 1: UNIFORM WALL HEAT FLUX 


Laminar flow heat transfer is dependent upon the thermal boundary conditions. 
However, turbulent flow heat transfer is fairly independent of the thermal BCs (par- 
ticularly for Prandtl number around one, such as air). Typical thermal BCs are case 1, 
uniform heat flux and case 2, uniform wall temperature. 

Figure 8.5 shows the laminar flow in a circular tube with a uniform surface heat 
flux condition along with the thermal boundary layer, temperature, and the heat 
transfer coefficient (Nusselt number) distributions along the length of the tube. Below 
are the step-by-step details to obtain the results shown in Figure 8.5. 

Beginning with Newton’s Law of Cooling, and recognizing in this case, the sur- 
face heat flux is constant. 


q; = 4 = h(T, -T,) (8.15) 
А, 
Ho 4». нэ 
qw = = h(T, m Т,) (8.16) 


From the First Law energy balance (9 - ric, (AT)). the average, bulk mean, tem- 
perature of the fluid can be determined by integrating over the cross-sectional area 
of the tube (т = p A): 


R 
| puT - 2xr dr 
T,= (8.17) 


| ри-2тгаг 
0 


Also from the energy balance, 


a Aw - mC, (Tro E Ты) 
dw A, A, 


(8.18) 
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(a) 4w = constant 
у Y v v v v Y Y 


« >< > 
Ху Thermally fully developed 

(c) | 
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14.3 =Nu= —— 

| | К 

| 


>x 


FIGURE 8.5 Laminar flow in a circular tube with the uniform surface heat flux condi- 
tion. (a) Thermal boundary layer; (b) temperature; and (c) heat transfer coefficient (Nusselt 
number). 


With q% being a constant, the pipe having a fixed cross-section, and the mass flow 
rate being constant, from Equation (8.19), the bulk mean temperature gradient must 
also be constant: 


4; = me, dn. > en. = const (8.19) 
л dx dx 


For thermally fully developed flow, 


T-T, 
Т, 2 Т, 


= f(r)# f(x) 


OT oF, T-T, (2 ^ =0 (8.20) 


Ox ox  T,-T, NOx Ox 
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di = 91, = 21, = constant (8.21) 
Ox | Ox ox 


Now, Equation (8.4), the differential energy equation, can be used to determine an 
expression for the fully developed, temperature profile within the tube. Note, energy 
equation can only be solved after the velocity profile has been determined from the 
momentum equation. 


ОТ l1d( oT 
C =k =T 1 
PC pu 24 23 (r)only 
2 ” 
(Јан) аз 
k R mC, / xD dr 


u Dx 


The thermal boundary conditions can be expressed in terms of the centerline tem- 
perature, Т. At the center of the tube, the temperature profile will be a minimum or 
maximum (depending on whether the fluid is being heated or cooled), oT/ðr = 0. 
Therefore, the thermal boundary condition at the center of the tube is: 


OT 
lt i) 
or 


3 
| pes 2V| r Е 28 r= faf) 
k К? ) dx dr 


pCr,, (12 p Nd 
к  "*ау\2_ 4 j 


r=0, T-T. or 


atr — 0, EN -0, ..C; = 0. Now divide r through the equation: 


3 
[2..2 1, _ ar- [ar 
k dx \ 2 4R 


4 
ple, (1.1, prt 
22 44R 


=T+C, 
k dx 
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atr=0, Т-1с, ~. C= -—Tc. Therefore, 


2 4 
T-T.= pc, ИИВ r r 1 
К dx 4 16R 


The wall temperature can be determined withr = R, T-T,: 


2 4 
Т,-Т.= pC, ӘТ Un. R R |= pC, oT Un. 3 к? 
k Ox 4 168 k ox 16 
where 
R 
риТ-2тгаг 
T, =~ энэ 8 = dT UR? 
pu-2nr dr di d 
gg cen df 28 s е) (8.23) 
k dx 16 96 


Therefore, л can be determined by combining Equations (8.19) and (8.23): 


qk (mC, nD) (dT, Гах) 


h= = 
Tw-T, p(C,Ik)(ariax)us, | (3/16) 2 — (7/96) R | 


| (pRR°VC,/m2R)(dT idx) | (pC,nR (1/2) Umax x2 R)(dT Idx) 
© (pCy/k)(T Idx Umax (11/96)? (рс, /k) (dT Idx) Umax (11/96) Е? 


k _96® 
(44/96)R 22р 


Now the Nusselt number can be determined: 


Nup = — = — = 4.314 8.24 
D 35 (8.24) 
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As an example, if considering flow inside a circular tube with a uniform velocity 
(1.е., slug flow) at a uniform wall heat flux, we can determine the temperature profile 
and heat transfer coefficient. To start, there is no need to solve the momentum 
equation, as the velocity is constant across the cross-section of the tube (given in the 
problem statement). Therefore, 


From the energy equation 


pCpV =k r 3» 


oT zal | 
Ox ror 


For simplicity, let c represent all the constant values: 


PCr aT 
k dx 


Now integrate both sides of the energy equation: 


Although the velocity is constant across the tube cross-section, the temperature var- 
ies with the radius, r. As with the previous derivation, the temperature of the fluid 
along the centerline is a local maximum or minimum: 


Now divide by r and integrate a second time: 


ЇЙЛ dr = far 
2 


Т та 
2 2 
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In terms of the centerline temperature: 

г-0, Т= Тс, -.С»--Т, 
Therefore, 


тт. ate? = 1 PCW dT уз 
4 4 k dx 


In terms of the wall temperature (r= R, T-T,): 


Following the same procedure as outlined above, we can work our way to the heat 
transfer coefficient (Nusselt number): 


R 
| pVT - 2nrdr 
Т, = -—9,—— ————— = can be obtained 


dl R 
| pV -2nrdr 

0 
T, — Т, = canbe obtained 


h= dw 
Т, ш Т, 


= can be obtainted 


12 = Ми» = can beobtained 


8.2.3 Case 2: UNIFORM WALL TEMPERATURE 


The case of a uniform wall temperature is often encountered in heat exchangers 
where steam might be condensing (or water evaporating) along the surface of the 
tube. The phase change of the water occurs at the saturation temperature, and there- 
fore, the wall of the tube is constant at the approximate saturation temperature. This 
uniform wall temperature (T,, = constant) condition requires an iterative approach to 
determine the temperature profile and the Nusselt number within the tube. For fully 
developed flow, we have: 
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However, in order to attain the thermally developed condition: 
o (T-T, 
uin -0 
дх Т, m Т, 


Applying the chain rule to expand the derivative definition: 


Ox ox 1,-T,\ дх Ox 


By definition (Т, = constant), the wall temperature does not change in the x-direction. 
Therefore, the temperature gradient can be written as: 


әт тету 


= 8.25 
ox  T,—T, dx d: 
Combining with the temperature gradient with the energy equation, we have: 
ror. L T =T OT, _ 1 9 „9Т (8.26) 
а дх аТ -Т, Ox ruor\ or 


where we know: 


Т-Т, = 
ToT, = f(r) 
Let 
ГЕЗ 
ӘТ = o(T Tu) (Т, 7: Т, -Т, 


The energy equation now becomes: 


1 27, 19 
а` дх uror 


[r(m — Т,„)/”] 


or 
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We also have the first law and the convective heat flux: 


” тс,АТ, 
w = = h T, — Т, 
dee c Mer) 


dT, 1 _ hnD 
ах 1Т,-1, me, 


t (f')= = “к? | 
ror 


тс} 


Rearranging: 


Iteration is required to solve for f and f". With this process, we first assume a tempera- 
ture profile to satisfy fully developed flow: 


Т, - Т, 


For example, from the temperature profile for the uniform wall heat flux result: 


1 OT 5 г? R R? | 

T-T, адх “\4 16R 4 168° 

L4 1 oT Р R 7 е) 
а дх 44 16 96 


= 


Substituting f(r) into the above energy equation (1.е., substitute into the following 
equation): 


15 (f) = ЕУ 
Г or 


mc, 
where 


m-pAV = pv ^ D 


2 
u- 2-8 


Now, check to see if the left-hand side (LHS) equals the right-hand side (RHS). 
If the equation is not balanced, continue guessing temperature profiles, f(r), until 
LHS = RHS. 

After the temperature profile is determined (from iteration), we can calculate the 
heat transfer coefficient based on the profile: 
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"v fat 
" ду), Or |p 
E „д К 
T, ын Т, 
Nu= 8 = 3.66 (8.27) 


For е case of the uniform wall temperature, the temperature distribution may also 
be obtained by the infinite series method shown below. Again, begin with: 


where 
№ 
Con = —5( Са — Can- 
2 (an 2n-4 2 2) 
Co 21 
1,2 
С,- зүй --1.828397 
Ao = 2.704364 
and 


Nu= 24 -3.657 


This infinite series solution leads to the same result as shown above. Again, it must 
be noted, the Nusselt number shown is limited only to round tubes with a uniform 
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wall temperature. Changing the shape of the channel will result in a different Nusselt 
number within the geometry. 
Figure 8.6 shows the wall temperature, bulk mean fluid temperature, wall heat flux, 
and Nusselt number behavior in a round tube exposed to a constant surface temperature. 
Laminar flow is very sensitive to the thermal boundary condition imposed along the 
tube wall. Figure 8.7 offers a simple comparison between the Nusselt numbers for round 
tubes with either the uniform surface heat flux or uniform surface temperature condition. 


| | | | Tw = constant (by condensing steam) 


(a) 


Entrance à Fully Developed Flow 


FIGURE 8.6 Laminar flow in a circular tube with the uniform surface temperature condi- 
tion. (a) Thermal boundary layer; (b) temperature; and (c) wall heat flux and heat transfer 
coefficient (Nusselt number). 
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Nu 


Tw = constant 


Entrance i Fully Developed Flow 


FIGURE 8.7 Round tube Nusselt number comparison between q% = constant and 
T, = constant thermal boundary conditions 


As noted with the derivations above, the Nusselt number is sensitive to both the 
thermal boundary condition and the geometry of the duct or channel. Thus far, we 
have focused on flow through a round tube. However, if the cross-section of the 
geometry changes, the process must be repeated to arrive at the Nusselt numbers for 
various flow configurations. Table 8.1 provides a comparison of the Nusselt numbers 
under various boundary conditions, velocity profiles, and flow geometries. When 
considering geometries that deviate from a round tube, the characteristic length used 
for reference changes from D (the tube diameter) to the channel “hydraulic diameter,” 
D,. The hydraulic diameter provides an equivalent diameter accounting for boundary 


TABLE 8.1 
Fully Developed, Laminar Heat Transfer 
: . rer hD hD, 
Geometry Velocity Profile Thermal Boundary Condition Nu, Ё ог Мир, = Ё 
Circular tube Parabolic qu 4.36 
Circular tube Parabolic T, 3.66 
Circular tube Slug (liquid metal) qe 8.0 
Circular tube Slug (liquid metal) T, 5.75 
Parallel plates Parabolic qe 8.23 
Parallel plates Parabolic T, 7.60 
Square duct Parabolic T, 2.98 


Triangular Parabolic T, 2.35 
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layer growth within a specific cross section, А,, and wetted perimeter, P. Table 8.2 
provides the equivalent, hydraulic diameter for a variety of common shapes. 


Regardless of the geometry, the general definition of laminar flow does not change: 


p PDs _ VD, < 2300 


Re h 
V 


TABLE 8.2 
Hydraulic Diameters for Common Internal Flow Configurations 


Geometry Hydraulic Diameter Definition 


2ab © 
„= = 2b if а > > b, parallel plates 
(a+b) 
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8.3 FULLY DEVELOPED LAMINAR FLOW AND HEAT 
TRANSFER BETWEEN PARALLEL PLATES 


8.3.1 Two PLATES WITH SYMMETRIC, UNIFORM, HEAT FLUXES 


Case 1: Fully developed, laminar flow between parallel plates 

Consider a low-speed, constant-property, fully developed laminar flow between 
two parallel plates at y = +H, as shown in Figure 8.8. Both plates are electrically 
heated to give a uniform wall heat flux. Determine (a) the velocity profile, (b) the 
friction factor, and (c) the Nusselt number. 

Based on the problem statement, the following assumptions can be made: 


Low speed: Ф-0 

Constant properties: р, и, k, С, = constant 
Fully developed: du/dx = 0 
Thermally fully developed: dT/dx = constant 


a. Velocity Profile 
Beginning with the continuity equation: 


Momentum equation: 


ди ү ди ТОР, диди 
ox) ду? 


qs 


FIGURE 8.8 Two parallel plates at a uniform wall heat flux. 
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v=0 
Ou _ 
Ox 
9? 
„© =0 
дх 
The momentum equation reduces to: 
Lap _ au 
p ox oy 


with the solution (after integrating twice): 


1 OP 


u= 
2и дх 


HCY + C2 


where v = и/р with the boundary conditions: 
At y = 0, du/dy = 0 (maximum velocity) 
Aty=H,u=0 


c, =0 


1 ОР 
C5 = _1 oP на 


2и ox 
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(8.28) 


(8.29) 


Substituting the constants back in Equation (8.29) and rearranging: 


with 
Umax at y = 0 
Therefore: 
Umax = н? oP 
2и Ox 


(8.30) 
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The bulk, mean velocity: 


pA 2H 
H 
3 2 
ЯМ Unax[ y - (y /3H Л _ Umax ((2/3) H) 
К Н H 
Um = Zijo. (8.31а) 
3 
Thus, 
3 у? 
= u, l- 8.31b 
и 74 | x ( ) 
b. Friction Factor 
By definition: 
Tw 
f=4 : 
= рид 


From a force balance, we obtain: 


APAc + ту (2w) Ax = 0 


AP Е —2TwW _ —2T wW _ Tw 
AX Ac 2WH Н 


Therefore, 
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From Table 8.2, for parallel plates: 


_ 4A. _ 4(2wH) 
|. P w 


Dy = 4H 


Thus, 


(3uu, IH? (H) бди,Н 
ри„!2 рин? 


Ни 
7 Е и„Нр 


Redefining the Reynolds number based on the hydraulic diameter: 


Rep, = pus Dy, = 4и„Нр 
u 


Finally, 


f= (8.32) 


c. Nusselt Number 
Beginning with the energy equation: 


ƏT oT PT Ty. 
pc нийг БЕУ 


Ф = 0 (low-speed flow) апа д = 0 (no internal heat generation) 


The governing energy equation becomes 


OT oT 
~ (8.33) 
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Using the velocity profile from Equation (8.31b) and integrating Equation (8.3) twice, 
the temperature profile becomes: 


3 1 ^ |dT 
T= Um | Y У 2 toayte 
2012 12H |ах 


Applying the thermal boundary conditions to solve for the constants of integration: 
At y = 0, dT/dy = 0 
Aty=H,T=T, 


С = 0 
o=- 3 Мн p? аг 
8 a dx 
2 4 
ye “хүр X ы „с (8.34) 
2a 2H” 12H" 12) dx 
Solving for the bulk mean, fluid temperature: 
| ром 
ын рс,и,А 
Н 2 2 4 
2| pal uci ХӨ а 
a" 2 Н 2a 2H” 12H" 12|ах 
© рс,и,(2Н) 
9 u, H^ È 1 5 1 1,5 E | zl 
Т, = +—+ tT, 
4 о 6 60 12 10 84 36}dx} 2 3 
2 
eo аар (8.35) 
35 a dx 


Now we can use the surface and bulk mean temperature to determine the convective 
heat transfer coefficient: 
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_ k[(3/2)(Um 1a) (2/3) Н |ат/ах) 
Т, + (7/35)(u, lc) Н (dT /dx) — Т, 


Now the Nusselt number (with D, = 4H): 


Nup, = 


h(AH) 35k ЕЗ 
k 17Н\ К 


140 
Мир, = 7 = 8.235 


Case 2: Thermally and fully developed flow between parallel plates with a uniform 
velocity profile (slug flow). 

Now consider flow between two parallel plates with a uniform velocity profile 
(1.е., slug flow) with a uniform wall heat flux. Determine (а) the temperature distribu- 
tion and (b) the heat transfer coefficient (Nusselt number). 

Based on the problem statement, u = V. Therefore, there is no need to solve the 
momentum equation. 

a. Temperature Profile 


From the energy equation: 


er vor. 
d? а дх 
СВЕ +c 
dy 226 


1 
T= zI +ау+о 


The thermal boundary conditions are used to solve for the constants of integration: 
At y = 0, dT/dy = 0 
Aty=H,T=T, 


с =0 


1 
G-2T-CAH 
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Therefore, 


1 
Т-1,85С(У-Н)) 


Luo A 


=T,+ 
| 2a 0x ч 


Following the same procedure shown for Case 1: 
T,, = can be obtained 
Л = can be obtained 


Мир, = can be obtained 


8.3.2 Two PLATES WITH ASYMMETRIC HEAT FLUXES 


Case 1: Fully developed laminar flow between parallel plates with one insulated surface. 
Consider low speed, constant-property, fully developed laminar flow between two 
parallel plates, with one plate insulated and the other uniformly heated. Determine 
the Nusselt number (see Figure 8.8). 
For this problem, the velocity profile is fully developed. From Equation (8.31b), 
we have: 


where um = mean velocity 
Now, from the energy equation: 


oT udodT 2.21 у? 19Т 
dy adx 2 "а 


where 


T 
—— = constant 


Ox 


After integration: 


3997115 1 y 
“Ome дх|2? 12Н? 
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Now the thermal boundary conditions are needed to solve for the constants: 


Aty--H, oT — 0 (insulated) 
dy 


At y= Н, T = T, (unknown surface temperature) 
Solve for c, and c», the temperature profile becomes: 


2 4 2 
_ 3 и„Н? OT y бу 8у 13 [+Т, 
24 a ox| H Н Н 
| 
uTdy 2 
T, = = - 52 „Н ӘТ үү 
Um 2H 35 а ox 
oT 
7 -k——|H aj IH OT bon 
gow 209» __ a дх __ 70 
Т, = Т Т, – Tn 52 и„Н? OT 52 Н 
35 а ox 
hD, 704НК 7 
Мир, = == 9 ME 


k S2Hk 13 


where 
р, =4H 


Case 2: Fully developed laminar flow between parallel plates with the plates unevenly 
heated. 

The previous Case | is a special variation of this more general asymmetric heating. 
In this case the heat flux from surface 1 is twice the heat flux from the surface 2, or 
the heat flux from surface 1 is n times the heat flux from the surface 2. Using the 
momentum and energy differential equations, derive the Nusselt numbers for each of 
the two plates and show the Nusselt numbers can be written as: 


1 140 
26-9п 
140п 
u? = 
26n —9 
Ifn= 1; Nu, = Nu, = = = 8.235 


Ifn = 2, Nu = m- 17.5 and Nu; == =651 
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Case 3: Thermally and fully developed flow between parallel plates with a uni- 
form velocity profile (slug flow). 

Now we consider flow between two parallel plates with a uniform velocity pro- 
file (i.e., slug flow) with asymmetric heating. The upper plate is well-insulated, and 
the lower plate is kept at a uniform surface temperature. Using the momentum and 
energy differential equations, show the Nusselt number for the lower plate is: 


2 
Nu- A Qn 2 


8.4 FULLY DEVELOPED LAMINAR FLOW AND HEAT 
TRANSFER IN A RECTANGULAR CHANNEL 


Rectangular channels have been used for many heat transfer designs. We will assume 
that flow is moving in the axial z-direction, both the velocity and temperature profiles 
are two dimensional as a function of (x, y). The 2-D velocity and temperature distribu- 
tions in the rectangular channels can be solved by the method of separation of vari- 
ables, as discussed in Chapter 3. The following has been adapted from reference [5]. 


8.4.1 Futty DEVELOPED LAMINAR FLOW 


For steady, fully developed, laminar flow of a fluid through a long rectangular chan- 
nel (0 € x < W, 0 € y < Н), the momentum equation along the main flow direction 
(along z) may be written in dimensionless form as 


DAS aw [Pw aw 2 | ӘР 


"s PY Iy Цаг Ze ду” 522 Oz 


1 1 1(4Р Үү, (20 20) тар 
— И (D =0 
E | Ч | 17 2-3 и dz 


20 А 220 
ox? ӘҮ? 


+1=0 


2 
h 


where О = Q(X, Y), Qs PY is a dimensionless velocity in the z-direction, 
Т (4) 
and X and Y are coordinates normalized with the hydraulic diameter of the channel, 
D, (that is, X = x/D, and Y= y/D,). 
The above equation may be solved using the method of separation of variables 


with appropriate boundary conditions (see Chapter 3, Section 3.4.2, Equation (3.19); 
replace temperature by velocity), and the average velocity, Q, may be determined 


from the velocity distribution. Thus, f - Rep, = 5 can be obtained as 
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—— |р, = 
D, 
f: Rep, — Ё Е | 


2 
f: Rep, E 


where f and Re;, are the friction factor and the Reynolds number, respectively. Also: 


The velocity profiles can also be determined using the matrix method shown in 
chapter 5. 


8.4.2 THERMALLY AND FULLY DEVELOPED LAMINAR FLOW 
WITH UNIFORM WALL HEAT FLUX 


After determining the velocity profile within the rectangular duct, we can now deter- 
mine the Nusselt number within the duct. For steady, thermally fully developed, 
laminar flow of a fluid through a long rectangular channel (0 < x < W, 0 < y < H) 
that is subjected to a uniform heat flux at the walls, the energy equation may be 
written in dimensionless form as 


ду ay. aT PT ST OY). 
20) ede (31422530 Jus 


1 Y wD? (2) дө дө 1 „41 б 
DA a Да Дох ӘР?) a ad 


220 20 w 
+ 


+ 
9х? дҮ? w 


where Х апа Y are coordinates normalized with the hydraulic diameter of the channel, 
D, (that is, X = x/D, and Y= y/D,), and Ө = 0(X, Y) is defined as 


Т, -Т 
өх үен 
a dz 
Also, w and w are the local velocity and the average velocity along the main flow 
direction (in the z-direction). 


0- 
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Following the same procedures as velocity, the temperature, and heat transfer 
coefficient can be solved as: 


hD h Ge D h 


TE em» (a) ^( р, Е] 


„ЕЗ 


Since 


= лө, 


The temperature profiles can also be determined using the matrix method shown in 
chapter 5. 


8.4.3 THERMALLY AND FULLY DEVELOPED LAMINAR FLOW 
WITH UNIFORM WALL TEMPERATURE 


For steady, thermally fully developed, laminar flow of a fluid through a long 
rectangular channel (0 € x € W, 0 € y € Н), the walls of which are maintained at 
a uniform wall temperature, the energy equation may be written in dimensionless 
form. To represent the energy equation in a dimensionless form, we must recall the 
definition of thermally developed flow: 


T, -T 1 
— ——— | function z 
Ty HE Т, 


Now to develop the nondimensional energy equation: 
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ar _(ө\а 
Oz i 0, dz 

ду ду, or PT PT Om. 

Я =k 
АС 2323 p tí ud 
1 )( wD; (2) 9'0 дө 1 (9 \ah 0 
Dj a dz \ ӘХ? oY?) a \@,) dz | 


ө 290 w(90 
ox’ ƏY? wl@, 


=0 


where X and Y are coordinates normalized with the hydraulic diameter of the channel, 
D, (that is, X = x/D, and Y = y/D,), and Ө = Ө(Х, У) is defined as 


Т, -Т 
d= Fa С 
e а) 
a dz 
and 
0, - Т, ян Т, 


р | wD; | 4т, | 
a dz 
Also, w and w are the local velocity and the average velocity along the main flow 
direction (in the z-direction). 
Following the same procedures described for the velocity profile, the temperature 
and heat transfer coefficient can be solved as: 


hD, = qu р, 


Мир, - 


мэр 563) ^( D, Е] 


(Т, m Т, ) К 4А, ЇР, a 


6) 
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Since 


T, = T, 
eia) 
a dz 


A 
40, 


Ө, = 


Мир, = 


Again, the temperature profiles сап be determined using the matrix method shown 
in chapter 5. 


8.5 THERMALLY DEVELOPING HEAT TRANSFER IN A CIRCULAR 
TUBE—SEPARATION OF VARIABLES TECHNIQUE 


8.5.1 COMBINED HYDRODYNAMIC AND THERMAL ENTRY FLOW 


In many applications, the length of the tube can be relatively short, so the flow does 
not reach the fully developed condition (hydrodynamically and/or thermally). Both 
friction and heat transfer coefficients are elevated in the entry region of the tube; 
therefore, to accurately predict the pressure drop and heat transfer, we need the 
velocity and temperature profiles in the entry region. When previously considering 
fully developed flow, the momentum and energy equations simplified to ordinary 
differential equations; the velocity and temperature profiles were only changing in 
the radial direction. In the entry region, these profiles are a function of both x and r, 
as shown in Figure 8.9. To solve for velocity and temperature profiles, we must solve 
the partial differential equations (PDEs). We will utilize the separation of variables 
technique to obtain solutions to the PDEs. 
Let us first consider fluids with a Prandtl number of one: 


Рг=1= Е = EJ 
a бт 
The continuity equation is: 
ди " 1 avr) —0 
Ox r or 


In the flow direction, the x-momentum equation is simplified as: 


ди V Ou _ aP evi З 
дх ðr рдх ror\ Or 


298 Analytical Heat Transfer 


8(х) or ӧт(х) 


Entrance Fully Developed Flow 


FIGURE 8.9 Developing flow in a round tube. 


The momentum equation in the radial direction is: 


Qv ду 10P 10 | ди 3 
u—+v—= +у r 
ox дг pox  rorV or r 


oT ӘТ 1 2 23 
и--Жу--- r 
Ox or ror\ or 


For laminar flow, the hydrodynamic entry length is estimated as: 
х 
р = 0.05Rep 


Similarly, the thermal entry length is: 


X 


— = 0.05Re, - Pr 
D 
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Within the entrance region, a force balance yields: 


(nny хан fono 


Total Pressure Drop Shear at Wall Momentum Change 


The friction factor can be written as: 


ro D AP 1 
total ~~, | 1 — 
4 Ах| 1 op 
—pV 
2 p 
where 
AP 
—— = total 
Ax 
In the fully developed region, we have: 
r D AP 1 
FDF — Eu 
4 Ах| ly 
—pV 
2 p 
where 
AP 
— = shear only 
Ax 


We need to solve for the velocity and temperature profiles from both the momentum 
and energy equations using the finite-difference method (numerical computation) by 
Langhaar. Figure 8.10 shows how the Nusselt number varies along the length of the 
tube for various thermal boundary conditions. 

As shown in the figure, the nondimensional x-coordinate is: 


„k LIS 2%) 


— RepPr RejPr  RejPr 


22 
Gz 


X 


In this solution, additional unitless numbers are introduced. First, the Graetz number, 
Gz, is defined as: 


_ RepPr Pe 


Ӱр vb 


Gz 
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Combined Entrance Flow (Pr = 0.7) 
— — Thermal Entrance Flow (Pr >> 1) 


Fully Developed Flow 


2*/p * 


FIGURE 8.10 Nusselt number distribution along the length of a circular tube. 


where Pe is the Peclet number: 
Pe = RepPr 


The Peclet number is often used to indicate if axial conduction has a significant effect 
on the solution. Generally, if Pe > 100, axial conduction is considered negligible. In 
other words, conduction in the flow (axial) direction is significant for low Reynolds 
and/or Prandtl numbers. 


8.5.2 THERMAL BOUNDARY CONDITION: GIVEN WALL TEMPERATURE 


Case 1: Slug flow (or sharp entrance) with a constant wall temperature 

Figure 8.11 contrasts the velocity and thermal boundary layers for this case. 
Assuming a uniform velocity profile across the tube implies a very thin hydro- 
dynamic boundary layer, relative to the thickness of the thermal boundary layer. 
Therefore, this type of behavior would also be seen for fluids with low Prandtl num- 
bers (Pr << 1). 

With the uniform velocity profile, the continuity equation simplifies to: 


v=0 
Similarly, the x-momentum equation becomes: 


u = V, = constant 


The general form of the energy equation is: 
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ры ш 
po 


61 >> 6 


FIGURE 8.11 Thermal boundary layer development with a uniform (slug) velocity profile. 


oT ӘТ oT: 1g ƏT 
и tV =a + r 
Ox or Ox’ ror or 


where 


If the Peclet number is greater than 100, axial conduction is assumed negligible: 
RepPr > 100 


or 


Pe > 100 


Neglecting axial conduction manifests itself in the energy equation as: 


oT 
=z 70 
ax? 
The thermal boundary conditions are: 
x=0 T=T, 
T 
20 9T(x,0) _ 0 
or 
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Now the separation of variables method can be applied. To being this process, let: 
O(x,R)- T- T, = X(x)- R(r) 

The assumed form of the solution, 0, can be substituted back into the energy equation: 


V, X 119 
aX rRor 


rR’) = constant = —n? 
(rR)) 


The solution to the x-direction equation is an exponential decay function: 


In the radial direction, the ODE is in the form of the Bessel equation: 
rR’ e rR' er = 0 
With a Bessel function solution: 
К= АЈ (пе) + B-Yo(nr) 
Combining X(x) and R(t), we have the temperature profile within the entry region: 


Ө(х,ғ)= ce V 5 |А -Jy(nr)+B-Y (nr)] 


a 
———п?х 


=e [аЛ (пе) + (пе) 


Applying the thermal boundary conditions, we can solve for the constants: 
At 


and 
г= К, 0(х,)-0  Jo(nR)-0 


Refer to Figure 2.10 and Appendix А.З. J, the Bessel function of the first kind and 
zeroth order has multiple roots; therefore, the final solution for the temperature pro- 
file includes eigenvalues. 


Entering the tube, x = 0, the temperature profile simplifies to: 


6(0,7) (Т, -1,) = dei fnr) 
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with 


R 
(T, — r)[ rJo(nr)dr 
0 _ 


Cj = 


R 
| rJo (nr) dr 
0 
T : (Т, Ts) 
n; RJ, (n;R) 


The general form of the temperature profile becomes: 


oo na 
0 T-T, 2 Jo(nR) v 


= = е 
0, Т, V T, i=l n;R Ji (n;R) 
where 
nR = 2.4048 


mR = 5.5207 


Now, with an expression for the local temperature profile, the heat transfer coefficient 
distribution (as a function of x) can be determined: 


h = dw 
I, EE T, 
oT oT 
„=-—К-——| =+k—| = 
97|, Or |p 
R 
| T -У,-гаг 
| У, rdr 
0 
EX 
V X 
hD h2R У, 
Nu, = = = L 7 
К К 1 2. 
Vo 
> Run ш 
_ (24048) a : (55207) a И 
_ е у +e VR Tus 
| (24048) a : | (8.52077 æ : 
2 VR ` 2 Vm c 


t "s 
(2.4048) (5.5207) 
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If x is large, (5.5207)? >> (2.4048), so: 


Nu = (2.4048)? = 5.75 = Nup = 18 


which is the fully developed result shown in Table 8.1. 

Figure 8.12 shows the Nusselt number distribution through the tube. As the result 
converges to the fully developed value of Nu = 5.75, this magnitude is greater than 
the value that would exist for a flow that is both thermally and hydrodynamically 
developed (Nu = 3.66, T,, = constant). The thin boundary layer associated with the 
slug flow provides enhanced heat transfer compared to the fully developed profile. 

Case 2: Parabolic flow (or a long, unheated tube upstream of the heated tube) with 
a constant wall temperature 

Now we will consider the case shown in Figure 8.13. This is often referred to the 
as the Graetz problem and considers a fully developed (parabolic) velocity profile 
with a developing thermal boundary layer. In addition to a long, unheated entrance, 
this type of boundary layer development could be observed for high Prandtl number 
fluids (Pr >> 1). 

For hydrodynamically, fully developed flow, the continuity equation yields: 


v=0 


For fully developed flow through a circular tube, the velocity profile can be solved using 
the x-momentum equation. From Equations (8.8) and (8.10), the velocity profile is: 


2 
и= 21-12 


Entrance Fully Developed Flow 


x 


FIGURE 8.12 Nusselt number distribution for thermally developing flow with a uniform 
velocity profile. 
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Fully Developed Flow 


Ti 
= H : Developing 


Т, > Ti 


FIGURE 8.13 Thermal entry flow with a fully developed velocity profile. 


The general form of the energy equation is: 


with 


v=0 


305 


Again, we will utilize the separation of variables method. However, before solving 


the PDE, we will nondimensionalize all variables: 


T-T, 
O(x,R)- " 
Т-Т, 

a 

R 

u=” 

V, 

Re- Pr 


The nondimensional values are substituted into the energy equation, and the new 


equation is: 


42199 1 2 [ , 20 
| (r ) bs r art L 2 
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The thermal boundary conditions become: 


8(0.7*) =1 

ВО. )- 0 

36(x*,0) Ч 
ort 


With the separation of variables method, we assume the final form of the solution: 
Ө(х*,г*)= хх) R(r*) 


Substitute assumed solution back into the energy equation: 


1 OX — 1 | OR | r' ОК 2248 
X Ox* "(| Ror* Ror?) 


Again, the solution to the ODE in the x-direction is the exponential decay function: 


ах 


+ 
X 


+А?Х=0 


In the radial direction, the ODE is the Sturm-Liouville type equation: 


aR go хаа 1-0) | 0 


dr? r* аг 


The solution is obtainable as an infinite series. The A values have been obtained by 
both numerical and approximate methods. The solution becomes: 


(x*.r*) Е 3 -В, (r*)exp(-A?x*) 


where 
c,—constant 
R,(r*)—eigen function 
A,—eigen values 


From the developing temperature profile, the local Nusselt number is: 


hb юк _d,Gn-exp(-Azx") 


k ko У -exp(-À;x*) 


Nu, 


С, 
À 2 
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with 


C 
G, =-2-R, (I 
z R() 


The eigen values are shown in Table 8.3, and these values are used to calculate the 
temperature and Nusselt number distributions provided in Table 8.4. These tables 
have been adapted from Kays and Crawford [3]. The Nusselt number distribution 
is plotted in Figure 8.14. As shown in the figure, for large values of x*, the Nusselt 
number converges to the fully developed value corresponding to the constant surface 
temperature boundary condition. 


For n > 2, А, =4n+ s. С, =1.012764;'° 


ТАВІЕ 8.3 
Infinite Series Solution Functions for Thermal Entry Flow іп а Circular 
Tube with a Constant Surface Temperature (Fully Developed Velocity) 


N А} G, 

0 7.313 0.749 

1 44.61 0.544 

2 113.9 0.463 

3 215.2 0.415 

4 348.6 0.383 
TABLE 8.4 


Nusselt Number and Mean Temperature Distribution in the Entry Region of a 
Circular Tube with a Constant Surface Temperature (Fully Developed Velocity) 


x* Nu, Nu,, On 

0 оо оо 1.000 
0.001 12.80 19.29 0.962 
0.004 8.03 12.09 0.908 
0.01 6.00 8.92 0.837 
0.04 4.17 5.81 0.628 
0.08 3.77 4.86 0.459 
0.10 3.71 4.64 0.396 
0.20 3.66 4.15 0.190 


со 3.66 3.66 0.0 
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х+ = 0.1 
X 20.05 Re. Pr 
D 
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Entrance Fully Developed Flow 


0.1 Xx+ 


FIGURE 8.14 Nusselt number distribution for thermally developing flow with a parabolic 
velocity profile. 


Case 3: Parabolic flow with a variable wall temperature 

Building on Case 2, we now introduce a variable wall temperature boundary con- 
dition. Figure 8.15 shows the linear temperature distribution along the length of the 
tube, Т. (х). As we evaluate this case, we will generally consider fluids with Prandtl 
numbers greater than unity (Pr > 1). 

From Case 2: 


Ө") = Уе -Ra (т*)ехр(—А?х*) 


To determine the heat flux and Nusselt number on the surface, we need to differenti- 
ate the temperature profile: 


Ti 


Tw= Tit a+ bxt 


FIGURE 8.15 Variable wall temperature boundary condition. 
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дө _ 
дү" 
k ƏT TE dT, 
LIE Eus 0 + Е + W d + 
Ror*| га rlar (x 5 he 5 
at wall 


For example, for the linear temperature profile: 


T, =T,+atbx* 


ат, _ 
d&* 
Therefore: 
AnR’Vpc, t 
ас Pee авах" = пурс, (Т,-Т) 


0 


Now we сап solve for the bulk mean fluid temperature: 


Т, =... 


Along with the heat transfer coefficient and Nusselt number: 


pe 

T, = T, 
Nice 
k 


For the given wall temperature distribution, we have: 


dux je GE 23 z ехр( е) Уол) 


T, =T, +bx* ка-8ЬУ, 


2 253 zi exp( Ах) ву, 2: exp( ds) 


n 
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b 253 = ехр( Ах") +ваУ |б,ехр(—Аёх`) 


Nu, = 
e л B ву, Gr ехр(-А?х')+ У, © ехр(-А?х'”) 


1 1 
у, o 16- 0.01433 


4 
п 


= 4.364 (for q% = constant) 


For large values of x* (x* > e). all the summations approach zero (X > 0) 


8.5.3 THERMAL BOUNDARY CONDITION: GIVEN WALL HEAT FLUX 


Case 1: Parabolic flow with a constant wall heat flux 

As we consider thermally developing flow with a specified wall heat flux, we 
begin with a constant wall heat flux (41 = constant). Again, we will consider fluids 
with Pr > 1. With the fully developed (parabolic) velocity profile, the local Nusselt 
number in the entrance region is: 


m 


Nu, b oed D ехр(—Алх' ) P 


4 
An д т 


т=1 
where 
Nu. = 4.36 


which is the Nusselt number corresponding to fully developed flow, both velocity 
and temperature profiles being fully developed. Therefore, the second term in the 
bracket represents the entrance effect on the local Nusselt numbers (elevated heat 
transfer in the entrance region). Table 8.5 provides the eigen values and functions 
needed to solve for the local Nusselt numbers, and Table 8.6 gives the local Nusselt 


TABLE 8.5 
Infinite Series Solution Functions for Thermal Entry Flow in a Circular Tube 
with a Constant Surface Heat Flux (Fully Developed Velocity) 


m Аһ Аһ 

1 25.68 7.630 х 10 
2 83.86 2.053 x 10-5 
3 147.2 0.903 x 10? 
4 196.5 0.491 x 10° 
5 450.9 0.307 x 10-5 
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TABLE 8.6 

Nusselt Number Distribution in the Entry 
Region of a Circular Tube with a Constant 
Heat Flux (Fully Developed Velocity) 


x* Nu, 
0 со 

0.002 12.00 
0.004 9.93 
0.010 7.49 
0.020 6.14 
0.040 5.19 
0.100 4.51 
со 4.36 


number as a function of location into the tube. Both Tables 8.5 and 8.6 have been 
adapted from Kays and Crawford [3]. Figure 8.16 shows the local Nusselt number 
distribution for developing flow with both constant surface temperature and con- 
stant heat flux boundary conditions. As with the fully developed values, the heat 
transfer within the entrance region of the tube is sensitive to the thermal boundary 
condition. 

From the local Nusselt number, the wall temperature distribution can also be 
calculated: 


d» n 
T,, =Т= —— = 4 
b "5 q 


Ми, 


0.1 0.2 x+ 


FIGURE 8.16 Nusselt number distributions for both constant surface temperature and constant 
wall heat flux boundary conditions (fully developed, parabolic velocity profile). 
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For larger т, А, = 4т + 5 Am = 0.4165;,"7 


Case 2: Parabolic flow with a variable wall heat flux 

The final case we will present is commonly encountered with the fuel rods of 
nuclear reactors. For this Case 2, we will consider a variable wall heat flux, q% (x). As 
with the previous cases, the solution shown below is not applicable to liquid metals 
and is generally acceptable for Pr > 1. 

For the nuclear fuel rods, the local wall heat flux often displays a sinusoidal behavior: 


MET id sin{ 7) Or 263 
dw dmax L L 
. (mx TX 

= a+ bsin( =) or 253 
L L 


By integrating the wall heat flux, the local wall temperature can be determined as: 


where 


y? yt 


m 


and 


From the given heat flux and temperature distributions, the heat transfer coefficient 
is calculated: 


Given a wall heat flux similar to that shown in Figure 8.17, the local wall and bulk 
mean temperature distributions can be determined. These distributions are also 
shown in Figure 8.17. 
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FIGURE 8.17 Heat flux, surface temperature, and bulk mean temperature distributions 
through a circular tube with a variable surface heat flux boundary condition (fully developed, 
parabolic velocity profile). 


REMARKS 


There are many engineering applications such as electronic equipment, small (milli-, 
micro-, or nano-) scale channels, and compact heat exchangers that required laminar 
flow heat transfer analysis and design. In the undergraduate-level heat transfer, stu- 
dents are expected to know many heat transfer relationships between Nusselt numbers 
and Reynolds and Prandtl numbers for developing and fully developed flows inside 
circular tubes with various thermal BCs. Students are expected to calculate heat 
transfer coefficients from these correlations at given Reynolds and Prandtl numbers. 

In the intermediate-level heat transfer, this chapter focuses on how to solve fully 
developed heat transfer problems for flow between two parallel plates or inside circular 
tubes. Both uniform and asymmetric thermal boundary conditions have been consid- 
ered. Students are expected to know how to analytically determine the velocity profile, 
the friction factor, the temperature profile, and the Nusselt number for these cases. 
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For advanced heat convection, students were shown how to analytically predict 
heat transfer in both developing flow and thermal entrance regions, with various ther- 
mal BCs such as variable surface heat flux as well as variable surface temperature 
BCs. Flow in rectangular channels with various aspect ratios with various thermal 
BCs was also presented. These scenarios require more complex mathematics; there- 
fore, only a sample of these topics was provided. 


PROBLEMS 


8.1 Consider a steady, constant-property, laminar flow, between two parallel 
plates at у = +£. The plates are electrically heated to give a uniform wall heat 
flux. The differential equations for momentum and energy are listed here for 
reference: 


Ou, ди ТОР у ди ди 
дх dy  póx Әх? ду! 


eg дт (FT, FT), (әү 
ax ду) сь\ду 


a. Assume a low-speed, slug flow velocity profile (i.e., a uniform velocity 
profile) between two parallel plates, and also, assume a thermally, fully 
developed condition. Write the simplified equations for momentum and 
energy and the associated BCs that can be used for this problem. 

b. Under the assumptions in (a), determine the Nusselt number on the plate. 

c. Consider a fully developed velocity profile (i.e., a parabolic velocity pro- 
file) between two parallel plates and a thermally, fully developed condi- 
tion. Discuss whether the Nusselt number on the plate will be higher, the 
same, or lower than those of the slug flow velocity profile (uniform veloc- 
ity profile). Explain why? 

8.2 Consider a steady, constant-property, laminar flow, between two parallel plates 
at y = +£. The plates are electrically heated to give a uniform wall heat flux. The 
differential equations for momentum and energy are listed here for reference: 


„94 уди. ТОР у ди ди 
дх dy  póx Әх? ду! 


T, T u, PT 9T), v (ди ; 
| lex oy c, V ду 


a. Assume а low-speed, symmetrical linear velocity profile (1.e., и = а + by 
with a maximum velocity at у = 0 and zero velocity at y = ££) between 
the two parallel plates. Also, assume a thermally, fully developed condi- 
tion. Write the simplified equations for the momentum and energy equa- 
tions and the associated BCs that can be used for this problem. 
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b. Under the assumption in (a), determine the Nusselt number on the plate. 

c. Consider a fully developed velocity profile (i.e., a parabolic velocity pro- 
file) between two parallel plates and a thermally, fully developed condi- 
tion, and comment on whether the Nusselt number on the plate will be 
higher, the same, or lower than those of the symmetrical linear velocity 
profile (и = a + by)? Explain why. 

8.3 Internal flow, fully developed laminar forced convection: Consider a low- 
speed, constant-property, fully developed, laminar flow between two parallel 
plates, with one plate insulated and the other uniformly heated. Determine 
the Nusselt number on the heated surface. 

8.4 Consider a concentric, circular-tube annulus with a radius ratio of r/r, = 0.6. 
Let the inner tube wall be heated at a constant rate and the outer tube wall 
remains insulated. Let the fluid be a low-Prandtl number fluid and assume a 
slug flow inside of the annulus. Develop an expression for the Nusselt number 
at the inner surface by means of the following steps: 

a. Discuss how the temperature and velocity profiles develop in the system 
by considering Pr and the type of flow present. Indicate the system condi- 
tions. (Is the flow and/or temperature developed?) 

b. Let Т, be the mass averaged fluid temperature and Т, „ be the surface 
temperature at the inner surface with radius r;. Form the thermal BCs, 
what can be said about (7, — T, ,) and д17дх? 

c. Draw a diagram, indicating the BCs for both temperature and velocity 
and indicate the assumptions used to simplify the energy equation. 

d. Solve for T using the simplified velocity profile, BCs, and the energy 
equation. 

e. Find the heat transfer coefficient and the Nusselt number by calculating 
Т, the mass averaged fluid temperature, and the heat flux at the inner 
surface. 

Remember that the energy equation in cylindrical coordinates is given by 


(ores ӘТ ve OT | je 2 (2), 19 GAR 9 (9T), . 
Put ar 338 б) ral” dk] £304 20) al ax) : 


where x represents the axial direction of the cylinder. 

8.5 Consider a low-speed, constant-property fluid, fully developed, laminar flow 
between two parallel plates located at у = +b. The plates are electrically 
heated to give a uniform heat flux. 

a. Determine the velocity profile and define the bulk velocity (u,) in terms of 
the pressure gradient driving the flow. 

b. Using the hydraulic diameter D, — 4A, /P, show that the friction factor is 
given by f= 24/Rep,. 

c. Obtain an expression for the connective heat transfer coefficient and the 
Nusselt number. (Hint: Consider the fully developed condition to approxi- 


mate 07/ox and define T(y) = T — T,, where T, = 2 |uTdy/2bu,) 


0 
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8.6 Consider a steady constant-property, laminar flow, between two parallel 
plates at y + £. The plates are electrically heated to give a uniform wall heat 
flux. The differential equations for momentum and energy are listed here 
for reference: 


ди , „ди 1 ӘР у ди ди 
ax ду pax ax? gy 


eg 2T (9T , T), [әү 
Ox ду ax’ ду) сь\ду 


a. Assume a low-speed, linear velocity profile (16., u = Umax (1 — у) with 
a maximum velocity at у = 0 and zero velocity at y + £) between the two 
parallel plates, and also assume a thermally, fully developed condition. 
Write the simplified equations for the momentum and energy equations 
and the associated BCs that can be used for this problem. 

b. Under the assumption in (a), determine the Nusselt number on the plate. 

c. Consider a fully developed velocity profile (i.e., a parabolic velocity pro- 
file) between two parallel plates and a thermally, fully developed condi- 
tion, and comment on whether the Nusselt number on the plate will be 
higher, the same, or lower than those of symmetry linear velocity profile 
in (a)? Explain why. 

8.7 Consider an incompressible, laminar, 2-D flow in a parallel plate channel. 
The top plate is pulled at a constant velocity U;. The top and bottom plates 
are maintained at a constant heat flux, 47. Flow is both hydrodynamically 
and thermally fully developed. Assume that the pressure gradient is zero in 
the parallel plate channel. 

a. Obtain the differential equations governing the velocity U(Y) and tem- 
perature 7(Y) fields. 

b. Use appropriate BCs to evaluate U(Y). Obtain 7(Y). Do not attempt to 
evaluate the constants of integration for the temperature field. 

8.8 Find the Nusselt number for the following problems. 

a. Fully developed Couette flow (i.e., assume that velocity and temperature 
profiles do not change along the channel) with the lower plane wall at a 
uniform wall temperature, 7}, and the upper plane wall at 7,. If the veloc- 
ity profile is a linear profile (U = 0 at the lower plane wall, U = V at the 
upper plane wall), find the temperature profile from the energy equation. 

b. Fully developed Poiseuille flow (1.е., assume that velocity and temperature 
profiles do not change along the channel) with the lower plane wall at uni- 
form temperature, Ту, and the upper plane wall at T,. If the velocity profile 
is a parabolic profile, find the temperature profile from the energy equation. 

8.99 A2-D channel flow is subjected to a uniform heat flux on one wall and insu- 
lated on the other wall. Assume that the viscous dissipation is negligible and 
the properties are constant. Determine the following. 
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a. The governing momentum and energy equations with the appropriate 
BCs for the developing region. Do not solve the equations; however, show 
the details of the simplified governing equations. Sketch the temperature 
and velocity profiles with respect to y at two x positions. 

b. Repeat (a) for the fully developed region. 

c. Sketch the temperature profile in the fully developed region if both walls 
are insulated. Consider two cases: (1) viscous dissipation is negligible and 
(2) viscous dissipation is not negligible. 

8.10 Consider liquid metal flow in a parallel-plate channel at a uniform wall heat 
flux condition. 

a. Using the momentum and energy differential equations, and making the 
appropriate assumptions, derive the surface Nusselt number if flow is 
laminar and the temperature profile is in a fully developed condition. 

b. Using the momentum and energy differential equations and making the 
appropriate assumptions, outline the methods (no need to solve) to deter- 
mine the surface Nusselt number if the flow is laminar and the tempera- 
ture profile is in a developing condition. Describe if the surface Nusselt 
numbers for (b) will be higher or lower than those for (a). Explain why. 

c. Plot Nu, T, and Т, versus x from the entrance to the fully developed region. 

8.11 Consider a steady, constant-property, laminar flow, between two parallel 
plates at y = +£. The plates are electrically heated to give a uniform wall 
heat flux. The differential equations for momentum and energy are listed 
here for reference: 


NL сэт ди ди 
ox) ду 


Ox ду р дх 


eg Og OT, FT), v (au) 
Ox ду dx! ду?) с,(ду 


a. What is the physical meaning of the last term shown in the above dif- 
ferential energy equation? Explain under what conditions the last term 
should be included in order to solve the temperature distribution between 
the two parallel plates. 

b. Assume a low-speed, slug-flow velocity profile (1.е., a uniform velocity 
profile) between two parallel plates and also assume a thermally, fully 
developed condition. Write the simplified equations for momentum and 
energy and the associated BCs that can be used for this problem. 

c. Under the assumption in (b), determine the Nusselt number on the plate. 

8.12 Water at 43°C enters a 5-cm-ID pipe at a rate of 6 kg/s. If the pipe is 9m long 
and maintained at 71°C, calculate the exit water temperature and the total 

heat transfer. Assume that the Nusselt number of the flow in the pipe is 3.657. 

Also, the thermal properties of water аге p = 1000kg/m’, c, = 4.18 kJ/(kg 

К), and k = 0.6 W/mK). 
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8.13 Consider a given fluid (p, cp, К, и) suddenly flowing into a channel formed 
by two pieces of parallel plates at a uniform wall temperature, Т,. The inlet 
velocity and temperature are V, and Т,, respectively. Due to a sudden con- 
traction inlet condition, the velocity V, can be assumed as uniform through 
the entire parallel-plate channel. This is a laminar internal flow heat transfer 
problem with an abrupt contraction entry flow condition. 

a. Outline the solution procedures to determine the local heat transfer coef- 
ficient distribution along the channel. You need to provide a detailed, 
step-by-step procedure, but you do not need to obtain the final solutions. 

b. If the temperature is increasing linearly with the plate length, and if its 
axially averaged value equals that in case (a), plot Т,, T,, and л, versus х, 
and discuss the differences of Т,, T,, and Л, between cases (а) апа (b) in 
the same plot. 

8.14 Fully developed laminar flow heat transfer in a tube with a nonuniform, wall 
heat flux is commonly seen in nuclear fuel rod designs. Given a wall heat flux 
similar to that shown in Figure 8.17, determine the local wall and bulk mean 
temperature distributions. These distributions are shown in Figure 8.17. 
Assume the tube wall heat flux varies axially as 


8.15 We have fully developed laminar flow heat transfer in a tube with a nonuni- 
form wall temperature. Assume the tube wall temperature varies axially as 


=T 44  өө()- 1] 


where a and b are arbitrary constants. Derive the local Nusselt number as a 
function of x*. 
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О Natural Convection 


9.1 LAMINAR NATURAL CONVECTION ON 
A VERTICAL WALL: SIMILARITY SOLUTION 


Natural convection can occur when the solid surface temperature is different from the 
surrounding fluid. For example, natural convection can take place between a heated 
(or cooled) vertical (or horizontal) plate or tube and the surrounding fluid. Figure 9.1 
shows the velocity profile, temperature profile, and heat transfer from a hot vertical 
wall to a cold fluid due to natural convection. The hot vertical wall conducts heat to 
the fluid particle (fluid layer) next to the wall and the heated fluid particle (fluid layer) 
conducts heat to the next cooler fluid particle, and so on. Therefore, the fluid particle 
near the hot wall is lighter than that is away from the hot wall and natural circula- 
tion takes place (near the wall, the hot fluid moving up and away from the wall, cold 
fluid moving down) due to gravity. This buoyancy-driven natural convection flow is 
primarily due to density gradient (temperature gradient) from the hot vertical wall 
and cold surrounding fluid. The key parameter/driving force to determine natural 
convection is Grashof number, a ratio of buoyancy force to viscous force (buoyancy 
force tries to move the fluid up but viscous force tries to resist it from moving). 
Another parameter is Prandtl number, a fluid property showing the ratio of kine- 
matic viscosity to thermal diffusivity. The product of Grashof number with Prandtl 
number is called Rayleigh number, another way of measuring the natural convection. 


FIGURE 9.1 Natural convection boundary layer from a heated vertical wall. 
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The following shows the definition of Grashof number, Rayleigh number, and 
2-D laminar natural convection boundary-layer equations from a heated vertical 


wall [1—4]. 
_ 3 
Gr, = gB(T, 5 Т„)х 
ү 
Ra, = Gr, - Pr 
Continuity 
ди + ду = 0 
дх ду 
Momentum 
ди ду au 
—+v— = Т-Т„)+у——- 
елш аллы т, 
Епеггу 
дт gf T 
u +у =a 
Ox ду oy 


(9.1) 


(9.2) 


(9.3) 


(9.4) 


(9.5) 


The following shows how to derive the above natural convection momentum equation 


from the original x-momentum equation: 


ди ди 1 ӘР ди 
и tv = gtV 


дх ду р ox 


From outside of the boundary layer 0 = -(1 / р)(2Р/9дх) -g 


ae (32) = 1 p.-p 


p\ oT pT.-T 
`. Pw — P = pB(T - T.) 


‚ OP 
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From the above momentum equation, one can see that natural convection is due to 
temperature difference between the surface and fluid and the gravity force. This 
implies that there is no natural convection if there exists no temperature gradient or no 
gravity force. The larger delta T and gravity (means larger Grashof number) will cause 
larger natural circulation and results in thinner boundary-layer thickness and higher 
friction (shear) and higher heat transfer coefficient. The Grashof number in natural 
convection plays a similar role as Reynolds number does in forced convection; the 
larger Grashof number causes higher heat transfer in natural convection as the greater 
Reynolds number has higher heat transfer in forced convection. Prandtl number plays 
the same role in both natural and forced convection, basically the fluid property. 

Just like in forced convection, both similarity and integral methods can be used to 
solve natural convection boundary-layer equations. The following only outlines the 
similarity method from Ostrach in 1953 [5]. 

Similarity variable: 


n=) OE |y. нэ | ee 


where 


gB(Ty - Т..)х? 
y? 


Gr, = 


Similarity functions for velocity and temperature: 


(xn) 
= — ÓáÁe 9.7 
f(n) зу(бг, 14)" (9.7) 
T-T, 
ia T, = T., ис 
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The resultant similarity momentum and energy equations are 


f" +3" -2f7 +0 =0 (9.9) 
Ө” +3Pr fo’ =0 (9.10) 
The related BCs are 
f(0)=f'(0)=0, f'(e)-0 (9.11) 
0(0)-1, Ө(=)=0 (9.12) 


These can be solved by the fourth-order Runge-Kutta method in order to obtain 
the velocity and temperature profiles across the natural convection boundary layer. 
Figure 9.2 shows typical dimensionless velocity and temperature profiles from the 
heated vertical wall, for different Prandtl fluids. 


5 и Т. 
=» " 
8х Т» -1, 


=" ae (9.13) 
2v 


(Gri? (2v/x)) 


From the dimensionless velocity and temperature profiles, the associated heat flux 
and the heat transfer coefficient (or Nusselt number) can be determined. 


1/4 
эе r.)( =) 2 (9.4) 
ду х 4 ап 
where 
аө : 
—| =6'(0)= f(Pr) 
d y=0 
Ige 2 -k(0T/dy) 
T, ын Т. Т, ын Т. 
1/4 
mc c (=) 29 (9.15) 
К 4 dn 
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FIGURE 9.2 Dimensionless velocity and temperature profiles from heated vertical wall. 


Numerical results: for laminar natural convection: 


Pr 0.01 0.733 1 2 10 100 1000 
аө 0.081 0.508 0.567 0.716 1.169 2.191 3.966 
ап 


For air, Pr = 0.733, 


Nu, = n = 0.359 Gr! ^ (9.16) 
Nu, = ae = М, = 0.478Gr}" (9.17) 
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where 
— der 4 k ( Gr, Y^ 40 4 
Л, = = pide = ( =) =—h, 
LJ 8104 ап, 3 
T,-T.)P 
Gr, = 8B(Tn -T-)L (9.18) 
у 
14 
3 2Pr 1/4 
Nu, = Gr, Pr (9.19) 
Ec 2Рг!?+ xj ( 
5\4. 
Nu, -0.6(GnPr) , ifPr 0 (9.20) 
Nu, = 0.503(Gr, Pr), if Pr ee (9.21) 
In general, 


Nu, = a(Gr,Pr)’ = aRa^ 


where Rayleigh number, 


эь 3 
Gr, Pr = Ra, = 8B(T, — To)” 
va 


Compared to forced convection 
Nu, = aRe¥ Pr” 


Note: The following is a simple guideline whether the problem can be solved by 
forced convection, natural convection, or mixed (combined forced and natural) 
convection. 

If Gr, /Re? « 1, the problem can be treated as forced convection. 

If Gr, /Re? = 1, the problem can be treated as mixed convection. 

If Gr, /Re? » 1, the problem can be treated as natural convection. 


9.2 SIMILARITY SOLUTION FOR VARIABLE WALL TEMPERATURE 
Let 


Т, -T,= Ах" 
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where 


n = constant = C 


Follow the same procedures as outlined in 9.1, the resulting similarity momentum 
and energy equations are 


f" +(n+3) ff” —(2n+ 2) 7? +0=0 


0" + Pr[(n +3) f0’|— 4nf'0 =0 


If n =0; T, = T. + А = C, a special case for constant wall temperature 
Boundary Conditions: 


/(0)= /'(0)=0, f(s)20 
6(0) = 1, 0(е)-0 


These equations can be solved by the fourth-order Runge-Kutta method in order to 
obtain the velocity and temperature profiles across the natural convection boundary 
layer. From these dimensionless velocity and temperature profiles, the associated 
heat flux and the heat transfer coefficient or Nusselt number can be obtained. 


Sis Кт, 7,9 (0) 1 


| Р J3 x 


(Gr y^ 


1 
ЕТ, -T.. = a then q; — constant, a special case for constant wall heat flux 


K 
Nu, = ea] [Gr Nu, : Pr]^ 
449Pr2+4 10Pr 


Note: Nu, (for qe = С ) =1.15Nu, (for B =G ) for laminar natural convection 
But Nu, (for а= С ) =1.36Nu, (for Т,-С ) for laminar forced convection 
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9.3 LAMINAR NATURAL CONVECTION ON A 
VERTICAL WALL: INTEGRAL METHOD 


Integral approximate solution by Pohlhausen 1921: We apply the momentum and 
energy balance to the control volume across the boundary layer as shown in Figure 9.3. 
Net force = Momentum change 


ОР д 
-Tw — ГЕ ] 3x 9 = 2. | рш 


where ӘР/дх = ӘР„/дх = —p..g (outside of the boundary layer). 
Also р-р. = -p. (T - Т.)В from B =-1/p(dp/dT),,, assume р = p.. 


8 ô 
tw _ и ди h= «В |(Т- T.)dy— [гв (9.22) 
Po Px» OY 1 dx J 
oT, aT 
dek es | pc,u(T - T..)dy (9.23) 
ду ах 1 


Boundary Conditions: 


u(x,0) 2 0 T(x,0) = T, 

и(х,6)-0 T(x,ór)- Т, 

ди(х,6) OT (x,6r) 
ду ду 


=0 


Т,, Poo 
9 
рии dy+— j рии dy dx 
дх 
| 
[Pdy-- [pay dx 
| ox 


\ 


FIGURE 9.3 Integral method. 
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Assuming velocity and temperature profiles to satisfy boundary-layer conditions, 


u=u(x,y)=mn(1-n) (9.24) 
T-To ЭЭ 
ín =(1—п) = f(x,y) (9.25) 


where 1] = y/ó(x); uu = cix"; (х) = сх"; 


Put this into momentum and energy integral equations: 


1/2 1/2 
NS | 3 Gr, v 
| 3) \(20/21)+Pr) x 


5(x) =| “теле эзоо-( х |. 
T, 


x Pr- Gr, w- Г 
(9.26) 
oT 2k(T,, — T., 
dw = 0— ( = A(T, T..) 
ду б(х) 
1/4 
М hx z 2x 2 Рг „Ва!“ 
k (х) | 15((20/21)+ Pr) 
Nu, = 0.413Ва!/* for Рг = 0.733 (9.27) 


Note: Nu, = 0.359Ка! for Рг = 0.7333 by using the exact similarity solution. 


T, — To) x? . | 
Ra, = sP ( w )x < 108 — 10? — Laminar natural convection 
vo 


REMARKS 


In the undergraduate-level heat transfer, we have heat transfer correlations of exter- 
nal natural convection for a vertical plate, an inclined plate, a horizontal plate, a 
vertical tube, and a horizontal tube as well as heat transfer correlations of internal 
natural convection for a horizontal tube, between two parallel plates, and inside a 
rectangular cavity with various aspect ratios. These correlations are important for 
many real-life engineering applications such as electronic components. 
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In the intermediate-level heat transfer, this chapter focuses on how to analytically 
solve the external natural convection from a vertical plate at a uniform surface tem- 
perature by using the similarity method as well as the integral method. In advanced 
heat transfer, these methods can be modified and extended to solve mixed convec- 
tion (combined natural and forced convection) problems for vertical, horizontal, and 
inclined plates or tubes, respectively, for various Prandtl number fluids. 


9.4 LAMINAR MIXED CONVECTION— 
NONSIMILARITY TRANSFORMATION 


Many engineering applications involve laminar mixed convection. Mixed convec- 
tion happens when Grashof number (natural convection) divided by Reynolds num- 
ber square (forced convection) is around one. The mixed convection can happen 
along a vertical or horizontal flat plate. Both natural convection and forced convec- 
tion make contributions to the surface heat transfer. The natural convection can 
assist or oppose the forced convection depending on the thermal and flow bound- 
ary conditions. Similarly, the forced convection can enhance or reduce the natural 
convection depending upon the flow and thermal boundary conditions. As men- 
tioned before, either forced convection or natural convection boundary layer can be 
solved by the similarity method. But, the mixed convection boundary layer must be 
solved by non-similarity method. Velocity and temperature profiles can be solved 
by nonsimilarity transformation as outlined below. Refer to Chen et al. papers for 
the details [6—9]. 


9.4.1 MIXED CONVECTION ALONG A VERTICAL FLAT PLATE 


Case 1—Forced Convection Dominated Regime to Study Buoyancy Effect on Forced 
Convection. 
There are four possibilities, as shown in Figure 9.4. 


1. Forced freestream flow moves along the vertical plate from bottom to top 
with wall temperature hotter than the freestream flow. In this case, velocity 
inside the boundary is assisted by the buoyancy force, both moving in the 
upward direction, thus, shear stress and heat transfer increase due to greater 
velocity and temperature gradients at surface. 

2. Forced freestream flow moves along the vertical plate from bottom to top 
with wall temperature colder than the freestream flow. In this case, veloc- 
ity inside the boundary is opposed by the buoyancy force, both moving 
in opposite direction, thus, shear stress and heat transfer decrease due to 
smaller velocity and temperature gradients at surface. 

3. Forced freestream flow moves along the vertical plate from top to bottom 
with wall temperature hotter than the freestream flow. In this case, veloc- 
ity inside the boundary is opposed by the buoyancy force, both moving 
in opposite direction, thus, shear stress and heat transfer decrease due to 
smaller velocity and temperature gradients at surface. 
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Tw 


Tw 


Upward Forced Flow Downward Forced Flow 
Ty > Ты Buoyancy assists forced flow Ty > Ты Buoyancy opposes forced flow 
Ty < Ты Buoyancy opposes forced flow Ty < Ты Buoyancy assists forced flow 


FIGURE 9.4 Forced convection along a vertical plate with buoyancy assists and buoyancy 
opposes forced flow. 


4. Forced freestream flow moves along the vertical plate from top to bottom 
with wall temperature colder than the freestream flow. In this case, velocity 
inside the boundary is assisted by the buoyancy force, both moving down- 
ward direction, thus, shear stress and heat transfer increase due to greater 
velocity and temperature gradients at surface. 


Conservation Equations Boundary Conditions 
ди ду 
О MALONE O:u=v=0,T=T, 
Ox ду 4 
ди ди au 
u~—+v—=V + T-T. >œ: u> Us, T > T, 
oT дт ƏT 
u v= 2 
дх ду ду 


+gB(T-T..) :upward forced flow(—pg) 
—88(Т — T.) :downward forced flow(+pg) 


Letn=y ae. Re, 
vx x 


& = &(x), nonsimilarity parameter to be determined 


y (х,у) = /уМ„х. f(E,n) =v Re, - (én) 
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x,y)- T. 

olgn) = TE- 
ow _ дү 
ив ду? т дх 


Follow the same procedures as outlined in 9.1; the transformation of momentum апа 
energy equations leads to: 


m 1 7 gB(T, - T. )x = ас 7 of 
цал Хаж сэ ч pai дё - r2 


9" LR ас ‚90 “ОТ 
pf БЭ 23 


f’(§,0) = 0, SEO) + 2:55 2 (5,0) - 0 f(E)= 


e(50)-1, &(&,%)=0 
where the primes stand for partial derivatives with respect to n 


вВ(Т, -T-)x eB(T,-T.)? V? _ Gr, 
Now = = = 
(x) ul v? ui Re 


СЕ 


Re 3 ; buoyancy force parameter 
& = 0; pure forced convection 
& = œ; pure free convection 
Case 2—Free Convection Dominated Regime to Study Forced Flow Effect on Free 
Convection. 
Consider the following two possibilities, as shown in Figure 9.5: 


1. Free convection moves along the vertical plate from bottom to top with wall 
temperature hotter than the freestream flow which moves upward. In this 
case, velocity inside the boundary is assisted by the forced flow, both mov- 
ing in the upward direction, thus, shear stress and heat transfer increase due 
to greater velocity and temperature gradients at surface. 

2. Free convection moves along the vertical plate from top to bottom with wall 
temperature colder than the freestream flow which moves downward. In this 
case, velocity inside the boundary is assisted by the forced flow, both mov- 
ing in downward direction, thus, shear stress and heat transfer increase due 
to greater velocity and temperature gradients at surface. 
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и, Т Tw 


т, U ue, T- 


x! A 


y 
Upward Flow: Ty > To Downward Flow: Ty < To 


FIGURE9.5 Free convection along a vertical plate with forced flow effect on free convection. 


Conservation Equations Boundary Conditions 
ди ov 
—+—=0 O:u=v=0,T=T, 
Ox ду 4 
Qu ди д?и 
и +v =y + T-T., Э %о:и ә Us, T Т, 
ТМ ТЕАТ 88( ) » 
QI. ƏT_ ƏT 
u tv =a 


1/4 1/4 
y Gr, -1/4 gB(Ty E Т.) 
Let шиг I = 3 = i 
: | 4 | = | ду? 


é = &(x), nonsimilarity parameter to be determined 


y (x,y) =4v ЕЗ : f(&m) = 4усх" - f (En) 


4 
T(x.y)- T. 
бел) E 
-W p W q 8B, T) 
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Follow the same procedures as outlined in 9.1, the transformation of momentum and 
energy equations leads to: 


r2 


m , ас 
f" +3 ff -2(f^) «0-4х “Їл Pr 


95 


Ooi up нот 
азиа ЭЕ va 
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ру dg _1 
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E(x) = 5 2 


2 Gi — 5» forced flow parameter 


& = 0; pure free convection 


Ё = co; pure forced convection 


9.4.2 MIXED CONVECTION OVER A HORIZONTAL FLAT PLATE 


Free Convection Dominated Regime to Study Forced Flow Effect on Free Convection. 
Consider the following two possibilities, as shown in Figure 9.6: 


Us , To x 


" 


— Tw Us, T« 
x 


Flow above the plate: Ty > To, Flow below the plate: Т, < To 


FIGURE 9.6 Free convection on a horizontal plate with forced flow effect on free convection. 
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1. Forced flow moves above the plate from left to right, the plate is hotter than 
the freestream. Both forced and natural flows move in the same direction to 
enhance heat transfer. 

2. Forced flow moves below the plate from left to right, the plate is colder than 
the freestream. Both forced and natural flows move in the same direction to 
enhance heat transfer. 


Conservation Equations Boundary Conditions 
ди ду 
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é = €(x), nonsimilarity parameter to be determined 


vise (SJ rem 


T(x,y)- T. 

(ёл) = Т,-Т 
-9v „__ду 
ду? Ox’ 


Follow the same procedures as outlined in 9.1; the transformation of momentum and 
energy equations leads to: 


"— 9 Фил de ров а Of’ д] 
f" - 3ff' (Р) ЫГ пө Jom «5455 эст 5241 дё f 3 
Ш n 


O” zy d m 
saps pa 24 


/'(&,0) = 0, зао) Se ОЦЕ) =0 


334 Analytical Heat Transfer 


И. 1 Ве, 
F(=) = Е UE zx: 75 
5v гВ(Т, ш T.) 1/5 5 (= ) 
5v 5 


Now é(x) = - | forced flow parameter 
T, 
CS) 
2 аё 1 
= b ЦЭ, MD ai nct 
nis dx s* 


& = 0; pure free convection 


Ё = оо; pure forced convection 


REMARKS 


The above analysis shows an important nonsimilarity parameter ё = (x) that needs 
to be determined for mixed convection cases. Heat transfer correlations for laminar, 
mixed convection flows on vertical, inclined, and horizontal flat plates are available, 
such as Nu, Ве! vs. Gr, /Re? for the entire mixed convection region, for both upward 
and downward cases, for a given Prandtl number fluid. These extensive, mixed con- 
vection, heat transfer correlations are completed with thermal-flow parameters. Refer 
to Chen et al. [9] for the details. 


PROBLEMS 


9.1 Consider the system of boundary-layer equations 


дх ду. 
2 
TELE. i = R(T eg 
Ox ду ду 


2 
AEA Te), „д(т-т„)_ 2'(r- T.) 
дх ду ду? 
subject to the BCs 


y=0 и-0 v=0 q= constant 
у= о и= 0 T-T., 
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where the quantities А, v, and « are constants. Determine the similarity 
variables that will transform the equations to two ODEs. Derive the 
resultant ODEs. 
9.2 Consider a natural convection flow over a vertical heated plate at a uniform 
wall temperature T, Let Т„ be the free-stream temperature. The following 
correlation holds for the heat transfer coefficient Л, at height x: 


hx 
k 


= 0.443(Gr,Pr)" 


The Grashof number is 
Gr, = gx? (T(x)- T.)? 


where g is the acceleration due to gravity, f is the coefficient of thermal 
expansion, and v is the kinematic viscosity. 

a. Draw a diagram of the system. 

b. Sketch a plot of h, along the plate length. 

c. Find the average heat transfer coefficient. 

d. Show that the average heat transfer coefficient between heights 0 and L is 
given by Nu = 0.59(Gr Pr)". 

9.3 Derive similarity momentum and energy equations shown in Equations (9.9) 
and (9.10). 

9.4 Derive Equations (9.16) and (9.17). 

9.5 Derive Equations (9.20) and (9.21). 

9.6 Derive Equations (9.22) and (9.23). 

977 Derive Equations (9.26) and (9.27). 

9.8 Consider natural convection along a vertical wall with uniform heat flux 
boundary condition and determine local heat transfer coefficient distribution 
on the wall. 

9.9 Consider natural convection over the outer surface of a cooled inclined plate 
at Т, in a heating fluid at Т. The angle between the inclined plate and vertical 
direction is a. 

a. Describe and explain whether the boundary layer thickness and the heat 
transfer coefficient will increase or decrease with an increase in (Т, — Т) 
for a given Prandtl number fluid. Consider upward and downward, forced 
flow in addition to the natural convection on the inclined plate, sketch 
velocity, and temperature profiles, respectively, and explain whether the 
heat transfer coefficient will increase or decrease compared with that the 
natural convection only. 

b. Sketch Nu, /Ве!? vs. Gr, /Re? for the entire mixed convection region, for 
both upward and downward cases, for a given Prandtl number fluid [9]. 

9.10 Consider natural convection over the outer surface of a heated inclined plate 
at T, in a cooling fluid at T... The angle between the inclined plate and verti- 
cal direction is a. 
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a. Describe and explain whether the boundary layer thickness and the heat 
transfer coefficient will increase or decrease with an increase in (Т, — T.) 
for a given Prandtl number fluid. Consider upward and downward, forced 
flow in addition to the natural convection on the inclined plate, sketch 
the velocity and temperature profiles, respectively, and explain whether 
the heat transfer coefficient will increase or decrease compared with 
that the natural convection only. 


b. Sketch Nu, /Re'? vs. Gr, /Re? for the entire mixed convection region, for 


both upward and downward cases, for a given Prandtl number fluid [9]. 
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1 Turbulent Flow 
Heat Transfer 


10.1 REYNOLDS-AVERAGED NAVIER-STOKES (RANS) EQUATIONS 


When flow transitions into turbulence, both shear stress and heat transfer from the 
surface increase due to turbulent mixing. However, in a fully turbulent region, both 
shear stress and heat transfer slightly decrease again due to the turbulent boundary- 
layer thickness growing along the surface. In this section, we discuss external and 
internal flow and heat transfer problems in a fully turbulent region. Refer to Chapter 
15 for transitional flow heat transfer. Figure 10.1 shows a sketch of a typical 2-D tur- 
bulent boundary layer for heated flow over a cooled flat surface and the fairly uniform 
velocity and temperature profiles across the boundary layer due to turbulent mixing. 
A laminar sublayer is developed at a very-near-wall region where turbulent mixing is 
damped due to viscous effect. This laminar sublayer thickness is the major resistance 
for velocity and temperature change from the free-stream value to the wall. In a fully 
turbulent region, velocity and temperature change with time at a given location inside 
the turbulent boundary layer, that is, u(x, y, t) , v(x, у, t), T(x, у, t). These time- 
and location-dependent behaviors make turbulent flow and heat transfer more difficult 
to analyze as compared to laminar boundary-layer flow and heat transfer problems. 
The following is to show how to obtain the Reynolds-averaged Navier-Stokes 
(RANS) equations for a fully turbulent boundary-layer flow [1—6]. The idea is to treat 
fully turbulent flow as purely random motion superimposed on a steady (time-aver- 
aged) mean flow. In other words, the time-dependent value (such as instantaneous 
velocity and temperature, etc.) equals the time-averaged value (Reynolds-averaged 
value) plus the fluctuation value (due to random motion). For example, the steady 
(time-averaged) x-direction velocity over a period of time can be shown as 


Ё 
P 


EE 


FIGURE 10.1 Typical turbulent boundary-layer flow velocity and temperature profile. 
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and 


[4 


=; 1 
w = lim- |u’(t)dt =0 
me 
0 


where ¢ is a large enough time interval, so the time-averaged velocity, и, is not 
affected by time, and the time-averaged fluctuation, u, is approximately zero. This 
can apply to the y-direction velocity as well as to temperature, pressure, and density. 

Figure 10.2 shows the sketches for time-dependent (instantaneous) and time-aver- 
aged velocity and temperature over a period of time at a given location (x, y) inside a 
turbulent boundary layer. The positive and negative fluctuation values (up and down 
values) generally cancel each other; the average u velocity is much greater than the 
average v velocity; however, the fluctuating u value has approximately the same mag- 
nitude as the fluctuating v value, but is out of phase (when fluctuating u is positive, 
fluctuating v is negative); and the magnitude of the fluctuating T value is approxi- 
mately the same as the fluctuating и value. This is under the condition or assumption 
of an isotropic turbulence case. In general, turbulent fluctuating quantities may not 
necessarily be the same value. 

The following shows the step-by-step method to obtain the RANS equations. 

Reynolds time-averaged method: 

Timedependent(instantaneous) = timeaveraged(Reynoldsaveraged) + fluctuation. 


и=и+и'=и+и' 
v=v+v шүү! 
Т=Т+Т'=Т+Т' 
Р-Р-Р эР-Р 
р=р+р'=р+р' 


Turbulent (instantaneous) velocity 


V 
Mean velocity 
v 
————————— 
T Turbulent (instantaneous) temperature 


T 


Ё 


FIGURE 10.2 Instantaneous time-dependent velocity and temperature profiles inside а tur- 
bulent boundary layer. 
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Since 
t+At 
‘dt =0 
t 
DEAL 
‘dt =0 
t 
t+At 
‘dt =0 
t 
DEAE 
'dt - 0 
t 
Therefore, 


и шү =Т= р = Р'= 0 


Substitute the above instantaneous quantities into the original conservation of mass, 
momentum, and energy equations, respectively, and then perform the averaging over 
a period of time. 


10.1.1 CONTINUITY EQUATION 


lim — diei [P+ р) + +5 lo eye v)]- 0 (10.1) 
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Therefore, 
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and 
FACTUM 5. (pv)- o (10.3) 


10.1.2 MOMENTUM EQuarioNs: RANS 
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Rearranging, 


uu И ——уди ӨР _— —— ди д?и 
(pn + pit) (pes pre) Р ep ep +n) Эз 23 (10.5) 
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For incompressible flow, p’ = 0 
X-Momentum: 


Qu, ди__1дР (ди ди ди? ди 
дх ду pox р(дх! ду” дх ду 


Qv, dv__10P , u(9'v av) дит ду? 
дх ду рду р\дх” dy Ox ду 


viscous forces Reynoldsstress, Turbu 
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lentstress 
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(10.6) 


(10.7) 


From boundary-layer approximation, the Y-Momentum equation is not as important 


compared to the X-Momentum equation. In the x-momentum equation, 
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10.1.3 ENTHALPY/ENERGY EQUATION 
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where Ф 15 the viscous dissipation and ғ is the turbulent dissipation. 
For steady, incompressible flow, 


oT | ӘТ OT T) -Tw OT’ 
= 10.10 
th ду 483 A Ox oy ( ) 


К-- .- - - - ---г--д 
molecular conduction Reynolds flux, turbulent flux 


. . 9T Әт Әти | oT’ 
From the boundary-layer approximation, « ; « 


ox! ду? ax ду 


10.1.4 Concept or EDDY OR TURBULENT DIFFUSIVITY 


The following is a summary from the above RANS equations. The continuity 
equation is not useful. The Y-momentum equation is small when compared to the 
X-momentum equation. Therefore, only one of six Reynolds stresses and one of six 
Reynolds fluxes remain in the RANS equations for a 2-D steady, incompressible, 
and constant property fully turbulent boundary-layer flow. In addition to a laminar- 
type shear stress due to the viscous effect, turbulent stress due to random velocity 
fluctuation is the major contributor to the total pressure loss over a turbulent bound- 
ary layer. Similarly, turbulent flux due to random velocity with temperature fluctua- 
tions dominates the total heat transfer over the turbulent boundary layer. The real 
challenge is how to quantify the time-averaged Reynolds stress and Reynolds flux 
because they are varying with the location (х, у) inside the turbulent boundary. It 
is assumed the Reynolds stress is proportional to the velocity gradient and the pro- 
portionality constant (actually it is not a constant value) is called eddy or turbulent 
diffusivity for momentum (turbulent viscosity divided by fluid density); similarly, 
the Reynolds flux is proportional to the temperature gradient and the proportionality 
constant (actually it is not a constant value) is called the eddy or turbulent diffusivity 
for heat. Therefore, the real turbulent flow problem is how to determine, or how to 
model, the turbulent diffusivity for momentum (turbulent viscosity) and turbulent 
diffusivity for heat because they are dependent upon the location (x, y). It is impor- 
tant to note that molecular Prandtl number is a ratio of fluid kinematic viscosity to 
thermal diffusivity and is a fluid property depending on what type of fluid is being 
considered (e.g., air or water has different molecular Prandtl numbers); however, 
the turbulent Prandtl number is a ratio of turbulent diffusivity for momentum to 
turbulent diffusivity for heat and is a flow structure behavior depending on how tur- 
bulent the flow is (e.g., air and water have the same turbulent Prandtl number at the 
same turbulent flow condition). For a simple turbulent flow problem, the turbulent 
Prandtl number is approximately one (say 0.9 for most of the models), which implies 
that one can solve for the turbulent diffusivity for heat if the turbulent diffusivity 
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for momentum has been determined/modeled. Therefore, the first question is how to 
determine or model turbulent diffusivity for momentum (turbulent viscosity divided 
by fluid density). Once the turbulent viscosity is given, the turbulent flow and heat 
transfer problems can be solved. 


ди ди 19 ди мэн 1] 9 
= у” ~~ a \ & viscous turl 10.11 
Т, ТҮС ий 2 [an E Cus.) (10.11) 
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where —pu'v’ = PEm (ди/ д у), with the eddy diffusivity for momentum 
Em = V; = ( ГТА Ip). and turbulent viscosity Ш, = ёл 
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where — Pcp vT = PCpEn (9Т/ д у), with the eddy diffusivity for heat £, = or, 


ma = pte (10.15) 
ду 
» oT У £y, \дТ 
Фа = рс, (& + Ey эу = рс, E + P ЇЕ (10.16) 


Combing the diffusivities for momentum and heat, we can define the turbulent 
Prandtl number 


V € 
Pr = = 2" 
a; Enh 


el (10.17) 


So, the unknowns are 


• Turbulent viscosity 4, 
e Turbulent diffusivity v, = ( Li /p) = є, 
e Turbulent diffusivity for heat £, = a, 


The following shows how to determine the turbulent diffusivity for momentum using 
the method from Von Karman. 
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FIGURE 10.3 Force balance іп а circular tube. 


From the force balance in a circular tube as shown in Figure 10.3, 
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2 dx 
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r=0, T=0, 
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where 
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The above dimensionless parameters are derived from the Prandtl mixing length 
theory with more details presented in Section 10.2. 
Therefore, 


(v spt 
а н, Т (10.19) 
v v (ау) 


Similarly, the turbulent diffusivity for momentum for a boundary-layer flow can be 
obtained by replacing R* by ó* (where 6 is turbulent boundary-layer thickness shown 
in Figure 10.4) as 


Vi Em 1-(y*/6*) 


v v (du* /dy*) 


(10.20) 


where 


From above, the turbulent viscosity depends on the dimensionless velocity profile 
across turbulent boundary layer. Thus, turbulent viscosity distributions can be 
predicted using the Martinelli Three-Region Velocity Profile (refer to Section 10.2 
later), as shown in Figure 10.5. The procedures of calculating the turbulent viscosity 
for velocity and its gradient in regions 1, 2, and 3 are outlined below: 


1. For the laminar sublayer region, 


y «5 yi <<R* 


vi = нь — 1 = 0 (viscous dominated) 
V 


2. For the buffer zone, 


5< y* «30; y* << R* 


И.Т. 
--» б 
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flow Very small 


FIGURE 10.4 Concept of 2-D turbulent boundary layer flow. 
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FIGURE 10.5 Turbulent viscosity distributions across turbulent boundary layer. 
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Note that Reichard proposed the below empirical correlation from near the wall to 
the centerline: 


V I1. e 
x^ PL п(2-п)(3- 47+ 21°) 


y 
~ K y* near wall, n = = 
y 7] R 


If - < 0.2 mixing length theory is okay (refer to Section 10.2) 
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5 > 0.2 use experimental data 


At i= 0.2, Vr = 80, but de is small, thus, v, ах = reasonable value 
R V dy dy 


10.1.5 REYNOLDS ANALOGY FOR TURBULENT FLOW AND HEAT TRANSFER 


The following outlines the simple Reynolds analogy between momentum and heat 
transfer for a turbulent boundary-layer flow. 


T P(V + &„)(ди/ ду) (ди/ ду) 


= = 10.21 
q” pe,(a@+e,)(OT/dy) С„(ӘТ/ду) : ) 


If v =a = Рг = (у/о) = 1, then £n = Er > Pr, =(€,,/€,) = 1 

The turbulent Prandtl number is dependent оп the flow structure. It сап be 
estimated as 0.9 for air flow. 

Assuming a linear velocity and temperature profile, Equation 10.21 becomes 


T, |l Aw (10.22) 
q. САТ 
qs. (m 


where 
I xg 
Ty = ge 2 С, (10.23) 
Nu — 1 f рих . HC, 
2 и К 
ыжы sip us 
RePr 2 
26, = St: Pr? (10.24) 


Based on experimental data, the Prandtl number effect is included in Equation 10.24. 
The equation is applicable for 0.7 € Pr < 60 (air, water, and oil). 
where 


Nu (Ax / k) h qu 
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There are two types of problems: 


1. For given C; determine St or h; 
2. For given Л or St, determine С, 


Apply Equation 10.24 for a turbulent pipe flow, 


0.046 
= 10.26 
f Reo? ( ) 
1 0.046 = Nu pr^? 
2 Re?  RePr 
for cooling 
hD 0.8 p,.1/3 
Nu, = p 0.023 Rep Pr (10.27) 
hD 0.8 0.4 5 
Nup = P = 0.023 Кер Pr for heating (10.28) 
For a turbulent boundary-layer flow, 
0.0592 
T= Re? (10.29) 
1 0.0592 " Nu, pi^ 
2 Re? Re, Pr 
hx 0.8 p,.1/3 
Nu, = m 0.0296 Re,” Pr (10.30) 


From the above simplified Reynolds analogy, if friction factors are given, heat trans- 
fer coefficients can be predicted, and vice versa. 

Summary of Heat and Momentum Transfer Analogy: The following shows the 
proposed heat and momentum transfer analogy for various Prandtl number fluids. 

1874 Reynolds Analogy: only good for air, Prandtl number ~ 1.0 

1910 Prandtl-Taylor (1919) Analogy: reasonable match to the experimental data 
from Colburn 

1939 Kármán-Martinelli (1947) Analogy: excellent match to the experimental 
data from Colburn 

1933 Colburn Experimental Correlation for a wide range of Prandtl number fluids 

Reynolds Analogy Method: Based on turbulent viscosity and shear stress of 
momentum transfer—Assumed analogy between heat and momentum transfer as 
shown in Figure 10.6. 
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FIGURE 10.6 Concept of heat and momentum transfer analogy on turbulent boundary layer. 


Em : eddy diffusivity of momentum 


du V; : turbulent viscosity 
T, = p(v * v.)—. 
dy 
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a, : turbulent diffusivity 


[- у+у, [du | vt+v, U,—9 
4! ata,J dT ata, Т,-Т, 


er 
с z PUn У+У, И, 


1 
Un =0 э сл, үү, 
h(T, — Tn) OG tO, Т,-Т, Л a+ a, 


Pr= = molecular Prandtl number 
a 
Vi Em 
Pr, = [- | turbulent Prandtl number 
а, En 
St= h = iu Stanton number 
рс,4,  RePr 
h 1 + 
St= ааа. if :V <<V,,0 «ca, Pr =~ =1 
pcpU, 2° v-V, a, 
h Nu 1 НТ | 
5ї f  byReynolds Analogy (original ) for Air (Pr = 1) 


рс,4,  RePr 2 


350 Analytical Heat Transfer 


0.1 


0.01 


0.001 
0.01 0.1 1 10 100 1000 


FIGURE 10.7 Reynolds analogy for a wide range of Prandtl number fluids. 


Also, St = ; f: pr^ by Colburn for 0.7 € Pr < 60 (for air, water, organic, oil). 


Experimental data for a wide range of Prandtl number fluids, although still 
referred to as the Reynolds analogy, is shown in Figure 10.7. 
Reynolds Analogy Factor: 


= = 1 for turbulent air flow 
ад 


= Pr for other fluid turbulent flow 


10.2 PRANDTL MIXING LENGTH THEORY AND LAW OF 
THE WALL FOR VELOCITY AND TEMPERATURE PROFILES 


In a laminar boundary-layer flow, universal velocity and temperature profiles can 
be obtained by solving conservation equations for mass, momentum, and energy 
using the similarity method. In the turbulent flow boundary layer, we also hope to 
obtain universal velocity and temperature profiles. The following outlines step 
by step how the Prandtl mixing length theory can be applied to achieve the law of 
the wall for velocity and temperature profiles (a type of universal velocity and tem- 
perature profiles for turbulent boundary-layer flow). Unlike the laminar boundary, 
however, there is no complete analytical solution for the turbulent boundary layer 
due to turbulent random motion. The law of the wall for the velocity profile still 
requires a predetermined shear stress (or the friction factor from the experimen- 
tal data) for a given turbulent flow problem. Therefore, we can only obtain a semi- 
theoretical (or semi-empirical) velocity profile for turbulent boundary-layer flow. 
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FIGURE 10.8 Analytical universal velocity profile for laminar boundary layer and semiem- 
pirical law of wall velocity profile for turbulent boundary layer. 


Figure 10.8 shows the analytical universal velocity profile for a laminar boundary layer 
and the semiempirical law of the wall velocity profile for the turbulent boundary layer. 

The following is the detail of the Prandtl mixing length theory and the law of the 
wall for velocity and temperature profiles [3—6]. First, we define the dimensionless 
x-direction velocity and y-direction wall coordinate. 


"ER (10.31) 
u 

y 23. (10.32) 
14 


2, 
gs [© a [OC pus _ и. 1 (10.33) 
Ve p ш 


where u is the friction velocity and С + is the experimentally, predetermined 
friction factor. 
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For example, 


C; = 0.046 Rep", for turbulent flow ina tube 


C; = 0.0592 Re;?, for turbulent flow over a flat plate 


and y* is the dimensionless wall coordinate or the roughness Reynolds number. 
Consider the laminar sublayer region, very close to the wall region where viscosity 
dominates and turbulence is damped at the wall. 


T- p, t (10.34) 
dy 
Тос du 
=v—|,=V 
p dy 
т. [tw _ du 
р Үүр 4у 
+ а du 
uu =V— 
dy 
Therefore, 
и уи 
u v 
and 
ut = у' (10.35) 


Now, consider the fully turbulent region, as sketched in Figure 10.9, away from the 
wall where turbulence dominates. From the Prandtl mixing length theory, assuming 
velocity fluctuation is proportional to the velocity gradient and the mixing length is 
linearly increasing with distance from the wall, 


ui~—=l (10.36) 


FIGURE 10.9 Concept of turbulence in 2-D turbulent boundary-layer flow. 
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l=y=Ky (10.37) 


where x = 0.4, a universal constant from the experimental data by Von Kármán. 
And 


у= и! = -ry (10.38) 
y 


Since wall shear is dominated by turbulence, it can be approximated as 


д 2 
Ty = —pu'y’ = pès | а) (10.39) 


Therefore, from the above Prandtl mixing length assumption, 


Therefore, the law of wall velocity profile can be obtained as 
и = ny +C (10.40) 
From experimental data curve fitting for y* 2 30, к = 0.4 or 0.41 
и =2.5Iny* +5.0 (10.41) 
or 
u* =2.44Iny* +5.5 (10.42) 


Then, consider the buffer zone between the laminar sublayer and the turbulence 
region, 5 < y* < 30, the velocity profile can be obtained as 


u* = 51пу' — 3.05 (10.43) 


It is important to mention that the above three-region velocity profile has been 
validated and can be applied for turbulent flow over a flat plate or in a tube with air, 
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water, or oil as the working fluid. In addition, before showing the law of wall for 
temperature, it is interesting to point out, as with the laminar boundary-layer case, 
the law of wall temperature profile is identical to the law of wall velocity profile if the 
Prandtl number is unity (Pr = 1). Therefore, the above dimensionless velocity can be 
replaced with the appropriate dimensionless temperature with the same dimension- 
less y-direction, wall coordinate. The effect of Prandtl number on the law of wall for 
temperature will be discussed in Section 10.3. 

The Law of the Wall Velocity Profile for tube or boundary layer flow was devel- 
oped with the Prandtl Mixing Length Theory, discussed above. The Law of Wall 
Temperature Profile for tube or boundary layer flow can also be developed with the 
Heat and Momentum Transfer Analogy as follows: 


1. Karman—Martinelli Analogy (between Heat and Momentum) 
Assumed Three-Region Profile—1949 
2. Kays Analogy (between Heat and Momentum) 
Assumed Two-Region Profile—1966 
3. Kader-Yaglom Analogy (between Heat and Momentum) 
Assumed Three-Region Profile—1972 
Verified Pr effect by experimental data 
Method: 
From Law of the Wall Velocity Profile u* ~ y* 
Use Heat and Momentum Analogy to obtain Law of the Wall Temperature Profile 
T* PS y 
Use Heat and Momentum Analogy to obtain Heat Transfer Coefficients as 
discussed in the following sections. 


10.3 TURBULENT FLOW HEAT TRANSFER 


10.3.1 TURBULENT INTERNAL FLOW HEAT TRANSFER COEFFICIENT 


Consider a fully turbulent flow in a circular tube with uniform wall heat flux UM -C ) 
as the thermal BC [4—6], as sketched in Figure 10.10, using the Kármán- Martinelli 
heat and momentum transfer analogy. From the energy equation, 


2 
Т 57-120 rare) E] T (10.44) 
y=R-r 
r=R-r 
dr = -dy 


For a fully developed flow (v = 0) and assuming (2^T/2x) « (ur) (д/ дг) 
| r(a + En )(ӘТ/ дг) |, the energy equation becomes 


ӘТ 1 д oT 
QE m TET (R Nat ena 
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FIGURE 10.10 Turbulent flow heat transfer іп a circular tube. 


Assume 
u=V 
ar _ af, 
Ox Ox 


From the energy balance, 


gi 2nR dx = pC,VA.aT, 
dT, ЧИЛЖ _ 24, _ 
dx  pC,nR? pC,R — 


And applying the BCs, 
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where C = 0 at R — y = 0, (dT Idy) = 0. 


Therefore, 
dT = хүл 3Р3 
2 dx A+E 
l= T | —R 
[т-1ў ayo ые 
A+ Ep, 
Ty 0 
PT Т y- agit 7 к) 
T Т, Е 1 V 9T, | y R dy = dw -(» dy* 
2 Ox ace, pO lp lama и, 
Therefore, 
Е ^^ q-(y*/R* 
Т* = E 3 -= | 0 ) dy* (10.45) 
4:рСш о (1/Pr) +(=,/у) 


The above equation can be integrated if one assumes 


€ € € 
Lo ЧЕ 
v 


h 


el 


And from Equation (10.19), the turbulent viscosity can be determined as 


є _1-(y*/R*) 
v — (dw ldy*) 


From Martinelli Three Region Velocity Profile: 
For the laminar sublayer region, 


du* £ 
O<y <5, y'«R'., wey, Ет "= 0 
ау V 
For the buffer zone, 
n" 
5<y*<30, u* = 5Iny* - 3.05, 2 = 
For the turbulent region, 
аи" 2.5 


у 230, и? =2.5Iny* +5.0, 
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The above energy integral Equation (10.45) can be obtained in the following three 
regions, and the Prandtl number effect is shown in Figure 10.11. 


Ti = алаг 


! 1/Рг) + (&,/v) 


For the region 0 € y* € 5 with y* = 0 and(é,,/v) = 0, 


+ 
y 


T= Pr Joy =Pry* 
и = у‘, Т -Ргу (10.46) 


For the region 5 < y* < 30 withu* = 5Iny* — 3.05 and ( y* /R*) = 0, 


+ 


Ё | а аг 1 
2 (1/Pr)+(y*/5)-1 VPr. 5 


5 30 500 1000 


In y* 2 


FIGURE 10.11 Law of wall temperature profile for turbulent boundary layer. 


358 Analytical Heat Transfer 


Therefore, 


(Pr) + (y*/5) -1 
(1/ Pr) 


= 51п 


Pry* 
= Sin] 1+ ——— Pr (10.47) 
For the region 30 < y* with u* = 2.5 In y* + 5.0, (du* /dy* ) = (2.5/y*) and 


En „ l-(y / R*) 
v v (25/y*) 


гт 1- (y* /R*) 2 
| (ее) +{[1-(у'/к*)]/(2.5у*)}-1 


du 
y 


2.5 Р 
= Jw = 2.5In y* Бо 


30 


Assume (1/Рг— 1) << [1 - (Y /R* 1 / (2.5/y* ) for the above integration. Therefore, 


T* — T$ = 2.5Iny* —2.51n30 (10.48) 


The next question is how to determine the heat transfer coefficient from the law of 
wall temperature profile. This is shown below. 


If one assumes the simple velocity and temperature profiles as 1/7 power law 
profiles, 
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Therefore, 
B ID 
Ир Or y = = = 0.82Umax 
| 2тгаг 
R 1/7 1/7 
| (T, - T.(1- (r/R)) Umax (1-(r/R)) -rdr 
T,-T,--— R 
| Umax (1 — (r/R))" -rdr 
0 
15 
zm – Т. 
TA ) 
= 0.833(Т, - Т.) 
where 
(Te — Т.) =(Ty - Ts) + (T; — 39) + (Do Т,) 
” + 
= —2" | 5Pr+ 5In(5Pr+ 1) + 2.518 a 
рҮ,и 30 
Therefore, 
"TES а 


T-T, 0.833(q”/pC,u" )| 5Pr+ 51n(5Pr+ 1)+ 2.51n(Ru' /v30) | 
The final heat transfer coefficient and the Nusselt number are expressed as 


Ёе-Рг,/С,72 
Nus ea (10.49) 


k 0.833] Pre 5In(5Pr+ 1) +2.5In((Rep C;72)60) 


where 


0.046 _ 0.079 


C; от C; = 


f= 0.2 
Rep 


For a given Rep and Pr, the above prediction is fairly close to the following experi- 
mental correlation: 


Nup = “2 -0.0238ер Pr”? ог -0.023Кер Pr^* 
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Turbulent Flow Between Two Parallel Plates: 


We will now consider fully developed turbulent flow between two parallel plates 
with a gap of b and a uniform wall heat flux (q/A) .. Using the Kármán- Martinelli 


w 


Analogy, determine the turbulent heat transfer coefficient. The result should be in a 


format such as Nu = T = function of (Re, Pr, f ) 


Follow the same procedures as outlined above for the tube flow. 
For flow between two parallel plates with a gap of b: 


T= qo 
pepu 
1/7 1/7 
и | y T-T, y 
mE i —T. |1 
Ue Sp Т. = Т, =p 
2 
р 
К 
Т, = 4 
y 
| udy 
0 


^. T, - T, = 0.89(T, – Т.) 


ly 
= 0.89T^ | 5Pr+5In(5Pr+1)+2.5In a 


poo ма MDs _ №ЮЬ 
fo» k k 
Thus 
N h2b RePr.j/ f /2 
u= = 
k La 


0.89| 5Pr+ 5In(5Pr4- 1)+ 2.510 ET 
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where 


If Re = V2b/v = 2х 10°, 2x 10", 2x 10°, Pr = 0.7, compare the result of Nu to those 
of empirical correlations, such that Nu = mi = 0.023Re?? pr?^. 


For example, if the Reynolds number, Prandtl number, viscosity, and b are given, 
b* and f can be calculated. Next the Nu can be determined from above derived 
equation: Re = 2x105,2x10?,2x10, Pr2 0.7, b- Ү,у= N, b* = N, Nu 

The calculated results can be compared with experimental correlation, 
Nu = 0.023Ке°® Pr® = ү 


10.3.2 TURBULENT EXTERNAL FLOW HEAT TRANSFER COEFFICIENT 


Consider a fully turbulent boundary-layer flow over a flat plate with uniform wall 
temperature as the thermal BC (Т, = C) [4—6]. From the energy equation, 


oT OT д ОТ 
о! nee 10.50 
ЦЭ? 2 (өнөд | ( ) 


For a fully turbulent boundary-layer flow (v = 0), and assuming 


ӘТ ӘТ, 0 
Ox Ox 
One can obtain the law of wall for the temperature profile as 


y 


1 
r= [ad + 
! (1/Pr)+(£,/v) 4 


Following a similar procedure as in the previous case, one can obtain the three- 
region temperature profile. 


«+ 23 - 5 [e +е)(әтә›)]= 0 


const.--qy,/ pCp 
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where c = -(at/pC, ) 


Therefore, 


OT — =q,/pC, 
ду «+ ё, 


-0 | І E (10.51) 


T Т, E d * 
pC, J v((UPr) (6) u 


qs. 1 И 
Т, -Т = 5 4 
pC,u J ((/Pr)+(e,/v)) > 


where &, = Em. 


And from Equation (10.20), the turbulent viscosity can be calculated, 


En _ 1—(y*/6*) 


v — (du'/dy') 


Following the same procedure as outlined previously for three regions: 


0<y <5, и = у! 
е (10.52) 
5< y* <30, u* =5Iny* – 3.05 


P T 
Т*-ТУ = sui -- 7 J (10.53) 
30€ y*, иќ 22.5Iny* +5.0 
T* -Tå = 2.51пу* —2.51n30 (10.54) 


Note that AT* = Ли? at y* > 30 


+ + + + 
Т — Tz) =u — 139 


+ p. + 
Т. — Tio = и — изо 
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where 


Therefore, 
T, - T. = (Ty —Ts)+(Ts - To) + (Too – T.) 
ds a s 
= | 5Pr+ 5ln(5Pr+ 1)+ (T3 - Т 
pC,u [ a ! | à) 


ГА ГА 


T, -Tə е зве (и c,)-14)| 
и 


The final heat transfer coefficient and the Stanton number сап be obtained as 


-0.2 
gii Nae = -- = 0.0296Re; (10.55) 
Re,Pr 4--0-22Re [5Pr--Sla(5Pe-1)—14] = 1 
for Pr=1 


where Nu, =(hx/k) , Re, =(pll.x/) , Су = (0.0592/Re?^ ). 
For a given Re, and Pr, the above prediction of the Nu, value is very close to the 
following experimental correlation: 


Nu, = 0.0296Re?? Pr"? 


10.3.3 Law or THE WALL FOR VELOCITY AND TEMPERATURE 
PROFILES: TWO-REGION ANALYSIS 


From Figure 10.8, a two-region (or two-layer) universal velocity profile can be 
assumed as 


u* = у? for 0 y* «13.6 
и* 2504244 In y* forl3.6 < y* 


ГА 


For fully developed turbulent pipe flow with a uniform ду, derive the corresponding 
two-layer university temperature profiles. 


For0« у? «13.6 T =L w = |t у? = 
рс,и р и у 
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4 
y 1-2 ET 
+ = 
Т = | 5 К dy* = Pr. y* - E 
UE 


Бог 13.6 < y* : 


yt 1-2 
| К“ х", 
Т* = ] dy! 22441 2— = 25 — 
+ 136 T 


For example, predict the local и апа Т at у = 0.05 cm from the pipe wall under the 
following conditions: 


+ ae . * Tw 
friction velocity и =10 m/s = |— 
Е а" 
friction temperature Т = ЗС = —“— 
рС,и 


pipe wall temperature Т„ = 100°C 
air flow Prandtl Pr = 0.7 
at y = 0.05cm, и =10m/s, T* = 3°C, Т, = 100°C, 


Pr = 0.7, v = 20.92 x10% т2 /5 


u* =18.36 m/s, и = 183.6 m/s 


tale EL - топы = 9.52, Тз = 71.44°C 


Tss -T 7144-Т 
T 3 
Following the same procedures as outlined above, one can obtain the internal heat 


transfer coefficient and Nusselt number by using these two-region temperature 
profiles as shown below. 


and T* = 


= 6.994, T = 50.46 °C 
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BE lia 0.833 
T. — Ly 
Rt 
Т, — T, = T. — T36 + D36 — Ty =| 2.51п +13.6Pr |T" 
13.6 
а hD Р ү 
h= P Nup = —, T= P 
15, — T, k рС,и 


ms LP 
ep 
0.833) зөн 2.51n( 215 Jf /2 | 


0.079 


where f = Rel 


For example, Вер = 10^, Pr = 1, Мир = 35.5 
Compared with Nup = 0.023 Веб! Pr°* = 36.5, ~ 3% difference 


Note: The calculation is dependent on how to interpolate the experimen- 
tal data in the buffer zone, shown in Figure 10.8. This will not affect the heat 
transfer coefficient prediction using the two-region analysis. As the experi- 
mental data show in Figure 10.8, the dividing line of the two-regions can be 
O<y* «136, 0«у «108, 0<у* <10. 

For external flow heat transfer, the above mentioned two-region velocity profiles 
can also be used to obtain the corresponding two-region temperature profiles using 
Equation (10.51). Finally, one can obtain the external heat transfer coefficient and 
Nusselt number by using these two-region temperature profiles. 


REMARKS 


In undergraduate heat transfer, students are expected to know how to calculate heat 
transfer coefficients (Nusselt numbers) for turbulent flows over a flat plate at uni- 
form surface temperature and inside a circular tube at uniform surface heat flux, by 
using heat transfer correlations from experiments, that is, Nusselt numbers related to 
Reynolds numbers and Prandtl numbers. There are many engineering applications 
involving turbulent flow conditions. These turbulent flow heat transfer correlations 
are very useful for basic heat transfer calculations such as for heat exchangers design. 

In intermediate-level heat transfer, this chapter focuses on how to derive the 
RANS equations; introduces the concept of turbulent viscosity and turbulent Prandtl 
number; Reynolds analogy; Prandtl mixing length theory; law of wall for velocity 
and temperature profiles; and turbulent flow heat transfer coefficients derived from 
the law of wall velocity and temperature profiles and their comparisons with the 
heat transfer correlations from experiments. This classic turbulent flow theory is 
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important to provide students with a fundamental background in order to handle 
advanced turbulence models. 

In advanced turbulent heat transfer, students will learn many more topics such as 
flow transition and transitional flow heat transfer and unsteady high turbulence flow 
and heat transfer (Chapter 15); surface roughness effect and heat transfer enhance- 
ment and rotating flow heat transfer (Chapter 16); high-speed flow and heat transfer 
(Chapter 7); and advanced turbulence models including the two-equation model and 
the Reynolds stress model (Section 10.5). 


10.4 TURBULENT FLOW—SHEAR STRESS AND PRESSURE DROP 


Theoretical Models for Calculation of Turbulent Flow 
Three Regions in the Turbulent Flow: 


: : : (Л 
1. Laminar sublayer—very thin, turbulence is suppressed: и= — y, 


T=T = цо 
o dy 
2. Buffer zone—appears to be region where turbulence is generated; viscous 
and turbulence stresses are of same order of magnitude: т = u a + (- ри?) 
У 
d 2 
3. Outer layer—turbulence dominates: т = т, = —pu'v' = pl? (8| 
У 
Universal velocity profile for turbulent pipe or boundary layer flow. 


= 24 


Vi 
t dy 


where / — K y from Prandtl Mixing-Length Theory 
Further improved from Van Driest: u’ — 0, exponentially instead of linearly with 


yas 
uy y 
б=ку|1— ————||=ку|1— ——— 

| ex vA* | | ex A | 


where А* = 26 experimentally determined by Van Driest where y* > A* is 
the fully turbulent region, similar to /— Ky, but at outer region y/ó > 0.2, 
£ = constant = Аб = 0.075 — 0.098. 


10.4.1 TURBULENT INTERNAL FLOW FRICTION FACTOR 


Kármán-Prandtl developed an equation to predict the friction factor for turbulent 
flow in a tube at a given Reynolds number. The procedure is outlined below. 
Velocity Defect Law from Von Kármán: 
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From the Law of the Wall Velocity Profile: 


#22 5in 45.5 
и у 


velocity is 


At the pipe centerline, y = R, or the boundary layer edge, y= 6, the maximum 


Umax sash ез .5, subtract toabove local velocity, 
и y 


Vus opi o (2512) 
u y y 


where y = R – г for pipe flow 


The relationship between the maximum velocity and the mean velocity can be 
obtained: 


R 
тэ рут? = [puanrar 
0 


From the above velocity defect law—for the majority of the flow domain, neglect the 
buffer and laminar sublayer regions 


И и _ гэ (7| - 2.51n( R ) 
u y R-r 


R : : 
y= —25 zi } , insert toabove mean velocity, 
и и R-r 


R 
V= а (а. -2.5и aw К ) rar 
R : R-r 


V = Unax — 3.75 -u 


Pipe Flow Friction Factor-Kármán-Prandtl Equation can be obtained as following 
Since 


— {Cr . А А 
| 2 , insert to the above maximum velocity, 
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[e = 2.5. 12 PIE 1.75 — Karman-Prandtl Equation 
Cr 


The Kármán-Prandtl equation had been approximated by Blasius as: 


079. 
С,= i To = MM if Кер «10? 
= y? ер 
2? 
= me if Rep » 10? for smooth pipes 


The friction factor versus Reynolds number can be seen from Figure 10.12, the 
Moody diagram for both smooth (from Blasius) and rough pipes (from Nikuradse 
sand grain roughness data, refer to Chapter 16). If we know the friction factor Cj, 
we can predict the pressure drop through the tube. From fully developed pipe flow, 
the pressure-drop and shear force can be balanced as: 


(Р, — P \nR? = t,2nRAL 


4AL | 4AL 
AP =T, =C;:—pV’- 
D 2 D 


Shear Stress Prediction from Power Law Velocity Profile—An Alternative 
Approach: 
From the Power Law Velocity Profile, the wall shear stress can be in terms of Umax: 


1 
и 


2-2 ey for Re <10°,n=7 
Ux R 
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C: 


Roughness 


0.079 
£— Ке?” 


0.046 


Turbulent Reo 


Re D 


FIGURE 10.12 Moody diagram-friction factor versus Reynolds number. 


Performing integration, V =0.817U max, therefore 


,,,9079 т, _ 0.079 
f Веб” 1 рў? VD 0.25 
2 e 
To 0.079 
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= эс Where D=2R, the wall shear stress 


1 0.25 


T5 0.0225 
becomes u FTT нэ 
E» 


Effect of Roughness on Velocity Profile and Friction Factor: 


The turbulent friction factor increases with surface roughness. It depends on the 
relative height of the roughness compared to the laminar sublayer thickness K/ó,. 
The laminar sublayer thickness decreases with increasing flow Reynolds number; 
therefore, k/6, increases with increasing Reynolds number, i.e., the corresponding 
friction factor increases. Figure 10.13 shows the concept of К/д, and the effect of 
roughness height-to-tube diameter ratio К/О on the friction factor. The following 
friction factor, with sand grain roughness data, was reported by Nikuradse, refer to 


Chapter 16 for details. 
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15, {к 
FIGURE 10.13 Concept of roughness height and effect on friction factor. 


k _ roughness height , 


If = 2 1 —  noeffect 
6, laminar sublayer 
Sv, ku 
k«ó,«—, ie. —— «35, — по effect(sublayer) 
и V 
5v . ku v 
k2146,214.— ie. —>70, -»  haseffect k 2 70. — 
u V и 


If kis very large, С, ~ constant, the shear stress is dominated by Form Drag, Fa; ~ ү? 
The Law of Wall Velocity Profile for Rough Tube can be written as: 


* ж 
5 225m" 455 с“) 
у у 


и 
а ang ds | 
и v 
и Им = isin” (same as smooth pipe) 
и y 


The dimensionless velocity, u*, decreases with increasing the roughness function C, 
as shown in Figure 10.14. This implies the friction factor increases with roughness 
as expected. Similarly, the dimensionless temperature T* decreases with C and the 
heat transfer coefficient increases with roughness, as well. Based on the friction simi- 
larity law and heat transfer similarity law, the roughness function and heat transfer 
function have been developed to correlate the friction factor and heat transfer coef- 
ficient for tube flows with various sand grain roughness sizes for given Reynolds and 
Prandtl numbers. Refer to Chapter 16 for details. 


10.4.2 TURBULENT EXTERNAL FLOW FRICTION FACTOR 


Integral Method—Momentum equation for pressure gradient flow can be written as 
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ut 


smooth 


yt 
FIGURE 10.14 Law of wall for velocity profile for tube flows with roughness. 
To dO 140 


ри? Е ах ii U dx (o 20) 


490 040 
ИҢ a v. 


= — ——(2+ н) 
ах U dx 


where U = free stream velocity 

In the laminar flow case (refer to Chapter 7 for the details): 

Use a polynomial profile (4 terms) for the entire velocity profile by boundary 
conditions for the 4 constants. 

Then 


In the turbulent flow case: 
Cannot represent all of the turbulent boundary layer with a polynomial profile. 


Options: 


a. Divide the boundary layer into 3 regions 
b. Use one expression for most of the flow plus an empirical relation for the 


wall shear stress 
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Using approach (b) for flat plate flow: 


и 1/7 US 
--- (2) for — <10° okay (but not goodat wall) 
ү 


The displacement thickness, momentum thickness, and shape factor can be 
determined by their definitions as: 


je 
12 
d _ 1 dô 
dx 72 dx 


P се 1.3 —> much smaller than for the laminar boundary layer 


Ө 772 7 


For flat plate flow: 


vi = ССА assume flat plate flow following the method for pipe flow with и = Umax, 
pU^ ах 
8-8 


From pipe flow as mentioned in the previous section, and apply to the external flow: 


t, _ 0.0225 


ри м кү? 
az. 
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т, | 0.0225 40 7 dé 


pU ( Г Сах 72 dx 
V 


au 7 gus | 46 
V 72 


0.0225 dx = ( 


0.25 
0.0225 dx + const = (=) LF 895 
у 72 5 


at x = 0, assumed = 0, constant = 0 


= тусав ‚ 8(5)-Ч 6 (x)=V Ө(х)=+ 
2) 
To ~ U?^ 
2 or? 28. _ 
t, = pU P y 


10.5 NUMERICAL MODELLING FOR TURBULENT 
FLOW HEAT TRANSFER 


10.5.1 Zero EQUATION MODEL—PRANDTL MIXING LENGTH THEORY (1925) 


—-pu'y' = pv, <= > € оби)“ 
' ду w t д 
TA oT ” ОТ 
—pc,v’T’ = –рс,0, — > 90 = -рс,(а+а,) 
ду ду 
pape and о-у, £-Ky 
ду 


Good for: Pipe and boundary layer flat plate flow; thin shear layer flow. 

Fails for: Pressure gradient flow; acceleration flow; curvature effect; recirculation 
flow; other complicated flows. 

Prandtl Mixing Length Theory—assumes local equilibrium of turbulence; at 
each point the flow turbulent energy is dissipated at the same rate as it is produced. 
The theory cannot account for “Transport” and “History” effects of turbulence as 
sketched in Figure 10.15. 
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FIGURE 10.15 Concept of turbulence transport and history. 


For example: 


1. Flow in the pipe centerline, the predicted turbulent viscosity is zero which 


: du : 

is wrong, v, = /? dv = (^ .0 = 0. Because the theory did not account the 
У 

turbulence transport from the wall region to the centerline so that turbulent 


viscosity is not actually zero. 
2. Flow over a backward facing step, the predicted turbulent viscosity is very 


: . du. | : 
small due to the small velocity gradient 2m in the recirculation zone, but 
У 


turbulence is transported to this region, so the turbulent viscosity is actually 
very large. 


10.5.2 STANDARD TWwo-EQuaTION MODELS (к-с) 


Considering both turbulent kinetic energy and dissipation rate can be transported 
and included in the momentum equation. Two-equation models have been developed. 
Two equations: k equation for transport, k is turbulent kinetic energy 
€ equation for transport, € is turbulent dissipation rate, also 


p? 
ee 
L 


where L is a length scale, can also transport and has a history in a similar way as the 
k equation. 

Use the same turbulent viscosity Ут concept, turbulent viscosity is related to tur- 
bulent kinetic energy and length scale as: 


p? 12 
у, = сук -L= сук -Cp — = Ср — 
€ € 


Thus, the turbulent viscosity is related to the turbulent kinetic energy and dissipation 
rate. Consider turbulence production, P, is related to turbulent viscosity and velocity 


gradient as: 
2 
ду 
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and dissipation rate transport, one can obtain the following k — € transport equations. 
For High Reynolds Number Flow: Boundary Layer of k — € model: 


ди ду 
+ = 
Ox oy 
2 u?” , 2" LE vt 
Ox oy pox ду "gy 
12 
3: VET 


дидк gy Ok 2 (v ak) du) o 
` дх ду dylo, dy ду 


de дє д Ё | є (2) e 
5.u +v = Cei Vi Ce2 
k V dy k 


Five Equations: 1—continuity; 2—momentum; 3—turbulent viscosity, relate to 
turbulent kinetic energy and dissipation rate; 4—kinetic energy, can be transported, 
including production and dissipation rate; 5— dissipation rate, can be transport. 

Five Unknowns: и, v, V;, k, € 

Five Experimental Constants: Cu, Ok, Oz, Се, Ce2 

Experimental data fit for five constants; 


С,-009 o0,-10 с. =13 cy =145 со = 2.0 


Special treatment in the near wall region: In wall region (so called wall function), 
k—£ model cannot be applied because molecular viscous effect dominates. 
At the edge of the laminar sublayer, ys, turbulence is at a local equilibrium, 
i.e., production = dissipation, Р = €. 

Therefore, the law of the wall for velocity applied to the edge of the sublayer, ys, 
so k — € model applied to the edge of sublayer ys to bridge the laminar sublayer 
toward у = 0 at the wall. Using a wall function, the laminar sublayer thickness, уз, 
is around 50-100 depending upon the actual turbulent flow conditions. 


12250950 

дх oy 

2 yu 2" _ 1 ӘР 2 (р ge 
дх dy рдх Oy dy 
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-2.5 


= 0.09exp| -222-- 
Cu zi 1+ 8150 


| — 0.09 If Rr is very high 
0,210 0,213 са =1.55 
cj = 2.0 |1- 0.3exp(- R7) | = 2.0 If Rr is very high 


2 
Rr = = if very high — return to k — € model for high Кт 
VE V 


Low Reynolds number k — € model is an improved version of high Reynolds number 
k — € model. Equations 1—3 are the same. Equations 4 and 5 account for molecular 
viscous diffusion, nonisotropic dissipation, and constants depending on Reynolds 
number A; as: 


1. viscous diffusion of k, £, must be included in transport Equations 4 and 5 
2. constants become dependent on turbulence, Аг 
3. additional term to account for nonisotropic dissipation 


Rr ~ Ye is the relative strength of the turbulent viscosity compared to the fluid vis- 
cosity” If Rr is very high, all constants come back to the standard k — € model for 
high Reynolds number flow. 

Results of k—e€ prediction: Low Reynolds number k —£ model (Jones and 
Launder, 1972) showed good prediction for boundary layer flow, even in the wake 
region, good prediction for pipe flow. Figure 10.16 shows good agreement between 
prediction and experimental data for velocity development in pipe flow with a sud- 
den expansion. The low Reynolds number k — € model can catch the flow reversal 
immediately downstream of the step, but the Prandtl mixing length theory cannot. 

Similarly, Figure 10.17 shows good agreement between the prediction and experi- 
mental data for velocity development in channel flow with an obstacle. The Low 
Reynolds number k — € model can catch the flow reversal downstream of the obstruc- 
tion, but the Prandtl mixing length theory cannot. 
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Velocity Development in a sudden pipe expansion 


By Rodi (Germany), O Pitot tube 
A Hot wire 
— k-e model 


FIGURE 10.16 Velocity development in pipe flow with a sudden expansion. 
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Channel Flow with An obstacle — Recirculation Flow 


FIGURE 10.17 Velocity development in channel flow with an obstacle. 


10.5.3 Two EQuaTION Moptrs (к-с) FOR THERMAL TRANSPORT 


Use the same Equations 1, 2, 3, 4, and 5 for the k — £ model. 
Add 6 and 7 for thermal transport equations: 


ga УР жал ary , 
^ x dy oy Org ) ду Ч ду i 


7. Eg equation is as 


Assume: ЕБ 
€ kg Кө € 
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7a Ke 1 
=o, 
! 5 Е Pr, 
V 
Рг, = — 
a, 
k? 


If using one-equation model: 


where /, = constant. 
Proposed k — € model for buoyancy-driven flow (natural convection): 


а ee P +у ү € — gfv'0' 
` дх ду ду с; J Oy ‘lay 


ea ыла E (a+ о | +а av) , 
“ax ду ду Ow) ду | ‘lay ° 


ST qk ОТ у, ОТ 
Ө’ = = A = 
гВу “| ©) «| а 23 ЭГ 21 


у, and а; are the same as before. Equation 4 is for momentum and Equation 6 is for 
thermal transport. 


REMARKS 


Most common models are based on a two-equation turbulence model, namely, the 
К — € model, low Reynolds number А – = model, and low Reynolds number k- 0 
model. Advanced Reynolds stress models and the second-moment closure model are 
also employed [7,8]. The advanced second-order Reynolds stress (second-moment) 
turbulence models are capable of providing detailed three-dimensional velocity, 
pressure, temperature, Reynolds stresses, and turbulent heat fluxes that were not 
available in most of the experimental studies. Various turbulence models and CFD 
simulations have been applied for numerous engineering designs. For example, to 
improve gas turbine heat transfer and cooling systems, some of the above-men- 
tioned turbulence models and CFD predictions are reviewed and documented in 
Chapter 7 of reference [9]. 
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PROBLEMS 


10.1 Considera steady low-speed, constant-property, fully turbulent boundary-layer 
flow over a flat surface at constant wall temperature. Based on the Reynolds 
time-averaged concept, the following momentum and energy equations are 
listed for reference: 


gag a (v+e yeu 
дх ду ду "ду 


oT дт 9 | V En x 
u-—tylI-- + 
Әх ду ду|\Рг Pr, Joy 

a. Define dimensionless parameters, u*, T*, and у", respectively, for universal 
velocity and temperature profiles for turbulent flow and heat transfer 
problems. 

b. Based on the Prandtl’s mixing length theory, derive and plot (u* versus y*) 
the following universal velocity profile (make necessary assumptions): 

их = у? for a viscous sublayer region 
u* = 1/кёпу* + C for a turbulent layer (the law of the wall region) 

c. Based on the heat and momentum transfer analogy, derive and plot 
(T* versus y*) for various Pr numbers; the universal temperature profile 
(1.е., temperature law of the wall, 7* (уг, Pr)) for a turbulent boundary 
layer on a flat plate. Make necessary assumptions. 

10.2 Consider a fully developed turbulent pipe flow with a uniform q;. If a 
two-layer universal velocity profiles can be assumed as 


u* =y" for0<y* «13.6 


и =5.0+2.44Iny* forl3.6< y* 


Derive the corresponding two-layer university temperature profiles. 

Also, predict the local и and T at y = 0.05 cm from the pipe wall under the 
following conditions: friction velocity и = 10 m/s = ,/t,,/p, friction tem- 
perature T" = 3°C = qz/ ( рси’ ) pipe wall temperature 7,,=100°C, air flow 
Prandtl Pr = 0.7 

10.3 Consider the Von Karman—Martinelli heat-momentum analogy for a 


turbulent pipe flow: 
а. Ifa two-layer universal velocity profile will be employed, that is, 
u'—-y' їог0«у «10 
u* = 5.0+ 2.5/ny' for10 < y* 
For a constant wall heat flux, determine the universal temperature profiles 


at the corresponding two-layer region. Then determine the Nu, where 
Nu, = function (Rep, Pr, f). 
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b. If Rep = 10°, Pr=1, calculate Nu, from (a) and then compare it with 
correlation Мир = 0.023 Ве. Pr°*. If velocity increases, the laminar 
sublayer thickness will be increased or decreased? Why? How about Nup? 

10.4 Consider a fully developed turbulent flow between two parallel plates with a 
gap of b and a uniform wall heat flux (4/А), . Using the Kármán- Martinelli 
analogy, determine the turbulent heat transfer coefficient. The result should 
be in a format such as 


Nu= = = functionof (Re, Pr, /) 


If Re= (V2biv) -2х10, 2х10*,2х10°, and Рг= 0.7, compare your 
result of Nu to those of semiempirical correlations, such that Nu = (h2b/k) = 
0.023Re^*pr?* 
10.5 Consider the turbulent flow heat transfer. 
a. Derive the following momentum and energy equations for a turbulent 
boundary-layer flow, a 2-D flat plate, incompressible, constant properties: 


TL = (v+eE jon 
дх ду ду "dy 
„Т , ,9T . ajf v 1 ОТ 
ax ду ду|\Рг Pr, Joy 


b. Derive the following momentum and energy equations for a fully developed 
turbulent flow in a circular tube, incompressible, constant properties: 


d | а 1 dP 
Sao r(v+&n)— = 
r dr dr p dx 
«97-19 базе =| 

ox ror "дг 


10.6 Consider a fully developed turbulent pipe flow in a circular tube with а 5.0cm 
I-D, constant properties. 

a. Draw the velocity distribution from Martinelli Universal Velocity Profile 
(i.e., law of the wall) for air flow at 1 atm, 25°C, and Ке, = 30,000. 
b. Calculate the laminar sublayer thickness. 

10.7 Consider the turbulent boundary-layer flow heat transfer: air at 300 K, 1 atm, 
flows at 12 m/s along a flat plate maintained at 600 К. Plot the temperature 
profile 7(y) across the boundary layer for the following two cases: 

a. Ata location x = 0.1m for a laminar boundary layer. 

b. Ata location x = 1.0m if the transition Reynolds number is 10°. Plot both 
profiles on the same graph to show significant differences. 

c. Determine Ch, Ts, и*, St,, Nu,, Ay, and д; for case (b). 
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10.8 Consider a 2-D incompressible turbulent flow in a pipe. 

a. Specialize (simplify) the given continuity and Navier-Stokes equations 
for a fully developed turbulent flow in a pipe. Write appropriate BCs 
to solve the flow equations for a fully developed turbulent flow. Do not 
attempt to solve the problem. 

b. The velocity profile ( u(r)) for a fully developed turbulent flow in a pipe is 
given by 


where R is the pipe radius, r is the radial distance measured from the pipe 
axis, and Umax is the maximum velocity. Calculate mean or the bulk veloc- 
ity (Um ) for a fully developed flow in terms of Umax- 

c. Obtain an expression for the skin friction coefficient (Fanning friction 
factor) for a fully developed turbulent flow in terms of Rep, where Rep is 
the Reynolds number based on the pipe hydraulic diameter. 

10.9 Consider a steady low-speed, constant-property, fully turbulent boundary- 
layer flow over a flat surface at constant wall temperature. 

a. Based on the Reynolds time-averaged concept, derive the following 
momentum and energy equations (make necessary assumptions): 


DIM Е : (у + ү 
дх ду ду "ду 


oT OT д\|\(у ё&„\дТ 
u—+v—= + 
Әх ду ду|\Рг Pr, Joy 


b. Define dimensionless parameters, ut, T*, and y*, respectively, for universal 
velocity and temperature profiles for turbulent flow and heat transfer 
problems. Based on the Prandtl’s mixing length theory, the following 
universal velocity profile has been derived: 


u* = y* for the viscous sublayer region. 
u* = (1/к) In y* + C for the turbulent layer (the law of the wall region). 


Now, based on the heat and momentum transfer analogy, derive and plot (7* 
versus y* for various Pr) the universal temperature profile (i.e., temperature 
law of the wall, 7*(y*, Pr)) for a turbulent boundary layer on a flat plate? 
Make the necessary assumptions. 

10.10 Consider a steady low-speed, constant-property, fully turbulent boundary- 
layer flow over a flat surface at constant wall temperature. Based on the 
Reynolds time-averaged concept, the following momentum and energy 
equations can be derived: 
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OT oT Oj|(wv е, \OT 
и ЊУ = + 
Ox ду ду|\Рг Pr, Joy 
a. Explain why the turbulent viscosity and turbulent Prandtl number should 
be included in the above equations. Explain the physical meaning and 
the importance of the turbulent viscosity and turbulent Prandtl number, 
respectively. 


b. Based on the Prandtl’s mixing length theory, the following universal 
velocity profile has been obtained: 


ae 


u* = y* for the viscous sublayer region. 


ae 


и = (i) y* +C for the turbulent layer (the law of the wall region). 
K 


Based on the heat and momentum transfer analogy, derive and plot 
(T* versus y* for various Pr) the universal temperature profile for a turbulent 
boundary layer on a flat plate. Make necessary assumptions. 

10.11 Consider a turbulent flow over a flat plate at a constant wall temperature. 
From Prandtl mixing length theory, the two-region velocity profiles have 
been obtained as 


и = у! if O<y' <6; 
uw -VMklny' «C if ô <y 
where ô; = 11.6, к = 0.41, and = 5.0 


a. Based on heat and momentum transfer analogy, derive the two-region 
temperature profiles as 


Os y' <ô} T* =Ргу' 
Р Р 

Sj <y T* = hn y* - Inój + T" (aty* = 63) 
K K 


where бу = 13.2, x = 0.41, and Pr, = 0.9. 

b. Consider airflow (100 m/s, 25°C and 1 atmosphere) over a flat plate at a 
constant wall temperature of 100°C. Assume that the turbulent boundary 
layer starts from the leading edge of the plate. Using the above equations, 
predict the laminar "sublayer" thickness (б?) and the “thermal sublayer” 
thickness (б) at x = 20cm from the leading edge of the plate. 

с. At x = 20cm and у = 0.2cm, predict the local velocity и, and the local 
temperature 7, respectively using the above log-law velocity and tem- 
perature profiles. 
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10.12 


10.13 


10.14 


10.15 


Derive the law of the wall u* vs. у* by using Van Driest mixing length 
equation. 

Derive the turbulent pipe flow velocity profile and friction factor over a 
rough wall [see Chapter 16]. 

Derive the turbulent pipe flow temperature profile and heat transfer 
coefficient over a rough wall [see Chapter 16]. 

Derive the turbulent pipe flow heat transfer with a non-uniform wall heat 
flux boundary conditions (such as parabolic heat flux distribution along 
the pipe). 
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11 Fundamental Radiation 


11.1 THERMAL RADIATION INTENSITY AND EMISSIVE POWER 


Any surface can emit energy as long as its surface temperature is greater than absolute 
zero. Thermal radiation can refer to (1) surface radiation and (2) gas or volume radia- 
tion. Surface radiation is the radiation which comes from an opaque surface (such as 
a solid or liquid surface, penetrating approximately 11m thick into the surface). Gas 
radiation is that radiation which comes from a volume of gas (such as СО», H,O, CO, or 
NH;). However, gas radiation is not associated with a volume of air, as air cannot emit 
or absorb radiation energy. Modern theory describes the nature of radiation in terms of 
electromagnetic waves that travel at the speed of light. The various forms of radiation 
differ only in terms of wavelength. In this chapter, the discussion will be confined to 
thermal radiation [1—4], as shown in Figure 11.1. Thermal radiation primarily depends 
on wavelength (spectral distribution, 0.1—100 um, from visible light to infrared (IR)), 
direction (directional distribution, 0, 0), material temperature (absolute temperature, °K 
or °R), and material radiation properties. Figure 11.2 shows the nature of spectral and 
directional distributions. 

The following sections establish the relationship between surface radiation flux 
(i.e., radiation rate per unit surface area, also referred to as emissive power) and 
radiation intensity. Here we assume that radiation intensity from a surface is given. 
The later section will discuss how to obtain the radiation intensity from Planck. 
Figure 11.3 shows the conceptual view of hemispheric radiation from a surface (con- 
sider radiation from the upper surface only) [4]. Monochromatic directional radiation 
intensity (a function of wavelength and temperature in all directions) is defined as the 
differential radiation rate per unit surface area and unit solid angle, 


dq 


I; (0,р,3,Т)- 2.5 (11.1) 
<-Visible—> 
32333 
Чу 
х Rays Infared — — > 
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! |_Microwave> 
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FIGURE 11.1 Spectrum of electromagnetic radiation. 
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FIGURE 11.2 (а) Spectral radiation varies with wavelength. (b) Directional distribution. 
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FIGURE 11.3 (a) Conceptual view of hemispheric radiation from a differential element 
area. (b) Definition of plane angle. (c) Definition of solid angle. 


where do is the unit solid angle, 


do = 2 Е ШЕ ын йр 
r r 


and 
dA, = dAcos@ 


Therefore, the differential surface radiation flux (or differential emissive power) 
becomes 


a = ПЕ, = 1, (0,9,4,T)sin0 cos 40 dp 
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After integration in all directions, the monochromatic hemispherical emissive 
power is 


2nn/2 


E, = 22:22 (11.2) 


The total hemispherical emissive power (integration over wavelength) is 


оо 


Е(Т)= fe. (А.7)ал (11.3) 


0 


For е isotropic surface (independent of circumferential direction angle), for most 
of the surfaces, 


т/2 
Е,-2т fu (0.2.7)5іп0соѕөа0 


0 
For the isotropic and black surface (independent of vertical direction angle), 


n/2 
Бы = 2nl, i (A.T) | 5іп0с05040 = nl, 1 (114) 


0 


11.2 SURFACE RADIATION PROPERTIES FOR 
BLACKBODY AND REAL-SURFACE RADIATION 


Total emissive power for a black surface (ideal surface) is 

E, = nl; = СТ“ (11.5) 
Total emissive power for а real surface is 

E=nl = ёст“ (11.6) 


Monochromatic emissivity, a surface radiation property, is defined as monochromatic 
emissive power from a real surface to an ideal surface. 


E(0,9,4,T) 


Єл ө (Ө,ф,А,Т) = ESAT) 


(11.7) 


Therefore, the total hemispherical emissivity can be obtained as a ratio of total emissive 
power from a real surface to an ideal surface. The total emissivity varies from 0 to 1. 


= ET). 


Е(Т) = = 
P E,(T) 


0-1 (11.8) 
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FIGURE 11.4 Definition of gray and diffuse surfaces. 


A gray surface is defined as if the surface emissivity is independent of wavelength, as 
shown in Figure 11.4. A diffuse surface is defined as if the surface emissivity is inde- 
pendent of direction, as shown in Figure 11.4. In general, experimental data show 
that the emissivity of nonconductive materials (e ~ 0.9 for nonmetals) is much higher 
than conductive materials (є ~ 0.1 for metals). Emissivity is the most important radia- 
tion property and has a slight dependence on temperature. Emissivity is a property 
that can be experimentally measured and is available for various materials from any 
heat transfer textbook. 

In addition to emission, a surface can reflect, absorb, or transmit any oncoming 
radiation energy (irradiation). Figure 11.5 sketches an energy balance between irra- 
diation (radiation coming to the surface) and reflection, absorption, and transmission. 
Absorptivity, reflectivity, and transmissivity are defined as the fractions of irradia- 
tion that are absorbed, reflected, and transmitted, respectively. For many engineering 
gray and diffuse surfaces, we can assume that surface absorptivity is the same as 
surface emissivity (€,, 0 = a;, 0, €, = æ, then e =a, but in general e a), and the 
transmissivity approaches zero (except window glass); therefore, the reflectivity can 
also be determined from the emissivity. 


Absorptivity a=G/G 
Reflectivity p=G/G 
Transmissivity т= С/С 
From radiation energy balance: а+р+т=1 
If т = 0, and assume a = e, then p-l-aml-e 
G, irradiation pG irradiation 
УХАХ, ос absorption 


тС transmission 


FIGURE 11.5 Radiation energy balance on a surface. 
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Blackbody radiation is the maximum radiation from an ideal surface. A blackbody 
is a diffuse surface and can emit the maximum radiation and can absorb the max- 
imum radiation (i.e., a= 1 and ғ = 1). Therefore, blackbody radiation intensity is 
not a function of direction (4 (0, @)), but a function of wavelength and temperature 
(= (A, T)). Planck obtained blackbody radiation intensity from quantum theory as 


2hCG 
Х | exp(hCo/ART) - 1] 


Ba T) (11.9) 


where h is Planck's constant = 6.626 x 10734] s, C, is the speed of light in 
vacuum = 2.998 x l0* m/s, k is the Boltzmann’s constant = 1.381 x 10? J/K, and T is 
the absolute temperature, °K or °R. It can also be shown as: 


CA^ 


Ex» = ль = Дейт) р 


where 
C, = 2mhCp = 3.742 x 10° Wum* /m* 


C; = hCy/k = 1.4389 x 10* um К 


Therefore, Planck’s emissive power for the black surface can be shown as 


2hC5 = Ci 
A [exp(nCy/AkT) -1] А [exp(Cs 741) -1] 


Ex» (2,7) = ТА, (2.7) =T 


Performing integration over the entire wavelength, one obtains the Stefan-Boltzmann 
law for blackbody radiation as 


оо оо 


Е,(Т)- IY (А.7)ал = fon (A,T)dA = oT* Wim? (11.10) 


0 0 
with the Stefan—Boltzmann constant 

о = /(С\,С›) = 5.67 x 10 * W/m?K* 
However, for a real surface, the emissive power is lower than Planck’s blackbody 
radiation (because the emissivity for the real surface is less than unity). Therefore, 


the emissive power for the real surface is 


E=eoT* (11.11) 


390 Analytical Heat Transfer 


Figure 11.6 shows emissive power versus wavelength over a wide range of tempera- 
tures [1—4]. In general, emissive power increases with absolute temperature; emissive 
power for the black surface (solid lines) is greater than that for the real gray surface 
(lower than the solid lines, depending on emissivity) for a given temperature. 

From Figure 11.6 we see that the blackbody emissive power distribution has a 
maximum and that the corresponding wavelength Amas depends on temperature. 
Taking a derivative of Equation (11.9) with respect to Л and setting the result as equal 
to zero, we obtain Wien’s displacement law as 


AmaxT = C3 = 2898 umK (11.12) 


The focus of Wien’s displacement law is also shown in Figure 11.6. According to 
this result, the maximum emissive power is displaced to shorter wavelengths with 
increasing temperature. For example, the maximum emission is in the middle of the 
visible spectrum (A,,,, % 0.5m) for solar radiation at 5800 К; the peak emission 
occurs at Amas = ит for a tungsten filament lamp operating at 2900 К emitting 
white light, although most of the emission remains in the IR region. 

There are many engineering surfaces with diffuse, but not gray, behavior. In this 
case, surface emissivity is a function of wavelength and is not the same as absorptiv- 
ity. Figure 11.7 shows the radiation problem between a hot coal bed and a cold brick 
wall with an emissivity as a function of wavelength [4]. To determine the emissive 
power from the cold brick wall, one needs to determine the average emissivity from 
the brick wall first. The following outlines a method to determine the average emis- 
sivity and absorptivity. 
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FIGURE 11.6 Spectral blackbody emissive power. 
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FIGURE 11.7 Radiation between a hot coal bed and a cold brick wall with nongray behavior. 
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FIGURE 11.8 Concept of fraction method from a blackbody. 


The following shows how to determine &(T), E(T), and «(Т). The average 
emissivity can be determined by combining the wavelengths of the three regions 
shown in Figure 11.7. Then each region is treated as a product of constant emissivity 
and the fraction of blackbody emissive power to the total blackbody emissive power, 
as shown in Figure 11.8. The fraction value is a function of wavelength and tem- 
perature and can be obtained from integration in each region (e.g., see Figure 11.9 
or Table 11.1) [4]. 


Bn) 8. (11.13) 


= ғ +E +E ^^ (11.14) 


= €\Fo_g, + 62 [Fs - Fo ] t ёз [1 = Fo ] 
(11.15) 
= 0.1x 0-- 0.5 x 0.634 + 0.8 x (1— 0.634) 
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FIGURE 11.9 Fraction of the total blackbody emission in the spectral band from 0 to 4 as 
a function of AT. 


where 


д A 
JEn ал Ё [2 ал _ 12-23 


Ед = 0 i — = f(AT) (11.16) 
| Fava oT oT 
0 
№ A 
| E, di- | E, ,dÀ 
Fi, 0 = Ел, — Fo (11.17) 


oT* 
From Table 11.1 or from Figure 11.9, Fo_, is a function of AT (um К), with T = Т, = 500 


K, emission from the brick wall. 
The radiation constants used to generate these blackbody functions are 


С, = 3.7420 х 108 рт“ /m? 
C; = 1.4388 x 10* рт: К 
о = 5.670 x10? W/m? -Kt 


Therefore, the average emissivity can be calculated as 
€(T,) = 0.61 


and the total emissive power is 


Е(Т,)- ё(Т,)оТ, = 2161 W/m? 
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The brick wall is not a gray surface, and hence a(T;) is not equal to e(T,). However, 
it is a diffuse surface, and hence a(A) = e(A). In a window 0 > 4,, 4; — 45, A, > оо, 
€, © constant (i.e., a gray surface), e; ғ a. The irradiation from the black coal bed 
(at temperature T, = 2000 K) to the brick wall is С(4) <E,. The following shows a 
similar way to determine the brick wall absorptivity. 


| ecaa | «гав, 2a 


a(T,)= (11.18) 


оаа E, 


= €\Fo_a, + €2 [ Fo-a, = Fo | + ёз [1 - Fo | 
(11.19) 
= 0.1 x 0.275 + 0.5 x (0.986 — 0.273) + 0.8 x (1 — 0.986) 


where the fractional values can be found in Table 11.1, or from Figure 11.9, with 
T = T, = 2000 К, irradiation from the black coal bed. 
Therefore, average absorptivity can be calculated as 


a(T,) = 0.395 < 0.61 for €(T,) 


TABLE 11.1 

Blackbody Radiation Functions 
AT (um-K) Eus 
200 0.000000 
400 0.000000 
600 0.000000 
800 0.000016 
1000 0.000321 
1200 0.002134 
1400 0.007790 
1600 0.019718 
1800 0.039341 
2000 0.066728 
2200 0.100888 
2400 0.140256 
2600 0.183120 
2800 0.227897 
2898 0.250108 
3000 0.273232 
3200 0.318102 
3400 0.361735 
3600 0.403607 


(Continued) 
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TABLE 11.1 (Continued) 
Blackbody Radiation Functions 


АТ (um-K) Fo.) 

3800 0.443382 
4000 0.480877 
4200 0.516014 
4400 0.548796 
4600 0.579280 
4800 0.607559 
5000 0.633747 
5200 0.658970 
5400 0.680360 
5600 0.701046 
5800 0.720158 
6000 0.737818 
6200 0.754140 
6400 0.769234 
6600 0.783199 
6800 0.796129 
7000 0.808109 
7200 0.819217 
7400 0.829527 
7600 0.839102 
7800 0.848005 
8000 0.856288 
8500 0.874608 
9000 0.890029 
9500 0.903085 
10,000 0.914199 
10,500 0.923710 
11,000 0.931890 
11,500 0.939959 
12,000 0.945098 
13,000 0.955139 
14,000 0.962898 
15,000 0.969981 
16,000 0.973814 
18,000 0.980860 
20,000 0.985602 
25,000 0.992215 
30,000 0.995340 
40,000 0.997967 
50,000 0.998953 
715,000 0.999713 
100,000 0.999905 


Source: Data from [4]. 
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11.3 SOLAR AND ATMOSPHERIC RADIATION 


Solar radiation is essential to all life on earth. Through the thermal and photovoltaic 
process, solar radiation is important for the design of solar collectors, air-conditioning 
systems for buildings and vehicles, temperature control systems for spacecraft, and 
photocells for electricity. The sun is approximated as a spherical radiation source 
with a diameter of 1.39 х 10°m and is located around 1.50 х 10!! m from the earth. 
The average solar flux (solar constant) incident on the outer edge of the Earth's atmo- 
sphere is approximately 1353 W/m?. Assuming blackbody radiation, the sun's tem- 
perature can be estimated as 5800 K. Figure 11.10 shows the spectral distribution 
of solar radiation [2]. The radiation is concentrated in the low-wavelength region 
(0.2<A<3 pum) with the peak value of 0.50 um. 

The magnitudes of the spectral and directional distributions of solar flux change 
significantly as solar radiation passes through the Earth's atmosphere. The change is 
due to absorption and scattering of the radiation by atmospheric particles and gases. 
The effect of absorption by the atmospheric gases О; (ozone), H,O vapor, О,, and 
CO, is shown by the lower curve in Figure 11.10. Absorption by ozone is strong in 
the UV region, providing considerable attenuation below 0.3—0.4 иш. In the visible 
light region (0.4—0.7 um), absorption is contributed by O, and O,; in the IR region 
(0.7-3.0 иш), absorption is due to H,O vapor and СО». The effect of scattering by 
particles and gases is that about half of the solar radiation goes back to atmosphere 
and approximately half reaches the earth surface. Therefore, the average solar flux 
incident on the Earth's surface is reduced to approximately 300—800 W/m7?, depend- 
ing on the time of the day, the season, the latitude, and the weather conditions. 

It is known that H5O vapor and CO, gas in the atmosphere not only absorb solar 
radiation, but these gases also absorb radiation from the Earth's surface. Radiation is 
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FIGURE 11.10 Solar spectra outside the Earth's atmosphere and on the ground. 
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emitted from the Earth’s surface at approximately 300 K at wavelengths in the range 
of 10-20 um with an emissivity approaching 1.0. In addition, H,O vapor and CO, gas 
in the atmosphere (sky) can emit energy at wavelengths of 5—10 um at the effective sky 
temperature around 250—270 К (with an assumed emissivity in the range of 0.8—1.0). 

Figure 11.11 shows a typical setup for a solar collector. A special glass is used 
as a cover for the collector and a specialized coating is used on the collector plate 
and tubes where the solar energy is collected to maximize the performance of 
the collector. 

Figure 11.12 shows a typical design for a house with a skylight. The thin glass of 
the skylight has a specific spectral emissivity or absorptivity distribution. For a given 
solar flux, atmospheric emission flux, interior surface emission flux, and convection 
inside and outside the house, the thin glass temperature or the inside house tempera- 
ture can be predicted. 


Examples 


11.1 A simple solar collector plate without the cover glass has a selective absorber 
surface of high absorptivity a, (for 4 « 1 um) and low absorptivity a; (for д> 1 ит). 
Assume the solar irradiation flux = G, the effective sky temperature = Т, 
the absorber surface temperature = T, and the ambient air temperature = T.; 


Solar energy 


рр LLL Lll 


Collector plate Tubes 


FIGURE 11.11 A typical setup for a solar collector. 


radiation 


" 
q в, 
window-sky n 
Я convection 
outside air 
q 


Я radiation 
window-walls 


convection 
room air 


FIGURE 11.12 А typical design for a house with the skylight. 
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determine the useful heat removal flux (аы) from the collector under these соп- 
ditions. What is the correspondent efficiency (n) of the collector? 


Solution 
Performing an energy balance on the absorber plate per unit surface area, we obtain 


ПИ = as G, + Оку Gay = cux = E 


= Чих 
С, 
where 
Qs = О 
Оку = 0; 
2 4 
Gay = О Ту 
4 
E=eoT, 


@солу = A(T, -T.) 


11.2 A thin glass is used on the roof of a greenhouse. The glass is totally transpar- 
ent for 4< 1 um, and opaque with an absorptivity a = 1 for 4» 1 um. Assume that 
solar flux = G,, atmospheric emission flux = Gam thin glass temperature = 7,, and 
interior surface emission flux = G; where Gaim and С, are concentrated іп the far 
IR region (A > 101m), and determine the temperature of the greenhouse ambient 
air (i.e., inside room air temperature, Т... 


Solution 


Performing an energy balance on the thin glass plate per unit surface area, and 
considering two convection processes (inside and outside greenhouse), two emis- 
sions (inside and outside the glass plate), and three absorbed irradiations (from 
solar, atmospheric, interior surface), we obtain T. ; from 


0.6, Cas Gus + (Т... — T, ) + i (Toa — Tz) + OG; - 2601; = 0 
where a, = solar absorptivity for absorption of G, ,-5, , (A, 5800 К) 


Qt, = O5 Fo ius + 002 [1 = Буга | 
=0x0.72+ 1.0[1 - 0.72| 
-0.28 


(Note: From Table 11.1, AT = 1 mm x5800K, Р = 0.72) 


0-1 um 
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алт = absorptivity for д> 10pm = 1 

а; = absorptivity for 4» 10 pm = 1 

e=ad forà > 1pm, = 1 

(emissivity of the glass for long wavelength emission) 

h, = convection heat transfer coefficient of the outside roof 
h; = convection heat transfer coefficient of the inside room 


11.3 The glass of the skylight of a house, as shown in Figure 11.12, has a spectral 
emissivity, ё,(4) [or absorptivity, a,(A)] distribution as shown: е, = 0.9 for O < 4 < 
0.3 um, e; = 0 for 0.3 < å < 2.0рт, е, = 0.9 for 4 > 2.0um. During an afternoon 
when the solar flux is 900 W/m?, the temperature of the glass is 27°C. The interior 
surfaces of the walls of the house and the air in the house are at 22?C, and the 
heat transfer coefficient between the glass of the skylight and the air in the house 
is 5 W/(m? x K). 
a. What is the overall emissivity, e, of the skylight? 
b. What is the overall absorptivity, a, of the skylight for solar irradiation? 
You may assume the sun emits radiation as a blackbody at 6000 K. 
c. What is the convective heat flux on the outer surface of the skylight, 
in W/m?? Is the temperature of the outside air higher or lower than the 
temperature of the skylight? Please assume that the sky is at 0°C. 


Solution 
а. E= 0.9F,. 95 + O( Fo-2 = Fo-o3)+ 0.9(1 = Е) ~ 0.9 


b. a, = 0.9Fo_03 + O( Fo-2 = Fo-o3) + 0.9(1 E Е) 
= 0.9 x 0.0393 + 0.9(1— 0.945) ~ 0.085 


c. Refer to Example 11-2: 


уу 
a, = 0.085, G; 2900 —- Gam = O Tas, Lam = 0.9, 
m 


? 


ћ; = S Т... = 22°C, Т, = 27°C, € = 0.9 


, 


a; = 0.9, G; = £&jO Т, €; = 0.9, T; = 22°C, Туу = 273K 
sf (Too — T,) = V = +, Tao > T,— T2, < T, 


11.4 Consider an opaque, horizontal plate with an electrical heater on its back- 
side. The front side is exposed to ambient air that is at 20°C and provides a 
convection heat transfer coefficient of 10 W/m? - К, solar irradiation (at 5800 К) 
of 600 W/m'?, and an effective sky temperature of —40°C. What is the electrical 
power (W/m?) required to maintain the plate surface temperature at 7, = 60°C 
(steady state) if the plate is diffuse and has designated spectral, hemispherical 
reflectivity (reflectivity = 0.2 for a wavelength less than 2 um, reflectivity = 0.7 
for wavelength greater than 2 um)? 
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Solution 


OC solar = 0.8Fo_2 + 0.3(1 = Ез) 


=0.8 where Е: = 0.94 at AT = 2 um х 5800К 


Олу = 0.3 where А =0 at AT =2umx 233K 


Єрцє? 0.3 where А5 =0 at AT =2umx333K 
heater = £,0T,; + A(T, ш T.)- O solar X 600 — OO Tay 


W 
2&9] — 
m 


11.5 A diffuse surface has the following spectral characteristics (e, = 0.4 for 
0<1<3 ym, е, = 0.8 for 3um € 4) is maintained at 500 K when situated in а large 
furnace enclosure whose walls are maintained at 1500 K. 
a. Sketch the spectral distribution of the surface emissive power Е, and the 
emissive power £F, , that the surface would have if it were a blackbody. 
b. Neglecting convection effects, what is the net heat flux to the surface for 
the prescribed conditions? 
c. Plot the net heat flux as a function of the surface temperature for 
500x Т< 1000 К. On the same coordinates, plot the heat flux for a dif- 
fuse, gray surface with total emissivities of 0.4 and 0.8. 
d. For the prescribed spectral distribution of e, how do the total emissiv- 
ity and absorptivity of the surface vary with temperature in the range 
500<T<1000 K? 


Solution 


a. From Figure 11.6, for a blackbody 


д, "28976 _ $3 
500 


F,=04E,, forA«3um-0.8E;, forA>3um 
b. 2=0453+0.8(1- 5.3) 

= 0.795 where А.з = 0.01376 at AT, = 1500 рт: К 

a 2 0AR, 4 0.8(1— F,.5) 

=0.574 where Ёз = 0.564 at AT, = 4500 um -K 

аы = 4G — E = аст}, – OT, 


-5.67 x 10^? [ 0.574 (1500)* — 0.795(500)' | 


= 161.946 x 10° ын 
m 
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C. ret 1 with 7, T 


” ” 


йш |E = 0.4 >> qia |E = 0.795 > дп lE = 0.8 
4.64 withT, T 


о = constant for T, = 500 ~ 1000K 


REMARKS 


This chapter covers the same topics as in undergraduate-level heat transfer. These 
include spectrum thermal radiation intensity and emissive power for a blackbody, as 
well as a real surface at elevated temperatures; surface radiation properties such as 
spectral emissivity and absorptivity for real-surface radiation; how to obtain the total 
emissivity or absorptivity from the fraction method; how to perform energy balance 
from a flat surface including radiation and convection; and solar and atmospheric 
radiation problems. This chapter provides fundamental thermal radiation and surface 
properties that are useful for many engineering applications such as surface radia- 
tors, space vehicles, and solar collectors. 


PROBLEMS 


11.1 A diffuse surface having the following spectral distributions (e; = 0.3 for 
0<1<4р, e, = 0.7 for 4 uim € 4) is maintained at 500 К when situated in a 
large furnace enclosure whose walls are maintained at 1500 K. Neglecting 
convection effects, 

a. Determine the surface’s total hemispherical emissivity (e) and absorp- 
tivity (a). 

b. What is the net heat flux to the surface for the prescribed conditions? 
Given: с = 5.67 x 1075 (W/m?K*) 

11.2 An opaque, gray surface at 27°C is exposed to an irradiation of 1000 W/m?, 
and 800 W/m? is reflected. Air at 17°C flows over the surface, and the heat 
transfer convection coefficient is 15 W/m? K. Determine the net heat flux 
from the surface. 

11.3 A diffuse surface having the following spectral characteristics (e; = 0.4 for 
0x4 €3ym, е, = 0.8 for 3 um <å) is maintained at 500 К when situated in a 
large furnace enclosure whose walls are maintained at 1500 K: 

a. Sketch the spectral distribution of the surface emissive power E; and the 
emissive power £, , that the surface would have if it were a blackbody. 

b. Neglecting convection effects, what is the net heat flux to the surface for 
the prescribed conditions? 

c. Plot the net heat flux as a function of the surface temperature for 
500x T € 1000 К. On the same coordinates, plot the heat flux for a dif- 
fuse, gray surface with total emissivities of 0.4 and 0.8. 

d. For the prescribed spectral distribution of £}, how do the total emissiv- 
ity and absorptivity of the surface vary with temperature in the range 
500x T € 1000 К? 
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11.4 The spectral, hemispherical emissivity distributions for two diffuse panels to 
be used in a spacecraft are as shown. 


For panel A: e; = 0.5 for 0<A<3 um, e, = 0.2 for З рт « A. 
For panel B: e; = 0.1 for 0<4 <3 um, e, = 0.01 for 3 um <4. 


Assuming that the backsides of the panels are insulated and that the panels are 
oriented normal to the solar flux at 1300 W/m?, determine which panel has the 
highest steady-state temperature. 

11.5 From a heat transfer and engineering approach, explain how a glass green- 
house, which is used in the winter to grow vegetables, works. Include sketches 
of both the system showing energy flows and balances, and of radiation 
property data (radioactive properties versus wavelengths) for greenhouse 
components (glass and the contents inside the greenhouse). When applica- 
ble, show the appropriate equations and properties to explain the greenhouse 
phenomenon. When finished with the above for a glass greenhouse, extend 
your explanation to global warming, introducing new radioactive properties 
and characteristics if needed. 

11.6 The glass of the skylight of a house as shown in Figure 11.12 has a spectral 
emissivity, €,(A) [or absorptivity, a,(A)] distribution as shown: е, = 0.9 for 
0<A<0.3 ym, e, = 0 for 0.3<A<2.0pum, e, = 0.9 for A>2.0 pm. During ап 
afternoon when the solar flux is 900 W/m’, the temperature of the glass is 
27°C. The interior surfaces of the walls of the house and the air in the house 
are at 22°C, and the heat transfer coefficient between the glass of the skylight 
and the air in the house is 5 W/(m?K). 

a. What is the overall emissivity, e, of the skylight? 

b. What is the overall absorptivity, a, of the skylight for solar irradiation? 
You may assume that the sun emits radiation as a blackbody at 6000 K. 

c. What is the convective heat flux on the outer surface of the skylight, 
Yeonvectionoutsideairs 1 W/m?? Is the temperature of the outside air higher or 
lower than the temperature of the skylight? Please assume that the sky is 
at 0°С. 

11.7 Consider a typical setup for a solar collector as shown in Figure 11.11. 
A special glass is used as a cover for the collector and a specialized coating 
is used on the collector plate and tubes, where the solar energy is collected, 
to maximize the performance of the collector. 

a. If you had to specify the value of the glass transmissivity, t}, as а func- 
tion of 4 to maximize the performance of the collector, what would you 
choose and why? Explain. Use illustrations or sketches if needed to help 
explain your answer. 

b. If you had to specify the value of the collector plate and tube absorptivity, 
а,, as a function of 4 to maximize the performance of the collector, what 
would you choose and why? Explain. 

c. A manufacturing process calls for heating a long aluminum rod that is 
coated with a thin film with an emissivity of e. The rod is placed in a 
large convection oven whose surface is maintained at T, (К). Air at T, (К) 
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circulates in the oven at a velocity of u (m/s) across the surface of the rod 
and produces a convective heat transfer coefficient of л [W/(m? K)]. The 
rod has a small diameter of d (m) and has an initial temperature of T; (K). 
Here, T; « T,,<T,,. What is the rate of change of the rod temperature (K/s) 
when the rod is first placed in the oven? 

A solar collector consists of an insulating back layer, a fluid conduit through 

which a water-glycol solution flows to remove heat, an absorber plate, and a 

glass cover plate. The external temperatures Tair Ty, and Troung are known. 

Solar radiation of intensity q? (W/m?) is incident on the collector and col- 

lected heat ат?) is removed by the fluid. The absorber plate is painted 

black with an average solar absorptivity of 0.8 and an average emissivity of 

0.8. Assume that the collector plate is so large that you may treat the prob- 

lems as 1-D heat flow with heat sources and/or sinks. 

a. Identify and label all significant heat transfer resistances and flows and 
draw the steady-state thermal network diagram for the collector. 

b. Write the heat balance equations needed to solve for д. Do not solve. 

c. If the absorber plate is replaced with a black chrome surface with an 
average solar absorptivity of 0.95 and an average emissivity of 0.1, what 
values will change in the thermal network diagram? How will 47 change 
and why? 

A solar collector consists of an insulating back layer, a fluid conduit through 

which a water-glycol solution flows to remove heat, an absorber plate and a 

glass cover plate. The external temperatures Tar Т.у, and Тш are known. 

Solar radiation of intensity д; (W/m?) is incident on the collector and col- 

lected heat q? (W/m?) is removed by the fluid. The absorber plate is painted 

black with an average solar absorptivity of 0.95 and an average emissivity of 

0.95. Assume that the collector is so large that you may treat the problems as 

1-D heat flow with heat sources and/or sinks. 

a. Identify and label all significant heat transfer resistances and flows and 
draw the steady-state thermal network diagram for this collector. 

b. Write the heat balance equations needed to solve for д. Do not solve. 

c. If the absorber plate is replaced with a black chrome surface with an 
average solar absorptivity of 0.95 and an average emissivity of 0.1, what 
values will change in the thermal network diagram? How will q? change 
and why? 


11.10 An opaque, gray surface at 27°C is exposed to an irradiation of 1000 W/m?, 


11.11 


and 600 W/m? is reflected. Air at 20°C flows over the surface and the heat 
transfer convection coefficient is 20W/m?K. Determine the net heat flux 
from the surface. 

Consider an opaque, horizontal plate with an electrical heater on its back- 
side. The front side is exposed to ambient air that is at 20°C and provides 
a convection heat transfer coefficient of 10 W/m? K, a solar irradiation (at 
5800°K) of 600 W/m?, and an effective sky temperature of —40°C. What 
is the electrical power (W/m?) required to maintain the plate surface 
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temperature at Т, = 60°C (steady state) if the plate is diffuse and has desig- 
nated spectral, hemispherical reflectivity (reflectivity = 0.2 for wavelength 
less than 2 um, reflectivity = 0.7 for wavelength greater than 2 рт)? 

11.12 Consider a typical setup for a solar collector: A special glass is used as a 
cover for the collector and a specialized coating is used on the collector plate 
and tubes, where the solar energy is collected, to maximize the performance 
of the collector. The external temperatures Tir Tyy, and Тон are known. 

The solar radiation of intensity д; (W/m?) is incident on the collector and a 

collected heat flux, q? (W/m?), is removed by the fluid inside the tubes. 

a. Write the energy balance equations that can be used to solve q?’ for the 
solar collector, and write the energy balance equations that can be used 
to determine the glass cover temperature. You do not need to calculate 
the numerical answer. Make any necessary assumptions. 

b. If you had to specify the value of the glass transmissivity, 7;, as a func- 
tion of 4 to maximize performance of the collector, what would you 
choose and why? Explain. Use illustrations or sketches if needed to help 
explain your answer. If you had to specify the value of the collector plate 
and tube absorptivity, œ}, as a function of 4 to maximize performance of 
the collector, what would you choose and why? 
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1 2 View Factors 


12.1 VIEW FACTORS 


In addition to surface radiation properties such as emissivity, reflectivity, and absorp- 
tivity, the view factor is another important parameter for determining radiation heat 
transfer between two surfaces. The view factor is defined as the fraction of radiation 
energy (the so-called radiosity including emission and reflection) from a given sur- 
face that can be seen (viewed) by the other surface. It is purely a geometric parameter 
dependent upon the relative geometric configuration between two surfaces (how the 
surfaces can "see" each other). A view factor is also called an angle factor or shape 
factor. The following shows how to define the view factor between two surfaces [1—4]. 

Figure 12.1 shows radiation exchange between two diffuse isothermal surfaces 
(1.е., each surface has uniform emission and reflection). The differential radiation 
rate (including emission and reflection) from the unit surface i to j is proportional to 
its intensity and the unit solid angle as discussed previously. 


cos; 
dqi-j = 1,43, cos, Чу, = li cos, —, dA; dA; 
R 
(12.1) 
= nl, _ шяЛТЛ 
TL 


Performing integration over surface area i and surface area j, one obtains the radia- 
tion rate from surface i to surface j as 


соѕ0; сов0, 
qi-j = „|| x dA; dA; (12.2) 


Ai Aj 


FIGURE 12.1 Radiation exchange between two diffuse isothermal surfaces. 
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where 741, = J; = radiosity (emission plus reflection). 
If the radiosity J; is uniform, that is, diffuse reflection and isothermal emission, then 


E int ted by A; - 1 Ө; сов0, 
z шү y A; 2142 [|= = j аА, dA; (12.3) 
Radiosity leaving А; AJ; А; TR 


Ai Aj 
Similarly, 
1 соѕӨ; сов0, 
Е; = || 5 dA; dA; (12.4) 
Aj TR i 
Aj Aj 
Therefore, we obtain the Reciprocity Rule 
АЕ; = АУЕ (12.5) 


For an enclosure with N surfaces, as shown in Figure 12.2, 


Ув =1 (12.6) 


That is, 
Fy t+ Fo + Ёз +--+ =1 
Р + Fy + Рз += 1 
Еу + Fro + Руз += 1 


Figure 12.3 shows the differential view factor between two differential areas i and j. 
Also, the view factor between area i and differential area j is shown. The differential 
view factor between differential area i and differential area j can be obtained as 


dq; | cos0;cos0; dA; 


dF, i-dAj — 
ни: 77 TR? 
dq; соѕ0, соѕ0 dA; 
аЕллу-ал = | = 2 : 
J; dA; TR 
2 3 
1 | N surfaces 


FIGURE 12.2 An N-surface enclosure. 
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FIGURE 12.3 Concept of view factor between two differential areas. 


Similarly, the differential view factor between area i and differential area j is 


| 2. (соо созӨ, т? )дА ал, porcum 
2 j i j 


ЛА, A; TR? 


Aj 


АР as = 


The view factor between differential area / and area i is 


IE (совд, сов0,/лК” dA; dA; 


со80,со80, 
Е Ai = : : dA; 
цаа Jj dA; | nR? 


Ai 
From the reciprocity rule for diffuse and isothermal surfaces: 
AF y-a; = Aj FA. A 
аА; АЕ, ал; = аА; АРд/-ал 
A; dF 4i-aaj = dA; 4Еду-лг 


dA; dF A; = Aj ШУ 


Я 
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Example 12.1 


Determine the view factor between two parallel discs as shown in Figure 12.4. 
Assume that A;<Aj;, the distance between two surfaces is L, and the larger disc 
has a diameter D. 

From Equation (12.3), 


Rs xfj cos6; созо, ҮТ 
А; TLR 
Ai Aj 
cos Ө; сов0, 
л 


Aj 


where 
Aj = Jos 
Ai 
with 
Ө; = Ө, 
R=r+Ll 


FIGURE 12.4 View factor between two parallel discs. 
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cos = ШВ 


dA; = 2пғаг 


cos? Ө 
п |е 
Aj 


D/2 


ор | rd D? 
i (2-2) | D'«4D 


0 


12.2 EVALUATION OF THE VIEW FACTOR 


The view factor is only a function of geometry. The following shows several 
well-known methods to obtain the view factors for common geometries seen in 
radiation heat transfer applications [3]. 


Elongated surfaces — use Hottel's string method for 2-D geometries. 
Direct integration — need to perform double-area integration (higher level of difficulty). 
Contour integration — use Stoke's theorem to transform area-to-line integration. 
Algebraic method — determine the unknown view factor from the known value. 


12.2.1 Mrruop 1—Horrtz's CrosseD-STRING METHOD FOR 2-D GEOMETRIES 


Hottel proposed the following process to determine the view factor between surface 
i and surface j for a 2-D geometry (with surfaces elongated in the direction normal 
to the paper, as shown in Figure 12.5). Although Figure 12.5 depicts flat surfaces, 
Hottel's crossed-strings method can also be used with curved or irregular surfaces. 

The procedure begins by identifying the endpoints of each surface. Next the end- 
points are connected using tightly stretched strings. After connecting the endpoints, 
strings will either cross other strings, or they will be uncrossed. Hottel showed the 
view factor between two surfaces can be determined in terms of the lengths of the 
crossed and uncrossed strings: 


b (crossed strings) - > (uncrossed strings) 


2(length of surface i ) 


Е; = 


m 


FIGURE 12.5 Concept of Hottel's cross-string method for a 2-D geometry. 


410 Analytical Heat Transfer 


To demonstrate the crossed-strings method, let us first consider how surface 1 
separately views surfaces 2, 3, and 4. To find Р, ,, the end points are (a), (b), and 
(c). This is a unique application of Hottel's method, as surfaces 1 and 2 share the 
endpoint (b). With the shared endpoint, the method can still be used. To connect 
the endpoints, strings are stretched from a-c, a—b, and c-b. With the common 
edge, strings of b-a and b-c are duplicates of a-b and c-b, respectively, and are 
considered "crossed." Also, with the shared endpoint (b), the string connecting 
b-b has а “zero” length. Using these strings, Р, , can be determined: 


(La + Li ) = (Lac + 0) 


F- = 
2L, 
(12.7) 
+1 = Le 
2L, 
From Figure 12.5, the view factor between surfaces 1 and 4, Р, ,, is similar: 
Е = (Lap + La)- (Loa +0) 
1-4 2L, 
(12.8) 
_ Li+ L,- Гы 


The final view factor, Р, ,, is also determined based on the endpoints (а), (b), (c), and (d): 


(La + Lra ) Он (La T La ) 


F_ = 
сз 21 


12.9) 
2 Lac + Loa 2 (L + L4) 


The summation and reciprocity rules can be used to verify Hottel's cross-strings 
method. First, consider a surface represented by the string connecting (a) to (c). 
Now a three-surface enclosure has been created with surfaces (1), (2), and the new 
surface from (a-c). With surface (1) being flat (Е, , = 0), the summation rule is: 


Fi» + Frac =1 
Because the surfaces extend infinitely into the page, the area of each surface can 


be represented by its length (as every surface shares the common length into the 
page). 
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Fin -1- Fic 
Es 
= 1 = Е, 
Їл 
Le 
2]-——(1- Fe- 
2 (1 Rea) 
- ja fey Бе y 
Li Шш Lae 
Lac L 
=1 1- P- 
L L (=F) 
= 1 Lac L L А Li 1 Е_› 
L L LL 
gup og 
Li 1 
L + Ly = Le 
3 Fo = 1 2 ас 
2L, 
Similarly: 
А4 = (Li + L,- L)/2L) 
Finally: 


Fiot+th3+ Ад = 1 


Аз =1- FR - А4 


Li T L = Lac Li pi La = Lra 
2L, 21, 


-1 


2L — Ц — Ly + Lae = Li — Lg + Гы 


Lac ЕД 157) НЫ L V L, 
21, 


The concept of the following examples (2) through (4) comes from [3]. 
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Example 12.2 


Determine the view factor between two parallel plates with partial blockages as 


shown in Figure 12.6. 
Length of each crossed string = JI? + c? 


2 
Length of each uncrossed string = 2, |b" + (©) 


From Hottel’s crossed-string method, the view factor сап be determined as 


ATG 


F 
ша 21 П 


Example 12.3 


Determine the view factor between two opposite circular tubes as shown in Figure 12.7. 
From Hottel's cross-string method, the view factor is 


21-24 L-L 


Fi» = = 
2A, TR 
where 
L, = crossed string abcde 
L, = uncrossed string ef 
I, =D+2R 
А, 
b oe ие В 2 

E E pu C [р 

Р ыш” x с 
ad 4, CN 


FIGURE 12.6 


FIGURE 12.7 View factor between two opposite circular tubes. 
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Le x=14 2 
2R 


if A, = л 


if A, = 2л 


1 2 1/2 T E 1 
n. -iloe 1) ЫГ ee (1) x| 


Example 12.4 


Determine the view factor between two circular tubes with partial blockage as 
shown in Figure 12.8. 
From Hottel's cross-string method, the view factor can be determined as follows: 
The sum of the length of crossed strings: 2(L4 в p c 4 Lu c p gp) 
The sum of the length of uncrossed strings: 2(L4_-+ Li c p cj) 
Therefore: 


E.-22 (L4-a-p-a-i + Ly-c-p-E-r ) = (Т-к + Їн-с-р--1) 
1 


21 4-B-c-H 


Table 12.1 shows many useful view factors for 2-D geometries that can be deter- 
mined by using Hottel’s cross-string method [2,4]. 


FIGURE 12.8 View factor between two circular tubes with partial blockage. 
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TABLE 12.1 
View Factors for 2-D Geometries 
Geometry 
Parallel Plates with Midlines 
Connected by Perpendicular Вэ 


W; 


Inclined Parallel Plates of Equal 
Width and a Common Edge 


w J 


a 


w 


Perpendicular Plates with a 
Common Edge 
j 


Three-sided Enclosure 


IS 


йг, 


Analytical Heat Transfer 


Relation 


for ни) ӨГ | 27 юм) Ө| 


2W, 


Fj- 1~sin( 2) 
2 


2 1/2 
(т) (68) | 


2 


LOW; We 


2w; 


Parallel Cylinders of Different Radii If A; = 27r; 


Ё 
- Tj / ЦЭ, 
i j 
>| le 
R 


sli, С-1-8-5 
(Continued) 
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TABLE 12.1 (Continued) 
View Factors for 2-D Geometries 


Geometry Relation 


Cylinder and Parallel Rectangle Р sı s2 
2 tan”! ( } tan! ( } 
y 1 = 52 L L 
j 
L 
LI 
! 
i i 
— эж эээ + ——— 
Х---г--» 
| 5 | 
| 5 | 


Infinite Plane and Row of Cylinders 212 1 «EVE 
s Е 21-|1 (2) (2) E 
i D Е 8 р? 
010/000 E 
i 


Concentric Cylinders F- = 


A5 

А 

Буу 

А 
А 
Бу =1- Бу =1- > 
А 

1 


Long Duct with Equilateral 
Triangular Cross-Section 


ZN 
3 
Long Parallel Plates of Equal Width 


| 7" en HT 


2 


Ё--- 0) 


(Continued) 
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TABLE 12.1 (Continued) 
View Factors for 2-D Geometries 


Geometry 
Long Cylinder Parallel to a Large F=- 1 
Plane Area E^ 
Q 1 
2 
Long Adjacent Parallel Cylinders of If A; = xd 


Equal Diameters 


Analytical Heat Transfer 


Relation 


1 5 1/2 2 af 1 
R- = Б X'-1 + sin X 
wa = Ba = A(x? ^ ee (1)-x | 


If A, =2(4 

| (44) 
R- = Б 
Х=1+— 

Concentric Spheres R = 


Regular Tetrahedron 


Sphere Near a Large Plane Area 


1 
O1 Mamy 
2 


Small Area Perpendicular to the F = іп? Ө 


Axis of a Surface of Revolution 


1 
3 ha = Ra = лава 


(Continued) 
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TABLE 12.1 (Continued) 
View Factors for 2-D Geometries 


Geometry Relation 


Area on the Inside of a Sphere Е А» 
1-2 = 5 


/ Апе? 


— 


Source: Data from A. Mills, Heat Transfer, Richard D. Irwin, Inc., Boston, MA, 1992; 
F. Incropera and D. Dewitt, Fundamentals of Heat and Mass Transfer, John Wiley & 
Sons, Fifth Edition, 2002. 


12.2.2 MrrHoD 2—DousLe-AREA INTEGRATION 


Use direct integration to determine the view factor between two adjacent surface 
areas i and j, as shown in Figure 12.9. 


1 cos Ө; cos 0; 
Fron = | | AA dA; 


Ai Aj 


where 


FIGURE 12.9 View factor between two adjacent surfaces. 
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1 
со80, = riu —х)+т(у, = y)* n(z; -1)] 


1 
сов0, = riu —ху)+ту(у == y;)* п (а – 2) | 


Therefore, the view factor can be determined by performing the following integration: 


b b a c 
1 yi dyi 
Fi. Aj = zje Jos IE dz, | 7 " F 2 (12.10) 
0 о о o n| (x1 - ху) + yi +z] 


12.2.3 METHOD 3— CONTOUR INTEGRATION 


Use Stokes’ theorem to transform area integration into line integration. 
Again, determine the view factor between two adjacent surfaces as shown in 
Figure 12.9. 


1 
ЕА; = DnA. bm ках, + InR dy; dy; T InR dz; dz;) (12.11) 


Ci Cj 


Apply Stokes' theorem to reduce quadric to double integrations as 


1/2 


b b 0 
1 2 1/2 2 
Еда; US Jes fele- | ачз menn +a | dxi 


0 b 0 
1/2 1/2 
+ jos faf- o] dx [mis xy +2 +0? | dx; 
b 0 b 


(12.12) 


The results can be obtained from integration tables or numerical integration. 
The following shows how to use Stokes' theorem to determine the view factor 
between two opposite surfaces [3] as shown in Figure 12.10. 


1 
Fyi-aj = nA, Ффіпка, dx; t In Кау; dy; +InRdz; dz;) 


Ci Cj 
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FIGURE 12.10 View factor between two opposite surfaces. 


1 Р 5 12 
Еду = —— In| x? + = у; | dy; ау; 1 
Ai-Aj ic? J (y; yi) Yi pay (1) 


ci 


b 
1/2 
+ sabe [е9 еэ а] dx, $dx; (2) 


0 
А › „т 
ES Jol [(o- xi) +(уу— x) «e | ау; ау; (3) 


0 
+ : ф DIE - al xp + yr «ep dx; фах; (4) 
2nbc 1 мах j A 


Ci 


ШУ, = (1) + (2) T (3) t (4) 


2 2 1/2 
2а? | | (1+(blay )(1+(c/a)’) b ЗА b/a 
Ема = +2 bead р a Баћа 
АСА ‘tbe " 1-(Ы/ау (clay Ї vela) ] z ar ш 


/ 

4 | yy 4| c/a b «(5 c (2) 
+= 1+ tan 112 tan tan 

a a [1+ (b/ay | a a) a a 


(12.13) 


Again, the results can be obtained from integration tables or numerical integration 
Table 12.2 shows several useful view factors for 3-D geometries [4] that can be 
determined by using Stoke’s theorem to transform area-to-line integration 
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TABLE 12.2 
View Factors for 3-D Geometries 
Geometry Relation 
Aligned Parallel 1 
Rectangles 1 (1+ х°2)(1+7?) 2 
Бу =) v2.72 
Жр: nXY 1+X°+Y 


+X(1+¥?)” tan ! (rer)? 
-Ү(1 ХЭ) tan? ae - X tan (X)- Y tan! (Y) 
X=XIL, ҮҮ 
Coaxial Parallel 2/2 
Discs ES E 1 S 52 C | 
! 2 г; 


| L R=n/L,R,=7/L 


7 \ | 
Си» 237) 
S=1+—4 


Perpendicular 1 1 1 
F_j =——\W tan ! (s): H tan"! (2) 
TW W H 


Rectangles with 
a Common Edge 


OF 


Y 


(н? +?) 


b. Шаолин Ї 


4 1+W? +H? 1+W°)(W? +R?) 


H?(1+H?+W?) й 
"Lema +w?) 
H=Z/IX, W=YI/X 


Source: Е. Іпсгорега and D. Dewitt, Fundamentals of Heat and Mass Transfer, John Wiley & Sons, Fifth 
Edition, New York, NY, 2002. 
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Example 12.5 


Determine the view factors F,_, and Р, , for the geometries shown in Figure 12.11. 
For geometries (a) and (b), 


Ra +F + F- =1 


Ra =0 
“Fp =1- А3 
АА = Af 

А 
< Б = — F- 
2-1 А, 1-2 


F,_, сап be obtained for each geometry from Table 12.2. 


12.2.4 MtrHOD 4—ALGEBRAIC METHOD 


Determine the unknown view factor between surface areas A, and A,, as shown in 
Figure 12.12, from the known values of view factors. 


A Fia = АЁ; = Аа 


(12.14) 
= Aj (Е. s Fj5)- Ag (Fai mi Fi.) 
where F; ;, F; з, F; апа F, з are available from formulas or charts. 
(a) (b) 
1 (top) L 1 (top) 
22 

L 

pep 2 (side) 
2 (side) 


3 (bottom) 3 (bottom) 


FIGURE 12.11 (a) A cylindrical furnace. (b) A cubic furnace. 
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FIGURE 12.12 Algebraic method. 


Example 12.6 
Determine view factors F,_, and F,_, from Figures 12.13a and b. 
A\Fi-4 = Б.з 


АЕК, = АВ, АР, , 
= АА з+АА + АЕ, + Ap Pa 


= АЕК; + 2A) F_4 + AFP 


Hence, 


1 
АК = [АЕА Fes А,Б, | (12.15) 


where F; F; ;, and F,_, are available from Table 12.2 formulas or charts. Also, 
А.Е = АҺ. 


Example 12.7 


Using area integration, determine the view factor between the two surfaces shown 
in Figure 12.14. This is a special case, similar to Figure 12.9. 


FIGURE 12.13 Applications of shape factor algebra to opposing and adjacent rectangles. 
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FIGURE 12.14 View factor between a small area and a larger area 


cos 0, -cos@ 
Ед-а = Їнэ 


А 


where 
К? = д2 +? +? 
со80, = 
cos, = — 
1 b a 
zc 
ЕЁл-л› = ТЕ : dzdx 
T rs ala +x tc 
b 1 а 
ao Ї 5 | ах 
2T J [ +х tC б 
b b 
c | ах | ах 
2n| J x? +e (c +a*) нх? 
0 
: Ө £ tan! р 
2т c а? +e ма! «c? 
Example 12.8 


Consider two plate fins on a tube with an angle « as shown in Figure 12.15 (a 2-D 
configuration elongated into the page). Determine the view factor between fin ele- 
ments ; and j using the crossed strings method. 
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FIGURE 12.15 View factor between two plate fins. 


From the cross-string method: 


Laa + Ly. (IL. + Lra ) 
21 


F-j = 


From the triangular geometry: 


2 


2 = É + I5 -2L,- La cosa 


U.=0,+02-2L,-L,.-cosa 
D,--2-2L,L,:cosa 


127 = Ly F L = 2L, : L4: cosa 


The view factor between fin element i and surrounding element k 


Ly + Le - (Lae + Ly) 
21, 


i-k = 


From the triangular geometry: 


D, = 12 + È -2L,-L,-coso 


12, = É +1 -2L,-L, cose 


La = Ly - La 


Ly = Ly — Ly 


View Factors 425 


Example 12.9 


Determine the view factor between coaxial parallel discs, as shown in Figure 12.16. 
From Table 12.2, assume 


rn =r; = К, D = 2R = diameter, 


L = distance between two discs. 


If an enclosure surface, s, is placed between the two discs, the view factor between 
disk i and the enclosure surface s can be determined as 


2 
ens 5-5 


How to determine the view factor F,_,? 


Fiz -1- Ёс = Е, 


7 


=1-2F,; 


nDLF, ; = P -Fs 


a 


FIGURE 12.16 View factor between coaxial parallel discs. 
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Thus 


Example 12.10 


Now, consider the view factor between two elements within the wall of a tube, /, 
j, as shown in Figure 12.17. 

Tube diameter = D; tube length = L; two elements = si, 5; 

x = distance; s = surface 


Elementi: has axial distance = xi, — ху, 


: : T 
has inlet cross-sectional area = $; = 4 D? 


: T 
has outlet cross-sectional area = s; = ui р? 


has surface area = s; = nD (Xir — Хи.) 


Element j hasaxial distance = xj, — x jz 


1 : T 
has inlet cross-sectional area = 5; = 1 D? 


: T 
has outlet cross-sectional area = 5 = Fi р? 


has surfacearea = s; = MD (Xin - хл.) 


1. How to determine the view factor between the tube inlet and surface 
element, s;, Ё? 
From previous Example 12.9, the view factor between disc / and 
enclosure surface s, F; ,, can be obtained as: 
Since tube surface s; = tube surface Sx; — tube surface з, 


Finlet-s; = inlet-sx;g — Futa-s,; 


2. How to determine the view factor between tube element surface s; and 
element surface s;, Е, =? 


Ч :4 - Буд 1 by reciprocity rule, 


=A,, °F, - Ay, °F, 


sjL ^ SjL—Si SjR 


View Factors 


From the previous discussion, as shown in Figure 12.16: 


К-ы = Ё T Б-р 
Fins = ТАТРЕ EX ПОЕТА 


where 


Ё Е 2(хж — xin) "e Хук — Xir 
SiR—-SxiR —— ` + 
Л iR D \ D D 


Therefore, F;-,, can be obtained by substituting these view factors. 
3. How to determine the view factor for an element surface of a circular 
tube? А, =? 


Inlet | | Outlet 


FIGURE 12.17 View factor between two element surfaces of a tube. 
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where 


17916877 - Хи, ) Кози = 1D ОР 


апа 


Е, 


51—518 


=F, 


i—SiL 


Thus, 


Example 12.11 


Determine the view factor between two elements on the inside of a sphere, as 
shown in Figure 12.18 


cos Ө, соб. 
Eat =” 


where 


FIGURE 12.18 View factor between two elements on the inside of a sphere. 
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Thus, 


REMARKS 


cos@-cos@ 
Fn- =) dA 
цан n(Rcos0 + Rcos0)* : 


A2 


1 A A 
Ём-љ = J gue du E 
sphere 


1 А А А 
Fa- =< еа ==. 2 = 2 
A, A 
1 


A Asphere sphere 
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This chapter covers the same information as in undergraduate heat transfer. In the 
undergraduate-level heat transfer, students are expected to know how to use those 
view factors available from tables or charts in order to calculate radiation heat 
transfer between two surfaces for many engineering applications. However, at the 
intermediate-level heat transfer, students are expected to focus on how to derive 
view factors instead of simply using them. In particular, students are expected to 
know how to determine the view factors using Hottel's string method for many 2-D 
geometries. View factors for 3-D geometries require double-area integration and are 
explored in more detail in advanced radiation texts. 


PROBLEMS 


12.1 Determine the view factors for Examples 1, 2, 3, and 4. 
12.2 Determine the view factors shown in Table 12.1. 
12.3 Determine the view factors shown in Table 12.2. 
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13 Radiation Exchange 
in a Nonparticipating 
Medium 


13.1 RADIATION EXCHANGE BETWEEN GRAY DIFFUSE 
ISOTHERMAL SURFACES IN AN ENCLOSURE 


Since we know how to determine surface radiation properties such as emissivity, 
reflectivity, and absorptivity and how to calculate the view factor between 
two surfaces, the following shows how to determine radiation heat transfer between 
surfaces in an enclosure [1—4]. Assume that there are N gray, diffuse, and isothermal 
surfaces. This implies that each surface at Т, has a uniform radiosity, J; (emission 
plus reflection). Figure 13.1 shows an energy balance on each surface i and an energy 
balance between surface i and the other of enclosure surfaces, j. 

Based on the assumptions, radiation properties of each surface can be given as follows. 


a; = £j, for gray and diffuse surfaces 
т; = 0, for the opaque body 
Pi =1—0; =1—ё&; 


There are three types of radiation problems for electric furnace applications. 


1. Given each surface temperature, Т,, determine each surface heat flux, (4/А), 

2. Given each surface heat flux, (g/A);, determine each surface temperature, Т, 

3. A combination of 1 and 2: some surfaces of the enclosure have a specified 
temperature, but the heat flux is unknown, and other surfaces have a given 
heat flux while the temperature is unknown. 


FIGURE 13.1 Radiation heat transfer between N surfaces in an enclosure. 
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Begin the analysis by performing an energy balance on the i surface: 
net energy — energy out (radiosity) — energy in (irradiation) 


A, - G;) (13.1) 
also 
Ji = £j; Eyi +(1- &;)G; (13.2) 


Therefore, 


a =A Атев) [= tee 
i i i LOU & 


Now the energy from surface i 


Ep; — Ji 


T= (n -&)(6A) id 


Next perform an energy exchange between surface i and all the other surfaces, j: net 
energy — energy out (radiosity) — energy in (irradiation) 


= A(Ji - Gi) 
where 
AG, = ул - Ул AJ, (13.4) 


741 


Therefore, 
N 
di = Ail Ji -У 7, 
jel 


N 
By using ук = 1, and multiplying to J;, 
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The energy transfer between surface i and the other enclosure surfaces, j, becomes 


N N 
Qi = УАБ(7-4,)- Уу, (13.5) 
j=l 7-1 


Combining Equations (13.3) and (13.5), we have 


Eri — Ji Ч (4; - Jj) N 
qi = (1- €;)/(&;A)) 2 V(AF;) = 26 (13.6) 


a, j=l 
— 
surface resistance geometrical resistance 
due toemissivity due to view factor 


In addition, combining Equations (13.2) and (13.4), we get 


N 
Ji = E; Epi +(1- e) X FJ 
F (13.7) 


= emission from surface i + reflection from surface i 


13.1.1 Мєтнор 1: ELECTRIC NETWORK ANALOGY 


The electric network analogy [3] can be used to solve the aforementioned radiation 
heat transfer problem, as shown in Figure 13.2. The following shows a few special 
cases for radiation heat transfer applications. 


O > fiz 


(Ам) E fiina) 


Node corresponding 


to the surface i Е 
dix 


FIGURE 13.2 Network representation of the radiative exchange between one surface (7) and 
the remaining surfaces of an enclosure. 
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Special case 1: Radiation within a two-surface enclosure, as shown in Figure 13.3: 
(a) hemi-cylinder, (b) parallel plates, (c) rectangular channel, (d) long concentric 
cylinders, (e) concentric spheres, or (f) small convex object within a large enclosure: 


c (T 2) Tj) 
(13.8) 
1— &)/(Aiei) -V(AiFiz) + (1 = €2 )/( Av ) 


qi = 42 —-—q = 
( 


If for a blackbody, e, = е, = 1, then 
а = AF2o(Ti' - T7) (13.9) 


Special case 2: Radiation between two parallel surfaces with middle shields as 


shown in Figure 13.4: 


Ас(Т* - T) 
qı = 42 = 
1-6 1 1-6 1-6 1 1-6 
(Ima), |, (еа) (en), 1 (е) 
€i Ез E31 E32 PF» £5 
(13.10) 
Ас(т* - Т3) 
= --g; 
1 1-6 1-6 1 
т 3) " о) + 
€i E31 E32 E2 
-q Az Ti 8s -4 AT; & f 2 
| 
2 2 
HAT, Al HAT, Ч : 
-42 
2 АТ, 
CES 1 
4 
T) 
E,,=0T? Ey, =0T} 
Ep Л h Ер» 
4 ———»——ЛлллЛлЛ—ө—лллЛллЛ——®——/\^\Л\Л\/\Л e > -42 
1—&\| 1 1-8 
A18 АР) A£ 


FIGURE 13.3 Radiation within a two-surface enclosure. 
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— 
| Radiation 
| shield 
| 
| 
41 =P 
£31 ш 
1 3 2 
Ay A3 Ay 
E E2 
oT, oT: 
Ej Л Ii Ey Ii h Ер 
4, эө ewe. e WI e NN —$ NW .—» —@., 
1-8 1 l-£34 1-€39 1 1-£5 


Аз] АР, Asg83] Азёзә АзЕз Аз) 


FIGURE 13.4 Radiation between two parallel surfaces with а middle shield. 


where Р, = F5, = 1. 

To cut down radiation heat loss, £}, and €}, should be small, that is, p, is large. 

Special case 3: Reradiating surfaces (insulated surface, 4р = 0): The following 
electric furnaces, as shown in Figure 13.5, can be modeled as radiation heat transfer 
between two opposite surfaces (hot and cold) with a third re-radiation side surface 
(perfect reflection and perfect insulation). 

With gr =0, 44 = —-q» 


(13.11) 


where Т, and Т, are given 
ArFr = Ao Fg 


The surface emissivity, area, and view factors are also given or predetermined. 
If q; = —q, is determined as shown above, and if др = 0, how do we determine the 
re-radiation surface temperature T, =? 
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A3£i АР Аё) 


FIGURE 13.5 Electric furnaces with a reradiating surface. 


From energy balance on the re-radiation surface, 


J, — Jg Jg = J 
SECO MES ӨС” АЙН. 
and 
Ey = Ј 1-6 
8520-35-22 = от -q 
(1— є,)/А\&, Аё! 
-Ё 1-6 
Ф = БЕ Пасс И Љ = di—— + oT; 
(1- є›)/А›&› Аё 
from 
Ji — Jg " Jg — Jr шү А,КьЛ + ArFrJ2 
VARs Айн... АЕк+АкР 
Therefore, 
J 1/4 
Jr = Exp = OTR > Te = BH (13.12) 
б 


Special case 4: A radiant heater panel problem: A long radiant heater panel consists 
of a row of cylindrical electrical heating elements, as shown in Figure 13.6. 
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FIGURE 13.6 А radiant heater panel model. 


The above Equations (13.11) and (13.12) can be used to determine the heat transfer 
rate а, = —q>, and Tp. However, we need to calculate the view factors F,,, Е, and 
Fs (or Ез). In Table 12.1: 


1 1 
Fy, = [5 - үү" + їп! -x| 
T X 


with X= 1 + (5/0). Assume А, = Fj, for symmetry and А + Е, + Е; = 1. 
Therefore, F = 1/[2(1 — F]. 


13.1.2 MrrHOD 2: Matrix LINEAR EQUATIONS 


Applying the energy balance to each surface, one can obtain N radiosity linear 
equations for N surfaces in an enclosure. The matrix and its inverse matrix can be 
used to solve these N radiosity linear algebraic equations. The following shows how 
to solve this type of problem for either a given surface temperature or surface heat 
flux in an enclosure with N surfaces [3,4]. 

Case A: Given each surface temperature to determine the corresponding heat flux 
(T, given > q; =?). 

Use the energy balance on surface i and the energy exchange between surface i 
and the other surfaces j, from Equation (13.6): 


N 


= : 13.13 
(1— 2;)/(е:А;) 2, VA, Е; шан 


j=l 


Applying the above equation to each surface (1, 2, 3, ..., to N), one obtains the fol- 
lowing № radiosity linear equations (after rearranging them). 


аЛ + dioJ3 ++ ауЛу ний | 
Ay J, + And. +: + doy Jy = С 


ам + ay2J5 ++ ахму Лу - Сү 
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The coefficient matrix [A], column matrix [J], and column matrix [С] can be formed 
to satisfy the N linear equations. Therefore, the unknown radiosity matrix [/] can be 
determined by solving the given inverse matrices [A] and [C]. 


[A][¥]=[C] 


ац 412 ain Ji С, 
[dep 9» 28 ex | que rq s 
ам йу? ауу Ју CN 


Once the unknown radiosity, J, from each surface, i, has been determined from the 
aforementioned matrix relation, the radiation heat transfer from each surface can be 
shown from Equation (13.6) as 


э Р 4 — H 
pan э ЖЕЙ. ш; (13.14) 
(1— є;)/є; А; (1— є;)/є; А; 


Special example of a three-surface enclosure problem: If the surface temperatures 
shown in Figure 13.7 are given (Т, T), Tj), how do we determine the surface heat 
transfer rates (qi, q2, q3)? 

From Equation (13.13), 


N 


(1— ;)/4, ЏА;Е; 


Apply for surface 1: 


Е, — = = = 
ot Л Л hh A gi J3 


(1-&)/A& ШАА. МАГ. VA Fs 


AE AE 
1 - Ер Ї 7 y = (A Fiz) J, + (CA Fi; )Jo +(A\Fi3) Ji +(-ААз)Љ 
- ё| - ё| 
2 2 " 2 
1 
1 1 


FIGURE 13.7 Radiation heat transfer among a three-surface enclosure. 
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AE 
5 i + АЕ + Аз | Ji +(-А Fi) Jo +(-AiFi3)J3 = Еџ = oT; 
1-£ l-e E 


= аЛ + an2 + a3J3 = С, 
where аџ = (А „/(1 — ё) +A F АЕ), ар =A Fp, аз = -А Ез, сү =(48/ 


(1 - €| )уест. 
Take a similar approach for surface 2: 


(i-&MAss; A ШАБ. ШАБА 


Е» — Jr Jo dt 4242. das 


AoE Аз 
222 Ej | 222 р = (A) Fy) Jo * (7A; Fy) Л + (A, Fo) J> +(-АРз)Ј 


1- E2 1- E2 
are (7A; Fa) Ji + А›ё› + АР + A P3 Л, +(-АР,з)Ј = 436: Е = Азез oT; 
1— E2 1- E2 1- (22 


=» AJ) + а52Ј + 423/5 = Сә 


where an = -А,Р, а = (A;el — е) + АЁ, + AF33), аз = -А,Р3,о = (Аё / 
(1- &))o T$. 
Now for surface 3: 


Esn-J3 _ hh 4155745 55 
(iem) Ads IAR, d ШАА, 


A3€3 Ез | Азёз 
1- ёз 


р = (A3Fa1) J3 * (-AsFa)Ji + (АБУ), +(-А25) 


A3€3 


2. (— Аз) Л 4(-43Ё с)/: Ч + Ах Fy + А5 oT; 
3 


A A 
р = 3€3 E. 3€3 
1-€; 


= аЛ + d35J5 + 03353 = сз 
where 
аз, = —A3F3, 
аз = – Аз 
аз = ( Аз /(1— єз) + АБ + АР) 


Сз = (Азез /(1 ний €3 )om 
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From the above three linear equations, the following matrix can be formed: 


ay 412 аз Л С, 
А = йә1 dn 423 7 = J C = C; 
азі 432 33 J; C3 


Alternatively, we can apply Equation (13.7) to each surface and get 


Л = Е +(1- E [FJ + FJ; + А3 | 


Љ = £j Ey; +(1- є›)| БАЛ + FJ + Рз, | 


Љ = £y Ey, +(1- £3) БАЛ + FJ ЕЁ.» | 


Similarly, the above three linear equations can be rearranged in order to obtain the 
matrix relation as [A][/] = [C] and then solve for [Л = [A]"'[C]. The matrix can be 
solved numerically using tools such as MATLAB®. 

Once matrix [J] is determined, that is, Л, J}, and J, have been determined, then 
use Equation (13.14) to find the surface heat transfer rates as 


En — Л oT; -J, 


ыН (-60)/С(А6) (-&)(A&) 


Ер = Jo oT; – Jy 


7 (cese) (1-е›)/(Ае›) 


2 En — Js oT; — J; 
ег) СА), Ое) 


Case В: Given each surface heat flux to determine the corresponding temperature 
(q; given, > Т, =?). 

Use the energy exchange between surface i and the other surfaces j, from 
Equation (13.6), 


gey = (13.15) 
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Apply the above equation to each surface (1, 2, 3, ..., and N) and obtain N radiosity 
linear equations as 


аЛ + Ad шинж = € 
Ay, + d25J5 +: + doy Jy = С 


ам) + ay2J5 ++ амм Лу = Сү 


The following matrix can be used to solve for [J]: 


Once matrix [J] has been solved, use Equation (13.14) on each surface, i, to deter- 
mine the temperature on each surface 


_ Eg - Fi oT; – J; 
7" ü-&)fe&A (1-€,)/eA, 
Or 
1-€; 
Ej = oT; = di : +J; 
T f Аё; 
Therefore, 
1/4 
i 1-6, /A;£; + J; 
Т, ЯС (1-а) | (13.16) 
О 


Case С: Combine Case А and Case В 


* Some surfaces are given temperatures, but heat fluxes are unknown. 

* Some surfaces are given heat fluxes, but temperatures are unknown. 

* Use the same procedure shown for Case A and Case B in order to form the 
matrix [A], column matrix [J], and column matrix [C]. 

* After determining matrix [J], either the heat fluxes or temperatures can be 
determined. 


Special case for the blackbody radiation problem: Use the aforementioned results 
for any blackbody surface with unity emissivity (e; — 1). 
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13.2 RADIATION EXCHANGE BETWEEN GRAY 
DIFFUSE NONISOTHERMAL SURFACES 


The following section shows how to solve radiation heat transfer between noniso- 
thermal surfaces [4—5]. In this case, one shall consider radiation exchange between 
two differential surfaces (which can be assumed as a uniform temperature over each 
differential element), as shown in Figure 13.8. Then the aforementioned analysis 
method can be applied. 

Consider radiosity from a differential element i: 


Л (7) = €0T; (5) -0 = £;)G; (1) 


ы (13.17) 
заал (i) +(1-8) ЭУ, [I (5) danas 
7-1 Aj 
Define the known quantity: 
—— dF- 
K(n.rj)e “ч = 
dA; 


Therefore, 


N 
1(5)- вот (5) (1-6) |ә (H)K (44, 0318) 
j=l Aj 
For the Case A problem, obtain N equations, where 7; is known, solve the integral, 


and J,(r;) can be obtained. 
When J; (7) is determined using the matrix method for a given 7; (7), then 


(4) @- 5 [оте(я)- 7,(5)] (13.19) 


1-6, 


can be solved. 


~ 
~ 


эь, N 8 


— 


FIGURE 13.8 Radiation exchange between nonisothermal surfaces. 
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Example 


Apply the numerical method—Simpson’s rule (Trapezoidal rule)—for the noniso- 
thermal surfaces shown in Figure 13.9. 

Given: e, = 0.9, T, = 1000-1500*C 

E, = 0.2, T, = 300°C 


а. Ja =? 
b. Compare 9, = qa + qa =? 


Solution 


For the case B problem, if (q/A); is given, then 


ЭРЭЭ 
q)_ Ji()- 45 (n) 
| А | Ё 2, VdFas, as, 


j=l 


when J; (77) is determined by the matrix method, and for given (4/А), (7), then 


— 1- Eil 4 = = 
oTi (п) = — to EO) 
Gy e (1) онла) 
Note: The view factor between any two elements in y, and y, can also be deter- 
mined using the cross-string method discussed in Chapter 12. 


13.2.1 RADIATION EXCHANGE BETWEEN NONGRAY DIFFUSE ISOTHERMAL SURFACES 


The following (a) integral model or (b) band model can be used to determine radiation 
exchange among isothermal diffuse nongray surfaces [4,5] as sketched in Figure 13.10. 


a. The Integral Model 


4| [(4 
(4) Sli) (13.20) 


а b Уа Yb 
^ 1 1000C 
А 
1m: 2 300C 
Y 
X Т 1250С 
lm 1 
1 
1 
№ 42500С.4- i 
т” 


FIGURE 13.9 Radiation between nonisothermal surfaces. 
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| 


FIGURE 13.10 Radiation exchange among diffuse, isothermal, nongray surfaces. 
b. The Band Model 
N 
4) = >(4) AA 13.21 
(4) х) 032) 


13.2.2 RADIATION INTERCHANGE AMONG DIFFUSE AND 
NONDIFFUSE (SPECULAR) SURFACES [4,5] 


The exchange factor is obtained using the image method, as shown in Figure 13.11. 


Елла = Fais + рз FAq(3)-44 (13.22) 
diffuse specular reflection 

Ea2-44 = Frag + рз. FAx3)-44 (13.23) 

Egat = Farar + p3 Faga (13.24) 


Reciprocity Rules: Ас 4j = AjE,; 4j 


13.2.3 ENERGY BALANCE IN AN ENCLOSURE WITH A 
DIFFUSE AND SPECULAR SURFACE 
N,is the diffuse reflection surface, 
N — N, is the specular reflection surface. 


Assume all the surfaces shown in Figure 13.12 are diffuse emitting, gray, and 
isothermal; then 


2(3) 2 
Specular surface 


FIGURE 13.11 Radiation exchange among diffuse and specular surfaces. 
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FIGURE 13.12 Radiation heat transfer between N surfaces (including diffuse and specular) 
in an enclosure. 


Ji = £o T. +(1-€;)G; 


where 
G; = Gi +G}. 
From the diffuse surface, 
Nd 
Gf = M LEA (13.25) 
j=l 


where 
Ед-дј = Ёл-д + УУЛУУ, 
k 


From the specular surface, 


N 
Gr = У, eoT Eua; (13.26) 


j=Nd+1 


for a given T;, from the above equations, J; can be solved. 
If T; is given, G; can be solved (G; = 8с + Gi). 
For the N, diffuse surfaces, 


q = 1 4 А 
(4) WERE (oT; - J;) (13.27) 


or for the № — №, specular surfaces, 


(4) =&(от^-@;) (13.28) 
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Examples 


13.1 A rectangular oven is 1m wide, 0.5m tall, and very deep into the paper. 
It is used to bake a carbon-fiber cloth with an electric heater at the top. All ver- 
tical walls are reradiating (reflectory and insulated). Take г; = 0.7, e, = 0.9, and 
ез = 0.8. When 20kW of power are supplied, the heater temperature is 650°C. 
Neglecting convection, what is the cloth temperature? 


Solution 
From Hottel’s crossed-string method, 


Fo (top to bottom wall) = 0.618 = Fy, 


Fir (top to side wall) = 0.382 = Fyr 


From Equation (13.11), 7; = 923K, q = 20kW, T; = 560K 

13.2 We have a cubic furnace (1 тх1 тх1 т). During steady-state operation, 
the top surface (e, = 0.9) is cooled at 250°C and the bottom floor (e, = 0.7) is 
heated at 1000°C. The side walls are insulated refractory surfaces. The view factor 
between the top and bottom surfaces is 0.2. 


a. Determine the net radiation transfer between the top and bottom 
surfaces. 
b. Determine the temperature of the insulated refractory surfaces. 
c. Comment on what effect changing the values of emissivities of top, bot- 
tom, and refractory surfaces would have on the results of parts (a) and (b). 
Solution 


a. Refer to Figure 13.5 and Equation (13.11): 


dio (bottom to top) = 25.5 kW 


Ем = Ji 


b. q2 == to get Jı = V 
Аё 
J-E 
42 = Ф = сз - to get J, = V 
Ае 
Then use qır = л = qr. = =. to get /к = ү 
Ад Ag Fg? 


~. JR = Ек = СТЕ to get Тр = 1225К 
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c. £ (bottom) 4, gal, 7,4 
Eo (top) Tq 412 T. Tr T 


Er Tort, Мо effect on qui; or Tr 
13.3 Consider two, aligned, parallel, square planes (0.5m x 0.5m) spaced 
0.5m apart and maintained at T, = 500 К and 7, = 1000 К. Calculate the net 
radiative heat transfer from surface 1 for the following special conditions: 


a. Both planes are black, and the surroundings are at 0 K. 

b. Both planes are black with connecting, reradiating walls. 

c. Both planes are diffuse and gray with е; = 0.6, е, = 0.8, and the 
surroundings at О К. 

d. Both planes are diffuse and gray (e; = 0.6 and e, = 0.8) with connecting, 
reradiating walls. 


Solution 
a. qı (bottom) = q2 (bottom to top) + Gis (bottom to surroundings) 
= АР (Ey; = Е»)+ АА, (Eni = Ej.) 


= ү, where Е = У, FE, = N 


c. Solve Л and J, from 


Ey = Ji 
tog, = Fai) (лл) 
€i 
Е = J 
е : = Fy (J.-J) + Fi3 (Jo - Js) 
Sen 
E2 
Then 
qi = АЕ» (Л — Jn) + AF (Ji — J3) 
where 


J; =0, Fo =V, Аз =V 


d. From Equation (13.11), 4 = Ч, where Fiz = ү, Fir = y 
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13.3 COMBINED MODES OF HEAT TRANSFER 


13.3.1 RADIATION WITH CONDUCTION 


Case 1: A typical fin problem involving conduction, convection, and radiation (refer 
to Chapter 2). Consider radial plate fins on a circular tube shown in Figure 13.13. 

Begin by assuming the outer wall temperature of the tube at 7, is hotter than the 
surrounding fluid temperature at T.., ignoring the convection effect, only considering 
conduction through the fin with radiation. 

Determine the plate fin temperature distribution, 7(x), using finite-difference 
energy balance method (Chapter 5). 

Given (while specific values are shown below, other numbers can be substituted 
as needed): 


plate fin length = L = 8cm 

plate fin thickness = t = 1 cm 

angle between two plate fins = a = 45? 

finite difference = Ax = 2cm 

number of elements = N = 5 

plate fin conductivity = k = 20 W/m-K or 200 W/m-K 
plate fin emissivity = € = 1.0 or 0.5 

tube wall temperature = Т, = 500 К 

surrounding temperature = Т, = 300 К 

convection coefficient = h = 0 or 20 W/m?-K 


Begin by determining the view factor between any two elements on the two radial 
fins: 

Referring to Hottel’s crossed-string method for a 2-D geometry (Chapter 12, 
Example 12.8). For example, as shown in Figure 13.13, the view factor between 
element #4 of the two fins, i, 7, can be obtained as 


Ва ls + los - (la + 3-5) 


2Ax 


FIGURE 13.13 Radial plate fins on a circular tube and view factor determination. 


Radiation Exchange 449 


From geometrical relationships: 


l4-5 = NI + I5 —2L,-Ls-cosa 


цд = М +14 = 214 | La :cosc 


55 = NIE +1 — 215 - L; :соѕа 


Similarly, the view factors between any two elements of fin i and j can be obtained, 
such as №5, Аз, Fao, К, Ёз, Ба, №5, ete. 

For view factor between an element and the surrounding such as from element #4 
to the surrounding: 


ц ty — (l4-4 + loo) 
“а 2Ах 


where 


l- Sa P+ B OL L -cosa 


lize =L- Ly 


la = 12 + È- AE L, cosa 


| NEE = L = Ls 


Similarly, F5_.., Fo_.., Fi .., etc., can be determined. 
Now, perform the energy balance on any element of a radial fin: 


For example, element # 4 of an interior node: 
Net conduction = Radiation 


К-Т Р 
——[(1; — 1,)+(7; -71)] 7 2: a? Ах 


Similarly, the energy balance can be obtained for any interior nodes such as 7;, 7), 
Т,, T4, T;. The tip node depends on the boundary conditions such as insulated, con- 
vection, radiation, etc., as indicated in Chapter 2. If N= 1, 2, 3, 4, 5, five energy 
balance equations can be derived, so that 7, Т,, Т,, Tj, T; can be obtained. Here 
T, = T, = given. However, we need to determine 44, radiation term, in the above 
energy balance equation, and qj, 97, 93, qs . 
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From the radiation energy exchange between element # 4 of fin i and elements #1, 
#2, #3, #4, #5 of fin j, and the surrounding element: 


аз = (J4 = J) Fut + (Jy = Љ)Е 2 +(J4 = J3) Fis +(Jy = Jy) Fig 


+( Ja = Js) Fas + (J4 = Soo) Fi. 
Also, 


L2 oTi – Ј, 
n= Tze 


E 


Similarly, qi’, q7, 43, 45 of fin i can be obtained. 

From these q/,...,q5 equations, Л, Ј,, ..., J; can be determined. Substitute these 
Qi». Q5 i.e., Ji, ..., J; into the above-mentioned five energy balance equations; thus, 
Т, T), T4, T4, T; can be solved. 

Note that J.= surrounding radiosity = 0T: = surrounding element and 
T, = T, = given. 

Case 2: A typical fin problem involving conduction, convection, and radiation 
(refer to Chapter 2). With Case 1, we ignored convection. Now we will consider 
convection loss, and the above-mentioned energy balance equation becomes: 


k:t К 
Ee (Т, — Т,)+(Т;— Т,)]= 2: af Ax h Ax-2-(T, - T.) 
Following the same procedure above, Т, Т, T;, T}, T; can be determined. 

Note that the predicted fin temperature will be lower for the fin with € = 1 than 
€ = 0.5; also, the fin temperature will decrease with the inclusion of both radiation 
and convective heat losses. 


13.3.2 RADIATION WITH CONVECTION 


Case 1: Consider flow through a circular tube at constant heat flux ду, as shown in 
Figure 13.14 [6]. 


| Ši 
1 2 3 4 5 
То Т? 
| 223 | I ! І г 
m = e i е | аг е Яс i е í e = 
T., | i ! ! І ! І Т 
m,inle 
Hx | Xxx | m,outlet 
-—_—__ ——_1 
L 


FIGURE 13.14 Flow through a tube with radiation and convection. 
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Predict the tube wall temperature distribution, 7(x), using the finite difference 
energy balance method. q? = given = constant. The tube wall temperatures T,, 7,, T}, 
T,, T; = unknown. The fluid bulk mean temperature 7,,,,, Tao 7,4, 1,4» Т„ = unknown. 


Consider an energy balance on the tube wall element 7;: 


” ” ” € 
а= a+ qi= om ~ Js) + (Т, —Т„з) 0) 


where 


5 
Jy = et? «(17 e) | ота: eo T5 Ба» Ула, 


i=l 


Similarly, the energy balance on the tube wall elements 7, 7, Т,, Т; can be derived. 
The view factors, F5 ;, can be obtained from Chapter 12, Example 12.10, such as F4 ..;, 
Fia, FR Вз, Ба, B-s, Py; Similarly, the energy balance, view factors, and 
radiosity at elements 1, 2, 3, 4, and 5 can be derived. 

Since the problem involves convection, assume the heat transfer coefficient inside 
the tube is Л = constant = given. We need to determine 7,, in the above energy 
balance Equation 1. 

Consider an energy balance in the fluid element Т,;: 


qc = hnDAx(T, ш Тоз) 


= тС(Т,з V Tma) 


Thus 


hmDAx 


Р 


Тэ = Тл? + (Т, Тз) (2) 


Similarly, the fluid bulk mean temperatures, Tni, 1,2, 1,4, Tns can be derived. 

From (1) and (2), the unknown wall temperatures, 7;, 75, 73, T4, T;, and unknown 
fluid temperatures, Tmi 7,» Тыз. Тыл, and T,,5, can be obtained through iteration. 
Assume a set of tube wall temperature distributions, 7; ,75...., 75, to get a set of fluid 
temperature distributions, 7,,,7,,...,T,,s. Then try а new set of Tj, 75,..., T; to get a 
new set of Tni, T,» ,..., Ins until convergence. 

Given values for the following quantities, the temperature distributions can be 
calculated: 

Number of tube elements, N = 1, 2, 3, 4, 5, ..., etc.; tube diameter, D; tube length, 
L; mass flow rate, m; fluid specific heat, Cp; fluid inlet temperature, T, ine surface 
emissivity, €; surrounding fluid temperatures, Ты, Т»; surface heat flux (constant), 
q; element spacing, Ax; the outlet temperature, Т, ,,44, is unknown and must be 
determined. 

Case 2: Now we will extend case | to also include axial conduction in the tube wall. 
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The above energy balance equation on the tube wall element Т; becomes: 
qs * Qcond2-3 * Qcond4-3 = Qr F qe 


А.К 
Ах 


4, = MDAx (07? - Jy) пра L.)-2[(n-2)«(n-2) 6) 


where k = tube wall conductivity = given; q, = д; nDAx = given; A, = tube wall 
] T . : : 
cross-sectional area = 4U» -D? ) Р, = tube inner diameter = given; D, = tube 


outer diameter = given. 
Following the above outlined procedures, Т,...,75, and T,;....,7,5 can be 
determined by solving (2) and (3). 


REMARKS 


In an undergraduate-level heat transfer course, students are expected to know how to 
calculate radiation heat transfer between two surfaces or between two surfaces with 
a third reradiating surface. Students are taught to use the electric network analogy for 
many engineering applications such as electric heaters, radiation shields, and electric 
furnaces with insulating side walls, and so on. At the intermediate-level, this chapter 
focuses on how to analyze and solve radiation heat transfer problems in an N-surface 
enclosure by using the matrix linear equations method for more complicated elec- 
tric or combustion furnaces applications. Students are expected to know how to set 
up a matrix from linear equations by applying the energy balance on each of the 
N-surfaces with given surface temperature or surface heat flux BCs. Here we assume 
that each N-surface has gray and diffuse properties and is kept at an isothermal con- 
dition. For more details of N-surface enclosures with nongray, nondiffuse (specular), 
or nonisothermal surfaces, readers are referred to more advanced radiation texts. 


PROBLEMS 


13.1 A rectangular oven 1 m wide, 0.5 m tall, and 2m deep into the paper and is 
used to bake a carbon-fiber cloth with an electric heater at the top. All verti- 
cal walls are re-radiating (reflectory and insulated). Take e, = 0.7, е, = 0.9, 


and e, = 0.8. The heater temperature is 650°C when 20 kW of power is sup- 


plied. Convection is negligible. Given: с = 5.67 x 10? 2 
т 


K^ 
a. Based on the analogy of electric resistance network, draw radiation heat 
transfer network from surface 1 to surface 2. 
b. Determine the cloth (surface 2) temperature. 

13.2 A rectangular oven 1 m wide, 0.5 m tall, and very deep into the paper is used 
to bake a carbon-fiber cloth with an electric heater at the top. All vertical 
walls are reradiating (reflectory and insulated). Take e, = 0.7, e; = 0.9, and 
£4 = 0.8. When 20kW of power is supplied, the heater temperature is 650°C. 
Neglecting convection, what is the cloth temperature? 
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13.3 A cubic furnace (1 mx 1 mx 1 m) is used at steady-state operation. The top 
surface (e, = 0.9) is cooled at 250°C and the bottom floor (e, = 0.7) is heated 
at 1000°C. The side walls are insulated, refractory surfaces. The view factor 
between the top and bottom surfaces is 0.2. 

a. Determine the net radiation transfer between the top and bottom 
surfaces. 

b. Determine the temperature of the insulated refractory surfaces. 

c. Comment on what effect changing the values of emissivities of top, bot- 
tom, and refractory surfaces would have on the results of (a) and (b). 

13.4 Consider two aligned, parallel, square planes (0.5 mx0.5 m) spaced 0.5m 
apart and maintained at T, = 500 К and Т, = 1000 К. Calculate the net radia- 
tive heat transfer from surface 1 for the following special conditions: 

a. Both planes are black, and the surroundings are at 0 K. 

b. Both planes are black with connecting, reradiating walls. 

c. Both planes are diffuse and gray with e, = 0.6, е, = 0.8, and the sur- 
roundings at 0 K. 

d. Both planes are diffuse and gray (e, = 0.6 and е, = 0.8) with connecting, 
reradiating walls. 

13.5 A room is 3m square and 3m high. The walls can be taken as adiabatic and 
isothermal. The ceiling is at 35?C and has an emittance of 0.8, while the floor 
is at 20°C and has an emittance of 0.9. Denote the ceiling as surface 1, the 
floor 2, and the walls 3. 

a. Set up the radiosity equations. Determine and evaluate all the view fac- 
tors and tabulate as a 3х3 array. Solve these equations to determine the 
heat flow into the floor, д». 

b. Draw the radiation network. Use the network to obtain an expression for 
qə, and solve for q, again. 

13.6 A thin plate (surface area A}, emissivity ғ, absorptivity о) is mounted hor- 
izontally facing above a larger horizontal surface (area A,, emissivity ёо, 
absorptivity a). 

a. Give the corresponding thermal radiation network associated to the 
problem. 

b. Develop an expression without the radiosities for the radiation heat trans- 
fer rate from 1 to 2. 

c. What is the limit of this expression when the second surface is infinite? 

d. Let surface 2 be the sky which is a blackbody at a temperature 15°C 
cooler than ambient air, which is at 2°C. The plate is well insulated at the 
bottom. Let Л be the average convective heat transfer coefficient between 
the surface and ambient air. Given h= 10W/m?K, e, = 0.54 = a, 
с = 5.67 x 10-*W/m? K*. Determine the equilibrium plate temperature. 

13.7 Consider two very large parallel plates with diffuse, gray surfaces. 
Determine the irradiation and radiosity for the upper plate (at T, = 1000°K, 
ё; = 1). What is the radiosity for the lower plate (at T, = 500°K, е, = 0.8)? 
What is the net radiation exchange between the plates per unit area of the 
plates? 
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13.8 А 0.25-m-diameter sphere (surface 1) is located inside of a 0.5-m-diameter 
sphere (surface 2). Surface 1 is 200°C and surface 2 is 100°C. Determine 
all the view factors and calculate the net heat transfer rate (W) between 
the two spherical surfaces. Show all work and list all assumptions. 
(Note: o = 5.67 х 10-8 W/m? К?) 

13.9 Fora three-surface enclosure problem, as shown in Figure 13.7, determine 
the following quantities using the matrix method. 

Given T,, T,, T}, determine q,, 9, q3- 

Given q,, 9, q4, determine Т, Tp, T}. 

Given T,, 7, T}, determine q,, 9, T}. 

Given T, q2, 93, determine q,, Т, T}. 

Given |, 9, T}, determine Т, Т,, q3. 

13.10 A rectangular oven is | m wide, 0.5 m tall, and very deep into the paper, and 
is used to bake a carbon-fiber cloth at the bottom with an electric heater at 
the top. All vertical walls are at same temperature during operation. Take 
the heater e, = 0.7, carbon-fiber cloth е, = 0.9, all vertical walls £, = 0.8. 
The heater temperature is 650°C when 20kW per length of power are 
supplied. Convection is negligible. 

W 


m?K* 


Вось 


e 


Given: с = 5.67 x 10° 


a. If all vertical walls are reradiating surfaces (perfect reflection and 
insulation), determine the cloth (surface 2) temperature. 

b. If all vertical walls are gray and diffuse surfaces, to keep the same cloth 
temperature, comment on whether the required heater power will be the 
same, lower, or higher than that in part (a)? Why? Write down equations 
that can be used to solve this problem, but you do not need to calculate 
the numerical answer. 
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Radiation Transfer 
through Gases 


14.1 GAS RADIATION PROPERTIES 


A volume of gases, such as СО,, H,O (water vapor), CO, NO, МН,, SO,, НСІ, the 
hydrocarbons, and the alcohols, can emit and absorb energy at a given temperature 
and pressure. It is important to determine gas radiation properties such as emissiv- 
ity and absorptivity for combustion furnace designs [1—5]. The combustion products 
(CO,, water vapor, СО, NO, and NH) have radiation properties but air (oxygen and 
nitrogen gases), helium, and hydrogen have no radiation properties (transparent to 
radiation). We will assume that there is no scattering effect, in order to simplify 
the analysis. In general, gas emissivity and absorptivity increase with pressure and 
volume, but decrease with temperature; gas emissivity and absorptivity vary with 
wavelength [1] as shown in Figure 14.1. Gases absorb and emit radiation in rather 
narrow wavelength bands rather than in the continuous spectrum exhibited by solid 
surfaces. For real gases, the gas absorptivity is not the same as emissivity. Under the 
gray gas assumption, the absorptivity can be equivalent to emissivity. 


10 15 20 2530 


Wavelength - um 


FIGURE 14.1 Band emission of carbon dioxide and water vapor. 
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FIGURE 14.2 Gas radiation properties for water vapor and carbon dioxide. 


Figure 14.2 shows that gas radiation properties (carbon dioxide, water vapor) 
increase with their partial pressure and geometric mean bean length (four times vol- 
ume divided by surface area) and decrease with temperature [1]. The results were 
obtained by applying hemispherical gas radiation to an element area at the center of 
the base, as shown in Figure 14.3. Several other geometries that contain gases are 
also sketched in the figure. In general, gas emissivity and absorptivity are relatively 
low, approximately equivalent to an order of magnitude 0.1. 


(14.1) 


(14.2) 


FIGURE 14.3  Hemispherical gas radiation to an element area at the center of base. 
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At 1 atm total pressure, CO, has partial pressure P, and water vapor has partial 
pressure Р. The geometric mean beam length, L, is defined as 


4 4 
be нэ? (14.3) 
A, А, 


where V is the volume and A, is the surface area. 

The concept of geometric mean beam length for other gas geometries will be 
discussed in a later section. 

The total gas emissivity for combined CO, and Н,О can be obtained as 


Eg = £t Ey — AE (14.4) 


where Ae = 0.01 is a correction factor of emissivity for overlap of 4 for СО, and H,O. 
For gray gas, 


є, — а, (14.5) 


14.1.1 VOLUMETRIC ABSORPTION 


Consider radiation heat transfer between two parallel plates at Т, and 7), filled with 
an absorption gas at a uniform temperature T,. Spectral radiation absorption in a gas 
is proportional to the absorption coefficient k,(1/m) and the thickness L of the gas. 
The radiation intensity decreases with increasing distance due to absorption [3], as 
shown in Figure 14.4. 


dl; (x) = =61, (x) dx (14.6) 


If k, is a constant value for a given gas, we obtain 


a8) _ 
I; (x) 
Т, 
LL 
<- 
dx L 


FIGURE 14.4 Absorption in a gas. 
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Performing integration, we obtain 


InZ; (x) = —К,х+ С, 


1, (х) = go 7*9) = Ce 


atx-0,C-L; 

h (x)= Ге ^ 
atx=L 

Т. = шд (14.7) 
This exponential decay is called Beer’s law. One can define the transmissivity as 


Iu - 
E kaL 
=e А 


= (14.8) 
Tho 


Ta 


The absorptivity is 


Q, = 1-T = 1-e** 
For gases, a, = e; = emissivity. 

If we consider both gas emission and the absorption effect, the intensity of the 
beam is attenuated due to absorption and is augmented due to gas emission along the 


distance [2]. Assume a local thermodynamic equilibrium, absorption coefficient will 
equal the emission coefficient, and Equation (14.6) becomes 


dl; (x) = |—Кл1, (x) + kals ах (14.9) 


where К,1,, is the intensity gained due to gas emission and —k/,(x) is the intensity 
attenuated due to gas absorption. 
Performing integration, we obtain: 


а, (х) = =, |n (x)- I5; ах 
d| I(x) - I5; | 
[1 (х) = 1,5] 
In[/; (x) — 16 | =—Кух + С, 


1, (x)- ES g Como) = Ce 


= ky, dx 
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atx-0,C-L,- ly 


(х) = Ip * (Io - Ipa) € * 


I, (x) = few + Гу, (1 = e") 
at x 2 L, and we obtain 
I,(L) = Loe I (17 & 9^) = ота + дед (14.10) 


In general, the absorption coefficient k, is strongly dependent on wavelength. If we 
use the averaged overall wavelength of total properties, we obtain: k, = k, a= 1 — т, 
а = е, Г, = 1, 


Ty, = 1, T 


14.1.2 Geometry OF Gas RADIATION: GEOMETRIC MEAN BEAM LENGTH 


The typical gas emissivity data were obtained by applying radiation to the hemispher- 
ical (of radius R) collection of gases radiating to an element of area at the center of 
the base, as shown in Figure 14.3. For other furnace shapes, there exists an equivalent 
mean beam length (L), defined as the radius of a gas hemisphere which radiates to 
unit area at the center of its base the same as the average radiation over the area from 
the actual gas volume shape [2]. Consider two surface elements dA; and dA; of an 
enclosure containing an isothermal gray gas at temperature Т„ use total properties, as 
shown in Figure 14.5. The irradiation dG; coming to surface dA; from surface dA, is 


dG; = I; cos0; dw; (14.11) 


i 


FIGURE 14.5 Elemental surface for radiation in an enclosure containing an isothermal gray gas. 
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where /; is the intensity approaching surface dA,, using the concept developed in 
Equation (14.10), replacing L Бу R = I?e + I, (1- en). Г} the intensity leaving 
surface dA; = Јул, J; the radiosity leaving surface dA; = emission and reflection from 
surface dA, i, the intensity from blackbody gas emission = E, /n = oT, In, E, the 
blackbody gas emission = oT; dw; = АА, cos 0/К°, R the distance (licam length) 
between surface dA; and dA;, and k the gas absorption coefficient. 

Therefore, 


dG; = | [ze + B,,(1-e) | pd dA,dA, 


G= ILC (14.12) 


2 x Пе“ +E,,(1-e*)]| ad dA;dA, 


The distance (beam length) R varies over the surface. For convenience, we define a 


mean surface (mean beam length) L;, such that 


E -kLj -u5 y]! cos6; сов0, 
G =| Je + En (1- e] 7 JJ xp ЧАМА 
en (14.13) 


= [ze + By (Ie) 


Comparing Equations (14.12) and (14.13), we obtain 


Boe 0.сов0, _ 
а= || ED юу 1 eR JA dA, (14.14) 


Aj Aj 


If kL; is small, for optically thin gases at low pressure, е Pedes kL, Equation 
(14. 14) becomes 


i= Б] ла чыр ад,аА, (14.15) 
AF, 


i^ ij 
If a furnace or combustion chamber can be modeled as a single-surface enclosure, 


that is, with a uniform wall temperature and emission (uniform radiosity J,), A; = A,, 
F,,= 1, L; = L; = L Equations (14.13) and (14.14) become 
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б, = Je" + Ey, (1-e™) (14.17) 
e" = x еч А (14.18) 
А, 11 nR 


If kL is small, for optically thin gases at low pressure, e~* = 1 — kL, Equation (14.18) 
becomes 


L- L [ [555599 алдад, 
A, mR 


As As 


(14.19) 


where V is the volume of the gas in the enclosure and A, is the enclosure surface area. 

In general, the geometric mean beam length (L;) between surfaces i and j of an 
enclosure should be determined from Equation (14.4), and can be determined by 
Equation (14.15) for the optically thin gas (1.е., small absorption coefficient К, low 
pressure, and small enclosure Lip kL; is small). In addition, it can be determined 
from Equations (14.18) and (14.19), respectively, for a single-surface enclosure with 
a uniform temperature and emissivity. However, in some problems, for the optically 
thick gases (1.е., kL is not small, high pressure), the geometric mean beam length 
(L) is less than the above-mentioned values. From experience, the geometric mean 
beam length has proven to be a good approximation for the actual mean beam length. 
For practice, Equation (14.3), L = 0.9(AV/A ), can be used. 


14.2 RADIATION EXCHANGE BETWEEN AN 
ISOTHERMAL GRAY GAS AND GRAY DIFFUSE 
ISOTHERMAL SURFACES IN AN ENCLOSURE 


Since we know how to obtain gas radiation properties such as emissivity and absorp- 
tivity and how to determine the view factor between two surfaces, the following 
shows how to determine radiation heat transfer between surfaces in an enclosure 
with radiation gases. Assume that there are N gray diffuse and isothermal surfaces 
[2,4,5]. This implies that each surface at Т, has uniform radiosity J; (emission plus 
reflection). Also assume that radiation gases are gray gases at uniform pressure and 
temperature (emissivity — absorptivity) and have no scattering effect. Figure 14.6 
shows an energy balance on surface i and an energy balance between surface i and 
the rest of enclosure surfaces j through gases. 

If given surface i temperature (T) and gas temperature (Т,), the following 
shows how to determine the heat transfer rate from surface i (4) and from the 
radiation gases (q,). Gas transmissivity is inversely proportional to the gas absorp- 
tion coefficient as 


T, =€" (14.20) 
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FIGURE 14.6 Radiation heat transfer through gases in an enclosure. 


where k is the total absorption coefficient (predetermined), for example, k = 0.3m", 
Lis the mean beam length (predetermined from Equation 14.3). 

Since gas absorptivity + gas transmissivity = 1,0, + т, = 1. 

Therefore, 


[ep =T, mg (14.21) 


For given T; T,, how to obtain q; q,? 
Perform an energy balance on surface i, net heat transfer rate — radiosity (energy 
out) — irradiation (energy in) 


= A(Ji - Gi) (14.22) 
and 
Ji = & Ey; + (1— €;)Gi (14.23) 
Therefore, 
Ey = Ji 


4 ü-&)(A&) ui 


Performing an energy balance between surface i and the rest of surfaces j through 
radiation gases, 
= A(4,- G,) 


=A J 23:7 Oi. " — Её; ИН Аё; J; = А& oJ; (14.25) 


= A& 4 (J; - Eng) "m ву (ЖЛ) 
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where 


А,С, = УА, (1 - 0 ) + Де; , Ey, 


(14.26) 
= У Авл (1-а, )+ Ае, E, 
And from the following relationships: 
A; (Ji — igi) = AJ (17 Eig) 
= AJ; (1 = 213 
= УүАЕ 41-08) 
Therefore, 
10-8 4-4 
а= 23 Ри (14.27) 
j=l EE NN 
(44: xz s] 
/ NUS IR DUE у 


resistance due to resistance due to view factor 


gasemissivity and gas absorptivity 


If the gas has no radiation properties, that is, e, = a, = 0, т, = 1, then the above equa- 
tion returns to the one we have seen before as 


N 


Ad 
Э? VAF; 


14.2.1 MATRIX LINEAR EQUATIONS 


Method 2—The matrix method for an N surface enclosure with participating 
gases. For case A, we are given temperatures to determine heat fluxes. Let the 
right side of Equation (14.24) equals the right side of Equation (14.27) to form the 
matrix as before: 


аЛ, + dioJ3 ++ ауу = С 
azdı + anı +--+ doyJy = Сэ 
аз1Ј + azda ++ азу Лу =сз 


yi Ji + dy5J5 Tc Any Jy - Сү 
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Therefore, 


In addition, combining Equations (14.23) and (14.26), we obtain J; = emission from 
surface i + reflection from surface j. 


N 
Jy = EEn +(1-€))| X FI; (1— 0g) + EEn (14.28) 
j=l 
Similarly, Equation (14.28) can be used to form the matrix [A][J] = [C] as follows: 


J, = £j Ej * (1— &)| КЛ (1- a) + & Ei, + FJ (1— a) +] 


J = £j E; +(1- є›)| Fa Jı (1- Qg ) + £x, Ey, + Бо! (1- a,) +] 


Jy = ENEN +(1- Ex )| Бал(1-0) + єх En, + Fy2Jo(1-a,) ++] 


Once matrix [J] has been solved, then surface heat transfer rate can be determined 
from Equation (14.24) as 


(00 Eu 
T= ü-e)K(eA) 


If we consider an energy balance between gases and enclosure surfaces i, the heat 
transfer rate (energy releases) from the gases to the enclosure is 


by" (E Em к (14.29) 
сан n VA£; g | 


i=l 


However, we still need Equations (14.24) and (14.27) or Equation (14.28) to solve J; 
using the matrix method. The aforementioned gas radiation problems can also be 
solved by Method 1—The electric network analogy method. 


14.2.2 ELECTRIC NETWORK ANALOGY 


Special case I: Figure 14.7a shows several combustion furnaces that can be mod- 
eled as radiation between two surface enclosures containing hot radiation gases, if 
T, > T, > Т: By using Equations (14.24), (14.27), and (14.29), Figure 14.7b shows 
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the associated electric network from the hot gas to surfaces 1 and 2. Hot gases 
release energy to surfaces | and 2 through their resistances (with gas emissivity 
less than unity); each surface has its own resistance (with surface emissivity less 
than unity). There is a reduced view factor between two surfaces because the gas 
is not completely transparent between the two surfaces (due to the gas absorption 
effect). If gas absorptivity is zero, the view factor is the same as the one with 
nonparticipating gases (such as air). An energy balance on surfaces | and 2 must 
be performed in order to solve for radiosities J, and J,, respectively. Then, energy 
releases from hot gases, and heat transfer to surfaces 1 and 2 can be determined. 

Special case 2: Figure 14.8 shows that several combustion furnaces can be mod- 
eled as heat transfer between hot gases and a single gray surface enclosure (assume 
an enclosure at a uniform temperature). The simple electric network can be used to 
solve this type of problem. 

From Equations (14.24) and (14.28), solve for q, as 


Jy = Ел *(0.- &)[ A (1-0) E, | (14.30) 


qi = (En - A)A&/(1- а) (14.31) 


or coal 


(b) 


Ej 


4—— 

€— ЛАМА 
1-£ l 1-6) -42 
Аз АВ, (1-01 2,0) А), 


FIGURE 14.7 (а) Radiation between hot gases апа two-surface enclosures; (Б) electric 
network for radiation from hot gas to two-surface enclosure. 
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1-gray or black surface 


FIGURE 14.8 Radiation between hot gases and single-surface enclosure. 


Substituting J, into д, we obtain 


m A£j0,0 T; AEE OT 
' 1-(1-€)(l-@,) 1-0-а)1-08) 
(14.32) 
Аё, 


— 4 __ 4 
| 1-(I- &)(1- are oT) 


Special case 3: Now we have net radiation heat transfer between nongray gases and 
a single black enclosure. To further simplify the problem, assume that the whole fur- 
nace surface is a blackbody at a uniform temperature as shown in Figure 14.9. The 
net heat transfer rate equals the hot gas emission and absorbed by the black surface 
minus the black surface emission and absorbed by gases [1]. 


ис = (EATA) A, — (£, Ao T; )-0, = A;c (e,T; - оТ) (14.33) 


emission emission 
from the gas from the surface 


Black six-surface 
T; A, 
€,=0,=1 


Gray gases T, 
CO, HO 


FIGURE 14.9 Radiation between hot gases and single black enclosure. 
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For gray gas, 

£, — 0t, (Otherwise, £; # 0, ) 
and for nongray gas 


Eg = Ec + Ey — AE 


AO, =A. +A, — AQ 


Aa = Ає 
For water vapor, 
0.45 
Т, T, 
Ay = C, B5 “Ew [т 33 (14.34) 
Т, 2 
For carbon dioxide, 
0.65 
Т, Т, 
a. =C,.) = € | T,, P.L — (14.35) 
n n 


Note that the problem will be more complicated if we consider radiation exchange 
between nongray gases and a single gray enclosure, or radiation exchange between 
nongray gases and an N-surfaces enclosure, where N = 1, 2, 3,..., М. 

Special case 4: Now consider a gray enclosure filled with a gray gas. Figure 14.10 
shows a furnace consisting of a hot or a cold gray surface (1), a refractory surface R, 
and a gray gas, g, where each element is assumed to be at a uniform temperature: T,, 
Т, and T;; determine the radiation heat transfer between the surface (1) and gas as 


c (T - 1 
qis = (14.36) 
(1-e,)/Aje, + иде, +1 [1 (Аке) + V(AFitise) |] 


Special case 5: Increasing the number of surfaces, we can consider two gray surfaces 
with a gray gas. Figure 14.11 shows a furnace consisting of a hot gray surface (1), 


R 


1-& Л 


Ау AyF Tipe On 


1 


FIGURE 14.10 А gray enclosure and a refractory surface filled with a gray gas. 
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1 1-& Л 
Ag, Аа Ag, 


FIGURE 14.11 An enclosure of a gray hot surface, a gray cold surface, and a refractory 
surface. 


cold gray surface (2), a refactory surface R, and a gray gas g; determine the radiation 
heat transfer [1]. 

Special case 6: Finally, we can include three gray surfaces with a gray gas. 
Figure 14.12 shows a furnace consisting of three gray surfaces, 1, 2, and 3, and a 
gray gas, g, determines the radiation heat transfer. 

Real furnace applications—The zone method: Figure 14.13 shows the concept 
of the zone method for real-furnace applications proposed by Hottel (MIT) [5]. In 
a real furnace, combustion gases, as well as furnace surface temperatures, are non- 
uniform. The problem can be solved by dividing gases and surfaces into a number of 
gas zones and surface zones, respectively. An energy balance can be performed on 
each subsurface (each zone) and between each subsurface and the rest of subsurfaces 
(zones) through gas zones. View factors also need to be calculated between subsur- 
faces. The solution procedures are quite complicated. 

Zone for gases T, = number of gas zones, a uniform temperature in each zone 

Zone for surfaces T; = number of surface zones, a uniform temperature in each zone 

The problem will be even more complicated if convection effects are consid- 
ered, which is up to 20% of heat transfer rate for circulation in a well-mixed 
furnace. In reality, soot formation and radiation can further make the problem 


harder to model. 
2 2 2 
| | | Ш | ^] | 
By 12а у, 1 1 А 


Aj i Asta 
A;Fiz(1 — 26) 


1 
AiFia(1 — eg) 


FIGURE 14.12 An enclosure of three gray surfaces. 
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Surface zones Surface zones 


Air fuel Air fuel 


Gas zones Gas zones 


FIGURE 14.13 Concept of zone method for real furnace heat transfer problem. 


14.3 RADIATION TRANSFER THROUGH GASES 
WITH NONUNIFORM TEMPERATURE 


14.3.1 CRYOGENIC THERMAL INSULATION 


In some applications, such as cryogenic thermal insulation, radiation heat is trans- 
ferred from surface | to surface 2 through participating gases with varying tempera- 
ture as shown in Figure 14.14. For a simple 1-D problem, the gray gas temperature 
changes from gray diffuse surface 1 to surface 2 [4—7]. 


14.3.2 RADIATION TRANSPORT EQUATION IN THE PARTICIPATING MEDIUM 


Figure 14.14 contains the isotropic medium between two parallel flat plates at tem- 
perature Т,, and Т,. How to determine net radiation heat flux g between two plates? 
First, determine the radiation intensity in the positive y-direction (/*) and in the 
negative y-direction (I). The intensity in either the positive or negative direction 
will be attenuated due to gas absorption and scattering, and will be augmented due 
to gas emission and scattering into the travelling path. Consider a radiation intensity 
path as ds, gas particles (such as CO,) can absorb the photons emitting from the flat 
plates into ds, can scatter the photons away from ds, meanwhile, can emit photons 
from ds, and can absorb photons scattering from the surrounding particles into ds. 
Absorption, emission, and scattering into ds or away from ds, depend on the gas 
path location, and the gas path location is a function of (y, Ө, A, Т,). That means, 
Р = Fy, Ө, A, T,) and Г = I-(y, Ө, A, Т). Once Г and Г can be obtained, the net 
radiation flux д from T, to Т, can be determined. The radiation transport equation in 
the participating medium between two plates will be briefly outlined below, please 
refer to references [4,6,7] for the details. 

From Figure 14.14, consider radiation intensity travelling in the positive s-direction 
as I*. Consider radiation intensity change through ds, due to photon absorption and 
scattering away by the particles, and due to particles' emission and photons scattering 
into the ds, as mentioned above. From energy balance along the ds: 


dl; (5,0) = —o41; (5,0): ds — r 15 (s,0)- ds + €; e NE Р, oa -ds (14.37) 
T Tt 
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Ti>T2 


FIGURE 14.14 Radiation heat transfer through gases with varying temperature. 


dl; (s,0) = intensity change along s-direction 
0,15 (5,0): ds = intensity absorbed by the particles within ds 


—г\1;, (s,0)- ds = intensity scattered away by the particles within ds 


е : А 1 | m mas 
&,—4-ds = intensity gained by the particles emission within ds 
T 


r, 2. -ds = intensity gained by the surrounding particles scattering into the ds 
T 


where 


о, = absorption coefficient of the particles 

r, = scattering coefficient of the particles 

£p; = GI — emission energy of the black particles 

G; — scattering energy from the surrounding particles into ds 
Let k;— Œ, +r, = extinction coefficient = k; (5) 

Qt = €; for the particles 


To simplify the problem, assume 


G 
gy y ын Ii (5,0) 
T T 


The above energy equation along ds becomes 
dl; (5,0) = —k; (si (s,0)- ds + ka (s) Ip, (5,0): ds (14.38) 


intensity change = intensity attenuation + intensity augmentation 
For convenience, define an optical depth k; along s-direction as ky (5) 


S 


bise IO ds 


0 
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where k; (5) = 0 at s = 0, no extinction effect 


Ка (5) =k, -S ats = S, maximum extinction effect 


Thus dk; (s) = k; (s)- ds. Insert into the above Equation (14.38): 
dl; (s,0) = —1] (s,0)- dk; (5) + I} (s,0)- dk; (s) (14.39) 


To solve the problem, multiply both sides by a factor е^), and move the right-side 


first term to left-side, and then divide both sides by dk; (5), it becomes: 


" 
dl; (5,8) ы) +1] (s,0)e% = Г (s,a)e%) 
dk; (s) 


d + kals) |— r+ ka (5) 
Hit (s,0)-e%) | = 15, (s,0)e" (14.40) 


Integrate from k; (s) = 0 to k; (s): 


ka(s) 
I} (k,,0): e^ — rt (0) = | Ty, (ki 0) - e" 9) dk; (s) 


© 


210) 
I5 (КӨ) = 1} (0)-е-®®) + | Ij (&{,0)-е®®-®®). dk (s) (1441) 


0 


where К} (s) is a dummy variable of integration. 
Now, relate the optical depth in s-direction to optical depth in y-direction: 
From Figure 14.14, 


dy = ds: cos in the positive direction 
dy = -ds - cos(m — 0) = ds -cos@ in the negative direction 


The optical depth along y-direction: 


к (у) = је (у): 4, а (у) = к (y): dy 


0 


ka (8)= fits) ds, (к) = ks): ds 


Then k; (y) = k; (s): cos8 
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Thus, the above energy balance equation along y-direction is 


ka 3 
Ti (8,0) = i (0)-е-®'= + fina (4,0) 08791948 qaam 
сов0 
0 
г0<0< 7 
2 
Similarly, intensity change along the negative y-direction can be written as 
0 : K 
I5 (5.8) = Ti (в): + [n, (1,0) e a саа) 
cos 
(23 


for <O<n 
2 


The above /*(k;,0) and I” (k;,0) can be solved because the boundary condi- 
tions 17 (0) and Г; (кл ) are known quantities. Therefore, the net radiation heat flux in 
y-direction can be determined. 


4(у)- | «(уа - | «(уа (14.44) 
3-0 3-0 
where 
ал (у) = а (у)— ях (у) 
with 
et 
2 
qi (у)аА = ал | (8): со80-40 
иь (14.45) 
т/2 
=2n dÀ fu (k,,0)-cos@-sin@ · 40 
0 
апа 
л-0-5 
2 
di (y) dA = 2m 43 | I5 (k,,0)- соз(т — Ө)-вїш(л— Ө)-4(т- 0) 
iz (14.46) 


=-2n da fio) -cos@-sin@- dO 


п/2 
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where 40) = 21:sin0d0 for an isotropic gas 

Since 13 (k,0) and I; (5559) can be solved from the above mentioned intensity 
balance Equations (14.42) and (14.43). Thus, 41 ( y) ал and 41 ( y)dA can be integrated 
from (Equation 14.45) and (Equation 14.46); therefore, q(y) can be obtained from 
(Equation 14.44). 


14.3.3 RADIATION TRANSFER THROUGH GRAY GAS BETWEEN 
Two Gray AND DIFFUSE PARALLEL PLATES 


To further simplify the problem, assume two flat plates are gray, diffuse and isotropic 
surfaces at temperatures T, and Т,, and the participating gases are gray and isotropic 
at T,(y). In this case, all radiation properties such as kj, Ij, Гу are independent of A. 
The above intensity equations and heat flux equation can be re-written as 


k 
,0)- 2 + gH TUE, g 
Г k.0 Г 0 k/cos@ It k’ —(k’-k)/cos@ d k (14 47) 
cos@ 
0 
0 i 
T (k,0) = 1 (k;): e 9 + ILE (k) eN. qg (14.48) 
1 со80 


where the boundary conditions: 


Г(0)- л аст! *(1- €): r (0) 
T T 
(14.49) 
oT; ү. : 
=— (if plate Lis a black surface) 
r)- Jy _ £0T; +(1—€)-I*(L) 
T T 
(14.50) 


4 


T, 
EE (if plate 2isa black surface) 
л 


However, in order to solve the above Г.(К,0) and Г (k,@) from (Equation 14.47) 
and (Equation 14.48), one needs to solve / and J; first, where I; = oT; (k) and 
I, = B (k). Under the condition of radiation equilibrium, the following equality at 
any optical depth k can be applied: 


cT; (k) = ri (k) 


where 7 (k) is the mean radiation intensity 
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where 20 = 21: sin0d0O 
Thus, 


oT! (k) = Z [E (e)sinede + f r (k,0)sinedo (14.51) 


Insert the intensity equations /*(k,0) and Г (5,0) from Equation (14.47) and 
Equation (14.48) into the gas temperature Equation (14.51), and T, (k) can be solved; 
thus insert Т, (k) back to Equation (14.47) and Equation (14.48), I* (k,@) and I” (k,0) 
can be obtained. Once Г.(К,0), I” (k,0), and T, (k) have been obtained, then the net 
radiation heat flux from the plate 1 to plate 2 can finally be determined. 


daly) 
d 


Since = 0, that is, g(y) = constant, if only consider radiation, no conduc- 


tion, no convection in the participating medium: 


Let q(y) = constant = q(0) at y = 0, at the plate 1. From Equations (14.44), (14.45), 
and (14.46): 


q(0)= 4 (0)- q (1) (14.52) 
л12 

q (0) = 2л ЇР (0,0)sin0 сов8040 (14.53) 
0 

4 (1)--2л [г (L,0)sin0 сов8040 (14.54) 


n/2 


where Г (0,0) and Г (1,0) can be obtained from Equations (14.47) and (14.48) at 
k=Oandk=Las 


I* (0,0) = r* (0) (14.55) 


0 


I-(L,0) =I (L).e ** + fir (er а, 4-5- (14.56) 
A cos@ 


Now, q* (0) and q` (L) can be solved with the intensity Equations (14.49), (14.50) and 
(14.55), (14.56) by the exponential integral functions or numerical method as detailed 
in reference [4,6]. Finally, the gas temperature Т, can be solved from Equation (14.51), 
and the heat flux q(0) solved with Equation (14.52). 

Note: In open literature, the volumetric extinction coefficient is the same as the 
optical depth; for example, k = 100 m?/n? = 100 per m for an optically thick gas, 
k = 10-5m?/m? = 1075 per m for an optically thin gas. L is the distance between 
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two plates. k; =k-L, for example, К; = 100 x 0.1 = 10 if k = 100 per m, L = 0.1 m; 
k, 210 x 0.12 10" if k = 10-6 per m, L = 0.1m. 

Results of simplified but important applications are outlined below. 

For 1-D, gray gases, gray and diffuse surface, radiation only, the heat flux 


e(n' -7)o 14.57 
17 1+ O((I/e,) + (Ue:)- 2) шаа 
буш D, (14.58) 
=J=, 1+(3/4) kz | 
ОТ (k)- J 
ысу (14.59) 


where О is the nondimensional heat flux, @(k) is the nondimensional temperature 
profile, as sketched in Figure 14.15. 
Temperature profile: 


1. 3 
o(k) = 1-52-72 (14.60) 


Physical significances: 
Special case (a)—Optical thin medium: k, = k - L « 1 x 0, then, Q — 1 and the 
physical heat flux is 


= _o(ti- tt) my 14.61 
177 (16 ү)-(1/6:)-1 шин, 


This equals a surface radiation problem. 
Special case (b) —Optical thick medium: К is large or К, — oo, then О = (4/3) 
(1/k,) is small, 


q=0(Tf -T/)-— (14.62) 


Optically thin 


Exponential 


К/К 


kı 


FIGURE 14.15 Nondimensional temperature and heat flux profiles. 
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k/k, 

FIGURE 14.16 Temperature profile between two black surfaces through participating gas. 
If considering black surfaces, e, = €, = 1, from Equations (14.58)-(14.60), the tem- 
perature profile between two surfaces with participating medium can be obtained 
and sketched in Figure 14.16, 

а.ф-1/2- (15 - Ty (TÉ — ТУ) for the optical thin medium. 

b. 6=1-(k/k,)=(T* – Т> )/(Т* — T? ) for the optical thick medium. 

If considering conduction and radiation, 


_ T, -T, o(T' -T;)o 
а= (к L М9 (нез) 


If considering convection and radiation, 


(14.64) 


Examples 
14.1 A hemispherical furnace is shown in Figure 14.7. 


a. If the furnace contains N, gas at 5 atm pressure, determine the net radia- 
tion heat transfer from surface 1 to surface 2 (assume 7, > Р). 

b. If the furnace contains CO, + N, gases at 5 atm pressure and temperature 
T, determine total radiation heat transfer from gases to surfaces 1 and 2 
(assume T, > Т, > П). 

c. Reconsider (b), if surface 1 now is a reradiating surface, determine the 
total radiation heat transfer to the surface 2 of the furnace. In this new 
condition, comment on whether the radiation transfer to surface 2 will be 


higher, the same, or lower than that of (b). 
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Solution 


_ oT; -oT? 
БИЙВЛ эв, 3 Ye 
A АК; d 


where F, = 1 


b. From Equation (14.29) 


i Ej, — Ji Eng = Љ 
Qs = 421 "42 = 1 T 1 


Ае, Ае, 


where J, and /, can be obtained from Equation (14.27), 


Еы-Л -En A-h 


=e, - 3 1 
Аа Аё, АБ, (1-а,) 
Ej —Jy Љ- Е, Jy = Л 
Ф = 1-е; prs 1 
ҮНЭ AE, АР. (1-а) 


where A;F;; = AF»; and assuming a gray gas, e, = a, 
c. From Figure 14.10 and Equation (14.36), 


Ey, — ОТУ 
4:2 = -1 


1 1—&› 
Ае, і 1 1 + 


Ae, Ai Fio (1— Or, ) 


dezlio > dezl 

14.2 A hemispherical furnace, with a re-radiating floor and a water-cooled ceil- 
ing, contains CO, and N, gases at 1 atm pressure and 1000°C. Take e, = 0.8, 
€, = 0.7, D = 1m, and T, = 500°C. Determine the radiant heat transfer to the ceil- 
ing of the furnace. Assume gray gases. Given: с = 5.67 х 1078 (W/m?K?). Volume of 
a sphere = (4/3)д(1/2) Ор, surface area of a sphere = 4л(1/2) ОУ. 


Solution 


From Figure 14.10 and Equation (14.36), 


ai 
- 1 1 
ie +4 AE, + + 
Аё» Аё, A Fi; (1— 0, ) 
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P, = 0.5 atm, from Figure 14.2: e, = a, © 0.18 
Fp = 1, Aj, А, Т„ and T, are given 


7. йз = АКУ 


14.3 For a cylindrical furnace (top wall 1, bottom wall 2, side wall 3) with hot 
gray gases, solve the following problems by using the matrix method. 


a. Given Т, Т, Ts, Ty, determine qi, qz qs, de: 
b. Given qi, 4», 93, qg determine T, D, Т, Tg. 
c. Given Т, Т, 93, Ty, determine qy, Qz Ts, qg- 


Solution 


a. Follow the procedure outlined in Section 14.2: 
Set (Equation 14.24) = (Equation 14.27) 
With 7 = 1 for surface 1, and j = 1, 2, 3 to get 


aJi 441245 + ауу}; = € 


With 7 = 2 for surface 2, and j = 1, 2, 3 to get 
d51J1 + Ay Sy  d53J4 = Сә 

With į = З for surface 2, and j = 1, 2, 3 to get 
d31J1 + аз Јо + 43303 = сз 


From [АИЛ = ICI, solve for [J], i.e., J, / J;. 
From Equation (14.24), solve for q, where i = 1, 2, 3. 
Use Equation (14.29) to solve for q,. 
Note: You can provide numerical values for T, T, T, Т, to calculate 
9, d» d» Че 
b. Similar to part (a). Apply Equation (14.27) from surface 1 (i = 1) and j = 1, 
2, 3, where E,, can be obtained from Equation (14.29): 


Ем = Л i Ej, — Jy i Ej, — J3 
ЕТЕ ИЕТ 
Ае, AE 


Solve for Ep, and insert E, into Equation (14.27), then get 
audi + ana +азЉ = € 


Repeat for surface 2 (i = 2) and j = 1, 2, 3, and insert F,, into Equation (14.27) to 
obtain 


аЛ  d25J5 +азЈз = С 
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Again, repeat for surface 3 (i = 3) and j = 1, 2, 3, and insert Е. into Equation 
(14.27) to obtain 
азЈ + d32J5 + 3343 = C3 


From [АИЛ = [С], solve for [J], i.e., Л, Jo, Jz- 


3 


From Equation (14.24), solve for Ej, where i = 1, 2, 3: Ey; = oT, and 


solve for T;. 

From Equation (14.29), solve for Ep, where i = 1, 2, 3: Ej, = оТ,, and 
solve for T,. 

Note: You can provide numerical values for q, q» qs, qg to calculate 
T, Т, T, Ty 


c. Combine parts (a) and (b). 
Note: You can provide numerical values for T, Т» qs, T, to calculate 
Ч» Ч» Т, qg 

14.4 A gas turbine combustion chamber may be approximated as a long tube 
of 0.4m diameter. The combustion gas is at a pressure and temperature of 1 atm 
and 1000°C, respectively, while the chamber surface temperature is 500°C. If the 
combustion gas contains CO, and water vapor, each with a mole fraction of 0.15, 
what is the net radiative heat flux between the gas and the chamber surface, which 
may be approximated as a blackbody? 


Solution 


From Equation (14.33) 
фе = AO (E, T; — @,T; ) 
where 
E =E& +&,—Ae with A£- 0.01 
а, =A.+a,—-Aa with Aa = 0.01 
Use Figure 14.2 to determine £, and £, at = 0.90 = 0.36m = 1.15ft 


P.L=P,L=1.150.15 = 0.1725 atm-ft 
T, = 1000 + 273 = 1273K 
ле, = 0.069, є„ = 0.085, £, = 0.069 + 0.085 — 0.01 = 0.144 


Use Equations (14.34) and (14.35) to determine œ, and ас 


PLE = РЕ = 0.6 0.1725 = 0.105 atm-ft (at T, = 500 + 273 = 773K) 
8 8 


“ & = 0.08, є„ = 0.083 


0.65 
a, = (22) х 0.08 = 0.111 
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1273 \?5 
а, = (5) x 0.083 = 0.104 


ла, = 0.111+0.104 — 0.01 = 0.205 

, -8 4 4 W 

q' = т(0.4)(5.67 x 10) [0.144(1273) — 0.205(773)* |=21.9— 
m 


14.5 A cryogenic storage chamber has double walls for the purpose of insulation 
against heat loss. The gap between the walls is filled with a gas whose properties are 
Thermal conductivity: kcond(T) = 2 x 10-7 x T°K (KW/(m — °С)) 
Volumetric radiation extinction coefficient: k = 10-5 (m?/m?) 


a. Determine the rate of heat loss if one wall is at 500K and the other wall 
is at 100K. Take e; = e, = 0.1, L = 0.2 m. 


b. If k = 100 (m?/m?), what would be the result in (a)? 


Solution 


L Th 
Lq. = Је = j- Keona (T) dT = 2107 x(T? — T7) 
0 


Ti 


107 Ww 
pe 5? -]? )x10* 2120— 
4702 ( ) т? 


For an optically thin gas, from Equation (14.61), 


c(r'-m) 5.67х10* (5* –1*) х0? 


W 
R= i -1862— 
—+—-1 —+4+—- “ 
£j & 1.01 
л9= 4 +98 = 3062-77. 
т 
For an optically thick gas, from Equation (14.62) 
4 1 
=0(Tf -Tf )—— 
qr ( 1 2 5 Lk 
4 4 1 
= 5.67 x10 * (5* —1°)х10%.—. -786—. 
3 0.2x100 m 


W 
-q =e + Gr = 198 — 
m 


4, < diy 
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REMARKS 


In the undergraduate-level heat transfer, from charts, students are expected to know 
how to read the emissivity and absorptivity values of water vapor and carbon dioxide 
in a furnace at given size, temperature, and pressure, and then apply these properties 
to calculate radiation transfer between these gases and the furnace wall, assuming 
the blackbody furnace wall at a uniform temperature. 

In the intermediate-level heat transfer, this chapter focuses on how to derive volu- 
metric absorption, geometric mean beam length, radiation transfer between gray gases 
at a uniform temperature and an N-surfaces furnace with each surface at different gray 
diffuse uniform temperature conditions. Students are expected to know how to analyti- 
cally solve gas radiation problems by using the matrix linear equations method for an 
N-surfaces furnace with various surface thermal boundary conditions. By using the 
electric network analogy, this chapter has also provided several relevant engineering 
applications such as radiation transfer between gas at a high uniform temperature and 
one-surface furnace assuming the gray diffuse surface at a low uniform temperature; 
or between gas at a high uniform temperature and two-surfaces furnace assuming gray 
diffuse surfaces with each surface at different low uniform temperatures. 

This chapter does not go into detail on real-furnace applications with varying gas 
temperature and surface temperature using the zoning method. We only dealt with 
е 1-Р varying gas temperature, steady-state, and gray diffuse surface problem. 
However, in real-life applications, there are many gas radiation problems involv- 
ing flow convection; 2-D or 3-D varying gas temperature; cylindrical or spherical 
furnace geometry; nongray gases; nongray nondiffuse surfaces; gases with scatter- 
ing particulates and soot formation; and sphere fillet or fiber porous medium. These 
topics belong to advanced radiation transfer. 


PROBLEMS 


14.1 A hemispherical furnace is shown in Figure 14.7. If the furnace contains 
CO, + N, gases at 1 atm pressure and temperature T,, determine the total 
radiation heat transfer from gases to surfaces 1 and 2 (assume T, > T; > Th, 
and make other necessary assumptions). 

a. Based on the analogy of electric resistance network, draw a radiation heat 
transfer network from gases to surfaces | and 2. 

b. Determine the total radiation from gases to surfaces 1 and 2. The final 
solutions should be the function of given temperatures, surface area, and 
radiation properties. 

14.2 A hemispherical furnace is shown in Figure 14.7. 

a. If the furnace contains N, gas at 5 atm pressure, determine the net radia- 
tion heat transfer from surface 1 to surface 2 (assume 7, > Т,, and make 
other necessary assumptions). 

b. Ifthe furnace contains CO, + N, gases at 5 atm pressure and temperature 
T,, determine total radiation heat transfer from gases to surfaces 1 and 2 
(assume T, > T, > T,, and make other necessary assumptions). 
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c. Reconsider (b), if surface 1 now is a reradiating surface, determine the 
total radiation heat transfer to the surface 2 of the furnace. In this new 
condition, comment on whether the radiation transfer to surface 2 will be 
higher, the same, or lower than that of (b) (make necessary assumptions). 

14.3 A long hemicylindrical furnace is shown. 

a. Determine the net radiation heat transfer from surface 1 to surface 2, дуо. 

b. If T; = 7,0), describe how to determine а. 

c. Consider combustion gray gas with a uniform temperature 7, and 
emissivity, for example, inside the furnace, and determine the total 
radiation heat transfer from gas to surfaces 1 and 2, 4, Assume 7}, T, 
constant. 

14.4 A hemispherical furnace, with a reradiating floor and a water-cooled ceiling, 
contains CO, and N, gases at 1 atm pressure and 1000°C. Take e, = 0.8, 
€, = 07, D = Im, and T, = 500°C. Determine the radiant heat transfer to the 
ceiling of the furnace. Assume gray gases. 


Given: o = 5.67 x 10-8(W/m?K?%). 
Volume of a sphere = (4/3)n((1/2)DP 
Surface of a sphere = 4n((1/2)DY 


14.5 A hemispherical furnace, with a reradiating floor and a water-cooled ceiling, 
contains 2CO, and 8N, gases at 1 atm pressure and 1000°С. Take e, = 0.8, 
€, = 07, D = Im, and T, = 500°C. Determine the radiant heat transfer to the 
ceiling of the furnace. 

14.6 A cryogenic storage chamber has double walls for the purpose of insula- 
tion against heat loss. The gap between the walls is filled with a gas whose 
properties are thermal conductivity: koong T) = 2x107 - ТК (KWAm – °C); 
volumetric radiation extinction coefficient: К = 10-6 (m?/m?). 

a. Determine the rate of heat loss if one wall is at 500°K and the other wall 
is at 100°K. Take e, = е, = 0.1, L = 0.2m. 
b. If k = 100 (m?/m?), what would be the result in (a)? 

14.7 A cryogenic storage chamber has double walls for the purpose of insulation 
against heat loss. The gap between the walls is filled with a gas whose prop- 
erties are 


Thermal conductivity: k,,, (T) = 1x107x T?K(KW/(m —°С)) 
Volumetric radiation extinction coefficient: k = 1079 (m?/m?) 


The walls are made of a polished metal, with an emissivity of 0.2. The gap 
between the walls is 0.5 m. 

a. Determine the rate of heat loss if one wall is at 300K and the other wall 
is at 100K. 

b. If k = 100 (m?/m?), what would be the result in (a)? 

14.8 A cryogenic storage chamber has double walls for the purpose of insulation 
against heat loss. The gap between the walls is filled with a gas whose prop- 
erties are 
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Thermal conductivity: К.„„(Т) = 3 · 10-7xT°K(K W/m — °C) 
Volumetric radiation extinction coefficient: К = 10-9 (m?/m?) 


The walls are made of a polished metal, with an emissivity of 0.1. 
The gap between the walls is 0.3 m. 


a. Determine the rate of heat loss if one wall is at 400°K and the other wall 
is at LOO°K. 
b. If k= 100 (m?/m?), what would be the result in (a)? 


14.9 A gas turbine combustion chamber may be approximated as a long tube 
of 0.4 m diameter. The combustion gas is at a pressure and temperature of 
1 atm and 1000°C, respectively, while the chamber surface temperature is 
500°C. If the combustion gas contains CO, and water vapor, each with a 
mole fraction of 0.15, what is the net radiative heat flux between the gas and 
the chamber surface, which may be approximated as a blackbody? 

14.10 Consider a hemispherical furnace, with a reradiating floor and a water- 
cooled ceiling, contains 2CO, + 8N, gases at 1 atm pressure and 1200?C. 
Take e, = 0.9, е, = 0.6, D = 1.5m, and T, = 350°C. Determine the radiant 
heat transfer to the ceiling of the furnace. 

14.11 Consider a hemispherical furnace radiation heat transfer problem. The 
furnace floor (surface 1) has area A, and emissivity e, at temperature T,, 
whereas the furnace enclosure (surface 2) has area A, and emissivity е, at 
temperature Т,. If the furnace contains CO, + № gases at 1 atm pressure and 
temperature Т„ determine the total radiation heat transfer from gases to sur- 
faces 1 and 2 assume T, > T, > T,, and make other necessary assumptions). 
a. Based on the analogy of electric resistance network, draw a radiation 

heat transfer network from gases to surfaces 1 and 2. 

b. Determine the total radiation from gases to surfaces 1 and 2. The final 
solutions should be the function of given temperatures, surface area, 
and radiation properties. 

14.12 Consider a hemispherical furnace. The hemispherical furnace wall has sur- 
face area A,, emissivity ғ, at temperature T}, whereas the furnace floor has 
surface area A,, emissivity €, at temperature Т,. If the furnace contains 
CO, + N, gases at 10 atm pressure and temperature Т,, determine the total 
radiation heat transfer from gases to surfaces 1 and 2 (assume T, > T; > Tj, 
and make other necessary assumptions). Assume that the gas emissivity is e,. 
a. Based on the analogy of electric resistance network, draw a radiation 

heat transfer network from gases to surfaces 1 and 2. 

b. Determine the total radiation from gases to surfaces 1 and 2. The final 
solutions should be the function of given temperatures, surface area, 
and radiation properties. 

14.13 For a cylindrical furnace (top wall 1, bottom wall 2, side wall 3) with hot 
gray gases, solve the following problems by using the matrix method. 

a. Given Т, D, T;, T, determine qj, 4, 93 9 

b. Given qı, 9, 43 9, determine Т}, Т, T3, T,. 
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c. Given Т, ТУ, T, Т, determine 941, 4, T;, Ie 

d. Given 9, 9, Т», T,, determine Т, 7, 93, @,. 

e. Given Т, ТУ, T, 4» determine 41, q5. 93, T. 

14.14 For a cubic furnace (top wall 1, bottom wall 2, four side wall 3) with hot 
gray gases, solve the following problems by using the matrix method if the 
side wall is a reradiating surface. 

a. Given T, T», Tr, T,, determine 9), 4, qs. q,. 

b. Given 4), 45» Як Я,» determine Т), T», Tr, T,. 

c. Given T,, Т,, Tp, T,, determine q,, 9, Tr, q,. 

d. Given 9, 9, Tr, 1,» determine Т,, Т, qr, qg- 

e. Given T,, Т, Tr, q,, determine q, 9, qs. Ty 

14.15 Consider a cubic furnace: bottom wall (surface 1) at temperature 7;, top 
wall (surface 2) at temperature 7, and four side walls (surface 3) at tem- 
perature T}. If the furnace contains 2CO, + 8N, gases at 1 atm pressure and 
temperature 7,, determine the total radiation heat transfer from the gases 
to surfaces 1, 2, and 3 (assume T, > T, > T, > T}, and make other necessary 
assumptions). 

a. Based on the analogy of electric resistance network, draw a radiation 
heat transfer network from the gases to surfaces 1, 2, and 3. 

b. Write down the equations that can be used to solve the radiation heat 
transfer from the gases to surfaces 1, 2, and 3, respectively, but you do not 
need to calculate the numerical answer. Your final solutions should be the 
function of given temperatures, surface area, and radiation properties. 

c. Reconsider item (b) above, if surface 2 and surface 3 (top wall and 
four side walls) now are reradiating surfaces, determine the total radia- 
tion heat transfer from gases to surface 1. In this new condition, can 
you comment if the radiation transfer from the gases to surface 1 will 
be higher, the same, or lower than that of item (b) (make necessary 
assumptions)? Why? 
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| aminar-Turbulent 
Transitional Heat 
Transfer 


15.1 TRANSITION PHENOMENA 


Turbulent flow heat transfer is very much different from laminar flow heat transfer. 
There exists a transitional region between fully laminar flow and fully turbulent 
flow as sketched in Figure 15.1. Based on the small perturbation theory, a Tollmien- 
Schlichting wave instability was developed to predict the transition phenomena [1]. It 
shows that laminar boundary layer becomes unstable at critical Reynolds number, and 
it implies laminar flow transitioning to turbulent flow. Transition caused by classic 
Tollmien—Schlichting wave instability theory is called Natural or Normal Transition 
with shorter transition length from fully laminar to fully turbulent flow. The transi- 
tion location or critical Reynolds number predicted by Tollmien-Schlichting wave 
instability theory has been closely validated by many experimental results. 

In addition to critical Reynolds number from instability theory, free-stream tur- 
bulence, unsteadiness, pressure gradient, surface curvature, surface roughness, film 
cooling, etc., affect the flow transition behaviors. In general, for a given Reynolds 
number flow, results showed that elevated free-stream turbulence, unsteadiness, 
concave surface, surface roughness, film cooling, and negative pressure gradient 
(flow deceleration) would promote earlier boundary layer transition, however, posi- 
tive pressure gradient (flow acceleration) and convex surface would delay boundary 
layer transition. These additional free stream flow and surface parameters make the 
prediction of transition phenomena beyond the scope of classic instability theory. 
Therefore, prediction of transition location still relies mainly on the experimental 
data for many real engineering applications. 

Transition caused by high free stream turbulence (for turbulence intensity Tu greater 
than 596) and unsteadiness is called Bypass Transition with longer transition length from 


Transition 
Us Ts р i 
— | эг 
— ^ 
— -uy€* *° > u’ 
— Yy 
y -y 


FIGURE 15.1 Concept of laminar boundary layer transition to turbulent boundary layer flow. 
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fully laminar to fully turbulent flow. Bypass means transition happened and bypassed 
from Normal Tollmien-Schlichting wave instability, due to high turbulent spots (turbu- 
lent vortices) production inside the boundary layer during the transition. For transition 
at high free-stream turbulence levels, the natural transition by Tollmien-Schlichting 
instability wave is completely bypassed such that turbulent spots are directly produced 
within the boundary layer by the influence of the free-stream disturbances. 

In this bypass transition condition, Emmons [2] provided a theory to address the 
processes involved in the production, growth, and convection of turbulent spots which 
can be correlated to the free stream turbulence level. Emmons presented a statistical 
theory for transition and provided an expression for the fraction of time the flow is 
turbulent at any location within the transition region. They introduced the concept 
of intermittency, y, the friction of time the flow is turbulent. The intermittency y is 0 
for fully laminar region, unity for fully turbulent region, between 0 and 1 for transi- 
tion from fully laminar to fully turbulent flow. Therefore, transitional flow behaviors 
can be quantified by determining the intermittency values which can be directly 
correlated to turbulent spot production rate or free stream turbulence intensity level. 

In general, it is still difficult to accurately predict the starting and ending points 
of boundary layer transition under various free-stream flow and surface conditions. 
However, based on fully laminar and fully turbulent results, several transitional flow 
heat transfer correlations have been reported in open literature if the critical Reynolds 
number (starting point of transition) and free stream flow and surface conditions are 
given or predetermined. 

This chapter begins with the classic Tollmien—Schlichting wave instability theory 
in order to understand basic Normal Transition phenomena for low free stream tur- 
bulence conditions. Then follow the bypass transition phenomena of turbulent spot 
production and transport theory for high free stream turbulence or unsteadiness 
conditions. And provide laminar-turbulent transitional heat transfer correlations for 
various engineering applications. 


15.2 NATURAL TRANSITION-TOLLMIEN SCHLICHTING 
WAVE INSTABILITY THEORY 


15.2.1 SMALL DISTURBANCE STABILITY THEORY 


The following is a brief outline of small disturbance stability theory. Refer to 
Boundary Layer Theory [1] for the complete presentation in more detail. Consider 
2-D boundary layer flow over a flat surface as shown in Figure 15.1. 
Let 
u=u(x,y)+u’(x,y,t) 


where 


Similarly 


v= u(x,y) * v'(x.y.t) 
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P= Р(х,у) + P'(x,y,t) 


with 
v’ << V 
and 
P’ << Р 
Assume 
u=u(y) 
v=0 


ди” ‚уди : anor lo , Ф, Ф, 
ан ин 1 Е ен) 
ду jo ,д,, Ї 02255125 RENE 
ыл лг ay = сл” Е zi 


10P ди 
= —— — + 2 
p ox ду 
also, 
= ðP , av 
и ««u, = ——, — ~ small 
ду д 


The above momentum equations become: 


1 OP’ Qu du’) ди” ди ди 
= ae 7 v (15.1) 
p ox ox ду ot Ox ду 
1 OP’ Qu dv’) дои ov 
= 15.2 
245 Ч ax ay’ | a Be Moe 
LE LUE (15.3) 
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where 


15.1 is the small disturbance form of the x-momentum equation 
15.2 is the small disturbance form of the y-momentum equation 
15.3 is the small disturbance form of the continuity equation 


Define the stream function, y, for и” and v' to satisfy Equation (15.3): 


и = —— and pac 
ду Ox 


Eliminate “pressure’ by differentiating Equation (15.1) with respect to y, Equation 
(15.2) with respect to x, and subtract the equations. Replace и” and v’ in terms of y, 
and equation in y as function of х, y, t, also involving и. Try solution of form for 
stream function y : 


y = ф(у)е P) 
where 
В = B, * iB; 
Therefore, 
y = ф(у)е”' | cos(ax— B,t) + isin(ax — B,r) ] (15.4) 


The real part of the solution is a cosine wave traveling with velocity B А and wave- 
length A = й either amplifying ог decaying depending on whether J; is positive 
(+) or negative (—) in the exponential term of Equation (15.4) as shown in Figure 15.2. 


Try solution on stream function equation: 


—i 


iA ” 2 m7 
йш-0)0ф”-020|-ш0- (15.5) 
| 1 ) I aRe(y””’) 
Differential equation for ø, where 
u = ae function of (2) 
Un ó 


Unstable situation which Stable 
leads to turbulence 


FIGURE 15.2 Concept of wave instability. 
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Fourth-order equation with ш and и? variable coefficients: Orr-Sommerfeld 
Equation Solutions give Ф( у) when particular values of œ and Re are chosen and 


А u : : А 
a specific shape for — (function of У 8) is chosen, also define a specific value of с 
Un 
necessary for a solution. 


CN E E (15.6) 
[04 [04 


c= 


Select a value of Re, try different values of о, find corresponding values of B, and 
Bi, as sketched in Figures 15.3 and 15.4. It implies that, for a given flow Reynolds 
number, laminar boundary layer can maintain stable condition for short or long wave 
length region but will become unstable for mediate wave length region. Therefore, 
laminar boundary layer can potentially become unstable (1.е., unstable wave, wave 
amplification, transition) at certain value of critical Reynolds number. It is important 
to find out this critical Reynolds number. 


B i7 negative 


stable wave 
226 | 
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A Bi=9 Instability 
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1 
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FIGURE 15.3 Unstable wave related to critical Reynolds number. 
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= ! 2л 
а=—— 
4 
FIGURE 15.4 Concept of stable and unstable related to wave length. 
For Blasius flow, it is at: 
Un 
Reg = | а = 1260 (15.7) 

V : 
crit 


26-36 (begin to amplify ) 


Кеш = ЕЗ = 420 
17 1 
crit 


where б is boundary layer thickness and ô” is displacement thickness. Note that the 
above value is based on the instability theoretical prediction. However, the observed 
transition is at 


Re= EJ = 3000 (15.8) 
V crit 


instead of 1260. The maximum value of œ for unstable waves which correspond to 
wave with shortest wave length gives A = 66. 

Effect of Pressure Gradient on Transition 

The critical Reynolds number decreases (1.е., earlier transition) for deceleration 
flow (i.e., diffuser, positive or favorable pressure gradient) but increases (i.e., delay 
transition) for acceleration flow (1.е., nozzle, negative or adverse pressure gradient) as 
sketched in Figure 15.5. 


15.2.2 CRITICAL REYNOLDS NUMBER FOR NATURAL TRANSITION 


For pipe flow by Reynolds Experiment (1883), critical Reynolds number is around 
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FIGURE 15.5 Critical Reynolds related to pressure gradient. 


D 
Rep = Lu = 2300 
ү 


For flow over a flat plate, critical Reynolds number is around (depends on turbulence 
intensity): 


Re, = Ü-* 25,5105 — 10° ~ 5x 10° (15.9) 
V 
From Blasius 
д_ 3 
О.х 

V 

fg: “= USED анод (15.10) 
V Vox 


Transition occurs in a short distance from fully laminar flow to fully turbulent flow, 
so momentum thickness changes only a very little during transition, 0, = 05, but dis- 
placement thickness decreases greatly, ^. 6) < бү, refer to Figure 15.1. Therefore, 


* 


shape factor, H = FL changes largely. Shape factor of laminar boundary layer is 


around 2.6; however, it drops to about 1.4 in turbulent boundary layer as shown in 
Figure 15.6. Note that critical Reynolds number can be based on distance x, bound- 
ary layer thickness 6, displacement thickness 5°, or momentum thickness Ө. From 


Equations (15.9) and (15.10), and H = 2.6, therefore, Reg = UR = 400. 
ү 
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FIGURE 15.6 Shape factor variation from laminar to turbulent flow. 


15.2.3 EFFECT OF FREE STREAM TURBULENCE LEVEL ON TRANSITION 


Define Tu = turbulence intensity of free stream 


Tu- = (RMS%) 


As a frame of reference, Tu ~ 0.01 or 1% for typical wind tunnel. Transition is caused 
by the Tollmien—Schlichting wave instability at certain critical Reynolds number if 
free stream turbulence intensity is lower than 0.001 (0.196). 

The critical Reynolds number decreases (i.e., x decreases, earlier transition for a 
given velocity) if free stream turbulence intensity Tu is greater than 0.1% (Tu = 0.001) 
as shown in Figure 15.7. Note that free stream turbulence intensity Tu is greater than 
1% (Tu = 0.01) for most of real engineering applications. 

Example for Free Stream Turbulence-Induced Transition 

In 1983 Blair [3] presented the heat-transfer distributions along the flat test wall 
at five increasing free-stream turbulence levels from Tu = 0.25% up to Tu = 6%. 
As indicated earlier, increase in free-stream turbulence induces earlier boundary 
layer transition. Figure 15.8 presents the heat-transfer distributions for five different 
turbulence levels. As seen clearly, transition location moves progressively upstream 
with increasing turbulence level. For higher levels of turbulence, the boundary layer 
is already fully turbulent. It showed that heat transfer in the fully turbulent region 
increased up to 36%, for an increase of free-stream turbulence from 0.25% to 6%. 

Blair [4] also presented the influence of free-stream turbulence on boundary layer 
transition in favorable pressure gradients. He reported that transition location delayed 
due to flow acceleration in positive pressure gradient conditions. 

The above natural transition theory can be found in Schlichting [1]. At a critical 
value of boundary layer thickness (or momentum thickness) Reynolds number, the 
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FIGURE 15.7 Critical Reynolds number decreases with turbulence intensity. 


laminar boundary layer becomes susceptible to small disturbances and develops an 
instability in the form of a two-dimensional Tollmien-Schlichting wave. Then the 
instability wave amplifies within the layer to a point where three-dimensional insta- 
bilities grow and develop into random vortices or turbulent eddies (or turbulent spots) 
with large fluctuations. Finally, the highly fluctuating turbulent spots merge into a 
fully turbulent boundary layer with 3-D random fluctuations. This natural transition 
model predicts fairly well for the boundary layer flow with lower free stream turbu- 
lence intensity conditions as shown in Figure 15.8, for example, Ке„ = 1,000,000 for 
natural transition with very low free-stream turbulence Tu ~ 1/4%; Ке„ = 350,000 
for natural transition with low free-stream turbulence Tu ~ 1%. This confirms that the 
Tollmien—Schlichting instability wave theory predicts the critical Reynolds number 


St increases 
Tu 296 36% at Tu 696 


Ї 


Turbulent 


St x 103 
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FIGURE 15.8 Heat transfer distributions along the flat surface for five freestream turbu- 
lence levels. 
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ranging from 1,000,000 to 350,000 for free stream turbulence intensity varying from 
0.25% to 1%. For Tu~1%, Re,, = 350,000, the corresponding momentum thickness 


Reynolds number Reg = а 400. 
V 


15.3 BYPASS TRANSITION 


For transition at high free-stream turbulence levels, the natural transition by Tollmien— 
Schlichting instability wave is completely bypassed such that turbulent spots (turbu- 
lent eddies, turbulent vortices) are directly produced within the boundary layer by the 
influence of the freestream disturbances. In this bypass transition condition, Emmons 
[2] provided a theory to address the processes involved in the production, growth, 
and convection of turbulent spots. The following is a brief outline; refer to the role of 
laminar-turbulent transition in gas turbine engines (Mayle [5]) for the details. 


15.3.1 TURBULENT SPOT PRODUCTION, GROWTH, AND CONVECTION 


From flow visualization in a simple water channel, Emmons [2] discovered that transition 
occurs through a random production (in time and position) of “turbulent spots” within 
the laminar boundary layer which subsequently grow as they propagate downstream 
until the flow becomes completely turbulent. Figure 15.9 shows the concept of turbu- 
lent spot production in transitional boundary layer. Based on this observation, Emmons 
presented a statistical theory for transition and provided an expression for the fraction 
of time the flow is turbulent at any location within the transition region. The concept of 
intermittency, ү, is that the friction of time the flow is turbulent. The intermittency y is 0 
for fully laminar region, unity for fully turbulent region, between 0 and 1 for transition 
from fully laminar to fully turbulent flow. Transitional flow behaviors can be quantified 
by determining the intermittency value. This implied that the time-averaged condition 
of the boundary layer at any streamwise location may be obtained from superposition as 


f=(-y) fL+Y f (15.11) 


= 
— c 


Laminar Transitional Turbulent 


FIGURE 15.9 Turbulent spot geometry and emergence of a turbulent boundary layer 
through the growth and propagation of turbulent spots (plan view). 
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where fis a boundary layer flow-related quantity such as surface friction factor (f, Cf) 
and heat transfer coefficient (h, Nu, St), f, is its laminar value, f is its turbulent value, 
and y, the intermittency, is the fraction of time the flow is turbulent. The intermit- 
tency value y is zero at the beginning of transition location, i.e., fully laminar region, 
and unity at the end of transition, i.e., fully turbulent region. It implies that transition 
region heat transfer coefficients and friction factors can also be predicted from the 
above-mentioned intermittency theory as 


C, =(1-y) Cpr * Cyr (15.12) 
Nu = (1- у) №, + yNur (15.13) 
St - (1- y)St; + Str (15.14) 


where the intermittency y is directly correlated to free stream turbulence intensity 
levels Tu% or unsteady wake passing period or frequency. 

From many previous experimental studies, intermittency in the normal transi- 
tional region is obtained as 


y, = 1—exp[—io (Re, — Rew) | (15.15) 


where й = nv? /U? is the dimensionless turbulent spot production parameter, Re, is 
the local-flow Reynolds number, Re, = Ux/v, and Re, is the Reynolds number at the 
location for onset of normal transition, U is the free stream velocity and c is Emmons’ 
dimensionless spot propagation parameter which depends on the shape and velocity 
of the turbulent spot. Measurements of the spot and its propagation velocity indicate 
that o is constant and has a value of about 0.27. The intermittency increases with 
increasing turbulent spot production parameter. It is seen that an increase in the spot 
production rate decreases the transition length, (Re, — Re,,). It is seen that the real 
problem of transition is how to predict or determine the onset of transition, Re,,, and 
the spot production parameter. That is, what are the effects of various flow and ther- 
mal parameters on both the onset of transition and spot production rate? 

Therefore, the most important thing is to know where the laminar boundary layer 
begins to transition Re,, for a given flow Reynolds number Re,. Several important 
parameters affect the transition location and the transition distance such as free stream 
turbulence intensity, length scale, pressure gradient, surface curvature, surface rough- 
ness, film cooling, etc. From literature, high free stream turbulence, smaller length 
scale, unsteadiness, flow deceleration, concave surface, roughness, and film cooling 
promote earlier laminar boundary layer transition with longer transition distance. 


15.3.2 TURBULENT SPOT INDUCED TRANSITION MODEL 


Turbulent spot production rate is not easy to obtain, instead, turbulence intensity is 
relatively simple to measure by using the hot wire anemometry. From many previous 
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fio = 1.5(10)- 1 Tu7/4 


0.1 1.0 10 
Tu (percent) 


FIGURE 15.10 Turbulent spot production rate as a function of the free stream turbulence 
level for zero pressure gradient flows. 


experimental studies, turbulent sport production rate has been correlated to the free 
stream turbulence intensity as shown in Figure 15.10 


fio 21.5x10^ - Tu” (15.16) 


where Tu is in percent. It implies the turbulent spot production rate increases with 
increasing free stream turbulence intensity, subsequently, increasing the normal 
transition intermittency. From the above turbulent spot production theory, for the 
flat-plate boundary layer flow with zero pressure gradient, the normal transition 
intermittency value y can be predicted at a given free stream turbulence intensity Tu, 
if we know the beginning of transition location Re,, 

For example, assume transition at Re,, — 200,000, Tu = 2%, and transitional 
boundary layer location at Re, — 400,000, the intermittency value y can be predicted 
from above equations (15.15) and (15.16) as 0.67 at that location. It implies 67% time 
the flow is turbulent (and 3346 time laminar) at the transitional boundary layer loca- 
tion at Re, — 400,000. Heat transfer coefficients (or friction factors) can be calculated 
from the above equation (15.14) at this y = 0.67 if fully laminar and fully turbu- 
lent heat transfer (or friction factor) values are given or predetermined, as shown in 
Figure 15.8. Note that the intermittency y = 0 is at the beginning of transition (fully 
laminar flow) and y — 1 is at the end of transition (fully turbulent flow). 

The effect of free stream turbulence is to reduce the critical Reynolds number Re,, 
at which transition begins as shown in Figure 15.8. The critical momentum thickness 
Reynolds number has often been used for predicting flow transition. The effect of 
free-stream turbulence level on the critical momentum thickness Reynolds number 
at transition Reg, as shown in Figure 15.11, has also been obtained as 


Reg, = 400: Tu ?^ (15.17) 


It shows the critical momentum thickness Reynolds number decreases with increas- 
ing free stream turbulence intensity, implies high free stream turbulence promotes 
earlier laminar boundary layer transition. Note that Reg, — 400, 146, and 95 if 
Tu = 1%, 596, and 10%, respectively. Equation (15.17) can be derived from Equations 
(15.9) and (15.10) with the estimation of momentum thickness is around 1/2.6 of 
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FIGURE 15.11 Momentum thickness Reynolds number at the onset of transition as a func- 
tion of free-stream turbulence level for zero pressure gradient flows. 


displacement thickness which is around 1/3 of boundary layer thickness. Therefore, 
either Equations (15.9), (15.10), or (15.17) can be used to predict the onset of critical 
Reynolds number for transition. 

Intermittency and Turbulent Fluctuation Model: 

The transitional flow at any time may be divided into two distinct domains within 
the boundary layer. Figure 15.12 shows the domain contains fluid where the flow is 
turbulent and the other outside this is nonturbulent, which changes with time and 
location (Mayle [5]). 

To characterize these domains, an intermittency function, I(x, y, z, f), may be 
defined which has the value of unity when the flow is turbulent, and zero when it is 
not. For a given location in transition boundary layer, the ensemble average of the 
intermittency function yields the intermittency factor, 


N 
1 
yx) r ; I(x, y,z,t) 
1 


For two-dimensional flows in the x-y plane, y is independent of z, the streamwise 
velocity component at any time may be expressed as 


interface 


FIGURE 15.12 Supposed interface between the turbulent fluid within and nonturbulent 
fluid outside a turbulent spot. 
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U(x,y,t) -(1- 1) Un (x,yt) +1 U, (x, y,t) (15.18) 


I(x, y,t) =] turbulent 


=0 non-turbulent 


where U, and U,, are the velocities in the turbulent and nonturbulent domains, respec- 
tively. Decomposing the velocity in each region into an ensemble-averaged mean 
velocity, denoted by an overbar, and a fluctuating component denoted by a prime, the 
instantaneous velocities in the two domains can be written as 


Un = Es + Un 
U, =U, +u 
Contrary to the usual averaging process, the ensemble-averaged mean velocities are 
obtained by averaging only during the time spent in the particular regime. Thus, if N, 


is the number of occurrences of turbulent flow in N data samples, the mean velocities 
in each portion are 


Un (х,у) y)= T) U( (x ‚у, t) (15.19) 


and 
_ 
J =— Xy I U(x,y, 15.20 
x,y) > (x,y,t) (15.20) 


With these definitions, the mean velocity at any position in the flow is given by 


N 
T 1 
x y) = ү YU (xy.1) 
1 


U(x,y) = (12 y) Un (x. y) +7 U; (x,y) (15.21) 


Similar expressions may be written for the lateral velocities, V(x, y). 

The ensemble-averaged mean velocities can be predicted from intermittency 
which correspond to turbulence and nonturbulence portion velocity, respectively. 
Therefore, the transitional shear stress and heat flux that appear in the ensemble- 
averaged equations are now given by 


т = (yuv) -v(wv)-vü-r(u-Uv.(v-V.) (15.22) 
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в =k -(-y T), -v(T) 001-008 Va) —Tw) 0523 


where V and T are the ensemble-averaged values of the lateral velocity and tem- 
perature, and у and /' are their corresponding fluctuations. The first term is the 
molecular stress and heat flux component, while the second and third are the com- 
ponents caused by fluctuations in the nonturbulent and turbulent portions of the flow, 
respectively. The second term, (wv) , Or (v’T’) E is very small and negligible. The 


nt 


third terms (22) stress and (У77) flux components may be considered as the real 
turbulent shear stress and heat flux. These components are produced by the motion 
of eddies having various scales, but primarily at scale small compared to bound- 
ary layer thickness 6 (the small-scale eddy components). The fourth term which is 
zero for either a completely nonturbulent y = 0 or completely turbulent portion of the 
flow у = 1 arises from the mean momentum and thermal exchange between the two 
regions. These components, (0, - 23117 - Va) (V - Va (T; - Te), are produced by 
motion of various eddy scales, but primary at scale roughly same order of boundary 
layer thickness 6. These components may be called the large-scale eddy components 
and have their greatest value when y = 0.5. It accounts for about 30% of the total 
stress in the wake flow and 15% for the boundary layer flow. The above intermittency 
analysis can be useful for developing computational models of transitional boundary 
layer flow and heat transfer predictions [5]. 


15.3.3 UnNsTEADY WAKE-INDUCED TRANSITION MODEL 


One of the primary effects on vane heat transfer is the free-stream turbulence gener- 
ated at the combustor exit. Combustor-generated turbulence contributes to significant 
heat-transfer enhancement. Typically, combustor-generated, free-stream turbulence 
levels are around 1596-2096 at the first-stage vane leading edge, and due to accelera- 
tion of flow in the vane passage, the turbulence intensity at the first-stage rotor blade 
leading edge is typically around 5%—10%. The reduced free-stream turbulence effects 
on the rotor blade heat transfer are not as significant as that of the high free-stream 
turbulence effects on the vane heat transfer. However, the rotor blade heat transfer is 
affected by another important parameter, the effect of unsteadiness in the flow. 

The unsteadiness of flow arises from the relative motion of the rotor blade rows 
with reference to alternate stationary vane rows. Figure 15.13 shows a conceptual 
view of the unsteady wake propagation through a rotor blade row [6]. The shaded 
regions indicate where unsteadiness is caused by the upstream airfoils. For a first- 
stage blade, the principal component of unsteadiness is due to wake passing. These 
wakes impose the free stream with a periodic unsteady velocity, temperature, and 
turbulence intensity. The wakes cause an early unsteady laminar-to-turbulent bound- 
ary layer transition to occur on the blade surface. The heat transfer associated with 
the unsteady flow effects clearly indicates the early boundary layer transition. 

There are three modes of transition: natural transition, bypass transition, and 
separated-flow transition: Natural transition begins with a weak instability in the 
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FIGURE 15.13 Unsteady wake propagation through a rotor blade row. 


laminar boundary layer and proceeds through various stages of amplified instabil- 
ity to fully turbulent flow. This was first described by Tollmien and Schlichting [1]. 
Bypass transition is caused by large disturbances in the external flow and completely 
bypasses the Tollmien-Schlichting mode of instability. This is typical of gas tur- 
bines. Separated-flow transition occurs in a separated laminar boundary layer and 
may or may not involve the Tollmien—Schlichting mode. This occurs mostly in com- 
pressors and low-pressure turbines. 

The above-mentioned turbulent spot production theory was extended to include 
two transition modes simultaneously on the same surface as shown in Figure 15.14 
[6]. It shows that normal transition was caused by turbulent spot production, but the 
production of turbulent spots due to wake passing impingement was so intense that 
the spots immediately coalesced into turbulent strips that then propagated and grew 
along the surface within the laminar boundary layer. In this case, transition is mainly 
caused by unsteady passing wake impingement, named bypass transition. 


Unsteady transition induced - 
by moving wakes y,, (x, t) Normal transition 


Ya (x) 


| Transitional | 


FIGURE 15.14 Multiple modes of transition on a surface as the results of an unsteady peri- 
odic passing of a wake. 
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Assuming that the turbulent spots produced normally or wake-induced are inde- 
pendent of each other, the time-averaged intermittency can be defined as 


yG)21-[1- y G3][1 - 7.0] (15.24) 


where y, and ў„ are the normal and wake-induced intermittencies, respectively. The 
tilde over the intermittency value indicates a time-averaged quantity over a wake- 
passing period. The normal mode intermittency has been discussed previously as 


y, = 1- exp| -âo (Re, — Rew)’ | (15.15) 


fo = 1.5 х107!! . y^^ (15.16) 


where Й = ny? /U? is the dimensionless spot production parameter, с is the turbu- 
lent spot propagation parameter, Re, is the local-flow Reynolds number, Re,, is the 
Reynolds number at the location for onset of normal transition, and Tu is free stream 
turbulence intensity. 

Assumed a square wave distribution for the turbulent strip production function and 
evaluated a production rate from various experiments. A simple expression for the 
time-averaged, wake-induced intermittency was obtained as shown in Figure 15.15. 


7,(х)-1 2) iE J (15.25) 


where U is the airfoil’s incident velocity, and т is the wake-passing period. It shows 
that the time-averaged wake-induced intermittency increases with decreasing the 
wake-passing period (i.e., increasing the wake-passing frequency). It also shows the 
wake-induced transition length decreases with decreasing the wake-passing period 
for a given airfoil incident velocity. The effect of unsteady wake on surface heat trans- 
fer coefficients of a gas turbine blade was experimentally simulated using a spoked 
wheel type wake generator [7]. The above calculated wake-induced intermittency 


Fy = 1 – exp[-19(x — xıw)/(U + 1)] 


0 10 2 3 4 5 
Streamwise distance, (x — Xtw)/(U : 1) 


FIGURE 15.15  Time-averaged intermittency distribution as a function of the reduced 
streamwise distance. 
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values were employed to predict transitional region heat transfer coefficients and 
compared well with experimental measured results [5]. 

Example of Unsteady Wake-Induced Transition: 

Here is an example to validate the wake-induced intermittency theory. The effect 
of unsteady wake on surface heat transfer coefficients of a gas turbine blade was 
experimentally simulated using a spoked wheel type wake generator by Han et al. [8]. 
The experiments were performed with a five airfoil, linear cascade in a low-speed 
wind tunnel facility. The cascade inlet Reynolds number based on the blade chord 
varied from 100,000 to 300,000. The wake passing Strouhal number, 5 = 21Ndn / 
(60V), varied between 0 and 1.6 by changing the rotating wake passing frequency 
(rod speed, №, and rod number, л), rod diameter d, and cascade inlet velocity Vj. 
Figure 15.16 shows the conceptual view of the effect of the unsteady wake on the 
blade mode. A hot wire anemometer system was located at the cascade inlet to detect 
the instantaneous velocity induced by the passing wake, and a blade instrumented 
with thin foil heaters and thermocouples was used to measure the surface heat trans- 
fer coefficients on the blade surface. 

Figure 15.17 shows typical, instantaneous velocity profiles for S = 0.1, 0.2, and 
0.4, respectively. The Strouhal number (S) was varied by increasing the rotating rod 
speed (N) for a given rod diameter (d = 0.63 cm), rod number (n = 16), and cascade 
inlet velocity (V; = 21 m/s or Re = 3x 105). The instantaneous velocity profile shows 
the periodic unsteady fluctuations caused by the upstream passing wake, and the 
periodic fluctuations increase with the Strouhal number. The phase-averaged pro- 
file shows the time-dependent, mean velocity defect caused by the upstream passing 
wake, whereas the wake width increases with the Strouhal number. The phase- 
averaged turbulence intensity reaches 2096 inside the wake. The time-averaged 
turbulence intensity Tu is about 8%, 1096, and 15%, for S = 0.1, 0.2, and 0.4, respec- 
tively. The background turbulence intensity is only about 0.7596 for the case of no 
rotating rods in the wind tunnel. 


Rotating rod 


wake generator o Instrumented blade 


Thin foil 
Thermocouple 


FIGURE 15.16 Conceptual view of the effect of the unsteady wake on the blade model. 


Laminar-Turbulent Transitional Heat Transfer 503 


S = 0.1, N = 192 rpm 
25 1 
2 
Е 
> 
S = 0.2, N = 384 rpm 
о 
Е 
> 
S = 0.4, N = 765 rpm 
о 
Е 
> 


0.00 0.01 0.02 0.03 0.04 0.05 


time, second 


FIGURE 15.17 Typical instantaneous velocity profiles caused by the unsteady wake. 


From the results of the instantaneous velocity, phase-averaged mean veloc- 
ity, and turbulence intensity profiles, it is expected that the unsteady wake, with 
higher Strouhal numbers, will produce a larger impact on the downstream blade. 
Figure 15.18 shows the unsteady, passing wake promotes earlier and broader bound- 
ary layer transition and causes much higher heat transfer coefficients on the suction 
surface, whereas the passing wake also significantly enhances heat transfer coef- 
ficients on the pressure surface and leading edge region (X/C = 0), where X/C is the 
ratio of surface measured from airfoil leading edge to airfoil chord length. The above 
calculated wake-induced intermittency values, Equation (15.25), were employed to 
predict transitional region heat transfer coefficients and compared well with experi- 
mental measured results. However, upstream of transition, the theory underpredicted 
heat-transfer levels. It implies that laminar boundary has already been disturbed by 
unsteady wake before transition. Note that Nusselt numbers at the begining of transi- 
tion and at the end of transition were based on experimentally measured values as 
shown in Figure 15.18. 

Example of Turbulence Spot-Induced Transition: 

The above-mentioned normal turbulent spot-induced intermittency values, 
Equations (15.15) and (15.16), were employed to predict transitional region heat 
transfer coefficients and compared well with measured results at high free stream 
turbulence experiments [9]. They studied the influence of mainstream turbu- 
lence on surface heat transfer coefficients of a gas turbine blade model (similar 
to Figure 15.16). A five-blade linear cascade in a low-speed wind tunnel facility 
was used in the experiments. The mainstream Reynolds numbers were 100,000, 
200,000, and 300,000 based on the cascade inlet velocity and blade chord length. 
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FIGURE 15.18 Unsteady wake effect on turbine blade surface heat transfer. 


The grid-generated turbulence intensities at the cascade inlet were varied between 
2.8% and 17%. A hot-wire anemometer system measured turbulence intensities, 
mean- and time-dependent velocities at the cascade inlet, outlet, and several loca- 
tions. A thin-foil thermocouple instrumented blade determined the surface heat 
transfer coefficients. The results showed that the mainstream turbulence promoted 
earlier and longer boundary layer transition, caused higher heat transfer coefficients 
on the suction surface, the leading edge region (X/C = 0), and significantly enhances 
the heat transfer coefficient on the pressure surface. The onset of transition on the 
suction surface boundary layer moved forward with increased mainstream turbu- 
lence intensity and Reynolds number (similar to Figure 15.18). However, upstream 
of transition, the theory underpredicted heat-transfer levels. It implies that laminar 
boundary has already been disturbed by high free stream turbulence before transi- 
tion. The heat transfer coefficient augmentations and peak values on the suction and 
pressure surfaces were affected by the mainstream turbulence and Reynolds number. 

Example of Turbulence Spot and Unsteady Wake-Induced Transition: 

Additionally, the above-mentioned normal turbulent spot-induced and wake- 
induced intermittency values, Equation (15.24), were also employed to predict tran- 
sitional region heat transfer coefficients and compared well with measured results of 
combined unsteady wake and high free stream turbulence experiments [10]. They 
defined a mean turbulence intensity (Ти) for defining the turbulence generated by the 
combination of both free-stream turbulence and unsteady wakes. With increasing 
mean turbulence intensity (Tu) through wake strengh or turbulence intensity level, the 
transition location on the suction surface moved closer to the leading edge (X/C = 0). 
The results show a good match in the region downstream of onset of transition (simi- 
lar to Figure 15.18). However, upstream of transition, the theory underpredicted heat- 
transfer levels. It implies that laminar boundary has already been disturbed by high 
free strean turbulence and unsteady wake before transition. 
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The above examples show the ability of Mayle’s transition theory to predict time- 
averaged heat-transfer levels for turbine blades under free stream turbulence, unsteady 
wake, or the combination effects. In addition, one of the most important things is to 
know where the laminar boundary layer begins to transition Re,, for a given flow 
Reynolds number Re,. As mentioned above, either Equations (15.9), (15.10), or (15.17) 
can be used for onset critical Reynolds number prediction for transition. Note that 
several important parameters affect the transition location and the transition distance 
such as free stream turbulence intensity, length scale, pressure gradient, surface curva- 
ture, surface roughness, film cooling, etc. From literature, high free stream turbulence, 
smaller length scale, unsteadiness, flow deceleration, concave surface, film cooling, 
and surface roughness promote earlier laminar boundary layer transition with shorter 
transition distance. Refer to Mayle [5] or Han et al. [11] Chapter 2 for the details. 


15.3.4 SurFAcE ROUGHNESS-INDUCED TRANSITION MODEL 


For gas turbines, surface roughness is of concern due to initial manufacturing finish 
and high temperature combustion deposits after many hours of operation. Combustion 
deposits may make the turbine airfoil surface rough after many hours of service, and 
this roughness could be detrimental to the life of the turbine due to increased heat- 
transfer levels that are much higher than smooth surface conditions. In real engines, 
the roughness size varied over the surface from about 2-10 рт depending upon the 
location of airfoil suction or pressure surface. Figure 15.19 shows the momentum 
thickness Reynolds number at the onset of transition as a function of the rough- 
ness parameter and free-stream turbulence intensity. It implies the laminar boundary 
layer is easier to transition to turbulent boundary layer with increasing roughness size 
for a given flow condition. That means, transition momentum thickness Reynolds 
number Reg, decreases with larger roiughness height K, for a giving boundary layer 
flow momentum thickness Ө,. This can be correlated as shown in Equation (15.26). 


Reg, = 100 + 0.43 21 = on a | (15.26) 


t 


ks 


ө; 


Reg, = 100 + 0.43ехр р - o77( 


FIGURE 15.19 The momentum thickness Reynolds number at the onset of transition as a 
function of the roughness parameter and free-stream turbulence intensity. 
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For example, M = 2, Reg, = 400; Li = 1, Reg, = 300; 2 = 0.5, Reg, = 200. 


It is important to note that Reg, is around 100—120 for high turbulence levels 
between 5% and 10%. The surface rougness effect is diminished under high free- 
stream turbulence condition. Refer to Mayle [5] for the details. 

Example of Roughness and Turbulence-Induced Transition: 

Figure 15.20 presents the heat-transfer coefficients for the combined effect of free- 
stream turbulence and the surface roughness on an airfoil [12]. Three experimental 
cases are shown: The first case is for a smooth surface with Tu = 5.5%; the second 
case is for a smooth surface with Tu — 1096; the third case is for the rough surface 
at Tu = 10%. Comparing the first two cases for the smooth surface, it is evident that 
the heat-transfer coefficients are significantly enhanced on the pressure surface due 
to increased turbulence. The suction surface results show that the transition loca- 
tion has moved upstream due to increased free-stream turbulence from s/L — 1.0 to 
s/L — 0.25, where s/L is the ratio of surface measured from airfoil leading edge to 
airfoil chord length. This is the typical results as earlier discussed. For comparing the 
smooth surface to the rough surface at Tu = 10%, the pressure surface is unaffected 
by the surface roughness at this high turbulence. The already enhanced heat-transfer 
coefficients due to high free-stream turbulence are unaffected by the surface rough- 
ness. However, the effect on suction surface is significant. The transition location 
does not seem to be affected by the rough surface. But the length of transition is 
greatly reduced by addition of surface roughness. A combination of surface rough- 
ness with high free-stream turbulence causes the boundary layer to undergo transi- 
tion more rapidly than for the high free-stream turbulence case only, as clearly shown 
in Figure 15.20. 
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FIGURE 15.20 Effect of surface roughness and free-stream turbulence on airfoil heat trans- 
fer coefficient distributions. 


Laminar-Turbulent Transitional Heat Transfer 507 


15.3.5 Еим COOLING-INDUCED TRANSITION 


For turbine blade film cooling, relatively cool air is injected from the inside of the 
blade to the outside surface, which forms a protective layer between the blade surface 
and hot mainstream. Film cooling can be modeled as coolant jet in crossflow at a 
given inclined angle as sketched in Figure 15.21. Film cooling performance depends 
primarily on the coolant-to-hot-mainstream pressure ratio (P/P), temperature ratio 
(T/T), film cooling hole location (leading edge, trailing edge, pressure and suction 
sides, end-wall, and blade tip), and geometry (hole size, spacing, shape, angle from 
the surface, and number of rows) under representative engine flow conditions such 
as Reynolds number, Mach number, combustion-generated high free-stream tur- 
bulence, stator-rotor unsteady wake flow, etc. The coolant-to-mainstream pressure 
ratio is related to the coolant-to-mainstream mass flux ratio (blowing ratio), while 
the coolant-to-mainstream temperature ratio is related to the coolant-to-mainstream 
density ratio. In a typical gas turbine airfoil, the P/P, ratios vary from 1.02 to 1.10 
with the corresponding blowing ratios vary approximately from 0.5 to 2.0. Whereas 
the T/T, values vary from 0.5 to 0.85, the corresponding density ratios vary approxi- 
mately from 2.0 to 1.5 [13]. 

In general, the higher the pressure ratio, the better the film-cooling protection 
(i.e., reduced heat transfer rate to the airfoil) at a given temperature ratio, while the 
lower the temperature ratio, the better the film-cooling protection at a given pressure 
ratio. However, a too high-pressure ratio (i.e., blowing too much coolant) may reduce 
the film-cooling protection because of jet penetration into the mainstream (jet lift 
off from the surface). Data from numerous available studies in the open literature 
suggest a blowing ratio near unity is optimum, with severe penalties at either side. 
The best film cooling design is to reduce the heat transfer rate to the airfoils using a 
minimum amount of cooling air from compressors. 

It is well known that film cooling is to protect turbine airfoil from high- 
temperature combustion gases; however, airfoil surface heat transfer coefficients can 
be increased due to cooling jet interaction with mainstream flow. In addition, film 
cooling may cause early boundary layer transition due to mixing between cooling jet 
and mainstream. The following is an outline of the relationship between heat transfer 


FIGURE 15.21 Film cooling model. 
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coefficient enhancement and film coooling effectiveness protection under film injec- 
tion condition. Refer to Han et al. [11] Chapter 3 for the details. 

From Figure 15.21, heat flux without film injection 40, with film injection q”, and 
heat flux ratio can be written as: 


qh = hy(T, - Tw) 
q” = ВТ, - Ty) (15.27) 
” h Tte- 
1 =A е] 
qo ho T, ш T, 
where 
h 
—»1 
ho 
Т,-Т, 
7 <1 
T, = T, 
T,- T; 
n = film cooling effectiveness = — Т-0-1 
Т,-Т, 
Therefore 
” h T T. h 
4 з= 1-n| = = | Ч (15.28) 
qo ho T, - Т, ho ф 
where 
T, — T, А " 
ф--5 = overall cooling effectiveness 


1; -T. 

1600°C – 1000°C — 
1600°С – 600°C | 
T, = combustion gas temperature 


In turbine application, ф = 


Т. = coolant air temperature 

Т, = film temperature (mixing temperature of combustion gas and coolant air) 
T, = blade surface temperature 

hy = heat transfer coefficient without film cooling 


h = heat transfer coefficient with film cooling 


M = blowing ratio, coolant-to-mainstream mass flux ratio, (рУ), / (pV), 
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From above equations, one would like to have a film cooling design with higher film 


cooling effectiveness r] and lower heat transfer coefficient augmentation ho due to 


а” 
40 


jet interaction with mainstream. Therefore, heat flux ratio — with film cooling will 


h 
be reduced as shown in Equation (15.28). For example, if 7 = 0.3, P» = 1.2, ọ = 0.6, 
0 


then ын = 0.6. It means heat flux with film cooling will be reduced 40% as compared 


qo 
to that without film cooling. This is why the turbine airfoils can be protected by 
proper film cooling design. However, one of negative impacts of film cooling is to 
promote early boundary layer transition which will potentially increase heat transfer 
coefficient to the turbine airfoil. 

Example of Film Cooling-Induced Transition: 

The effect of unsteady wake on surface heat transfer coefficients of a gas tur- 
bine blade was experimentally simulated using a spoked wheel type wake generator 
[8]. The experiments were performed with a five airfoil, linear cascade in a low- 
speed wind tunnel facility. The cascade inlet Reynolds number based on the blade 
chord varied from 100,000 to 300,000. The same unsteady wake facility shown in 
Figure 15.16 was employed for the film cooling study. Figure 15.22 presents a two- 
dimensional view of the fillm-cooled turbine-blade model. There is one cavity used 
to supply coolant to the row of film holes on the suction side of thurbine blade model. 

Figure 15.23 presents the three types of hole geometries studied: cylindrical hole, 
fan-shaped hole, and laidback fan-shaped hole.These three hole geometries are typi- 
cal for turbine airfoil film cooling designs. It is expected that the expanded holes 
would signifcantly improve thermal protection of the surface downstream of the 
ejection location as compared to the cylindrical hole. One row of nine holes of each 
shape located near the blade suction-side gill-hole region (X/SL = 0.12) has been 
employed, where X/SL is the ratio of surface measured from airfoil leading edge 
to airfoil chord length. The diameter of the cylindrical hole d and diameter of the 
cylindrical inlet section of the expanded hole is also d. For all geometries the inclina- 
tion angle is 40°, the pitch-to-diameter ratio is P/d = 5.3, and the length-to-diameter 
ratio is 7.9. The lateral expansion angle of both expanded holes is 7.24°. The exit 
forward expansion angle of the laidback fan-shaped hole is 25°. For the fan-shaped 
and laidback fan-shaped hole, the calculation of the blowing ratio was based on the 
inlet cross-sectional area of these holes, that is, the same as the cylindrical hole. That 
means the same blowing ratio provides the same amount of coolant ejected under 
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FIGURE 15.22 Cross-sectional view of film-cooled blade model. 
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FIGURE 15.23 Film cooling hole geometries. 


the same mainstream condition. Thus, the blowing ratio of the shaped holes can be 
directly compared to those of the cylindrical hole, which makes it more convenient 
to evaluate the effect of the hole exit shape on heat transfer coefficient augmentation 
and boundary layer transition [14]. 

Figure 15.24 presents the effect of hole shape on spanwise-averaged Nusselt- 
number distributions for cases with a high blowing ratio of M = 1.2. For the cases 
under steady flow condition, the Strouhal number S = 0, the spanwise averaged 
Nusselt number is higher than that of no film-hole case for all three kinds of holes. 
Film injection through cylindrical holes produces the highest spanwise-averaged 
Nusselt numbers in the region immediately downstream of the film injection loca- 
tion; this is due to the strongest jet interaction with mainstream for the cylindrical 
hole film cooling as compared with the reduced interaction for both shaped hole 
film cooling. Whereas fan-shaped and laidback fan-shaped hole injection have higher 
spanwise-averaged Nusselt numbers at the downstream of the blade surface. The 
correspoding boundary layer transition location is moved up from X/SL = 0.7 for 
no film cooling case to X/SL = 0.5 for cylindrical hole injection and to X/SL = 0.3 
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FIGURE 15.24 Effect of hole shape on Nusselt number distributions for steady flow (S = 0) 
at blowing ratio M — 1.2. 
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FIGURE 15.25 Effect of hole shape on Nusselt number distributions for unsteady flow 
(S = 0.1) at blowing ratio M = 1.2. 


for both shaped hole injection. It implies that, for steady flow, boundary transition is 
promoted by the film coolant injection. 

With the addition of unsteady wake, the Strouhal Number S = 0.1, as shown in 
Figure 15.25, the hole effect is intensified at the film injection region of the blade. In 
the region immediately downstream of film injection, X/SL » 0.1, the spanwise-aver- 
aged Nusselt numbers for fan-shaped and laidback fan-shaped hole injection are much 
lower than that of cylindrical hole injection. Note that Nusselt numbers for both shaped 
hole film injection are lower than the no film injection case. From literature, it shows 
that both shaped holes provide higher film cooling effectiveness than the cylindrical 
hole. This is why both shaped holes have been used for turbine airfoil film cooling 
designs. The differences of the spanwise-averaged Nusselt numbers for different hole 
injection are reduced at the downstream of the blade surface. However, the boundary- 
layer transition location is almost the same, at X/SL — 0.4, for the three types of film 
hole and the no film-hole case when there is an unsteady wake effect. It implies that 
boundary layer transition is dominated by the unsteady wake. This is because the film 
hole injection is located at X/SL — 0.1, the jet-mainstream interaction effect is dimin- 
ished at X/SL > 0.4 where transition is dominated by unsteady wake [14]. 


15.4 HEAT TRANSFER CORRELATION FOR LAMINAR, 
TRANSITIONAL, AND TURBULENT FLOW 


A correlation for laminar, transitional, and turbulent flow heat transfer in flat-plate 
boundary layers was published by Lienhard [15]. He developed different approxi- 
mations through a detailed consideration of multiple data sets for 0.7 € Pr € 2.57; 
4,000 € Re, < 4,300,000, and varying levels of freestream turbulence up to 5% for 
smooth, sharp-edged plates at zero pressure gradient. The result was in good agree- 
ment with the available measurements and applied over the full range of Reynolds 
number for either a uniform wall temperature (UWT) or a uniform heat flux (UHF) 
boundary condition. The correlation should be matched to the estimated transition 
condition of any particular flow. 
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The following is a brief outline of transition region correlation; refer to Lienhard 
[15] for the details. Data supporting those equations span 0.7 € Pr € 2.57 and 
4,000 € Re, € 4,300,000 with free stream turbulence levels up to 5%. Correlation 
applies to smooth, sharp-edged, flat plates with zero streamwise pressure gradient at 
either UWT or UHF. 

Laminar region: 

Nu, = 0.332 Ве!?Рг'? UWT 
Nu; = 0.453 Ве!?рг!/? ОНЕ (15.29) 


With an unheated starting length of x; (UWT ог ОНР), use 


-1/3 


Ми. [1 — (xo xy] 
Transition region: 

Nu, = Nu, -(Re,/Re,) (15.30) 
where 


с = 0.9922 logio Ве, – 3.013 for Re, «5x10? (15.31) 


Turbulent region (for UWT and UHF): 


” Re,Pr(C;/2) qu 
ur = : 
"гїж12Л(в27-1),(С 72 
where 

| 0.455 

'  [In(0.06Re,)] 

Nu; = 0.0296Re?? Pr°® forgasesonly 
Combining the equations: 
-u2 75 
Nu, = [ Nui +(Nu;" + мат") | (15.33) 


Therefore, transitional heat transfer coefficients can be predicted at a given Re,, 
if Re,, value as well as fully laminar heat transfer coefficients Nu; are provided. 
These Ке, and Nu; values are obtained from experiments and directly correlated to 
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free stream turbulence intensity levels and surface roughness conditions. The impor- 
tant thing is to obtain the critical Reynolds number Re,, and its fully laminar heat 
transfer Nu; , and then transitional region heat transfer Nu, can be obtained. 

Note that the c values in transition region as shown in Equation (15.31) serve the 
same purpose as the intermittency у values in transition region shown in Equations 
(15.15) and (15.16). Both c and y values shown in these equations depend on free 
stream turbulence intensity and onset of transition location Re,, which needed to be 
pre-determined from experiments. 


REMARKS 


Based on Tollmien—Schlichting wave instability theory, laminar boundary can begin 
transition into turbulent boundary layer at certain critical Reynolds number. This type 
of gradual transition named normal or natural transition. The critical Reynolds num- 
ber for normal transition decreases with increasing free stream turbulence level. The 
normal transition theory can also be obtained by Emmons turbulent spot production 
concept in which laminar boundary layer can quickly bypass Tollmien—Schlichting 
wave and transition into turbulent boundary. This type of abrupt transition named 
bypass transition. The intermittency can be used to correlate with turbulent spot 
production rate and then with free stream turbulence intensity level. This intermit- 
tency can also be extended to correlate with unsteady wake induced bypass transi- 
tion. Transition region heat transfer can be predicted at a given intermittency value if 
critical Reynolds number and fully laminar heat transfer are provided for the cases 
of turbulent spot induced transition, unsteady wake induced transition, roughness, 
film cooling, or a combination of them. However, one of the most important needed 
information is the critical Reynolds number for transition initiation that must be pre- 
determined for a given flow conditions. Note that critical Reynolds number for the 
onset transition can be based on x-distance, boundary layer thickness, displacement 
thickness, or momentum thickness, these laminar boundary layer parameters are 
correlated to each other at a given flow conditions. 
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Turbulent Flow Heat 
Transfer Enhancement 


16.1 HEAT TRANSFER ENHANCEMENT METHODS 


A well-known method to increase the heat transfer from a surface is to roughen the 
surface either randomly with a sand grain or by use of regular geometric roughness 
elements on the surface. For example, Figure 16.1a shows the cross-section of circular 
tube with sand grain roughness. However, the increase in heat transfer is accompa- 
nied by an increase in the resistance to fluid flow. Many investigators have studied 
this problem in an attempt to develop accurate predictions of the behavior of a given 
roughness geometry and to define a geometry which gives the best heat-transfer per- 
formance for a given flow friction. Another well-known method to enhance the heat 
transfer from a surface is to roughen the surface by the use of artificially repeated 
ribs on the surface. For example, Figure 16.16 shows the cross-section of circular 
tube with rib roughness. However, the increase in heat transfer is accompanied by an 
increase in the pressure drop of the fluid flow. Many investigations have been directed 
toward developing predictive correlations for a given rib geometry and establishing a 
geometry which gives the best heat transfer performance for a given pumping power. 

For the results of roughened surfaces to be most useful, general correlations are 
necessary for both the friction factor and the heat-transfer coefficient which cover a 
wide range of parameters. In fully developed turbulent flow, theoretical approaches 
to the problem of momentum and heat transfer in smooth and rough tubes have been 
available for many years. These approaches are based on similarity considerations. 
Two surfaces are said to have geometrically similar roughness if the geometry of their 
roughness is the same in all aspects except for a scale factor. For example, sand grain 
roughness is a geometrically similar roughness, and repeated rib roughness can be 
treated as the geometrically similar roughness. Friction similarity law and heat trans- 
fer similarity law have been developed to correlate friction factor and heat transfer 
coefficient data for sand grain roughness as well as for repeated rib roughness over a 
wide range of geometric parameters and flow Reynolds numbers and Prandtl numbers. 


e e 


х 
Sand grain height Repeated rib height 


FIGURE 16.1 (а) Circular tube with sand grain roughness, (b) with repeated rib roughness. 
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16.1.1 SAND GRAIN ROUGHNESS 


An early study of the effect of roughness on friction and the velocity distribution 
was reported by Nikuradse in 1933. He conducted a series of experiments with pipes 
roughened by sand grains. One of the first studies of heat transfer in rough tubes 
was conducted by Cope in 1941 [1]. They derived semi-empirical correlations for the 
friction factors and the heat transfer coefficients from the law of the wall similarity 
for flow over rough surfaces. The similarity law concept was further developed by 
Nikuradse in 1950 [2], who applied it successfully to correlate the friction data for 
fully developed turbulent flow in tubes with sand grain roughness. Based on a heat- 
momentum transfer analogy, Dipprey and Sabersky in 1963 [3] successfully devel- 
oped the heat transfer similarity law for fully developed turbulent flow in tubes with 
close-packed sand-grain roughness, which is complementary to Nikuradse’s friction 
similarity law. Therefore, the friction factor can be predicted for flow in a tube with a 
given sand-grain roughness height-to-diameter ratio (e/D) and Reynolds number, and 
the heat transfer coefficient can be predicted for flow in a tube with a given sand-grain 
roughness height to diameter ratio (e/D), Reynolds number, and Prandtl number. 


16.1.2 REPEATED RIB ROUGHNESS 


A number of friction and heat transfer measurements were reported for repeated-rib 
roughness in tube flow such as Sams in 1952 [4]. In the nuclear reactor area, consid- 
erable data were reported for repeated-rib roughness in an annular flow geometry 
in which the inner annular surface is rough and the outer surface is smooth such as 
Wilkie in 1966 [5]. To simulate the geometry of fuel bundles in advanced gas-cooled 
nuclear reactors, White and Wilkie in 1970 [6] studied the heat transfer and pressure 
loss characteristics of a rib roughened surface with different helix angles. They found 
the ribs with helix angles performed better than the ribs with perpendicular angles. 
Webb et al. in 1971 [7] performed experiments on a tube with repeated ribs as sketch 
in Figure 16.2. They covered a wide range of rib height to hydraulic diameter ratio 
(0.01 < e/D < 0.04) and pitch to height ratio (p/e = 10, 20, 40), and the repeated ribs 
were aligned normal to the main stream direction (transverse or perpendicular ribs). 


e/D Relative roughness 
p/e Relative rib spacing 


FIGURE 16.2 Characteristic dimensions of repeated-rib roughness. 
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Han et al. in 1978 [8] investigated turbulent flow heat transfer in parallel-plate 
channel with repeated ribs as sketch in Figure 16.3. They reported the effects of rib 
height-to-hydraulic diameter ratio (0.05 < e/D < 0.10), pitch-to-height ratio (p/e = 5, 
10, 15), rib shape (¢ = 40? to 90°), and flow angle of attack (а = 90° to 20°) on fric- 
tion factor and heat-transfer coefficients. They found the ribs with flow angle of attack 
(angled ribs, а = 45°) performed better than the ribs normal to the flow (transverse 
or perpendicular ribs, а = 90°). Gee and Webb in 1980 [9] confirmed the tube flow 
with repeated ribs having helix angles performed better than that with normal angles. 

Analytical methods for predicting the friction factors and the heat transfer coef- 
ficients for turbulent flow over rib roughened surfaces are not available because of 
the complex flow, such as separation, reattachment, and recirculation, created by 
periodic rib roughness elements as shown in Figure 16.4. Therefore, heat transfer 
designers still depend on the semi-empirical correlations over a wide range of rib 
geometry for the friction and heat transfer calculations. 

The above-mentioned law of the wall similarity for flow over sand grain rough- 
ness surfaces could be applied to flow over repeated rib roughness surfaces. With 
repeated-rib roughness, for a given flow attack angle, rib shape, and pitch-to-height 
ratio, tests with a different height-to-hydraulic diameter ratio (e/D) represent geo- 
metrically similar roughness. However, when the values of P/e, flow attack angle a or 
rib shape are varied, the surfaces are not geometrically similar. Surfaces which are 
not geometrically similar required modifications to the roughness and heat transfer 
functions found by similarity considerations. The friction and heat transfer similarity 
laws were extended to correlate the friction and heat transfer data for turbulent flow 
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FIGURE 16.3 (а) Symmetric and staggered ribs; (b) model of rib shapes. 
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FIGURE 16.4 Schematic of flow separation-reattachment and rib orientations in heat trans- 
fer coefficient enhancement. 


in tubes with repeated rib roughness by Webb et al. in 1971 [7], for flow between 
parallel plates by Han et al. in 1978 [8], for flow in tubes by Gee and Webb in 1980 
[9], and for flow in annuli by Dalle Donne and Meyer in 1977 [10]. 


16.1.3 RECTANGULAR CHANNELS WITH REPEATED RIB ROUGHNESS 


In the gas turbine blade cooling area, Han et al. in 1985 [11] investigated turbulent flow 
heat transfer in a square channel with repeated ribs cast only on two opposite walls. 
They found the square duct with two opposite walls having angled ribs performed 
better than that with normal ribs. To simulate the geometry of cooling passages in 
advanced gas turbine engines, Han and Park in 1988 [12] investigated turbulent flow 
heat transfer in the rectangular channels with five aspect ratios (AR = 4:1, 2:1, 1:1, 
1:2, 1:4) having two opposite walls cast with repeated ribs, as sketch in Figure 16.5, 
which are closely modeled the realistic turbine blade cooling designs. They further 
confirmed the rectangular channel with two opposite walls having angled ribs per- 
formed better than that with normal ribs. 

Fully developed turbulent heat transfer and friction in tubes, annulus, between par- 
allel plates, or in rectangular channels with repeated-rib roughness have been studied 
extensively. Based on those previous studies, the effects of rib height-to-equivalent 
diameter ratio e/D, rib pitch-to-height ratio P/e, rib shape (rib cross section), and 
rib angle of attack on the turbulent flow heat transfer coefficient and friction fac- 
tor over a wide range of Reynolds number are well established. With repeated-rib 
roughness, for a given flow attack angle, rib shape and pitch-to-height ratio, tests 
with a different height-to-hydraulic diameter ratio e/D represent geometrically simi- 
lar roughness. However, when the values of P/e, flow attack angle « or rib shape ф 
are varied, the surfaces are not geometrically similar. Surfaces which are not geo- 
metrically similar required modifications to the roughness function and heat transfer 
function found by similarity considerations. The friction and heat transfer similarity 
laws were extended to correlate the friction and heat transfer data for turbulent flow 
in square channels by Han et al. in 1985 [11], for flow in rectangular channels by Han 
and Park in 1988 [12] and by Han in 1984 and 1988 [13,14]. 
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FIGURE 16.5 (а) Sketch of an internally cooled turbine airfoil; (b) rectangular channel with 
a pair of opposite ribbed walls. 


16.2 FRICTION AND HEAT TRANSFER SIMILARITY 
LAWS FOR FLOW IN CIRCULAR TUBES 


16.2.1 Еом iN CincULAR TUBES WITH SAND GRAIN ROUGHNESS 


For the results of roughened surfaces to be most useful, general correlations are nec- 
essary for both the friction factor and the heat-transfer coefficient which cover a wide 
range of parameters. In fully developed turbulent flow, theoretical approaches to the 
problem of heat and momentum transfer in smooth and rough tubes have been avail- 
able for many years. These approaches are based on similarity considerations. Two 
surfaces are said to have geometrically similar roughness if the geometry of their 
roughness is the same in all aspects except for a scale factor. For example, sand grain 
roughness as shown in Figure 16.1a is a geometrically similar roughness. 


16.2.1.1 Friction Similarity Law 
Refer to Section 10.4.1, the friction factor for turbulent flow in a smooth tube can be 
predicted at a given Reynolds number. Perform average velocity across the tube from 
the law of wall for velocity profile (refer to Section 10.2), then the friction factor can 
be obtained. The procedure is outlined below. 

For tube flow with smooth surface, the law of wall for velocity profile is: 


u* = 2.510 у? + 5.5 (16.1) 
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Let у= R—r, dy = —dr, as defined in Figure 107, апа RHS first integration becomes 


Let Ù% = x, perform integration by part: 
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The RHS terms become 


Ч HS уи |) 9 1,5 | ү di l[ yu inl 2“ l| yu 
u\v V vi, иг 2 Уу V 4\ v 


Therefore 
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Thus 
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E = 2.51n( ES Jm 1.75 (16.3) 


The above friction factor equation is the same as Karman-Prandtl friction equation 
for smooth tube (see Section 10.4.1). 
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For tube flow with sand grain roughness as defined in Figure 16.1а: 

For sand grain roughness, the dimensionless velocity u* is expected to decrease 
by the roughness function C, this is because the friction factor increases with rough- 
ness as expected. The following similar law of wall for velocity profile can be 
assumed (see Section 10.4.1): 


е =25mny' +55- c| 2) (16.4) 


Follow the above-mentioned integration procedures, the friction factor can be 
obtained 


2 Rep E. eu 
E 2 (7 es | Т | (16.5) 
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However, the term С “| still needs to be determined. Equation (16.4) can be 
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re-arranged as 


where 
R(e*) = 2.5In(e*)+5.5-C(e*) 
= Roughness function, dependingon e* 


* 


ё-2- Roughness Reynolds number, dependingon roughness heighte 
V 


Follow the same above-mentioned integration procedure to obtain u and f for sand 
grain roughness. Start from Equation (16.6): 
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Insert back into the above integration, therefore, 


-- E |-36 | эац( рн() 
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2 (16.7) 
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Thus, Friction Similarity Law for sand grain roughness is 


D =—375+ X JE R(e*) 
f e 
: 2 
R(e*)= (2+ ээн 2) 3.75 
R(e*) = | + 2sin( 2° )+ 3Л5 (16.8) 
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The above equation is the so-called friction similarity law. The roughness function 
R(e*) is a general function determined empirically for each type of geometrically 
similar roughness. The roughness function for Nikuradse's [2] close-packed sand- 
grain roughness has the constant value 8.48 when e* is greater than 70; i.e., in com- 
pletely rough regime, R(e*) does not depend on e*. However, it is expected to be 
different for different geometrical roughness configurations. 


R(e*) =8.48 (16.10) 
for e* = Z Re D i > 70 = completely rough region 


Since R(e*) = 8.48, f can be predicted from the above friction similarity law equa- 
tion (16.8) for a given e/D. For completely rough region, e* is independent of Rep. 
For example, if e/D = 0.01, f can be calculated from Equations (16.8) and (16.10), 
f= 0.0095. 
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16.2.1.2 Heat Transfer Similarity Law 

Based on heat and momentum transfer analogy, refer to Section 10.3, the law of wall 

for temperature profile in circular tube was obtained. The procedure is outlined below: 
For smooth tube, referring to Chapter 10, the law of wall for velocity profile from 

Prandtl mixing length theory is shown below 


шин z) E TE es 
p R dy 
u* = 2.5In y* +5.5 (16.1) 


Based on heat and momentum transfer analogy, the law of wall for temperature pro- 
file can be shown as 


= 2.5Iny* & T" (aty* = 30)- 2.51n(30) (16.11) 


For tube flow with sand grain roughness, the above analysis has shown the law of 
wall similarity for velocity as 
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The law of wall similarity for temperature can also be written as 
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G(e*,Pr)= Зр T* (at y* = 30)- 2.51n(30)- d а | 


= Heat transfer function, depending on e* and Pr 


Follow the same procedures as outlined above for obtaining average velocity, the 
average temperature across the tube can be determined by integrating Equation 
(16.12) as following, 


R 
pct: ПЕ su(? afer) m dr 
TR ^ e 
1 R 
= [2 sin( 2 )rdr-+G(e*.Pr) 
56 А е 


авам 


„(2 + 2.sin( #)+ G(e*,Pr) 
R е 


I 

N 

сл 
о——— >» 


Turbulent Flow Heat Transfer Enhancement 527 


Note that, from above-mentioned integration by part, 
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Thus, the dimensionless average temperature across the tube becomes 
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From Section10.3, the dimensionless temperature is defined as 


Therefore, the average temperature across the tube can also be obtained from the 
above dimensionless temperature by integration as follows: 
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Т, = bulk mean average temperature 
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And from definition of Stanton number St, 


St = — dw 
pC,u(T, – Ts) 


ЧИК 


Thus, the average dimensionless temperature across the tube can be related to Stanton 
number and friction factor as 


Т+ = ы! | 2 (16.14) 


Combing with u* from Equation (16.7), 


и* =-3.75+ 2510( Ë) + R(e*) (16.7) 
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Equation (16.13) becomes 
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The above equation is called the heat transfer similarity law. The G(e*,Pr) is 


called heat transfer function; it depends on roughness Reynolds number e* and 
Prandtl number Pr. 


Heat transfer function G(e*,Pr) is related to roughness function R(e* р Stanton 
number St is related to friction factor f. From Dipprey and Sabersky [3] for 


close-packed sand-grain roughness, experimentally determined G(e*,Pr) as 
G(e* Pr) =5.19(e*)” Pr (16.16) 


For 0.0024 < e/D < 0.049, 1.2 < Pr < 5.94 
For example, if e* = 100, e/D = 0.01, R = 8.48 from Equation (16.10), f = 0.0095 
from Equation (16.8) and Equation (16.10), Pr 2 0.72, G= 11.14 from Equation 
(16.16), Stanton number can be calculated from Equation (16.15) as St 2 0.00401. 
Summary for tube flow with close-packed sand grain roughness 


R(e*)- E + 2.sin( 2 + 3.75 (16.8) 


et = PL ЛТ? (16.9) 

R(e*) =8.48, for e* > 70 completely rough region (16.10) 
PAM 

G(e*, Pr) = R(e*) + 25t — (16.15) 


G(e* Pr) =5.19(e*) pr^ (16.16) 


For a given Rep and e/D, f can be obtained from Equations (16.10) and (16.8), then 
е* can be calculated from Equation (16.9), then G(e*,Pr) can be obtained from 
Equation (16.16) for a given Prandtl number, and finally St can be estimated from 
Equation (16.15). For example, if Rep = 100,000, e/D = 0.02, you can calculate f and 
e*. If Pr = 0.72, you can calculate G(e Рг) and then calculate St. 


16.2.2 Ном iN CincULAR TUBES WITH REPEATED RIB ROUGHNESS 


For tube flows with the repeated-rib roughness with a different height-to-hydraulic 
diameter ratio represent geometrically similar roughness, as shown in Figure 16.2. 
However, when the values of P/e are varied, the surfaces are not geometrically 
similar. Surfaces which are not geometrically similar required modifications to the 
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roughness and heat transfer functions found by similarity considerations. Based on 
the friction similarity law, Webb et al. [7] found a successful friction correlation 
for turbulent tube flow with repeated-rib roughness by accounting the geometrically 
non-similar roughness parameter, the p/e ratio, as shown in Figure 16.6. That was 


R(e*)- 0.95(Р/е)?, for e* > 35 (16.17) 


The friction factor can be found by combining Equations (16.8) and (16.17). Based on 
the heat transfer similarity law, Webb et al. [7] found a successful heat transfer simi- 
larity relationship for turbulent flow with repeated-rib roughness by accounting the 
geometrically nonsimilar geometry, the p/e ratio, as shown in Figure 16.7. That was 


0.28 


G(e*,Pr)=4.5(e*) Рг” (16.18) 


For 10 < Р/е< 40, 0.01<е/р < 0.04, 0.72 < Pr < 37.6 

Webb et al.’s experimental data indicated that the effect of pitch to height ratio оп 
G(e*,Pr is small for P/e ratios between 10 and 40, so P/e does not appear explicitly 
in the G(e* Рг) equation. The Stanton number сап be found by combining Equations 
(16.8). (16.9), (16.15), (16.17), and (16.18). 

For a given Rep, p/e, and e/D, f can be obtained from Equations (16.8) and (16.17), 
then e* can be calculated from Equation (16.9), then G(e*,Pr) can be obtained from 
Equation (16.18) for a given Prandtl number, and finally St can be estimated from 
Equation (16.15). For example, if Rep = 100,000, e/D = 0.02, р/е = 10, you can cal- 
culate f and e*. If Pr = 0.72, you can calculate G(e Рг) and then calculate St. 

Gee and Webb [9] reported the heat transfer and friction characteristics for turbu- 
lent air flow in circular tubes with three helix angles (a = 30°, 49° and 70?) all hav- 
ing a rib pitch-to-height ratio P/e — 15 and height-to-diameter ratio e/D — 0.01. Both 
Stanton number and friction factor decrease with a decrease in the helix angle. But 
the friction factor decreases faster than the Stanton number. The data are correlated 
in a form to permit performance prediction with any relative roughness size (e/D). 
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FIGURE 16.6 Final friction correlation for repeated-rib tubes. 
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FIGURE 16.7 Final beat transfer correlation including the Prandtl number dependency. 


From the previous derived friction similarity law by considering the geometrically 
nonsimilar roughness parameters of helix angle (0), roughness function R(e*) 
shown in Equation (16.8) is replaced by 


R(e*)[ (a150) | (16.19) 


For e/D = 0.01, P/e 215, Кер = 6,000 to 65,000, e+= 6 to 50 

Pr = 0.72, œ = 30? to 70? 

From the previous derived heat transfer similarity law by accounting the geo- 
metrically nonsimilar roughness parameters of helix angle (@), heat transfer function 
G(e*,Pr) shown in Equation (16.15) is replaced by 


G(e* ,Pr)[a/50°]/ (16.20) 


where j = 0.37 for œ < 50°, j = —0.16 for œ > 50° 

From thermal performance comparison, the preferred helix angle @ is approx- 
imately 49°, and the best roughness Reynolds number e* = 20. They expected 
Equations (16.19) and (16.20) could be applied for other e/D ratios, based on the 


similarity consideration as e* = PL X f/2 shown in Equation (16.9). 


16.2.3 FLOW BETWEEN PARALLEL PLATES WITH REPEATED RIB ROUGHNESS 


With repeated-rib roughness, for a given flow attack angle, rib shape and pitch- 
to-height ratio, tests with a different height-to-hydraulic diameter ratio represent geo- 
metrically similar roughness. However, when the values of P/e, flow attack angle, 
or rib cross-section are varied, the surfaces are not geometrically similar. Surfaces 
which are not geometrically similar required modifications to the roughness and heat 
transfer functions found by similarity considerations. 

Han et al. [8] extended the similarity concept to correlate the friction data for tur- 
bulent flow between parallel plates with repeated-rib roughness by considering the 
geometrically nonsimilar roughness parameters of p/e, rib shape (0), and flow attack 
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angle (0), as sketched in Figure 16.3. From the previous derived friction similar- 
ity law, the correlation of roughness function versus roughness Reynolds number is 
shown in Figure 16.8 for flow between parallel plates with geometrically nonsimilar 
repeated rib roughness parameters. 


R(e*) = 4.9(e* 135)" 1| (9/90°)"** (10/P/e)" (0/45) | (16.21) 


For 5 € P/e € 20, 0.032 € e/D < 0.102, Кер = 3,000 to 30,000, 
Pr = 0.72, ф = 40? to 90°, о = 20? to 90° 


where 
et =— Re, [772 
D, 
uD, 
Rep = Un 
V 


D, = hydraulic diameter 
m= —0.4 if e* < 35 

m —0ife* 235 

n = —0.13 if P/e < 10 

n = 0.53 (4/90)” if Ple > 10 


The friction factor can be found by combining Equations (16.8) and (16.21). Equation 
(16.21) is the general correlation for the friction factor measured for 11 different dis- 
similar rib-type geometries and 16 different geometries in all. When the roughness 
Reynolds number is 35 or larger the flow is in the completely rough regime. The form 
of the equation changes at P/e of 10. This roughly corresponds to the rib spacing 
necessary for the boundary layer to re-attach to the plate and regrow along the plate. 

Based the heat transfer similarity law, Han et al. [8] extended to correlate the heat 
transfer data for turbulent air flow between parallel plates with repeated-rib roughness 


R(e*)= 4.9(e* /35)™/[(10/p/e)"(/90°)°7°(a/45°)°°7] 


“Жэ 


Experimental Data Includes 
Following Range of Variables 
Ø 40° x 


to 90 
т = —0.4 fore* < 35 a 20? to 90° 
m=0 for et 35 ple 5 to 20 m 
n = —0.13 for p/e < 10 e/D 0032 to 0.102 
п = 0.53(a/90°)®” forp/e > 10 Re 3,000 to 30,000 
Pr 0.72 


[R(e*)][(10/p/ e)" ($/909)935 (a /457)957] 


20 30 50 100 200300 500 
Roughness Reynolds Number, e+ = (e/D;,)Rev f /2 


FIGURE 16.8 Final friction correlation. 
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by accounting the geometrically nonsimilar roughness parameters of P/e, rib shape, 
and flow attack angle. The final heat-transfer correlation shown in Figure 16.9 is where 


G(e*) = 10(е* /35) /[0/45°] (16.22) 


where 
i= Oife* «35 
i=0.28ife*> 35 
j= 0.5 if a < 45° 
j= -0.45 if œ 2 45° 


For the correlation St is based on the total heat transfer area. Note that the experi- 
ments have shown that G(e*) is not a function of @ or P/e. The Stanton number can 
be found by combining Equations (16.8), (16.9), (16.15), (16.21), and (16.22). 

The above correlation is applied for air flow only. To approximately account 
the Prandtl number effect, G(e*) in Equation (16.20) may be replaced by 
G(e*) (0.72/Pr)*". This is taken from Webb's experimental data where the Prandtl 
number was varied from 0.72 to 37.6. 

For a given Rep, p/e, e/D, ф, and a, f can be obtained from Equations (16.8) 
and (16.21), then e* can be calculated from Equation (16.9), then G(e*,Pr) can be 
obtained from Equation (16.22) for a given Prandtl number, and finally St can be 
estimated from Equation (16.15). For example, if Rep = 50,000, e/D = 0.05, p/e = 10, 
ф = 90°, and a = 45°, you can calculate f and е“. If Pr = 0.72, you can calculate 


G(e*,Pr) and then calculate St. 


Most investigations based the heat-transfer coefficient on the projected surface 
area rather than the total area. When St is based on the projected area, Equation 
(16.22) becomes 


G(e*) =8(e*/35) ! [a/45*] (16.23) 


where i and j have the same values as in Equation (16.22). 


T G(e*) = 10.0(е* /35)/(а/45°)/ 


Experimental Data Includes 
Following Range of Variables 
0 55° 


to 90° 
a 20° to 90° 1-0 fore* < 35 
ple 5 to 20 i= 0.28 for et > 35 
e/D, 0.032 to 0.102 )--045 fora > 45° 
Re 3,000 to 30,000 ј= 0.5 for a < 45° 21 
Pr 0.72 


20 30 50 100 200300 500 
Roughness Reynolds Number, e+ = (e/D,)ReJ f /2 


(Gle*))(a/45°)) = [(f/ast — 1)//F/2 + R(e*)][(a/45°))] 


FIGURE 16.9 Final heat-transfer correlation with Stanton number based on total area. 
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16.3 FRICTION AND HEAT TRANSFER SIMILARITY LAWS 

FOR FLOW IN RECTANGULAR CHANNELS 
16.3.1 Ном iN A RECTANGULAR CHANNEL WITH 


Foun-Siprp, Rig-RoUGHENED WALLS 


16.3.1.1 Friction Similarity Law 
For rectangular channel flow with smooth surface, assume the law of the wall for 
velocity profile in tube flows can also be applied to rectangular channel flows as 


u* = 2.5In y* +5.5 


Follow the same procedure outlined before for circular tube, the average velocity 
across the rectangular channel as defined in Figure 16.10 can be determined by inte- 
gration as follows: 


2 ж 
= r fies) ss| -b-dy 
-b 0 


1, 7 
2 
= fesa) -a{y ээ 
V u 
Ig 
2 
* * * 2 
- й ВА Е 163 =| 455 
ШЕ и v v у 1, 
2 
a ox a + a x 
1 и и и 
soap аар 2 2145.5 
1 и v v v 
a 
2 
a + 
—Hu 


Note E = ./2/f, thus 
и 
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е Sand grain height e Repeated rib height 


FIGURE 16.10 Rectangular channel with (a) sand grain roughness; (b) repeated rib roughness. 


JF = 2.5\п| 2— |+3 
V 


For the rectangular channel with channel height a (narrow side) and channel width 
b (wider side), Reynolds number is defined based on channel hydraulic diameter as 


uD, 
Rep = Er 
D, = 4аЬ _ 2аЬ 
2(a+b) a+b 
а a+b D, a+b 
= D, : = ? 
2 4b 2 2b 


Therefore, the above equation can be re-arranged as 


ҮЗ = CE ыг 5) 


2v 2b 
гал БАЛ? аьа 
2 v 2b 


= 2.5ln A +3+2.51n( 57^) (16.24) 
2 12 2b 


For rectangular channel with sand grain roughness as defined in Figure 16.10a, 
assume the law of wall for velocity profile is similar to tube flow and can be shown as 
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ut =2.5In| 2” Jes: (= | 
у 


2.5In ЗЕЕ Jess dz | 
e у у 


where 


R(e*) = эц E р 5.5 qz | 
14 14 


Follow the same procedure as before, the average velocity across the rectangular 
channel with sand grain roughness can be obtained as following: 


a 
и* =2.5In| 22 | R(e*) 
ae 
2 
а а 
и 11 а 2 
E -т-| 25ву-2 (5) дув 2.50 2. e R(e*) 
и 1 Ь 2 е 
2^9 


The first RHS term: 


a 


`|25(уту- у)- г58(0)| 


a 


Thus 


a 
--254251n Ž |+ R(e*) 
e 
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or 


afer) = fF +25 q^ 42.5 
f 1, 


where 


е _е_4Ь 
дыру р, (a+b) 
2 
In T - ДЕ ыг )- Ч 0 55| 
га р, (а + b) р, (а + Ь) 


2 


Therefore, friction similarity law for rectangular channels with sand grain roughness is 


or 
R(e*) = Р = | е (16.25) 
f D, (a T b) 
where 
е = p, Reo ҮТ? (16.26) 
h 
n 2ab 
(a+b) 


а = narrow-side length of rectangular channel 
b = wider-side length of rectangular channel 


R(e*) = roughness function to be determined experimentally for rectangular 


: : е 
channels with sand grain roughness —. 
h 
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The above-derived friction similarity law in rectangular channels with four-sided 
sand grain roughness can be applied for rectangular channels with four-sided repeated 


rib roughness, but the experimentally determined value of R(e*) with repeated rib 


roughness ple, —— is different from that with sand grain roughness £], 
D, D 


h 


16.3.1.2 Heat Transfer Similarity Law 
Based on the above-mentioned heat and momentum transfer analogy: 


ut = 2sm(2)+ R(e*) 


€ 


гай” 25и 2 }+ G(e*,Pr) 
е 


From above integration of и“, similarly, the integration of average dimensionless 
temperature across the rectangular channel T* can be obtained as 


la 1 
s di y 2° Ф 
Т -1-] 2.51n =—*— |+ G(e*,Pr) |b dy 
—ab 5 сар 
2 2 
1 


—a 
T* =-2.5+2.5In| 2— |+ G(e*,Pr) 
e 


Since 


1 


та 
п“ =-2.5+2.5In] 2—|+R(e*) 
е 


Thus 


Peg = R(e*) + G(e*,Pr) 


= МИР) 
Since T* = i „апаи? = ,/2/f, therefore, 
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f12 К + 
ин 2if — R(e*)+ G(e*,Pr) 


or 


Gle Pr) = R(e") +E? — pF 


St 


From friction similarity law for sand grain roughness 


2e 2b 
R(e*) = J2/f +2.5In} — |+ зщ р 2.5 16.25 
(e ) f | р, | а+Ь ( ) 


Therefore, heat transfer similarity law for sand grain roughness becomes 


ALTA 
G(e* pr)= 31 +25 2 222 2 Jezs (16.27) 
St D, a+b 


h 


where 

G(e* ,Pr) — heat transfer function, to be experimentally determined for rectangu- 
lar channels with four-sided sand grain roughness. 

The above-derived heat transfer similarity law can be applied to rectangular chan- 


nels with four-sided repeated rib roughness | 223 as sketched in Figure 16.10b, 


but G(e*,Pr) value will be different. ! 

A family of repeated-rib roughness is defined as geometrically similar if the rib 
pitch, rib shape, and rib angle of attack are not varied. In order to correlate the fric- 
tion and heat transfer data for geometrically nonsimilar repeated-rib roughness, the 
above-derived roughness and heat transfer functions may be expressed by 


R=, (e*. Ple, a,shape,.. ) 


G = $» (e*.Pr, Ple, oc shape...) 


16.3.2 Fiow IN RECTANGULAR CHANNELS WITH Two 
OppositE-SIDED, Rig-RouGHENED WALLS 


In some applications, such as gas turbine airfoil cooling design, periodic rib rough- 
ness is cast onto two opposite walls of internal cooling passages to enhance the 
heat transfer to the cooling air. The sketch of an internally cooled turbine airfoil is 
shown in Figure 16.5. The internal-cooling passages can be approximately modeled 
as rectangular channels with a pair of opposite rib-roughened walls, as shown in 
Figure 16.5. The channel aspect ratio (W/H) was varied from 1 to 2 and to 4. In each 
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channel, the rib turbulators were placed on the opposite walls with all parallel with 
an angle-of-attack œ of 90°, 60°, 45°, or 30°. The rib height-to-hydraulic diameter 
ratio (e/D) was varied from 0.047 to 0.078, and the rib pitch-to-height ratio (P/e) was 
varied from 10 to 20 for Reynolds numbers from 10,000 to 60,000. 

Based on the correlation for four-sided smooth channels and the similarity law for 
four-sided ribbed channels, a general prediction model for the average friction factor 
and average heat transfer coefficients was developed for flow in rectangular channels 
with two smooth and two opposite rib-roughened walls. Refer to Han [13] for the details. 

The friction factor for fully developed turbulent flow in a four-sided smooth chan- 
nel, as shown in Figure 16.11, can be defined by 

Ts 
А = Toy 
2 PVs 


Similarly, the friction factor for fully developed turbulent flow in a four-sided ribbed 
channel, as seen in Figure 16.11, may be defined as 


T; 


hay 7 
ЭРЧ 


This analysis concerns fully developed turbulent flow in a rectangular channel with 
two opposite ribbed walls, as shown in Figure 16.11. The average friction factor for 
this case may be expressed by the following equation. 


Ñ Е зй 
— Smooth 
b 
kl 
a 


FIGURE 16.11 (a) Four-sided smooth channel; (b) four-sided ribbed channel; (c) two- 
smooth and two opposite-ribbed channel. 
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The average wall shear stress T can be related to the shear stresses produced by the 
two smooth and the two ribbed walls by 


7 (2a * 2b)L =(2at,, + 2bt,)L 


In this analysis, it is assumed that the total shear force in a channel with two smooth 
and two ribbed walls can be approximated by combining the shear force from two 
smooth walls in a four-sided smooth channel with the shear force from two ribbed 
walls in a four-sided ribbed channel, 1.е., 


(2ат,, + 2bT,)L = (2ат, + 2bt, )L 


It is noted that То, is not necessarily equivalent to T, and that 75, is not necessarily 
equivalent to т,. Most likely 7», would be slightly higher than т, due to the adja- 
cent ribbed walls, while Тэ, would be slightly lower than т, because of its adjacent 
smooth walls. However, since Тэ, < < , anda < b for most of the two-opposite rib- 
roughened channels, the above assumption should be reasonable. Combining above 
friction factor and shear stress equations and assuming that the fluid dynamic energy 


in each channel is about the same, 1.е., ; pV, = ; pw, thus, the average friction 


factor f can be found from 


= af, + Of, 
f= a+b 
Equation (16.26) gives the average friction factor as a weighted average of the 
four-sided smooth channel friction factor f, and the four-sided ribbed channel 
friction factor f,. These friction factors are weighted by the smooth wall width а 
and the ribbed wall height b, respectively. The friction factor in a four-sided smooth 
rectangular channel as well as in a four-sided rib-roughened rectangular channel can 
be referred to the above-mentioned friction similarity law. 

The prediction method for heat transfer will be very similar to that for friction 
factor as described earlier if the heat and momentum transfer analogy is applied. For 
fully developed turbulent flow in four-sided smooth channels and four-sided ribbed 
channels, the corresponding Stanton numbers can be defined as 


(16.28) 


_ qs 
St, = а" 


^ GC,(T.- T). 


The average Stanton number for fully developed turbulent flow in a rectangular duct 
with two smooth and two opposite ribbed walls may be expressed as 


St —— 2 —— 
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where 
q’ (2a + 2b)L = (2445, + 2bq7.)L 


If the analogous assumption for heat transfer follows the same form as was made for 
friction factor, then 


(2ад2, + 2bq5,) = (2aq + 2bq/’) L 


By combining above equations and assuming that the temperature gradient in each 
case is about the same, i.e., (Т, - 7,) = (Т, - 7) = (Т, - 7,) , the average Stanton 
number can be written as | 


St= ast, + bSt, (16.29) 
a+b 


Equation (16.29) gives the average Stanton number as a weighted average of the four- 
sided smooth channel Stanton number St, and the four-sided ribbed channel Stanton 
number St,. These Stanton numbers are weighted by the smooth wall width a and 
the ribbed wall height b, respectively. The Stanton number in a four-sided smooth 
rectangular channel as well as in a four-sided rib-roughened rectangular channel can 
be referred to the above-mentioned heat transfer similarity law. 

Summary: Friction and Heat Transfer Similarity Laws for Flow in a Rectangular 
Duct with Two Opposite-sided, Rib-roughened Walls 

Based on the above-mentioned analysis, there appear to have two approaches to 
obtain the roughness functions R and G. The first approach is experimentally cor- 
relating R and G from Equations (16.25) and (16.27) by measuring f and St for flow 
in rectangular channels (given b/a) with four-sided ribbed walls (given e/D,, Ple, ...). 
The second approach is correlating R and G from Equations (16.28) and (16.29) by 
measuring f and St, for flow in rectangular channels (given b/a) with a pair of oppo- 
site ribbed walls (given e/D,, Ple, ...). 

Most of available experimental data are based on the second approach to correlate 
R and G by measuring f and St, for flow in rectangular channels (given b/a) with two 
opposite rib-roughened walls (given e/D,, P/e, ...). This is because the results can be 
directly applied for the design of turbine airfoil cooling passages. From the above 
analysis, the average friction factor for flow in rectangular channels, by letting a = Н 
and b = W, can be rewritten as 


f = (Hf, + Wf)/(H+W) 
f= f+(HIW)(f-f) 


By inserting the above expression of f into Equation (16.25), the roughness function 
R can be written as 
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R(e*) = 1247 +(HIW)(F - f yr +2.5in{(2e/D)[2W/(W + H)]}+ 2.5 
(16.30) 


where f, can be approximately calculated from the Blasius equation for smooth 
circular tubes as 


f. = f (FD) = 0.046Re°* (16.31) 


Equation (16.30) implies that the friction roughness function R can be experimen- 
tally determined (or correlated) by measuring the average friction factor (f) for fully 
developed turbulent flow in rectangular channels (given W/H) with two opposite, 
geometrically similar, ribbed walls (given e/D), and by combining with the f, calcu- 
lated from Equation (16.31). Refer to Han [14] for the details. 

The correlation of the friction roughness function R shown in Figure 16.12 can be 
obtained as 


R = 32|(P/e)/10 


l^ (16.32) 
For e* > 50,10 < P/e < 20, 0.021 < e/D < 0.078, 
1<H<4, Rep =8,000 to 80,000, Рг= 0.72 


Note that R in Equation (16.32) is independent of e*. This implies that the aver- 
age friction factor is almost independent of Reynolds number (i.e., in the fully rough 
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FIGURE 16.12 Friction and heat transfer correlations. 
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region with e* 2 50). After R is determined experimentally from Equation (16.32), 
the average friction factor (7) can Бе predicted by combining Equations (16.30), 
(16.31), and (16.32) for a given rib geometry (e/D, P/e), channel aspect ratio (W/H), and 
Reynolds number Re. And then the friction factor with four-sided ribbed walls f can 
also be calculated from f and f. 

It is assumed that the ribbed-side-wall Stanton number has a constant value for 
either two opposite-sided or four-sided ribbed channels (i.e., St = St,). Similarly, 
combining with Equation (16.25), the heat transfer function G shown in Equation 
(16.27) can then be determined by 


G(e* Pr) = R(e) f [F+ +wF- л) 705.) 
Lr or m - Allee (16.33) 


According to the heat transfer similarity law derived in Equation (16.33), the mea- 
sured Stanton number on the ribbed-side-wall St, (assuming St, = St), the average 
friction factor f, the channel aspect ratio W/H, and R could be experimentally corre- 
lated with the heat transfer roughness function G(e* Pr), The effect of the P/e ratio 
on the G(e*,Pr) is negligible. A plot of С versus е? is also shown in Figure 16.12 as 


G-33(&)" for e* 250 (16.34) 


After G is correlated experimentally from Equation (16.34), the ribbed-side-wall 
Stanton number(St,) can be predicted by combining Equations (16.30), (16.31), 
(16.32), (16.33), and (16.34) for a given e/D, Р/е, W/H, and Re. 

Since both the smooth-side-wall Stanton number (St, ) and the ribbed-side-wall 
Stanton number (St,) were measured, the average Stanton number (St) between the 
smooth side and the ribbed side walls was obtained. Assuming that Equation (16.30) 
can be used to correlate the average heat transfer data by replacing G and St, by G 
and St, the correlation of the G shown in Figure 16.12 can be expressed by 


= 0.28 


G-45(eé) for e* 250 (16.35) 


If G, G, R, and f are known for a given e/D, P/e, W/H, and Re, the ribbed-side-wall 
Stanton number St, and the average Stanton number St can be predicted, respectively, 
from Equation (16.33), and from the same Equation (16.33) by replacing G and St, by 
G and St. After determining St, and St from above correlations, the smooth-side-wall 
Stanton number St, can be found by 


St, = Ste (W/H)(St — St, ) (16.36) 


The roughness functions, R(e*) in Equation (16.28) and heat transfer func- 
tion G(e*,Pr) in Equation (16.33), can also be extended to correlate the effects of 
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geometrically nonsimilar parameters such as ribspacing P/e, ribangle а, ribshape. 
Refer to Han and Park [12] for the details. The correlation of the friction roughness 
function А including the ribanglea@ effect shown in Figure 16.13 can be written as 


RI | (Presto) (WiH)" ] = 12.31—27.07(a/90°) + 17.86(a/90°) (16.37) 


For e* 2 50,10 < P/e < 20, 0.047 € e/D € 0.078,30? < а < 90°, 


1€ H €4, Rep = 10,000 to 60,000, Pr = 0.72 
where 


т= 0, for a@=90° 


m= 0.35, for a (90°, if W/H)2, let W/H =2 


Note that R in Equation (16.37) is independent of e*. This implies that the average 
friction factor is almost independent of Reynolds number (i.e., in the fully rough 
region with e* 2 50). After R is determined experimentally from Equation (16.37), 
the average friction factor (7) can Бе predicted by combining Equations (16.30), 
(16.31), and (16.37) for a given rib geometry (e/D, P/e), rib angle œ, channel aspect 
ratio (W/H), and Reynolds number. 

The correlation of the heat transfer function G shown in Figure 16.14 can be writ- 
ten as 


G = 224(W IH)" (e*)^ (œ/90°)" (P/e/10)" (16.38) 


for a square channel (W/H = 1): т = 0.35, п = 0.1 
for rectangular channels (W/H = 2, 4): m = 0, n = 0. 


R/[(P/e/10)35 QV /Н)"] 9 
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a 


FIGURE 16.13 Final friction factor correlation. 
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After G is correlated experimentally from Equation (16.38), the ribbed-side-wall 
Stanton number (St,.) can be predicted by combining Equations (16.30), (16.31), 
(16.33), (16.37), and (16.38) for a given e/D, P/e, W/H, and Re. Assuming that Equation 
(16.33) can be used to correlate the average heat transfer data by replacing G and St, 
by G and St, the correlation of the G shown in Figure 16.14 can be expressed by 


G=1.2G (16.39) 


After determining St, and St from above correlations, the smooth-side-wall Stanton 
number St, can be found by 


St, = St+ (W / H)(St - St, ) (16.40) 


16.4 HEAT TRANSFER ENHANCEMENT FOR TURBINE 
BLADE INTERNAL COOLING APPLICATIONS 


Typical Rotor Blade Cooling System 

One of important heat transfer enhancement applications is for advanced cooling 
system designs of high temperature gas turbine blades. Gas turbine cooling technol- 
ogy is complex and varies between engine manufacturers. The cross-section of the 
cooling channels changes along the cord length of the blade due to the blade profile. 
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FIGURE 16.14 Final heat transfer correlation. 
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The internal cooling channels near the blade leading edge have been modeled as 
narrow rectangular channels with aspect ratios of AR = 1:4 and 1:2. Toward the 
trailing edge, the channels have wider aspect ratios of AR = 2:1 and 4:1. AR = 
aspect ratio = W/H = (rib-side-wall width) divided by (smooth-side wall height). 
Figure 16.15 shows the typical cooling technology with three major internal cool- 
ing zones in a turbine rotor blade with strategic film cooling in the leading edge, 
trailing edge, pressure and suction surfaces, and blade tip region. Jet impingement 
cooling can be used mostly in the leading-edge region of the rotor blade, due to struc- 
tural constraints on the rotor blade under high-speed rotation and high centrifugal 
loads. Typically, a blade mid-chord region uses serpentine coolant passages with rib 
turbulators on the inner walls of the rotor blades, while the blade trailing-edge region 
uses short pins due to space limitation and structural integration. It is important to 
determine the associated coolant passage pressure losses for a given internal cool- 
ing design. This can help in designing an efficient cooling system and prevent local 
overheating on the rotor blade. Refer to Han et al. [15] for the details. 


16.4.1 HEAT TRANSFER ENHANCEMENT IN RECTANGULAR 
CHANNELS WITH RIB TURBULATORS 
In the early 1970s cooling designs of gas turbine blades, repeated transverse ribs 


(orthogonal ribs or a = 90-degree ribs, oriented 90-degree to the coolant flow) are 
cast on two opposite walls of internal cooling channels to enhance heat transfer. 
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FIGURE 16.15 Schematic of a modern cooled turbine blade. 
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Internal cooling channel heat transfer enhancement mechanism is due to the flow 
separation-reattachment tripped by repeated transverse ribs (turbulence promot- 
ers, rib turbulators, trip strips). These flow separations re-attach the boundary layer 
to the heat transfer surface thus increasing the heat transfer coefficient. Repeated 
transverse ribs mostly disturb only the near-wall flow for heat transfer enhancement 
consequently the pressure drop penalty by repeated transverse ribs is affordable for 
turbine blade internal cooling designs. In general, repeated transverse ribs (0 = 90°) 
used for early turbine cooling designs are nearly square in cross-section with a typi- 
cal relative rib height of 5% of channel hydraulic diameter (e/D = 0.05), and a rib 
spacing-to-height ratio of 10 (p/e = 10). 


16.4.1.1 Angled Ribs and Heat Transfer Correlation 


In 1980s, Han and his co-workers [11—14] systematically investigated heat transfer 
enhancement in rectangular channels with two opposite repeated-rib walls with a 
typical relative rib height of 5960-1096 channel hydraulic diameter (e/D = 0.05—0.1), 
and a rib spacing-to-height ratio (p/e) of 5—20. They proposed that the repeated angled 
ribs (@ oriented 30°, 45°, or 60° to the coolant flow), as sketched in Figures 16.5 and 
16.15, performed better than the earlier repeated transverse ribs over a wide range of 
rectangular channels (channel aspect ratio AR varied from 4/1, 2/1, 1/1, Уг, and %) 
applicable for gas turbine blade cooling designs. They found that the ribbed side heat 
transfer enhancements are about three times and the pressure drop penalties are about 
4—8 times the values for 45 and 60-degree ribs compared to a smooth channel for 
Reynolds numbers between 15,000 and 60,000. The pressure drop penalties are only 
2—4 times for the 45- and 60-degree angled ribs with the same level of heat transfer 
enhancement for the narrow aspect ratio channels (AR = % and 1⁄4). However, for the 
same level of heat transfer enhancement in a broad aspect ratio channel (AR = 4/1), 
the pressure drop penalties are as high as 8—16 times the friction factor in a smooth 
channel for angled ribs. They concluded that the narrow aspect ratio channel per- 
forms better than a broad aspect ratio channel with angled ribs. They developed heat 
transfer and friction correlations for a wide range of rib turbulators geometry (such 
as rib height, angle, shape, and spacing), rectangular cooling channel aspect ratio, 
and Reynolds number. These correlations have been widely cited by turbine cool- 
ing researchers as baseline data comparison and used by turbine cooling designers 
for advanced heat transfer analysis and optimal cooling design prediction for newly 
developed turbine blades. All major turbine manufacturers utilize this new angled-rib 
cooling concept to replace earlier transverse-rib configurations for improving their 
turbine blade internal cooling designs. Refer to Han et al. [15] Chapter 4 for the details. 


16.4.1.2 High Performance V-Shaped and Delta-Shaped Ribs 

In 1990s Han and his co-workers [15] further proposed the high-performance 

3-dimensional turbulence promoters, such as V-shaped ribs, and delta-shaped vortex 

generators for advanced turbine cooling system designs, as sketched in Figure 16.16. 

They found that the ribbed side heat transfer augmentations for 45- and 60-degree. 
V-shaped ribs are higher than the previous-mentioned 45- and 60-degree-angled 

ribs for Reynolds numbers between 15,000 and 80,000. This is because the V-shaped 
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ribs induce four-cell vortices as compared to the two-cell vortices induced by the 
angled ribs as sketched in Figure 16.16. And the ribbed side heat transfer enhance- 
ments for 45- and 60-degree broken angled ribs or broken V-shaped ribs are much 
higher than the corresponding 45- and 60-degree nonbroken angled ribs or nonbroken 
V-shaped ribs. However, the corresponding friction factor enhancements are compa- 
rable with each other for broken and nonbroken rib configurations. These promising 
V-shaped or delta-shaped ribs have been considered to be integrated into the new 


generation turbine blade cooling designs. 
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FIGURE 16.16 Upper: high-performance ribs for turbine blade internal cooling; lower: con- 
cept of flow separation-reattachment from ribs and a pair of vortices induced by angled ribs. 
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In 2000s Han and his co-workers [16] performed systematic experiments to mea- 
sure heat transfer and pressure losses in a square channel with 45-degree round and 
sharp-edged ribs (e/D = 0.1 to 0.18, p/e = 5 to 15) at a wide range of Reynolds num- 
bers ranging from 30,000 to very high flows of Re = 400,000. These high Reynolds 
are typical of land-based gas turbines. With round-edged ribs, the friction was lower, 
resulting in a smaller pressure drop. The heat transfer coefficients for the round- 
edged ribs, on the other hand, were similar to sharp-edged ribs. Figure 16.17 shows 
heat transfer correlation for a square channel with 45° round-edged ribs at high 
roughness Reynolds numbers. 
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FIGURE 16.17 Heat transfer correlation for a square channel with 45? round edged ribs at 
high roughness Reynolds numbers. 
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16.4.2 Heat TRANSFER ENHANCEMENT WITH RIB 
TURBULATORS IN ROTATING CHANNELS 


16.4.2.1 Rotor Blade Internal Cooling 


Rotational effects on the coolant passage heat transfer were not fully recognized 
until the late 1980s and early 1990s. Both Coriolis and rotating buoyancy forces 
can alter the flow and temperature profiles in the serpentine coolant passages and 
affect their surface heat transfer coefficient distributions. Since the direction of 
the Coriolis force is dependent on the direction of rotation and cooling flow, the 
Coriolis force has a different direction in the multipassage serpentine channels. 
The rotation direction remains the same for the two-passage channels, for exam- 
ple, but the direction of cooling flow gets reversed from the first channel to the 
second after the 180-degree turn. Therefore, the direction of the Coriolis force is 
opposite in these two channels, and the resultant rotation-induced secondary-flow 
(a pair of vortices) is different. Figure 16.18 shows the conceptual view of com- 
bined effects of Coriolis and rotational buoyancy on flow-temperature distribution 
[15,16]. For radial outward flow in the first channel, the Coriolis force shifts the 
core flow toward the trailing wall. If both trailing and leading walls are symmetri- 
cally heated, then faster-moving coolant near the trailing wall would be cooler than 
the slow-moving coolant near the leading wall. Rotational buoyancy is caused by 
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FIGURE 16.18 Conceptual view of coolant flow distribution through a two-pass rotating 
channel. 
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a strong centrifugal force that pushes cooler heavier fluid away from the center 
of rotation. In the first channel, rotational buoyancy affects the flow in a fashion 
similar to the Coriolis force and causes a further increase in the flow near the trail- 
ing wall of the first channel (to enhance heat transfer on the trailing wall), whereas 
the Coriolis force favors the leading side of the second channel. The rotational 
buoyancy in the second channel tries to make the flow distribution more uniform 
in the channel. Figure 16.19 shows the predicted secondary-flow (rotation induced 
vortices) and temperature distribution in a rotating two-pass rectangular channel by 
Al-Qahtani et al. [17]. It clearly shows that cooler fluid is shifted toward the trailing 
wall in the first channel radially outward flow and toward the leading wall in the 
second channel radially inward flow. 


16.4.2.2 Heat Transfer Correlation with Rotation 
Number and Buoyancy Parameter 

In addition to Reynolds number and Prandtl number, rotation number and buoyancy 
number are important parameters in determining flow and heat transfer in rotating 
channels. The rotation number (Ro) has been widely accepted to establish the strength 
of rotation by considering the relative strength of the Coriolis force compared to the 
bulk inertial force. The buoyancy number (Bo) is used to include the effects of den- 
sity variation (centrifugal effects) and is defined as the ratio of the Grashof number to 
the square of the Reynolds number; both of which are based on the channel hydraulic 
diameter. Typical rotation numbers for aircraft engines are near 0.25 with Reynolds 
numbers in the range of 30,000. Increasing the range of the rotation number and 
buoyancy number is very important since gas turbine engineers can utilize these 
parameters in their analysis of heat transfer under rotating conditions. 
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FIGURE 16.19 Secondary flow vectors and dimensionless temperature contours in a rotat- 
ing two-pass rectangular smooth channel. 
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16.4.2.3 Summary of Rotation parameters 

For turbulent air flow in rectangular channels, Nusselt number can be predicted by 
a given Reynolds number. In addition to Reynolds number, Rotation number and 
Buoyancy number are important parameters under rotation conditions. The follow- 
ing is a brief summary of these parameters. 


Rep _ pVD, Е VD, 
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= 10,000 to 60,000 for aircraft turbines 
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Nuo = = 0.023 Re?,*Pr°* for smooth channel heat transfer correlation 
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If without rotation, Grashof number for natural convection is due to temperature 
gradient and gravity: 
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Re-arrange rotation buoyancy number as 


Boa A0, RO Рн 
р V V 
2. R 
p V D, 
= DR. Ro? 

h 
= 0.1 ~ 3.0 


where 


рг = coolant density based on coolant temperature 


p» = coolant density based on channel wall temperature 


DR = coolant density ratio = 0.2 ~ 0.5 
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К = distance between center of rotation and cooling channel (rotationarm length) 


D, = channel hydraulic diameter 


R ; : NA 
— = ratioof rotationarm lengthand channel hydraulic diameter 


h 


= 30 ~ 70 for small to large turbines 


Bo = 0.2 for aircraft turbine 


=1~3 г large land-based turbines 


In general, Nusselt number depends on Reynolds number, Rotation number, and 


Buoyancy number: 


Nu ~ Ro fora givenRep 


Nu ~ Bo fora givenRep 
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16.4.2.4 Rotational Effect on Coolant Channel Heat Transfer 


There are only limited papers available in the open literature that study the rotational 
effect on rotor coolant passage heat transfer (for example, several pioneer papers 
published by researchers reviewed and cited in Chapter 5 of Han et al. [15]). In 1990s 
Wagner et al. [18] and Johnson et al. [19] from the United Technologies Research 
Center studied heat transfer in rotating multipass coolant passages with square cross- 
section and smooth walls as well as ribbed walls at uniform wall temperature condi- 
tions. For the square channel with smooth wall, results show that the heat transfer can 
enhance 2-3 times on the trailing surface (at Bo = 1) and reduce up to 50% on the 
leading surface (at Bo = 0.2) for the first-pass radial outward flow passage as sketch 
in Figures 16.20 and 16.21; however, the reverse is true for the second-pass radial 
inward flow passage due to the flow direction change as sketch in Figures 16.22 and 
16.23. Without considering the rotational effect, the coolant passage would be over- 
cooled on one surface while over-heated on the opposite surface. Results also show 
that the heat transfer difference between leading and trailing surfaces is greater in the 
first-pass than that in the second-pass due to the centrifugal buoyancy opposite to the 
flow direction, as sketched in Figure 16.18. They also studied heat transfer in rotating 
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FIGURE 16.20 Nusselt number ratio versus buoyancy number on the leading surface of 
first-pass radially outward flow. 
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FIGURE 16.21 Nusselt number ratio versus buoyancy number on the trailing surface of 
first-pass radially outward flow. 
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FIGURE 16.22 Nusselt number ratio versus buoyancy number on the trailing surface of 
second-pass radially inward flow. 


multipass coolant passages with a square cross-section with two-opposite 90-degree 
and 45-degree rib roughened walls at uniform wall temperature conditions. Results 
show that rotation and buoyancy, in general, have less effect on the rib roughened 
coolant passage than on the smooth-wall coolant passage. This is because the heat 
transfer enhancement in the ribbed passages is already up to 2.5 (for 90-degree ribs 
at Bo = 0) ~ 3.0 (for 45-degree ribs at Bo = 0) times higher than in the smooth pas- 
sages (at Bo = 0); therefore, the rotational effect is still important but with a reduced 
percentage. Results also show that, like a nonrotating channel, the 45-degree skewed/ 
angled ribs perform better than 90-degree transverse ribs and subsequently better 
than the smooth channel. 


16.4.2.5 Channel Aspect Ratio and Orientation Effect 


Most of the above-mentioned studies dealt with square channels. However, a rectan- 
gular, triangular, or wedge passage is required in order to maintain the integrity of 
the gas turbine blade internal cooling design. The rectangular channel changes the 
effective rotation-induced secondary flow pattern (a pair of vortices) from that of a 
square duct as sketched in Figure 16.24. For this reason, one cannot simply apply 
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FIGURE 16.23 Nusselt number ratio versus buoyancy number on the leading surface of 
second-pass radially inward flow. 
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FIGURE 16.24 Typical turbine blade internal cooling channel with rotation-induced vortices. 


the results in a square channel to that of a rectangular channel. In 2000s, Han and 
his co-workers [15] studied heat transfer in a two-pass rectangular rotating channel 
(AR = 2:1) with 45-degree angled ribbed walls. They found that the effect of rotation 
on the two-pass rectangular channel is very similar to that on the two-pass square 
channel but the leading surface heat transfer coefficient does not vary much with 
the rotation compared with the square channel case. The 4:1 ribbed channel was 
employed to examine the overall thermal performance (not only the heat transfer 
augmentation but also the pressure drop penalty). They found that the overall thermal 
performance of the discrete V-shaped and discrete W-shaped ribs are better than the 
V-shaped and W-shaped ribs and subsequently better than the standard angled ribs 
for both stationary and rotation cases. They also reported the rotation effect increased 
heat transfer on the trailing wall but decreased the heat transfer on the leading wall 
in the first pass of both the 1:2 and 1:4 channels. In the second pass, however, the 
difference of the heat transfer between the leading and trailing walls was dramati- 
cally reduced under the rotation condition when compared to the first pass. It was 
suggested that the 180-degree turn induced vortices dominate the rotation induced 
vortices for the low aspect ratio channels. They also concluded that the orientation 
of rectangular channel relative to direction of rotation would affect rotation-induced 
vortices size/strength and hence change heat transfer results on leading and trailing 
surfaces. Refer to Han and his co-workers [15,16] for the details. 
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16.4.3 HEAT TRANSFER ENHANCEMENT WITH IMPINGEMENT 
COOLING AND PIN-FIN COOLING 


Leading-Edge Impingement Cooling: Jet impingement cooling is most suitable for 
the leading edge of the blade where the thermal load is highest and a thicker cross- 
section of this portion of the blade can suitably accommodate impingement cooling 
as shown in Figures 16.15. There are many studies focused on the effects of jet- 
hole size and distribution, jet-to-target surface distance, spent-air cross flow, cooling 
channel cross-section, and the target surface shape on the heat transfer coefficient 
distribution. Recent studies have considered the combined effects of leading-edge 
inner surface with rib or pin roughness coupled with jet impingement for further heat 
transfer enhancement. Many gas turbine blade impingement cooling papers reviewed 
and documented in Chapter 4 of Han et al. [15] and [20]. 

Rotational Effect on Impingement Cooling: In general, it has been reported that 
the rotation decreases the impingement heat transfer on both leading and trailing 
surfaces with more effect on the trailing side (up to 20% heat transfer reduction). 
Overall, the effectiveness of the jet impingement is reduced under rotating conditions 
due to deflection from the target surface by centrifugal forces. Refer to Han et al. [15] 
Chapter 5 for the details. 

Trailing-Edge Pin Fins Cooling: Pin-fins are mostly used in the narrow trailing 
edge of a turbine blade where impingement and ribbed channels cannot be accom- 
modated due to manufacturing constraint as shown in Figures 16.15. Heat transfer 
in turbine pin-fin cooling arrays combines the cylinder heat transfer and end-wall 
heat transfer. Due to the turbulence enhancement caused by pins (wakes and horse- 
shoe vortex), heat transfer from end-walls is higher than smooth wall cases. Long 
pins can increase the effective heat transfer area and perform better than short 
pins. There have been many investigations that studied the effects of pin array 
(inline or staggered), pin size (length-to-diameter ratio = 0.5—4), pin distribution 
(streamwise- and spanwise-to-diameter ratio = 2—4), pin shape (with and without 
a fillet at the base of the cylindrical pin; oblong, cube, and diamond shaped pins 
as well as the stepped diameter cylindrical pins), partial length pins, flow conver- 
gence and turning, and with trailing edge coolant extraction on the heat transfer 
coefficient and friction factor distributions in pin-fin cooling channels. Many gas 
turbine blade pin-fins cooling papers reviewed and documented in Chapter 4 of 
Han et al. [15] and [20]. 

Rotational Effect on Pin Fins Cooling: The effect of rotation on heat transfer in 
narrow rectangular channels (AR = 4:1—8:1) with typical pin-fin array used in tur- 
bine blade trailing edge design and oriented at 150-deg with respect to the plane of 
rotation. Results show that turbulent heat transfer in a stationary pin-fin channel can 
be enhanced up to 3.8 times that of a smooth channel; rotation enhances the heat 
transferred from the pin-fin channels up to 1.5 times that of the stationary pin-fin 
channels. Most importantly, for narrow rectangular or wedge-shaped pin-fin chan- 
nels oriented at 135-deg with respect to the plane of rotation, heat transfer enhance- 
ment on both the leading and trailing surfaces increases with rotation. This provides 
positive information for the cooling designers. Refer to Han et al. [15] Chapter 5 for 
the details. 
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REMARKS 


Based on law of wall for velocity and temperature profiles, roughness, and heat transfer 
functions have been developed to correlate friction and heat transfer data for tube flows 
with similar sand grain roughness geometry. The friction and heat transfer similar- 
ity laws have been extended for tube flows with repeated-rib roughness over a wide 
range of similar and nonsimilar geometric parameters. Turbulent flow heat transfer 
and friction in tubes, annulus, between parallel plates, or in rectangular channels 
with artificially repeated-rib roughness have been studied extensively. The effects of 
rib height-to-equivalent diameter ratio e/D, rib pitch-to-height ratio P/e, rib shape (rib 
cross section), and rib angle of attack @, on friction and heat transfer over a wide range 
of Reynolds number have been correlated with the roughness and heat transfer func- 
tions. These correlations can be applied for aerospace, solar collector, nuclear fuel ele- 
ment, electronic cooling, and general heat exchanger applications. One of important 
heat transfer enhancement applications is for advanced cooling system designs of high- 
temperature gas turbine blades. Both friction similarity law and heat transfer similarity 
law have been successfully applied to correlate friction factor and Stanton number for 
turbulent air flow in rectangular channels with two opposite-sided rib-roughened walls. 
The effects of Coriolis and rotation buoyancy forces on heat transfer enhancement in 
rectangular channels with turbulence promoters have also been investigated. More 
studies are needed for rotating blade-shaped coolant channels (realistic cooling passage 
geometry, shape, and orientation) with high-performance rib-turbulators. To further 
augment heat transfer, the compound cooling techniques, such as a combination of 
impinging jets with ribs, pins, dimples, vortex generators, etc., have been explored for 
advanced cooling systems. In general, the study of higher heat transfer enhancement 
versus lower pressure drop penalty would continue to identify the best heat transfer 
performance geometry for turbulent flow heat transfer enhancement. 
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Mathematical Relations and Functions 


АЛ. USEFUL FORMULAS 
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if 
. 2 1 А 1 
] sinh’ хах = —sinhxcoshx—-—x+c 
2 2 
2 1. 1 
| cosh* хах = —sinhxcoshx+—x+c 
2 2 
А.2 HYPERBOLIC FUNCTIONS [1] 
x sinh x cosh x tanh x 
0.00 0.0000 1.0000 0.00000 
0.10 0.1002 1.0050 0.09967 
0.20 0.2013 1.0201 0.19738 
0.30 0.3045 1.0453 0.29131 
0.40 0.4108 1.0811 0.37995 
0.50 0.5211 1.1276 0.46212 
0.60 0.6367 1.1855 0.53705 
0.70 0.7586 1.2552 0.60437 
0.80 0.8881 1.3374 0.66404 
0.90 1.0265 1.4331 0.71630 
1.00 1.1752 1.5431 0.76159 
1.10 1.3356 1.6685 0.80050 
1.20 1.5095 1.8107 0.83365 
1.30 1.6984 1.9709 0.86172 
1.40 1.9043 2.1509 0.88535 
1.50 2.1293 2.3524 0.90515 
1.60 2.3756 2.5775 0.92167 
1.70 2.6456 2.8283 0.93541 
1.80 2.9422 3.1075 0.94681 
1.90 3.2682 3.4177 0.95624 
2.00 3.6269 3.7622 0.96403 
2.10 4.0219 4.1443 0.97045 
2.20 4.4571 4.5679 0.97574 
2.30 4.9370 5.0372 0.98010 
2.40 5.4662 5.5569 0.98367 
2.50 6.0502 6.1323 0.98661 
2.60 6.6947 6.7690 0.98903 
2.70 7.4063 7.4735 0.99101 
2.80 8.1919 8.2527 0.99263 
2.90 9.0596 9.1146 0.99396 
3.00 10.018 10.068 0.99505 
3.50 16.543 16.573 0.99818 
4.00 27.290 27.308 0.99933 
4.50 45.003 45.014 0.99975 
5.00 74.203 74.210 0.99991 


(Continued) 
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x sinh x cosh x tanh x 
6.00 201.71 201.72 0.99999 
7.00 548.32 548.32 1.00000 
8.00 1490.5 1490.5 1.00000 
9.00 4051.5 4051.5 1.00000 
10.00 11013 11013 1.00000 


А.З BESSEL FUNCTIONS 


A.3.1  BesseL FUNCTIONS AND Properties [2] 


Behaviors of Bessel functions for small arguments: 


(x/2) (х/2)* 


Jo(x)21 (п) + (оў 
x (x2y (x/2) 
== оу 213 


д0) 27 \ Qu2y (х/2)* | 


Г(241)| vel) 2(41(222). 


(х/2) (х2, 


Io (x)=1+ + 


(uy (2) 
ids x (х/2у МЕР) 
1 2 109! 213! 


T(v)]| vei 2(veD(ve2) 


LG)- (х/2)' m (х/2у (x/2)* | 


Behaviors of Bessel functions for large arguments: 


мне a7) 
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Properties of Bessel functions: 


d d 
gy Uo (| e тл (mx). [Yo (mx)] = —mY, (mx) 


d d 
q Uo (тх)|= ^mi, (тх), [Ko (тх)|= —mY, (mx) 


A.3.2 BEsseL FUNCTIONS OF THE First KIND [1] 


x 1609 ло) 

0.0 1.0000 0.0000 
0.1 0.9975 0.0499 
0.2 0.9900 0.0995 
0.3 0.9776 0.1483 
0.4 0.9604 0.1960 
0.5 0.9385 0.2423 
0.6 0.9120 0.2867 
0.7 0.8812 0.3290 
0.8 0.8463 0.3688 
0.9 0.8075 0.4059 
1.0 0.7652 0.4400 
1.1 0.7196 0.4709 
12 0.6711 0.4983 
13 0.6201 0.5220 
1.4 0.5669 0.5419 
1.5 0.5118 0.5579 
1.6 0.4554 0.5699 
1.7 0.3980 0.5778 
1.8 0.3400 0.5815 
1.9 0.2818 0.5812 
2.0 0.2239 0.5767 
2.1 0.1666 0.5683 
2.2 0.1104 0.5560 
2.3 0.0555 0.5399 


2.4 0.0025 0.5202 
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A.3.3 Морінер BEssEL FUNCTIONS OF THE FIRST AND SECOND Kinos [1] 

X е-*1(х) e^, (x) eK, (x) e*K, (x) 
0.0 1.0000 0.0000 00 0 

0.2 0.8269 0.0823 2.1407 5.8334 
0.4 0.6974 0.1368 1.6627 3.2587 
0.6 0.5993 0.1722 1.4167 2.3739 
0.8 0.5241 0.1945 1.2582 1.9179 
1.0 0.4657 0.2079 1.1445 1.6361 
1.2 0.4198 0.2152 1.0575 1.4429 
14 0.3831 0.2185 0.9881 1.3010 
1.6 0.3533 0.2190 0.9309 1.1919 
1.8 0.3289 0.2177 0.8828 1.1048 
2.0 0.3085 0.2153 0.8416 1.0335 
2.2 0.2913 0.2121 0.8056 0.9738 
2.4 0.2766 0.2085 0.7740 0.9229 
2.6 0.2639 0.2046 0.7459 0.8790 
2.8 0.2528 0.2007 0.7206 0.8405 
3.0 0.2430 0.1968 0.6978 0.8066 
3.2 0.2343 0.1930 0.6770 0.7763 
3.4 0.2264 0.1892 0.6579 0.7491 
3.6 0.2193 0.1856 0.6404 0.7245 
3.8 0.2129 0.1821 0.6243 0.7021 
4.0 0.2070 0.1787 0.6093 0.6816 
42 0.2016 0.1755 0.5953 0.6627 
44 0.1966 0.1724 0.5823 0.6453 
4.6 0.1919 0.1695 0.5701 0.6292 
4.8 0.1876 0.1667 0.5586 0.6142 
5.0 0.1835 0.1640 0.5478 0.6003 
52 0.1797 0.1614 0.5376 0.5872 
54 0.1762 0.1589 0.5279 0.5749 
5.6 0.1728 0.1565 0.5188 0.5633 
5.8 0.1696 0.1542 0.5101 0.5525 
6.0 0.1666 0.1520 0.5019 0.5422 
6.4 0.1611 0.1479 0.4865 0.5232 
6.8 0.1561 0.1441 0.4724 0.5060 
72 0.1515 0.1405 0.4595 0.4905 
7.6 0.1473 0.1372 0.4476 0.4762 
8.0 0.1434 0.1341 0.4366 0.4631 
84 0.1398 0.1312 0.4264 0.4511 
8.8 0.1365 0.1285 0.4168 0.4399 
9.2 0.1334 0.1260 0.4079 0.4295 
9.6 0.1305 0.1235 0.3995 0.4198 
10.0 0.1278 0.1213 0.3916 0.4108 
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A.4 GAUSSIAN ERROR FUNCTION [1] 


1 erfn n erfn Ч erfn 

0.00 0.00000 0.36 0.38933 1.04 0.85865 
0.02 0.02256 0.38 0.40901 1.08 0.87333 
0.04 0.04511 0.40 0.42839 1.12 0.88679 
0.06 0.06762 0.44 0.46622 1.16 0.89910 
0.08 0.09008 0.48 0.50275 1.20 0.91031 
0.10 0.11246 0.52 0.53790 1.30 0.93401 
0.12 0.13476 0.56 0.57162 1.40 0.95228 
0.14 0.15695 0.60 0.60386 1.50 0.96611 
0.16 0.17901 0.64 0.63459 1.60 0.97635 
0.18 0.20094 0.68 0.66378 1.70 0.98379 
0.20 0.22270 0.72 0.69143 1.80 0.98909 
0.22 0.24430 0.76 0.71754 1.90 0.99279 
0.24 0.26570 0.80 0.74210 2.00 0.99532 
0.26 0.28690 0.84 0.76514 2.20 0.99814 
0.28 0.30788 0.88 0.78669 2.40 0.99931 
0.30 0.32863 0.92 0.80677 2.60 0.99976 
0.32 0.34913 0.96 0.82542 2.80 0.99992 
0.34 0.36936 1.00 0.84270 3.00 0.99998 


The Gaussian error function is defined as 


а (а 
etn =F fe du 
0 


The complementary error function is defined as 


erfc 7 =1-erf7 
Ши: 
r V4at 
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Index 


ablation 124 
at flat wall surface 125 
problems 122 
velocity 125, 126 
absorption coefficient 457 
gas transmissivity and 462 
wavelength and 459 
absorptivity 388, 455; see also emissivity 
brick wall 393 
gas 457, 465 
accelerating flows see boundary layer, pressure 
gradient flows 
adiabatic surface 9, 11, 251 
at midplane 27 
adiabatic wall temperature 251, 252, 253 
adverse pressure gradient see boundary layer, 
pressure gradient flows 
aerodynamic heating see viscous dissipation 
algebraic method 409, 421 
angle factor see view factor 
atmosphere gases 395 
atmospheric radiation 395 


band emission 455 
band model 444 
BC see boundary condition (BC) 
Beer’s law 458 
Bessel function solutions 37 
characteristics 43 
heat generation problem 37 
heat loss problem 37 
Biot number 92, 163 
blackbody 388 
blackbody radiation 388, 441 
fraction method 391 
functions 393-394 
gas emission 460 
matrix linear equations 441 
in spectral band 391 
spectral blackbody emissive power 390 
Stefan-Boltzmann law 389 
surface radiation properties 387 
Blasius 
equation 207 
solution 230 
boundary condition (BC) 3, 9 
constant surface temperature 94 
convective 10, 31, 93 
flat plate heat conduction 27 
heat conduction equation 6 
surface temperature 9 


thin rectangular plate 78 

2-D heat conduction 11, 57, 58, 62, 63 
boundary layer 179 

approximations 189 

concepts 179—183 

conservation equations 190 

functions 210 

growth model 235 

hydrodynamic 179, 180 

integral approximate method 220 

internal forced convection 267 

laminar 182 

natural convection 319 

pressure gradient flows 232 

Reynolds analogy 192 

similarity 190—192 

thermal 2, 181, 182, 183, 211, 274 

turbulent 182, 337, 338 

velocity 2 

velocity profile 350, 351 

wall temperature profile 357 
buffer layer 356 
buoyancy 

natural convection 319 

rotating flows 551—556 


carbon dioxide 
band emission 455 
gas radiation properties 455 
radiation between hot gases and 467 
combined entry length 297 
combustion 
furnaces 465 
products 455 
concentration boundary layer 193 
concentric cylinders 
conduction 25 
view factor 415 
concentric spheres, view factor 416 
conduction 1; see also heat conduction 
Bessel function solutions 37 
critical radius of insulation 26 
cylindrical rod heat 28 
finite difference method 166 
flat plate heat 27 
Fourier's conduction law 1 
with heat generation 27 
heat rate 7 
multidimensional heat 72 
one-dimensional 2, 22, 30 
radiation effect 35, 43 
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568 


conduction (cont.) 

thermal resistance 21 

through circular tube walls 23, 24 

through plane walls 21, 22 

through thermal-electrical network analogy 21 

2-D conduction equation 57 

with uniform cross-sectional area 29 
conductivity see thermal conductivity 
conservation of energy 183, 188, 219, 341 

in differential control volume 6, 7 

fully developed flow 209 

general form 6 

for incompressible flow 189 

similarity 211, 322 

steady-state constant properties 322 

uniform wall temperature 278 

unsteady state 186 
conservation of mass 183, 184 

boundary layer 217 

integral method 218 

Reynolds time-averaged method 339 
conservation of momentum 184, 185, 186 
continuity equation see conservation of mass 
contour integration 418—421 
convection 2 

advanced heat 217, 315 

boundary condition 31, 64 

boundary on surface nodes 155 

external forced 203 

heat convection equations 183 

heat transfer, combined modes of 4, 5 

heat transfer coefficient 3 

internal forced 267 

natural 319 

Newton's cooling law 2 

surface 9, 11 

thermal resistance 21 

type3 
Couette flow 316 
crossed-string method 409—413 
cryogenic thermal insulation 469 
cylindrical coordinate system 8 

heat conduction equation 8 

2-D heat conduction 67-72 
cylindrical medium 28 


decelerating flows see boundary layer, pressure 
gradient flows 
density ratio 554 
differential element 
hemispheric radiation from 386 
radiation exchange 442 
diffuse surface 387 
blackbody 388 
brick wall 390 
diffusion coefficient 193 
dimensional analysis see boundary 
layer—similarity 


Index 


displacement thickness 229 
dissipation function 184 
double-area integration 409, 417 
Duhamel's superposition 127 
transient cylinder 135 
transient ID plane wall 127 
transient semiinifinte solid 131 


Earth's atmosphere 395 
Eddy diffusivity 342, 343 
effectiveness 
film cooling 508 
fin 33, 34 
efficiency, fin 34 
electric network analogy 433-437 
furnaces with reradiating surface 436 
gas radiation problems 464—468 
radiant heater panel problem 436—437 
radiation between two-surface 434, 435 
radiation heat transfer applications 433 
reradiating surfaces 435 
electromagnetic spectrum 385 
emissivity 387; see also surface 
radiation—properties 
average 391 
gas 455, 457, 459 
of metal 4 
monochromatic 387 
surface 4, 391 
enclosure 
elemental surface for radiation 459 
energy balance 444 
of gray hot surface 467 
radiation exchange 431, 461 
reciprocity rule 406 
three-surface 414, 438 
two-surface 434 
view factor for N-surface 406 
energy 
integral equation 219, 357 
storage 7, 164 
energy balance 438 
at boundary nodes 155 
in enclosure 444 
finite-difference 155, 161 
at interior nodes 155, 164 
radiation 388 
radiation flux and 35, 92 
of small control volume 30, 36 
energy conservation 6, 219 
in 3-D system 8 
energy equation see conservation of energy 
energy exchange 431 
enthalpy/energy equation 341-342 
entrance effects 297 
constant heat flux 310 
variable heat flux 313 
entrance length 


Index 


hydraulic 268 
thermal 268 
exchange factor 444 
external forced convection 203; see also internal 
forced convection; natural convection 
integral method 217 
similarity solution 203—214 


film cooling 
transition 507 
effectiveness 507 
fin 
conduction through 29 
efficiency 34-35, 40 
energy balance 31 
heat transfer rate 29, 33 
performance 33 
temperature distribution 31 
finite-difference energy balance method 153, 166 
energy balance equation number 153 
explicit method 161—164, 165 
implicit method 164, 165 
transient heat conduction 161, 165 
2-D heat conduction 153-160 
uniform heat flux 154 
finite heat flux 9 
flow conditions 3 
Fourier's conduction law 1 
conduction heat rate evaluation 7 
Fourier number 162 
Fourier's law 1 
fraction method 391—392 
Freezing—Neumann solution 120-122 
friction factor 
laminar flow 231 
rough tube 369 
tube, laminar 271 
turbulent flow 366 
friction velocity 351 
fully developed, laminar flow between plates 285 
fully developed, laminar flow in a tube 269 
furnaces 431 


gas 
absorption in 457 
absorptivity 455, 462, 466 
combustion furnaces 465 
elemental surface for radiation 459 
emissivity 455, 457 
geometric mean beam length 455, 459—461 
hemispherical gas radiation 456 
matrix linear equations 463—464 
net heat transfer rate 466 
optically thick 461 
optically thin 461 
radiation between hot 465, 466 
radiation heat transfer 462 
radiation properties 455 
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radiation transfer through 455, 469—481 
spectral radiation absorption 457 
transmissivity 462 
volumetric absorption 457 
zone method 468 
gas radiation 385 
geometry of 459 
hemispherical 456 
properties 455—461 
geometric mean beam length 455, 459, 461 
Grashof number 319, 320, 321 
gray diffuse 
isothermal surface 431—433, 462—463 
nonisothermal surfaces 442—443 
gray gas 
absorptivity and 455, 458 
gray enclosure filled with 467 
net heat transfer rate 466 
surfaces with 466 
total emissivity 457, 467 
gray gas, isothermal 
elemental surface for radiation 459 
radiation exchange 462—463 
gray surface 388 
diffuse surface 388 
emissive power 390 
with gray gas 467 
radiation exchange 444 
Green's function 135 
rectangular coordinates 136 
cylindrical coordinates 138 


heat conduction; see also heat conduction 
equations 
1-D 1, 21 
2-D 11, 57 
3-D 72 
ablation 124—127 
cylindrical rod 28 
finite-difference energy balance method 153 
flat plate 26, 27 
freezing and solidification problems 120-122 
melting and ablation problems 124 
with moving boundaries 119 
nonhomogeneous 74 
numerical analysis 153 
through solid medium 6 
transient 89, 165—168 
heat conduction equations 1, 10, 11 
1-D 12, 26, 28, 160, 161 
2-D 57, 155 
3-D 72, 89 
3-D coordinate systems 8 
boundary conditions 9 
conduction 1 
convection 2 
derivations of 6 
Fourier's conduction law 1 
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heat conduction equations (cont.) 
general heat conduction equations 6 
heat transfer combined modes 4 
initial conditions 10 
Newton’s cooling law 2 
radiation 3 
simplified 10 
Stefan-Boltzmann law 4 
velocity and thermal boundary layer 2 
volume element 7 
heat convection equations 179, 183; see also 
convection 
2-D 184-185 
advanced heat convection 217 
boundary-layer approximations 189 
boundary-layer concepts 179—183 
energy conservation 184 
general 183 
mass conservation 183 
momentum conservation 184 
heat diffusion equation 116 
heat flux 9, 22, 182, 475; see also heat transfer rate 
2-D heat conduction with 62 
boundary condition 117 
to cooling fluid 27, 29 
determination 437, 322 
energy balance 155 
finite 9, 10 
finite difference method 154, 160 
Fourier’s conduction law 1 
nondimensional 475 
as nonhomogeneous boundary condition 76 
profiles 183, 475 
Reynolds number 182 
surface 11, 62, 117, 118, 164, 182, 273, 431, 441 
total 4 
transient temperature 125 
uniform 273, 285 
variable separation 62 
wall 184 
heat resistance see thermal—resistance 
heat transfer 
combined modes 4 
between two surfaces 5 
heat transfer coefficient 2, 3; see also Nusselt 
number 
heat transfer rate; see also heat flux; Newton’s 
law of cooling 
convection 22, 24, 290 
determination 5, 24, 462, 463 
gases to enclosure 465 
increasing 30 
net 461, 466 
through fin 33, 35, 40 
wall 21, 23 
hemispherical furnace 465 
hemispheric radiation 385, 386, 387 
high velocity flow 253 


Index 


Hottel crossed string method 409—417 
hydraulic diameter 283 
hydrodynamic boundary layer 179, 180, 181; see 
also thermal boundary layer 
for flow entering circular tube 267 
integral approximate method 220—229 
Reynolds number 179, 180 
shear stress 180 
thickness 179, 183, 150 
hydrodynamic entry length 268 
hydrodynamic fully developed flow 267 


infrared (IR) 385 
initial conditions 9, 10 
instability theory 486 
pressure gradient flow 491 
insulation 
BCs in surface nodes 154 
conductivity of 26 
critical radius of 26 
cryogenic thermal 469 
perfect 435 
integral method 217, 228, 326; see also similarity 
solution 
1-D transient problem 89 
energy conservation 219 
integral approximate solution 326 
integral equation 217-219 
laminar flow and heat transfer 217 
laminar natural convection 326-328 
mass conservation 218 
melting and ablation problems 122 
natural convection 326 
nonuniform wall temperature 249 
outline 220—229 
pressure gradient flow 244, 249 
integral model 443 
interfacial resistance 44 
internal heat generation see volumetric heat 
generation 
internal forced convection 267; see also 
external forced convection; natural 
convection 
entrance length 268 
flow in circular tube 273 
force balance 272 
friction factor 271—272 
fully developed flow and heat transfer 269 
uniform wall heat flux 273-278 
velocity and temperature profiles 267—268 
IR see infrared (IR) 
irradiation 388 
from black coal bed 393 
energy balance 388, 431, 432, 462 
in isothermal gray gas 459 
isothermal surface 405; see also nonisothermal 
surface radiation exchange 
radiation exchange 405, 406, 431—441, 442 


Index 


jet impingement 558 
К — = turbulence model 374 


laminar flow and heat transfer 
fully developed 269—285 
integral method 217-229 
similarity solution 203-214 
laminar natural convection 326-327 
Laplace transform method 116-119 
1-D transient problem 89 
heat equation 161 
for semiinfinite solid material 116—119 
Laplace’s equation 63 
latent heat 120, 123 
law of the wall 
rough tubes 371 
temperature 357—358 
velocity 353 
Lewis number 195 
low thermal conductivity material 125 
lumped capacitance method 90 
0-D transient problem 89 
Biot number 91 
energy balance equation 92 
radiation effect 92—93 


Mach number 252 
mass conservation 183, 185, 218, 339 
incompressible flow 185 
mass diffusion coefficient 193 
mass transfer 193 
mass transfer analogy 195 
mass transfer coefficient 194 
matrix linear equations 437—441, 463—464 
melting 
ablation 124 
heat conduction with moving boundaries 119 
integral technique 126-127 
latent heat of 120, 123 
slow 124 
mixed convection 324 
mixing length 350 
momentum conservation 184, 185, 186 
momentum equation 285; see also conservation 
of momentum; natural convection 
2-D heat convection equations 185 
integral equation 218—219 
natural convection 319 
RANS 340 
similarity 206, 322 
x-direction 187, 203 
y-directions 189, 341 
momentum thickness 229, 230, 239 
monochromatic 
directional radiation intensity 386 
emissivity 387 
hemispherical emissive power 386 
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Moody diagram 369 
moving boundary problems 119 
ablation 124 
freezing 120 
melting 122 
multidimensional transient heat conduction 100 
with heat generation 102 
in slab 99 


naphthalene sublimation 198 
natural convection 319; see also external forced 
convection; internal forced convection 
boundary layer 319 
buoyancy-driven 320 
vs. forced convection 3 
heat transfer coefficient 3 
horizontal plate 332 
integral method 326—328 
laminar mixed convection 328 
numerical results 323 
similarity solution 319-325 
vertical wall 319, 328 
Navier-Stokes equations 187 
Newton's law of cooling 2, 29 
nongray diffuse isothermal surfaces 443 
nongray gas 
net heat transfer 465—466 
radiation exchange 467 
nonisothermal surface radiation exchange 
442—443 
Nusselt number 183, 359; see also Prandtl 
number; Reynolds analogy; Reynolds 
number 
calculation 192 
determination 314, 315, 316, 317, 322 
local Nusselt number distribution 255—264 
surface 317 
uniform wall heat flux 273 
uniform wall temperature 278 
1-D see one-dimension (1-D) 


one-dimension (1-D) 1, 6 
conservation in 7 
heat conduction 2, 10, 21, 101, 103, 164—165, 
119 
heat flux 475 
with heat sink 11 
with heat source 10 
hollow cylinder 171 
transient conduction 90, 103 
transient heat 115 
transient heat equation 112 
variable separation 93—94 
one-dimension (1-D) steady-state heat conduction 
1, 21, 44—50; see also one-dimension 
(1-D) transient heat conduction 
cylindrical medium 28 
fin application 29 
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one-dimension (cont.) 
heater application 10 
without heat generation 23 
with heat generation 26 
problem 1 
radiation effect 43 
through fins 29, 36 
through plane walls 21 
one-dimension (1-D) transient heat conduction 
93, 112, 143, 144 
characteristic length 89 
convection BC 103 
finite difference energy balance method 161, 164 
heat diffusion equation 116 
without heat generation 89 
with heat generation 101—103, 161 
Laplace transform method 116—118 
semiinfinite solid material 112 
similarity method 112-115 
in slab 93 
solution 115 
surface heat flux boundary condition 118 
surface temperature boundary condition 117 
opaque 385 
overall heat transfer coefficient 22 


parallel plates 
asymmetric heat flux 291 
flow 267 
uniform heat flux 285 
uniform wall temperature 278 
Peclet number 300 
phase change 3, 198 
pin fin 558 
Planck emissive power 389 
plane angle 389 
Poiseuille flow 316 
Prandtl mixing length theory 350 
Prandtl number 183, 320; see also Nusselt 
number; Reynolds analogy; Reynolds 
number 
calculation 192 
effect on law of wall 354 
entrance length to tube diameter ratio 368 
heat transfer coefficient determination 262 
molecular 342 
turbulent 342, 343, 347 
unity 217, 354 
pressure drop 
rough tubes 515 
smooth tubes 272 
pressure gradient see boundary layer, pressure 
gradient flows 
pumping power 272 


radiant heater panel model 437 
radiation exchange, nonisothermal surface 442 
radiation heat transfer 3, 385, 396, 461, 467 
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absorptivity determination 393 
blackbody 388 
between coal bed and brick wall 391 
effect 35, 43 
electric furnace applications 431 
electric network analogy 433—436, 465 
emissive power 387 
between enclosures 434, 465, 466 
energy balance 388, 444—445 
exchange factor 444 
flux 35, 92 
gas 385, 455—461, 469 
between gas and enclosure 465—468 
hemispheric 386 
matrix linear equations 437-441 
net 466 
network representation 433 
between nonisothermal surfaces 442 
nonparticipating medium 431 
solar and atmospheric 395 
spectral 386 
Stefan-Boltzmann law 4 
surface 4, 385, 387—394, 406, 431—433, 437, 
442—443, 443 
between surfaces 431, 435, 444, 445 
three-surface enclosure 438—441 
transport equation 469—473 
radiation intensity, thermal 385 
blackbody 389 
distance 457 
radiosity 405, 461; see also differential element 
energy exchange 431 
gray diffuse isothermal surface 431 
linear equations 437, 437, 441 
at surface 462 
uniform 460, 461 
unknown radiosity matrix 438 
RANS equation see Reynolds-averaged Navier- 
Stokes equation (RANS equation) 
Rayleigh number 320; see also Prandtl number 
reciprocity rule 406, 444 
recovery factor 251 
rectangular channel 
flow 293 
uniform heat flux 294 
uniform wall temperature 295 
reflectivity 388 
from emissivity 388 
hemispherical 398 
reradiating surfaces 435 
resistance 
conduction 22 
contact 23 
convection 22 
gas 463 
geometrical 433 
radiation 25 
surface 433 
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Reynolds analogy 192 
for turbulent flow 347—350 
Reynolds-averaged Navier-Stokes equation 
(RANS equation) 337-341 
2-D turbulent boundary layer flow 345 
continuity equation 339-340 
Eddy concept 342-347 
enthalpy/energy equation 341—342 
force balance in circular tube 344 
momentum equation 340—341 
Reynolds analogy 347-350 
Reynolds flux 342 
Reynolds flux 342 
Reynolds number 179, 180; see also Grashof 
number; Nusselt number; Prandtl 
number 
average friction factor determination 192 
for fluid flow in circular tube 269 
friction factor and pressure drop vs. 272 
function of 180 
pressure drop 272 
thinner boundary layer 267 
Reynolds time-averaged method 339 
ribs 534, 543, 545, 546, 547 
angled 548 
v-shaped 548 
rotating channels 551, 553, 555 
rotation number 553 
rough channels 534 
Runge-Kutta method 
similarity solution 232 


sand grain roughness 368—370, 515 
Schmidt number 195 
separation of variables 
conduction 57, 62, 72, 93, 101 
convection 293, 297, 305 
semiinfinite solid material 112 
]-D transient heat conduction 112 
Laplace transform method 116-118 
similarity method 112-115 
shape factor 231; see also view factor for 
radiation 
laminar boundary layer 239, 244 
shear stress 180 
distribution 267 
laminar-type 342 
profile 181 
Reynolds number 214, 267 
turbulence 337 
wall 184, 210, 351 
shear velocity see friction velocity 
Sherwood number 195 
similarity functions 206, 321 
similarity method 112-115, 321 
1-D transient problem 89 
freezing and solidification problems 
120-122 
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heat conduction 120 
laminar flow and heat transfer 203—217 
for semiinfinite solid material 112-115 
velocity and temperature profile 
determination 351 
similarity solution 203, 214—217 
boundary conditions 206, 212 
continuity equation 203 
energy equation 211 
flat plate laminar boundary layer 
functions 210 
laminar natural convection 319—324 
momentum equation 320—321 
numerical integration 208—210 
similarity function 211 
similarity momentum equation 206 
stream lines 204 
temperature profile 213 
velocity and temperature profiles 323 
velocity profile 211 
similarity variable 113, 204, 206, 321 
single black enclosure 
net radiation heat transfer 466 
radiation between hot gases and 466 
single-surface enclosure 461 
radiation between hot gases and 466 
slug flow 277, 283, 290, 293, 300 
solar collector 395, 396 
solar radiation 395 
solar flux 395 
in Earth's atmosphere 395 
house with skylight 396 
radiation gain 92 
solar radiation 395-396 
absorption 395 
maximum emission 391 
spectral blackbody emissive power 390 
solar spectra 395 
solid angle 386 
unit 385, 405 
specific heat 6 
spectral blackbody emissive power 390 
spectral radiation 386 
absorption 458 
spherical coordinate system 8 
St. see Stanton number (St) 
stability 486 
Stanton number (St) 192, 363 
steady-state 10-11 
ablation velocity 126 
constant properties 187 
constant-property flow 186—187 
cylindrical medium 28 
heat conduction 1, 21, 23, 26, 36, 57, 153 
solid material 175 
Stefan-Boltzmann law 4, 389 
stream function 203, 488 
string rule see crossed string method 
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superposition 58—62, 72 
2-D heat conduction 72—73 
3-D heat conduction 72, 72 
multidimensional heat conduction 72, 99 
for nonhomogeneous BCs 66 

surface radiation 385; see also thermal radiation 
blackbody radiation 389 
diffuse surface 388 
emissive power 387 
flux 386, 387 
gray surface 388 
hemispherical emissivity 387 
monochromatic emissivity 387 
properties 387—394, 405, 431 
radiation transport equation 469 
spectral blackbody emissive power 390 
Wien’s displacement law 390 

surface temperature boundary condition 162 


temperature, nondimensional 475 
thermal 
conductivity 1 
energy generation 7 
resistance 22 
thermal boundary layer 181, 211, 268; see also 
hydrodynamic boundary layer 
for flow entering circular tube 267 
heat flux 273 
heat transfer coefficient 276 
integral method 220 
over flat plate 181, 181 
over solid surface 184, 185 
thickness 2, 268, 274, 301 
uniform wall heat flux 273 
thermal diffusivity 8 
thermal entry length 268, 297 
thermally fully developed flow 267, 276 
thermal radiation 385 
for blackbody 387, 390 
in hemispheric radiation 386 
intensity and emissive power 385 
3-D see three-dimension (3-D) 
three-dimension (3-D) 2 
three-dimension (3-D) heat conduction 8 
equation 8 
finite difference method 160 
multidimensional heat conduction 99 
problem 72 
spherical coordinate system 8 
steady-state 72 
transient heat conduction in cylindrical 
coordinates 67-72 
unsteady 89 
three-surface enclosure 438—441 
time constant 92 
total hemispherical emissivity 387 
transient heat conduction 89 


Index 


1-р 101-119, 125, 161-164 
2-D 165-168 
3-D 10, 101 
engineering application problems 119 
Fourier's conduction law 1 
lumped capacitance method 90—93 
with moving boundaries 119-127 
multidimensional 102—103 
variable separation method 93-101 
transition phenomena 485 
transition to turbulence 
bypass transition 494 
film cooling induced 507 
surface roughness induced model 505 
turbulent spot induced model 495 
unsteady wake induced model 499 
transmissivity 388, 458; see also absorptivity; 
Beer's law; reflectivity 
gas 461 
transport equation 469—473 
turbine blade cooling 546 
turbulence models 373 
k — £ model 374, 375, 377 
zero equation model 373 
turbulent diffusivity see Eddy diffusivity 
turbulent flow heat transfer 337, 354—361 
in circular tube 355 
energy equation 355 
energy integral equation 356-357 
final heat transfer coefficient 361, 363 
law of wall 350 
method 337 
Nusselt number 359 
Prandtl mixing length theory 350 
RANS equation 337-339 
Stanton number 363 
velocity and temperature profile 337 
turbulent heat transfer enhancement 515 
turbulent mixing 179, 337 
turbulent Prandtl number 342, 343 
turbulent spot 494 
2-D see two-dimension (2-D) 
two-dimension (2-D) 2 
boundary-layer equations 2, 320 
boundary-layer flow 2, 345, 352 
conduction equation 57 
energy conservation 187, 188 
heat convection equations 184—188 
mass conservation 185 
momentum conservation 185 
temperature distribution 80 
two-dimension (2-D) steady-state heat conduction 
45, 57, 56—63 
boundary conditions 46 
equations 57 
finite-difference energy balance method 155 
finite-differential format 156 


Index 


with heat generation 156 

nonhomogeneous BCs superposition 72, 74 

problem 57 

temperature distribution 58, 61, 63 

variable separation 58, 62 

two-dimension (2-D) transient heat conduction 

165—169; see also finite-difference 
energy balance method 

finite difference 165, 166 

multidimensional heat conduction 99 


unheated starting length 228 
uniform heat flux 
boundary condition 155 
internal flow 273, 285, 294 
universal velocity profile 350, 353 
unsteady wake 499 


van Driest velocity profile 366 
variable separation method 57, 62 
1-D transient conduction problems 
93-99 
2-D temperature distribution 61 
boundary conditions 57-58, 63 
Laplace’s equation 64 
multidimensional transient conduction 
problems 99 
solution 89 
superposition 58—59 
surface convection BC 64 
surface heat flux BC 62 
temperature BC 57 
view factor 405—405 
2-D geometries 414—417 
3-D geometries 420 
algebraic method 421, 422 
applications 422 
between circular tubes 412 
between differential areas 407 
between disks 408 


between plates 412 
between surfaces 417, 419, 466, 467 
calculation 437 
contour integration 418—419 
crossed-string method 409-411 
double-area integration 417 
evaluation 409 
geometrical resistance 433 
n-surface enclosure 406 
radiation heat transfer determination 431 
reciprocity rule 406 
resistance due to 463 

viscosity 
dynamic 180 
kinematic 180 
turbulent 349 

viscous dissipation 342 

viscous sublayer 337, 345 

volumetric heat generation 7 

von Karman constant 353 


wall, law of 350 
temperature profile 357, 358 
velocity profile 356 
Walz approximation 245 
water vapor 
band emission 455 
energy emission and absorption 455 
gas radiation properties 455 
heat transfer rate 466 
radiation between hot gases and 466 
wave instability 488 
wavelength 
radiation 455 
turbulent wave instability 488 
Wien’s displacement law 390 


0-D see zero-dimension (0-D) 
zero-dimension (0-D) 89 
zone method 468 
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